Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 1 of 245 


EXHIBIT 1 


a2) United States Patent 


Baxter et al. 


ee "NT TTT ETT 


US009433185B2 


do) Patent No.: 
(45) Date of Patent: 


US 9,433,185 B2 
Sep. 6, 2016 


(54) AUTOMATED LITTER DEVICE AND 


(71) 


(72) 


(73) 


(*) 


(21) 


(22) 


(65) 


(63) 


(60) 


(51) 


(52) 


(58) 


METHOD 


Applicant: Automated Pet Care Product, Inc., 


Pontiac, MI (US) 


Inventors: Brad Baxter, Bloomfield Hills, MI 
(US); Jason Smith, West Bloomfield, 


MI (US) 


Assignee: AUTOMATED PET CARE 
PRODUCT, INC., Pontiac, MI (US) 


Notice: Subject to any disclaimer, the term of this 
patent is extended or adjusted under 35 
US.C. 154(b) by 0 days. 


Appl. No.: 14/274,884 


Filed: May 12, 2014 


Prior Publication Data 


US 2014/0245960 Al Sep. 4, 2014 


Related U.S. Application Data 


Continuation of application No. 13/804,370, filed on 
Mar. 14, 2013, now Pat. No. 8,757,094. 


Provisional application No. 61/661,078, filed on Jun. 


18, 2012. 
Int. Cl. 

AOIK V01 (2006.01) 

US. CL 

CPC veecssseeeee AOIK 1/011 (2013.01); AOLK 1/0114 


Field of Classification Search 


CPG sense AOIK 1/01; AOIK 1/0107; AOIK 1/0114 
USPC: sucscadusdiastasaaies 119/161, 163, 165, 166, 168 
See application file for complete search history. 


(56) References Cited 
U.S. PATENT DOCUMENTS 


4,096,827 A 6/1978 Cotter 

4,120,264 A * 10/1978 Carter wien 119/166 
4,886,014 A 12/1989 Sheriff 

5,048,464 A * 9/1991 Shirley oo 119/166 
5,107,797 A * 4/1992 LaRoche .. .. 119/166 
5,477,812 A * 12/1995 Waters ......... . 119/163 
5,509,379 A * 4/1996 Hoeschen .. 119/166 
5,551,375 A * 9/1996 Flores ...... .. 119/166 
5,622,140 A * 4/1997 Mellnay-Moe . .. 119/166 
5,662,066 A * 9/1997 Reitz wc. . 119/163 
5,752,465 A * 5/1998 Page wcccceseteteeees 119/166 
6,055,935 A 5/2000 Engel 

6,082,302 A 7/2000 Thaler et al. 

6,126,015 A * 10/2000 Haymaker ......... 209/235 
6,463,881 B1* 10/2002 ReitZ wc eee 119/163 
6,851,386 B2 2/2005 Northrop et al. 

7,137,355 BL* 11/2006 Wan wcccccceeenenees 119/166 
7,198,006 B2 4/2007 Fischer 

7,278,372 B2* 10/2007 Colsky 0c 119/166 
7,487,742 B2* 2/2009 Waters ....ccccccceceeeeeee 119/166 


7,647,889 B2 1/2010 Horanoff 
7,762,231 B2 7/2010 Dugas et al. 
8,475,367 BL* 7/2013 Yuenetal. we 600/300 


* cited by examiner 


Primary Examiner — Monica Williams 

Assistant Examiner — Michael Wang 

(74) Attorney, Agent, or Firm — The Dobrusin Law Firm, 
PC, 


(57) ABSTRACT 


Adevice comprising: a support base and an chamber, located 
on the support base, having an entry opening so that an 
animal can enter and exit the chamber; wherein the chamber 
includes an axis of rotation that forms an angle of about 80 
degrees or less with a vertical plane. 


20 Claims, 12 Drawing Sheets 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 3 of 245 


US 9,433,185 B2 


Sheet 1 of 12 


Sep. 6, 2016 


U.S. Patent 


94 


a evovevinsenoidertnisyagas on 


Se SL ith 


350 


152 


ee yeeaet tee 
en 


p 
3g 
j 
4 

4 
i 
: 
i 
i 
: 
z 
i 
i 
i 
3 
i 
i 
i 
i 
i 
; 
g 
i 
i 
PA 


FIG.~1 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 4 of 245 


U.S. Patent Sep. 6, 2016 Sheet 2 of 12 US 9,433,185 B2 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 5 of 245 


U.S. Patent Sep. 6, 2016 Sheet 3 of 12 US 9,433,185 B2 


FIG.-3B eS 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 6 of 245 


U.S. Patent Sep. 6, 2016 Sheet 4 of 12 US 9,433,185 B2 


de ae are Figs. 24,15 106 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 7 of 245 


U.S. Patent Sep. 6, 2016 Sheet 5 of 12 US 9,433,185 B2 


UR aoe 


£ 
a . 

r eon 
Sy 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 8 of 245 


U.S. Patent Sep. 6, 2016 Sheet 6 of 12 US 9,433,185 B2 


RS Saat 
Icoenensanggimmmnmnnnnersmnennrrenssrere GS 
a 


‘ 
: 


90 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 9 of 245 


US 9,433,185 B2 


Sheet 7 of 12 


Sep. 6, 2016 


U.S. Patent 


100 


142 


om 
ot 
ot 


Meter, 
. “sy, 
0, ey 


apead CILIEULEIC EOE, 
ee CEEOL E Ie 


5 
i ‘Wetted ay 
‘ ty 
cotttvidendceceveetortee cde iveecnevtiarcineiod 


— 


106 


ay 
od 
and 


FIG.-9 


22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 10 of 245 


Case 3 


US 9,433,185 B2 
100 


106 
304 


Sheet 8 of 12 


A A 


Sep. 6, 2016 


LAELELPE 
LEST 


ecg tbene Le, 
Seecdpitce = 


20 


U.S. Patent 


Pees 


tthe 


mt 
wy 
wd 


FIG.-10 


156 


i%d 
cee) 
ot 


FIG.-11 


22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 11 of 245 


Case 3 


32 


US 9,433,185 B2 


24 


nm 
a 
ty 


Sheet 9 of 12 


eon 


Sep. 6, 2016 


U.S. Patent 


peor n, 
¢ tea, 


FIG.-12A 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 12 of 245 


U.S. Patent Sep. 6, 2016 Sheet 10 of 12 US 9,433,185 B2 


pagent nents wennotenman RA 


FIG.-13B 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 13 of 245 


U.S. Patent 


Sep. 6, 2016 Sheet 11 of 12 US 9,433,185 B2 


nkaroonresas 


ae 


y 

y 

4 
% 


FIG.-13C 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 14 of 245 


U.S. Patent Sep. 6, 2016 Sheet 12 of 12 US 9,433,185 B2 


106 


108 ’ N\ 


FIG.-14 


220 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 15 of 245 


US 9,433,185 B2 


1 
AUTOMATED LITTER DEVICE AND 
METHOD 


CLAIM OF PRIORITY 


This application is a continuation of Ser. No. 13/804,370, 
filed on Mar. 14, 2013, which claims benefit of provisional 
application Ser. No. 61/661,078 filed on Jun. 18, 2012, 
which are both hereby entirely incorporated by reference for 
all purposes. 

The present teachings generally relate to an improved 
litter device for use by animals that automatically removes 
animal waste from litter. 


BACKGROUND 


The present teachings are predicated upon providing an 
improved litter device, and specifically an improved auto- 
matic litter device. There are numerous different litter box 
designs available on the market. Many of these designs are 
manual and require an owner to sift waste from litter so that 
the litter is cleaned. With these manual designs, owners may 
forget to clean the waste from the litter and the litter box may 
become full, may begin to smell, or both. For these reasons 
and many other, owners have begun to purchase automated 
fitter boxes. Generally, these devices include a portion that 
holds litter, and a portion that receives waste that is removed 
from the portion that holds litter so that owner interaction is 
reduced and the frequency of manual interaction to remove 
waste is reduced. Many of these devices include a rake that 
travels along a track and removes waste from the litter. 
These automated rakes may get stuck, clumps of waste 
and/or litter may stick to the rake and/or the floor, the rake 
may become dislodged, the rake may not move the waste all 
the way out of the portion that holds the litter, or a combi- 
nation thereof. Other devices rotate and sift the waste from 
the litter so that the clean litter is retained in the portion that 
holds the litter and the waste is emptied into the portion that 
receives the waste. Many of these devices are covered so 
that dust, smells, fitter, or a combination thereof are retained 
within the litter box. However, covering the litter box 
reduces the amount of space available for the pet, the 
amount of light in the litter box, these covers through use 
may become dirty through contact with waste, or a combi- 
nation thereof. Further, the cover and/or was may become 
contaminated as waste travels along the was to an exit point 
such that when an animal subsequently enters the device 
contaminants from the walls may be transferred to the 
animal. 

Examples of some automated litter boxes may be found in 
USS. Pat. Nos. 4,096,827; 4,886,014; 5,107,797; 5,662,066; 
6,055,935; 6,082,302; 6,126,015; 8,483,881; 6,851,386; 
7,198,006; 7,762,231; and 7,647,889; all of which are incor- 
porated by reference herein for all purposes. 

It would be attractive to have a litter device that is covered 
and provides adequate space for animals so that when inside 
the animals can move around. It would be attractive to have 
a litter device that is illuminated so that the animal can see 
while inside the litter device. It would be attractive for the 
litter device to prevent transfer of waste remnants to an 
animal in the litter device. What is needed is a device that is 
self-contained so that an animal cannot contact any of the 
moving parts. What is further needed is a device that 
includes safety devices so that if an animal comes into 
contact with any parts that may move the device stops so that 
the animal is prevented from being caught, pinched, injured, 
or a combination thereof. It would be attractive to have a 
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weight sensor that measures small changes in mass of the 
device by measuring a small range of forces indirectly 


SUMMARY 


The present teachings meeting one or more, if not all, of 
the present needs by providing: a device comprising one or 
more of the following features: a chamber with an axis of 
rotation that forms an angle of about 80 degrees or less with 
a vertical plane; a track around the chamber that forms an 
angle of between about 10 degrees and 40 degrees with the 
vertical plane; a bonnet that extends over the chamber and 
is attached to a support base on one or both sides; a shield 
located within and is movably attached to the chamber so 
that the chamber at least partially rotates around the shield 
and so that the shield covers an internal surface of the 
chamber; an indicator that monitors the level of waste in the 
waste drawer so that when the level reaches a predetermined 
level the chamber is prevented from being rotated; a weight 
detection sensor, located in the support base and below the 
chamber, having an expandable and contractible member 
such as a spring, and a force sensitive monitoring device 
such as a force sensitive resistor placed between a rocker 
arm and the support base, so that as compression of the 
expandable and contractible member changes, the force 
sensitive member measures a change in weight of the 
device; a step and cleaning device on the waste drawer so 
that an animal can use the step to enter and exit the chamber 
and litter is caught in the cleaning device; an entry lip on an 
entry opening of the chamber; an electronics compartment in 
the support base; an isolated mount for housing mechanical 
parts, electrical parts, or both; a stop so that the chamber will 
stop at the waste dumping position in the event of a sensor 
failure; a pinch detector so that items do not get pinched 
between the support base and the chamber during rotation of 
the chamber; and a screen and septum that are connected by 
a living hinge. 

The present teachings meet one or more of the present 
needs by providing a device comprising: a support base and 
a chamber, located on the support base, having an entry 
opening so that an animal can enter and exit the chamber; 
wherein the chamber includes an axis of rotation that forms 
an angle of about 80 degrees or less with a vertical plane. 

One unique aspect of the present teachings include a 
device comprising: a support base; a chamber, located on the 
support base, wherein the support base includes, an entry 
opening so that an animal can enter and exit the chamber, a 
waste opening so that contents can be emptied from the 
chamber; and a bonnet that extends over the chamber and is 
attached the support base on one or both sides; wherein the 
bonnet covers the waste opening so that during rotation of 
the chamber a pinch condition is prevented between the 
waste opening and the support base. 

Another unique aspect of the present teachings include a 
device comprising: a support base; a chamber, located on the 
support base, wherein the support base includes, an entry 
opening so that an animal can enter and exit the chamber, a 
shield located within and attached to the chamber; wherein 
the shield is movably attached to the chamber so that the 
chamber at least partially rotates around the shield and after 
rotation of the chamber an internal surface of the chamber is 
covered. 

Another unique aspect of the present teachings include a 
device comprising: a chamber having an entry opening so 
that an animal can enter and exit the chamber, a support 
base, located under and supporting the chamber, wherein the 
support base includes, a waste drawer and an indicator that 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 16 of 245 


US 9,433,185 B2 


3 


monitors a level in the waste drawer so that when the level 
reaches a predetermined level the chamber is prevented from 
being rotated. 

Yet another unique aspect of the present teachings 
includes a device comprising: a chamber having an entry 
opening so that an animal can enter and exit the chamber, a 
support base, located under and supporting the chamber, 
including a weight detection sensor, located in the support 
base and below the chamber, having an expandable and 
contractible member such as a spring, and a force sensitive 
monitoring device such as a resistor placed between a rocker 
arm and the support base, so that as compression of the 
expandable and contractible member changes the force 
sensitive monitoring device measures a change in weight of 
the device 

The teachings herein surprisingly solve one or more of 
these problems by providing a litter device that is covered 
and provides adequate space for animals to move around 
inside of the litter device. The litter device as taught herein 
may be illuminated so that the animal can see while inside 
the litter device. The litter device as taught herein includes 
an internal shield for covering an internal wall of the litter 
device so that any remnants on the walls of the device are 
covered and are not transferred to an animal in the litter 
device. The device is self-contained so that an animal cannot 
contact any of the moving parts. The device includes safety 
devices so that if an animal comes into contact with any 
parts that may move the device stops so that the animal is 
prevented from being caught, pinched, injured, or a combi- 
nation thereof. The weight sensor taught herein measures 
small changes in mass of the device while measuring a small 
range of forces. 


BRIEF DESCRIPTION OF THE DRAWINGS 


FIG. 1 illustrates a front view of one possible litter device; 

FIG. 2 illustrates an exploded view of the litter device of 
FIG. 1; 

FIG. 3A-B illustrate side views of the litter device of FIG. 

1; 

FIG. 4 illustrates a top view of the litter device of FIG. 1; 

FIG. 5 illustrates a cross-sectional view of the litter device 
of FIG. 1; 

FIG. 6 illustrates an exploded view of one possible 
chamber; 

FIG. 7 illustrates a bonnet covering a chamber; 

FIG. 8 illustrates an exploded view of one possible 
bonnet; 

FIG. 9 illustrates an exploded view of one possible 
support base; 

FIG. 10 illustrates a bottom view of a support base; 

FIG. 11 illustrates an exploded view of one possible waste 
drawer; 

FIGS. 12A-12B illustrate the screen, septum, and living 
hinge; 

FIGS. 13A-13D illustrate rotation of a chamber from 
during a cleaning cycle; 

FIG. 14 is a close-up view of one example of an indirect 
weight sensor; and 

FIG. 15 is a close-up view of another example of an 
indirect weight sensor. 


DETAILED DESCRIPTION 


The explanations and illustrations presented herein are 
intended to acquaint others skilled in the art with the 
invention, its principles, and its practical application. Those 
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skilled in the art may adapt and apply the invention in its 
numerous forms, as may be best suited to the requirements 
of a particular use. Accordingly, the specific embodiments of 
the present invention as set forth are not intended as being 
exhaustive or limiting of the teachings. The scope of the 
teachings should, therefore, be determined not with refer- 
ence to the above description, but should instead be deter- 
mined with reference to the appended claims, along with the 
full scope of equivalents to which such claims are entitled. 
The disclosures of all articles and references, including 
patent applications and publications, are incorporated by 
reference for all purposes. Other combinations are also 
possible as will be gleaned from the following claims, which 
are also hereby incorporated by reference into this written 
description. 

The device may be any device that includes litter for use 
by an animal. The device may be used by any domesticated 
animal such as a pig, dog, cat, rabbit, or a combination 
thereof. The device may include one or more of the follow- 
ing features: a support base, a chamber, an axis of rotation 
that forms an angle of 80 degrees or less with a vertical 
plane, a track around the chamber, a track plane that forms 
an angle of between about 10 degrees and 40 degrees with 
the vertical plane, an elongated entry opening in the cham- 
ber, a bonnet, a light sensor on the control panel, an interlock 
sensor on the bonnet, a shield in the chamber, a waste 
drawer, an indicator that monitors the level in the waste 
drawer, a weight detection sensor, a pre-compressed mem- 
ber, a force sensitive monitoring device, a step on a waste 
drawer, a cleaning device, an entry lip, an electronics 
compartment, an isolated mount, a stop, a diverter, a pinch 
detector, a screen, a septum, a living hinge, or a combination 
thereof. Preferably, the device may be designed for use by a 
cat. The device includes at least a support base and a 
chamber on the support base. 

The support base may be any device that supports a 
chamber. The support base may be any size and shape so that 
the support base moves or assists in moving a chamber. The 
support base may be any size, shape, configuration, or a 
combination thereof so that the support base houses a 
portion of and/or all of the mechanical componentry and 
rotates the chamber. The support base may rest on a surface 
such as a table, a floor, some other substantially planar 
surface, or a combination thereof so that the support base 
supports a chamber. The support base may be substantially 
planar. Preferably, the support base may be flat and reside in 
one plane. The support base may form another surface so 
that the support base forms a cradle. For example, the 
support base may include a central portion and one or more 
support members that extend away from the central portion. 
The central portion and one or more support members may 
form a “U” shape. Preferably, the one or more support 
members may extend vertically away from the central 
portion. More preferably, the support base may include two 
support members that extend from a central portion of the 
support base so that a chamber is cradled between the 
support members. The support base may include one or 
more controls. The support base may include a control panel. 
Preferably, the one or more controls, the control panel, or 
both are located on one of the support members. 

The control panel may include any control so that an 
owner may operate the litter device. The control panel may 
include a reset button, a cleaning cycle button, an empty 
button, an on/off switch, a waste level indicator, an advance 
button to partially rotate the chamber, a light sensor, or a 
combination thereof. The control panel may be used when 
litter is added to the chamber. For example, when litter is 
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added the owner may press a reset button and/or a litter add 
button so that the weight sensor begins creating a new 
baseline as discussed herein and/or a cleaning cycle is not 
triggered. The control panel may include an empty button so 
that an owner may remove all of the litter from the chamber. 
For example, when the empty button is pressed the chamber 
may rotate in a direction opposite to that of a cleaning cycle 
so that the litter is not stored in the septum and may instead 
be removed from the chamber via the waste opening. The 
control panel may be made of any material so that the 
controls are protected. The control panel may include one 
main covering over all of the buttons so that any liquids 
and/or solids do not damage the controls. The control panel 
may be a cover. 

The control panel may be located adjacent one or more 
compartments. The control panel may cover one or more 
compartments. The support base may include one or more 
compartments for housing one or more electronic compo- 
nents that operate the device. The electronic components 
may be any components that may be damaged when con- 
tacted with moisture, vapor, fumes, or a combination 
thereof. The electronic components housed in the one or 
more compartments may be wires, terminations, switches, 
metal clips, motors, circuit boards, sensors, the like, or a 
combination thereof. The one or more components may 
include a cover that seals and/or substantially seals the 
electronic components in the one or more compartments. 
The cover may be a control panel. The compartments may 
be substantially sealed so that moisture, vapor, fumes, or a 
combination thereof are prevented from entering the one or 
more compartments and damaging the electronic compo- 
nents. The compartments may be sealed in any way so that 
moisture, vapor, fumes, or a combination thereof are sub- 
stantially prevented from entering the compartment and 
damaging the electronic components housed in the compart- 
ment. The one or more compartments may include one or 
more ports, preferably one for wires, connectors, cables, or 
a combination thereof to pass through so that power, signals, 
or both may pass in and/or out of the compartments. The port 
may extend through a cover, a wall, a base portion, a gap, or 
a combination thereof in the support base. The wires, 
connectors, cables, or a combination thereof may be sub- 
stantially surrounded by a plug so that the wires are com- 
pressed together and the plug fills the port through which the 
wires, connectors, cables, or a combination thereof pass 
through. The plug may be a soft plug, a hard plug, or both. 
The plug may form a semi-seal plugging the port so that 
moisture, vapor, fumes, or a combination thereof are sub- 
stantially prevented from entering the compartment. The 
plug may form a complete seal so that moisture, vapor, 
fumes, or a combination thereof are substantially prevented 
from entering the compartment. The wires, connectors, 
cables, or a combination thereof may attach to one or more 
controls for controlling the device. 

The one or more compartments, the one or more covers, 
or both may include a port so that a drive may extend from 
a motor into contact with a chamber so that the chamber may 
be rotated by the motor. The port may be large enough so 
that the drive may extend out of the compartment, through 
the cover, or both so that the chamber may be rotated. The 
drive may be any drive mechanism capable of moving, 
rotating, or both the chamber. The drive mechanism may 
include a cog, a sprocket, a belt, a direct drive, or a 
combination thereof. The cover, the compartment, or both 
may isolate the drive so that the drive may contact the 
chamber but any moisture, vapor, fumes, or a combination 
thereof from inside the support base may be prevented from 
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entering the compartment. The drive may be made of any 
material that is resistant to moisture, vapor, fumes, or a 
combination thereof. The drive may be made of any material 
that is strong enough so that the drive may rotate the 
chamber. Examples of materials that may be used for the 
drive include rubber, plastic, metal, ceramic, or a combina- 
tion thereof. The drive may be made of the same material as 
the chamber, the support base, or both. The drive is made of 
a material that may be molded and preferably injection 
molded. More preferably, the drive is made of nylon. The 
one or more compartments may house one or more motors, 
or more gear assemblies, or both. 

The one or more motors, one or more gear assemblies, or 
both may be housed in the one or more compartments using 
one or more isolated mounts. The isolated mount may be any 
device that holds a motor, a gear assembly, or both. Prefer- 
ably, the isolated mount may be any device that holds a 
motor, a gear assembly, or both at the same angle as the 
chamber as taught herein. For example, ifthe chamber forms 
an angle of about 70 degrees with vertical then the isolated 
mount will form an angle of about 70 degrees with vertical 
and the respective motor, gear assembly, or both will accord- 
ingly form an angle of about 70 degrees with vertical. The 
isolated mount may be an integral part, an additional part, or 
both. The isolated mount may include a part that is integrally 
created when the support base is created. The isolated mount 
may include a part that substantially surrounds, completely 
surrounds, sandwiches, houses, or a combination thereof of 
a motor, a gear assembly, or both and then assists in 
mounting the motor, the gear assembly, or both in the 
isolated mount. Preferably, at least a portion of the isolated 
mount is a soft and flexible component that sandwiches the 
motor, the gear assembly, or both and assists in holding the 
motor, the gear assembly, or both in the compartment of the 
support base. The isolated mount may be made of plastic, 
metal, rubber, ceramic, a polymer, a natural material, a 
synthetic material, or a combination thereof. The isolated 
mount may be made of any material that may be molded, 
preferably injection molded. All or a portion of the isolated 
mount may be made of the same material as the chamber, the 
support base, or both. All or a portion of the isolated mount 
may be made of a dampening material. For example, the 
isolated mount may include a glove portion that surrounds 
all or a portion of the motor, the gear assembly, or both so 
that any noise, vibration, or both of the motor, the gear 
assembly, or both are reduced, eliminated, or both. All or a 
portion of the isolated mount may be made of a material that 
reduces and/or eliminates any gap and/or tolerance between 
internal walls of an integral portion of the isolated mount. 
For example, the motor, the gear assembly, or both may be 
smaller than an integral portion of an isolated mount and the 
glove may surround the motor, the gear assembly, or both so 
that the motor, the gear assembly, or both are snugly fit 
within the integral portion of the isolated mount. All or a 
portion of the isolated mount may be made of an elastomeric 
material such as a ethylene propylene diene monomer 
(EPDM), thermoplastic polyurethane, elastomer modified 
polyolefin, polysiloxanes, santoprene, 2 part urethane, poly- 
vinyl chloride (PVC), or the like, or a combination thereof. 
Preferably, the isolated mount is made of a flexible polyvinyl 
chloride. In one non-limiting example, the motor, the gear 
assembly, or both may be sandwiched in a soft flexible 
elastomeric glove comprised of one or more pieces and then 
the complete glove with the motor, the gear assembly, or 
both may be placed in an integral housing formed in the 
compartment and covered forming an isolated mount. 
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One surface of the support base may be located substan- 
tially in one horizontal plane (i.e., the support base plane). 
The horizontal plane may be substantially perpendicular 
and/or perpendicular to a vertical plane. The support base 
may include one or more vertical planes (1.e., vertical 
support base plane). The horizontal plane of the support base 
may be substantially parallel to the surface on which the 
support base rests. The support base plane may be the same 
plane that a waste drawer slides along, substantially parallel 
to the plane that the waste drawer slides along, or both. The 
support base may include a waste drawer track so that the 
waste drawer is installed properly in the support base. 

The support base includes a waste drawer. The waste 
drawer may be of any size and shape so that the waste 
drawer fits entirely within the support base. The waste 
drawer may be of a size so that all or a portion of the waste 
drawer fits within the support base. The waste drawer may 
slide within a plane. The waste drawer may slide within a 
plane of the support base. The waste drawer may form all or 
a portion of a forward surface of the support base. The waste 
drawer may include a volume. The volume of the waste 
drawer may be large enough so that the waste drawer can go 
1 day or more, 3 days or more, 5 days or more, 7 days or 
more, or even 10 days or more before the waste drawer 
needs to be emptied. The waste drawer may have a volume 
of about 10,000 cm? or more, preferably about 15,000 cm? 
or more, or more preferably about 17,000 cm? or more. The 
waste drawer may have a volume of about 30,000 cm* or 
less, about 25,000 cm? or less, or about 22,000 cm? or less. 
The waste drawer may include a volume of between about 
12,000 cm? and about 30,000 cm’, preferably between about 
14,000 cm* and about 25,000 cm*, and more preferably 
between about 16,000 cm? and about 20,000 cm?. The waste 
drawer may include one or more carbon filters for filtering 
the air in the waste drawer, entering the waste drawer, 
exiting the waste drawer, or a combination thereof. The 
carbon filter may be located at any location within the waste 
drawer. The carbon filter may be located proximate to a 
forward portion of the waste drawer. The waste drawer, the 
support base, or both may include a foot, a weight sensor, or 
both. 

The foot may be part of the weight sensor. The foot may 
be attached to the support base by a fastener. The fastener 
may be part of the weight sensor. Preferably the fastener is 
a bolt and nut allowing adjustment. All or a portion of the 
weight sensor may be located between the head of the bolt 
and a nut. The fastener may extend through the center of the 
foot and through the bottom of the support base. A pre- 
compressed member may be located between the foot and 
the support base at a fixed length determined by the bolt and 
nut fastener. A pre-compressed member may be located 
between the foot and the support base such that the support 
base is supported by the pre-compressed member. A mini- 
mum gap dimension between the foot and the support base 
ensures that the support base is supported solely by the 
pre-compressed member. A maximum gap dimension 
between the foot and the support base ensures that displace- 
ment of the pre-compressed member is minimized when the 
pre-compressive force is overcome by the gross weight of 
the unit, for example when a cat enters the chamber. The 
weight sensor may be free of a gap. For example, the foot, 
the support base, or an adjacent component may have a 
flexible portion allowing for movement of a portion of the 
weight sensor when weight is added or subtracted. The 
overlap of the minimum and maximum gap dimensional 
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requirements allows for the dimensional design range of the 
gap. The gap dimension is preferably from about 1.0 mm to 
about 2.0 mm. 

A rocker arm may be located between the nut or retaining 
feature of the fastener and the support base. The rocker arm 
may be positioned and suspended above the support base by 
a pivot edge on one end and a contact surface on the other 
end of the rocker arm. The rocker arm contact surface may 
be enhanced by a compressible contact member which is 
attached to the contact surface. The rocker arm is attached 
and pulled down toward the support base by the force of the 
pre-compressed member imparted through the nut or retain- 
ing feature of the fastener. A force sensitive resistor or any 
other force monitoring device may be placed between the 
rocker arm contact surface and the support base. This 
arrangement of a force sensitive resistor or other area 
monitoring device between the rocker arm and the support 
base allow for an indirect measurement of weight. This 
arrangement of indirect force measurement allows for the 
use of more sensitive force sensors because only the force of 
the pre-compressed member which is imparted on the nut or 
retaining feature of the fastener and than onto the rocker arm 
contact surface is being measured. For example, as weight is 
added to the chamber, the support base imparts a greater 
downward force on the pre-compressed member, and as the 
force is increased to the point of equaling the pre-compres- 
sion force of the pre-compressed member, the force 
imparted on the nut or retaining feature of the fastener and 
then onto the rocker arm contact surface is substantially 
zero. The pre-compression force may be any force so that a 
change in weight, an animal, or both may be measured. The 
pre-compression force may be about 0.5 Kg or more, about 
1 Kg or more, about 2 Kg or more, or about 3 Kg or more. 
Therefore, the total range of force which can be measured is 
zero to the pre-compression force of the pre-compressed 
member with no offsetting force from the support base, such 
as can occur if the support base and consequently the foot 
are lifted off the surface upon which they rest. However, it 
is conceivable and possible to use an arrangement where the 
force sensitive resistor or other force monitoring device is 
placed between the foot and the floor, between the foot and 
the pre-compressed member, or between the pre-compressed 
member and the bottom of the support base which would 
measure the absolute weight of the unit less the mentioned 
components’ weight below the force sensor. 

The one or more compressible contact members may be 
any member that when a force is applied transfers the force 
to another member (e.g., a force sensitive monitoring 
device). The one or more compressible contact members 
may be located at any location along a rocker arm so that the 
one or more compressible members assist in transferring a 
force from the rocker arm. Preferably, the one or more 
compressible members are located in an end region of a 
rocker arm. The one or more compressible members may be 
made of any compressible material that has sufficient com- 
pressibility that the rocker arm, the force sensitive monitor- 
ing device, or both are not damaged during an application of 
force. The one or more compressible contact members may 
be made of any compressible material that has sufficient 
rigidity so that the compressible contact member transfers 
the force from the rocker arm to the force sensitive moni- 
toring device. Preferably, the weight sensor indirectly mea- 
sures weight an indirect weight sensor). 

The weight sensor may continually, intermittently, or both 
monitor the mass of the device. The weight sensor may be 
located at any location in the device so that any change is 
mass of the device is measured. The weight sensor may 
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prevent rotation of the chamber when additional mass above 
a predetermined mass is located within the chamber. The 
predetermined mass may be any mass that prevents rotation, 
triggers rotation, or both. Preferably, the predetermined 
mass is less than the mass of any animal but more than the 
mass of waste retained within the chamber after the animal 
exits. The predetermined mass may be about 1 Kg or less, 
preferably about 0.5 Kg or less, more preferably about 0.25 
Kg or less. The weight sensor may be located in any location 
capable of monitoring the mass of the chamber including the 
support base, under the waste drawer, in a leg of the device, 
or a combination thereof. The weight sensor may be located 
at any location in and/or on the device so that the mass of the 
device is measured without the weight sensor being directly 
contacted. For example, the weight sensor does not need to 
be directly compressed by a mass to detect a change in mass. 
The weight sensor may be any type of sensor that is capable 
of monitoring the mass or changes in mass discussed herein. 
The weight sensor may include one or more resistors, one or 
more members, one or more force sensors, one or more 
arms, one or more switches, one or more controllers, one or 
more microprocessors, or a combination thereof. 

The expandable and/or compressible member (..e., 
expandable member) may be any member that may be 
compressed. The expandable member may be any member 
that may expand when a force is removed. The expandable 
member may be pre-compressed before the member is 
placed into the device. For example, weight added to the unit 
will reduce the weight or force applied to the force sensitive 
monitoring device by a rocker arm, and conversely weight 
removed from the unit will increase the weight or force 
applied to the force sensitive monitoring device by a rocker 
arm. The expandable member may be compressed to a fixed 
dimension between a support base and a supporting foot, and 
a force sensitive measuring device placed between the 
rocker arm and the support base so that when a force applied 
to the rocker arm changes the reactive force applied to the 
force sensitive monitoring device, the resistance value of the 
force sensitive monitoring device changes allowing detec- 
tion of a weight change. The expandable member may be a 
spring, an elastomeric plug, bushing, or a combination 
thereof. The weight sensor may further include a force 
sensitive monitoring device placed between the pre-com- 
pressed member and the support base, a portion of a leg, a 
rocker arm, a compressible contact member, or a combina- 
tion thereof that monitors a force applied by the member. 

The force sensitive monitoring device may be any device 
that may measure a force. The force sensitive monitoring 
device may be any device that measures a change in force 
from the rocker arm, the pre-compressed member on the 
rocker arm, or both. The weight sensor may detect virtually 
any change in mass of the device. The weight sensor may 
detect a change in mass of the device of about 2 Kg or less, 
about 1 Kg, or less, about 0.5 Kg or less, or about 0.25 Kg 
or less. The weight sensor may detect a change in mass of 
about 0.1 Kg or more, preferably between about 0.25 Kg and 
about 20 Kg, and more preferably between about 0.5 Kg and 
about 15 Kg. The force sensitive monitoring device may be 
a resistor (1.e., a force sensitive resistor). The force sensitive 
monitoring device may be any device capable of sending an 
electronic signal to a circuit board. The force sensitive 
monitoring device may relay the measurement to a control- 
ler, a microprocessor, or both. The indirect weight detection 
sensor may include a method of triggering a cleaning cycle. 

The method may include one or more of the following 
steps and the order of the steps may very depending upon the 
components used and the configuration of the components. 


20 


25 


30 


35 


40 


45 


50 


55 


60 


65 


10 


The method of triggering a cleaning cycle may include one 
or more algorithms (i.e., sensor algorithm) described herein 
so that the device may be cleaned when the device has been 
used by an animal. The method may include a step of 
creating an initial baseline measurement. The step of creat- 
ing an initial baseline measurement may include a step of 
creating a plurality of initial baseline measurements. The 
plurality of initial baseline measurements may be about 3 or 
more, about 5 or more, about 7 or more, or about 10 or more 
measurements to determine a baseline mass. The plurality of 
initial baseline measurements may be taken at any time 
during operation of the device. Preferably, the plurality of 
initial baseline measurements may be taken substantially 
immediately after the device is turned on, the reset button is 
pressed, a cleaning cycle is finished, litter is refilled, an 
empty cycle is performed, or a combination thereof. After 
the plurality of initial baseline measurements are taken the 
weight sensor may intermittently monitor, continuously 
monitor, or both the mass of the device. 

The weight sensor may intermittently monitor or continu- 
ously monitor the mass of the device at any frequency so that 
the weight sensor detects the presence and subsequent exit 
of an animal from the device so that a cleaning cycle may be 
triggered. The plurality of initial baseline measurement may 
be updated by each new measurement taken, forming a 
rolling baseline measurement. For example, once the base- 
line measurement is established the most recent measure- 
ment taken may replace the oldest measurement so that the 
initial baseline measurement may be transformed into a new 
baseline measurement. Preferably, the weight sensor inter- 
mittently monitors the mass of the device until a change in 
mass is detected. Once a change is mass is detected, the 
weight sensor may continuously monitor the mass of the 
device until a predetermined number of substantially equal 
measurements are obtained, until a predetermined number of 
measurements are obtained that are substantially equal to a 
baseline measurement, until the mass of the device is 
reduced due to the exit of an animal, until a new baseline 
mass is determined, or a combination thereof and then the 
weight sensor may intermittently monitor the mass of the 
device. The number of predetermined measurements for 
continuous monitoring and intermittent monitoring may be 
substantially equal, different, or some variation there 
between. 

The number of predetermined measurements may be 
between about 5 measurements and 100 measurements, 
preferably between about 10 measurements and 50 measure- 
ments, and more preferably about 15 measurements and 25 
measurements. The weight sensor while intermittently 
monitoring may sense the mass between about every second 
and every minute, preferably between about every 5 seconds 
and every 30 seconds, or more preferably between about 
every 10 seconds and every 20 seconds. The weight sensor 
once a change in mass is sensed may continuously monitor 
the mass of the device. The weight sensor while continu- 
ously monitoring may monitor the mass of the device about 
1 time a second or more, about 2 times per second or more, 
about 5 times a second or more, or about 10 times a second 
or more. The weight sensor while continuously monitoring 
may monitor the mass of the device between about 5 times 
a second and about 1 time every 10 seconds, preferably 
between about 3 times a second and about 1 time every 5 
seconds, and more preferably between about 2 times a 
second and about | time every 2 seconds. The device once 
a change in mass has been detected may continuously 
monitor until the change in mass is substantially reduced 
back to the baseline mass, until a predetermined number of 
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equal measurements are taken, or both. After the weight 
sensor has measured that the mass of the device has been 
reduced to substantially the baseline mass the controller, the 
microprocessor, or both may trigger a cleaning cycle after a 
predetermined amount of time. The predetermined amount 
of time may vary based upon the baseline measurement. The 
predetermined amount of time may be fixed. The predeter- 
mined amount of time may be about 1 minute or more, about 
3 minutes or more, about 5 minutes or more, or about 7 
minutes or more after the weight sensor measures that the 
mass of the device has substantially returned to the baseline 
mass. The predetermined amount of time may be about 30 
minutes or less, about 20 minutes or less, or about 10 
minutes or less after the weight sensor measures that the 
mass of the device has substantially returned to the baseline 
mass. The predetermined amount of time may be between 
about 2 minutes and 30 minutes, about 4 minutes and 20 
minutes, or preferably between about 6 minutes and 10 
minutes after the weight sensor measures that the mass of the 
device has substantially returned to the baseline mass. For 
example, the weight sensor may intermittently monitor the 
mass of the device every 15 seconds when a change in mass 
has not been detected in the device for the past 20 measure- 
ments; once a change in mass has been detected the weight 
sensor may measure the mass every second until 20 con- 
secutive measurements substantially equal to the baseline 
measurement are taken; and then the weight sensor will 
trigger a cleaning cycle about 7 minutes after the change in 
mass has changed back to substantially the same as the 
baseline measurement. The weight sensor may prevent the 
triggering of a cleaning cycle when the weight sensor detects 
an animal in the chamber, when the mass in the chamber is 
substantially higher than the baseline mass (e.g., about 1 Kg 
or more or about 2 Kg or more). Once a cleaning cycle has 
been triggered the waste may be transported into a waste 
drawer. 

Acleaning cycle may include one or more of the follow- 
ing steps. The chamber may be rotated clockwise or coun- 
terclockwise depending on the positioning of the screen and 
septum. The chamber during a cleaning cycle, an empty 
cycle, or both may be rotated about 180 degrees or more, 
preferably about 205 degrees or more, about 245 degrees or 
more, about 300 degrees or more, or about 360 degrees or 
more. For example, the chamber may rotate 275 degrees in 
one direction and then 50 degrees in a second direction to 
level the litter. In another example, the chamber may rotate 
over 220 degrees to ensure that ail of the litter is emptied out 
of the chamber. During the initial moments of rotation the 
shield may remain static so that the contact region is exposed 
and the waste may travel along the contact region. Once the 
chamber has moved a predetermined distance that shield 
may rotate with the chamber so that the liner may drop. As 
the chamber rotates the lifter may ride up the wall of the 
chamber and as the litter achieves the angle of repose the 
litter may move towards and into contact with the screen. 
The screen due to gravity may move into contact with the 
chamber, the litter may push the screen into contact with the 
chamber, or both so that all or a majority of the lifter is 
passed through the screen and any waste is removed from 
the litter. The “clean” litter may pass into the septum where 
it is stored. The waste may travel along a contact region of 
the screen and the septum towards the waste opening. The 
waste may pass through the waste opening and into the 
waste drawer where the waste level is monitored by the 
indicator as discussed herein. 

The support base or waste drawer may include one or 
more indicators for monitoring the amount of contents. The 
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indicator may indicate when the waste drawer is full (1.e., 
needs to be emptied). The indicator may be used to monitor 
important variables that may impact use of the waste drawer. 
Examples of variables that may be monitored include a 
presence of an animal part in a drawer, weight of the drawer 
contents, location of the drawer, distribution of the contents 
in the drawer, or a combination thereof. The indicator may 
prevent the chamber from being rotated when the waste 
drawer is full, when an object is detected by the indicator, or 
both. For example, if an animal’s paw, tail, or both extend 
through a hole and/or port in the chamber into the waste 
drawer and the paw, tail, or both are detected by the indicator 
the indicator will prevent the chamber from being rotated so 
that the animal’s paw, tail, or both are not pinched. The 
indicator may include a light indicating that the waste 
drawer is full. The indicator may include a gauge indicating 
the level in the waste drawer. The indicator may be any type 
of sensor that detects the presence of an object, the level of 
objects in the waste drawer, or both. The indicator may have 
any type of sensor, receiver, or both so that objects are 
detected, the level of objects are detected, or both. The 
indicator may be a mass sensor, a capacitive sensor, an 
infrared sensor, ultrasonic sensor, a membrane sensor, radio 
frequency (RF) admittance sensor, conductive sensor, opti- 
cal interface sensor, microwave sensor, or a combination 
thereof. Preferably, the sensor is an infrared sensor that 
includes one or more emitters and one or more receivers for 
measuring the level of waste in the waste drawer. The 
indicator may scan the waste drawer to determine the level 
of waste in the waste drawer. Preferably, the indicator 
monitors multiple locations to determine the amount of 
waste in the waste drawer. More preferably, the indicator 
includes an emitter in each quadrant of the waste drawer 
spaced directly opposite a receiver so that the level of waste 
in the waste drawer in each quadrant is monitored. For 
example, the emitters and receivers may be located adjacent 
and/or on a top edge of a waste drawer, on a support base, 
or both on opposing sides so that when a level of contents 
of the waste drawer reach substantially the top of the waste 
drawer the indicator indicates that the drawer is full. 

The indicator may include and/or be in communication 
with one or more circuit boards, one or more transmitters, 
one or more controllers, one or more emitters, one or more 
receivers, or a combination thereof so that the level of waste 
may be transmitted so that a gauge indicates the level, the 
chamber may be prevented from rotating, a full light may be 
triggered, an agitator may be triggered to level the waste, or 
a combination thereof. The waste drawer may include an 
agitator that shifts the drawer (e.g., back and forth, side to 
side, or a movement therebetween) so that the waste may be 
evenly distributed between the quadrants. The agitator may 
agitate the drawer if an indicator in a quadrant indicates that 
it is full or empty relative to the other quadrants so that the 
waste is evenly distributed. The indicator may continuously 
monitor the level of waste in the waste drawer. The indicator 
may monitor the level of contents after a cleaning cycle. The 
indicator may monitor the level of waste in the waste drawer 
once an hour. Preferably, the indicator monitors the waste 
level after each clean cycle. The waste drawer may include 
a distribution feature so that waste is evenly distributed 
throughout the waste drawer. 

The distribution feature may be any device that evenly 
distributes waste throughout the waste drawer. The distri- 
bution feature may be located at any location within the 
waste drawer so that waste is evenly distributed. Preferably, 
the distribution feature may be located substantially directly 
below the chamber. More preferably, the distribution feature 
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may be located directly below a waste opening in the 
chamber so that as waste enters the waste drawer the 
distribution feature assists in evenly distributing the waste 
throughout the waste drawer. The distribution feature may 
be a projection in the floor that vertically extends all or a 
portion of the waste drawer up so that as waste enters the 
waste drawer the waste moves down the projection into a 
region with less waste. The waste drawer may be free of a 
distribution feature. The waste drawer track, a recess in the 
waste drawer to accommodate the weight sensor, or both 
discussed herein may be the distribution feature. The waste 
may be moved into the waste drawer in such a manner that 
the waste is evenly distributed throughout the drawer with- 
out the use of any additional features. The waste may form 
a mound in the waste drawer and then as the waste accu- 
mulates an angle of the waste may become too steep so that 
waste is evenly distributed. For example, the waste may be 
distributed by an angle of repose. The waste drawer is 
located below a chamber so that during a cleaning cycle 
waste may be transferred from the chamber to the waste 
drawer. 

The waste drawer may further include a step, a cleaning 
device, or both proximate to an opening in the chamber. The 
step may be any part and/or device in a region adjacent an 
opening of the chamber that an animal may use to enter and 
exit the chamber. The step may be integrally formed in the 
waste drawer so that the step also acts as a handle to remove 
the waste drawer from the support base. The step may be 
part of the support base and may not be movable. The step 
may have a fixed position (i.e., the step does not deflect 
when the animal steps on the step). The step may include one 
or more cleaning devices so that litter may be removed from 
the animas paws when the animal exits the chamber. The one 
or more cleaning devices may be a mat, a pad, a screen, or 
a combination thereof. The one or more cleaning devices 
may be any size, shape, pattern, configuration, or a combi- 
nation thereof so that the cleaning device assists in removing 
litter and/or any other unwanted remnants from the animals 
paws so that the litter and/or unwanted remnants are not 
tracked throughout the region surrounding the automated 
cleaning device. Preferably, the cleaning device may include 
one or more flexible ribs that flex and catch litter and/or 
other unwanted remnant from the animals paws as the 
animal exits the chamber. The cleaning device may be made 
of any material so that as an animal exits the chamber the 
cleaning device assists in removing litter and/or unwanted 
remnants from the animals paws. The cleaning device may 
be made of rubber, plastic, a polymer, a natural material, a 
synthetic material, or a combination thereof. The cleaning 
device may be fixed, removable, or both in the step of the 
waste drawer. The waste drawer may include one or more 
recesses so that a user may lift the cleaning device from the 
step of the waste drawer. The cleaning device may include 
one or more lift tabs so that the cleaning device may be 
removed from the step of the waste drawer. The step of the 
waste drawer, the cleaning device, or both may include one 
or more features such as locking tabs, so that the cleaning 
device may be secured to the step of the waste drawer. 

The chamber may be any device where an animal may 
enter and excrete waste. The chamber may be any device 
that holds litter. The chamber may be any size and shape so 
that an animal may fit within the chamber. The chamber may 
be large enough to fit an animal of about 4 Kg or more, about 
6 Kg or more, about 8 Kg, or more, or about 10 Kg or more 
within the chamber. Preferably, the chamber is large enough 
so that an animal of up to about 15 Kg may fit within the 
chamber. The chamber may be shaped like a globe, a sphere, 
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a football, an egg, or a combination thereof. The chamber 
has a volume that is large enough so that an animal of any 
size discussed herein may fit within the chamber. The 
volume of the chamber may be about 16,000 cm? or more, 
about 32,500 cm? or more, or about 65,000 cm? or more. The 
volume of the chamber may be about 100,000 cm* or less, 
about 85,000 cm? or less, or about 75,000 cm? or less. The 
volume of the chamber may be between about 12000 cm? 
and about 100,000 cm?, preferably between about 16,000 
cm® and about 75,000 cm*, or more preferably between 
about 20,000 cm? and about 50,000 cm*. The chamber may 
have a volume that is usable by an animal that may fit 
through the entry opening. The usable volume may be any 
volume so that the chamber may be used by the animal to 
excrete waste. Preferably, the usable volume may be any 
volume so that the animal may turn around and move with 
the chamber. The usable volume may be the volume of the 
chamber minus the volume occupied by the litter and minus 
any internal components. The usable volume of the chamber 
may be increased by adjusting the axis of rotation of the 
chamber, adjusting the angle of the entry opening in the 
chamber, or both. 

The chamber has an axis of rotation. The axis of rotation 
of the chamber may have any orientation so that the usable 
volume is increased, the litter relative to the chamber has a 
conical rotation, the waste is funneled towards the rear of the 
chamber (i.e., away from the front opening), a screen and/or 
septum are located further back in the chamber creating 
more internal space, a larger entry opening may be used, or 
a combination thereof. The axis of rotation of the chamber 
may form an angle with a vertical plane. Preferably, the 
vertical plane is in the direction of gravity, is parallel to 
gravity, or both. The axis of rotation of the chamber may 
form any angle with a vertical plane so that one or more of 
the teachings herein are achieved. The axis of rotation may 
form an angle of about 85 degrees or less, about 80 degrees 
or less, preferably about 75 degrees or less, or more pref- 
erably about 70 degrees or less with a vertical plane. The 
axis of rotation may form an angle of about 45 degrees or 
more, about 60 degrees or more, or about 85 degrees or more 
with vertical but less than about 90 degrees. The axis of 
rotation may form an angle of between about 86 degrees and 
about 45 degrees, about 80 degrees and 55 degrees, or 
preferably between about 75 degrees and 66 degrees (i.e., 
about 70 degrees) with a vertical plane. The angled axis of 
rotation may funnel clumps, waste, or both towards a central 
rear location during rotation of the chamber. The angled axis 
may funnel clumps, waste, or both to a location so that a 
single waste port may be employed to transport waste from 
the chamber into the waste drawer. The angled axis of 
rotation may result in a litter bed with an angle of repose. 
The angle of the litter bed may be any angle so that the litter 
is angled away from a front opening (i.e., the depth of the 
litter will be less proximate to the front opening and the 
depth of the litter will gradually increase as the litter 
becomes more distal from the front opening). The angle of 
the litter bed may be any angle so that the litter bed is 
retained within the chamber. The angle of the litter bed may 
be any angle so that the chance of an animal accidentally 
moving litter out of the opening is reduced when compared 
to a litter bed that is free of an angle (1.e., about 90 degrees 
from a vertical plane). The angle of the litter bed may form 
an angle that is about 89 degrees or less, about 88 degrees 
or less, about 87 degrees or less, or about 85 degrees or less 
from a vertical plane. The angled axis of rotation may allow 
for a larger entry opening to be used in the chamber without 
litter being removed from the chamber, litter being spilled 
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from the chamber, litter spilling out during rotation of the 
chamber, or a combination thereof. The litter bed may rest 
on any surface of the chamber. 

The chamber may directly contact the litter while the 
chamber is in the home position. Preferably, the chamber 
includes a liner that covers the chamber and the liner directly 
contacts the chamber. The liner may be any device that 
contacts the litter and retains the litter, waste, liquids, solids, 
semi-solids, or a combination thereof in the chamber so that 
the litter may absorb, encircle, clump, or a combination 
thereof the contents and remove the contents during a 
cleaning cycle. All or a portion of the liner may be attached 
to the chamber. Preferably, at least a portion of the liner is 
free of attachment to the chamber so that during a cleaning 
cycle the liner may drop and loosen and/or remove any 
contents that were stuck to the liner. The edges of the liner 
may be connected to the chamber and the central region of 
the liner may be free of attachment to the chamber so that 
during a cleaning cycle the liner may fall. The liner may be 
a nonstick surface. The liner may be liquid impenetrable. 
The liner may be made of any material that may hold animal 
waste, litter, liquids, solids, semi-solids, or a combination 
thereof without being damaged, stained, permanently affixed 
to, penetrated, or a combination thereof. The liner may be 
rubber, plastic, a synthetic material, a natural material, or a 
combination thereof. Additional aspects regarding the liner 
may be gleaned from the teachings herein including those of 
Column 2, lines 6-61 and Column 4, line 66 to Column 5, 
line 59 of U.S. Pat. No. 6,463,881, issued on Oct. 15, 2002, 
incorporated by reference herein, which shows liner and the 
liner function during a cleaning cycle. 

The chamber may have one entry opening that animals 
may use to enter and exit the chamber. The entry opening 
may be any size and shape so that animals may enter and exit 
the chamber. The entry opening may be any size and shape 
so that during use, a cleaning cycle, entry, exit, or a time 
there between litter is substantially maintained with the 
chamber. The entry opening may form a plane. The entry 
opening plane may extend along the entry opening (e.g., 
along a surface that extends from the top of the entry 
opening to the bottom of the entry opening). The entry 
opening, the entry opening plane, or both may form an angle 
with vertical. The entry opening, the entry opening plane, or 
both may form an angle with vertical of about 10 degrees or 
more, about 15 degrees or more, or about 20 degrees or 
more. The entry opening, the entry opening plane, or both 
may form an angle with vertical of about 60 degrees or less, 
preferably about 45 degrees or less, or more preferably about 
25 degrees or less, but greater than zero degrees. The entry 
opening, the entry opening plane, or both may form an angle 
with vertical of between about 5 degrees and 45 degrees, 
between about 10 degrees and 35 degrees, or between about 
15 degrees and 25 degrees (1.e., about 20 degrees). The entry 
opening may be circular, square, elliptical, symmetrical, 
non-symmetrical, or a combination thereof. Preferably, the 
entry opening may be oval. More preferably, a primary axis 
of the opening extends substantially in the direction of the 
vertical plane. For example, the primary axis of the opening 
will be generally vertical when compared to a secondary 
axis. The secondary axis of the opening may be generally 
perpendicular to the vertical axis. The length of the primary 
axis and the length of the secondary axis may form a ratio. 
The ratio of the length of the primary axis to the length of 
the secondary axis may be any ratio so that an animal may 
fit within the opening and the contents of the chamber may 
be maintained with the chamber during use, cleaning, exit, 
entry, or any time therebetween. The ratio of the length of 
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the primary axis to the length of the secondary axis may be 
about 1.2:1 or more, about 1.4:1 or more, about 1.5:1 or 
more, or about 1.6:1 or more. The ratio of the length of the 
primary axis to the length of the secondary axis may be 
about 3:1 or less, about 2.5:1 or less, or about 2:1 or less. The 
axis of rotation may run juxtaposed to the primary axis, the 
secondary axis, or both. The axis of rotation may pass 
through the primary axis, the secondary axis, or both at any 
location along their length. Preferably, the axis of rotation 
runs substantially through the center of the primary axis, the 
secondary axis, or both. The entry opening may have an 
area. 

The area of the entry opening may be any area so that en 
animal of the teachings herein may fit through the opening 
into the chamber. The area of the entry opening may be 
about 75 cm* or more, about 125 cm? or more, about 175 
cm? or more, about 225 cm? or more, or even about 250 cm? 
or more. The length of the opening in the primary axis of 
about 15 cm or more, about 20 cm or more, or about 25 cm 
or more. The length of the entry opening in the secondary 
axis may be about 8 cm or more, about 10 cm or more, about 
12 cm or more, or about 15 cm or more. The entry opening 
may include an entry lip. 

The entry lip may be in any form that creates a lip on the 
entry opening so that any contents of the chamber are 
prevented from sliding out of the chamber, being pushed out 
of the chamber and/or kicked out of the chamber, or both. 
The entry lip may be integrated in any form into the chamber 
that prevents liquids from coming out of the entry opening, 
assists is transporting liquids into the chamber, or both. The 
entry lip may be positioned so that an animal fully enters 
and/or fully exits the chamber. The entry lip may cover and 
connect to a bottom portion of the entry opening. The entry 
lip may include a fence feature, a lip, a drain, or a combi- 
nation thereof. The entry lip may include a lip that extends 
out of the chamber so that anything that may fail as an 
animal is exiting the chamber, entering the chamber or both 
may be caught on the lip and funneled towards and/or into 
the chamber. The entry lip may funnel liquids, solids, or both 
to a drain. The drain may allow for solids, liquids, or both 
to funnel into the chamber. The drain may extend through 
and/or around a fence in the entry lip. The fence may be any 
device that extends vertically from the base of the entry 
opening so that a barrier is created. The fence may extend up 
high enough so that the top of the fence touches the 
underside of an animal so that the animal fully enters, fully 
exits, or both the chamber. The fence may have any height 
so that the animal may exit and enter the chamber over the 
fence and assist in retaining litter within the chamber. The 
fence may have a height of about 1 cm or more, about 2 cm 
or more, or about 2.5 cm or more. The fence may have a 
height of about 5 cm or less, about 4 cm or less, or about 3 
cm or less. The fence may be rigid, flexible, deformable, or 
a combination thereof. The fence may be positioned sub- 
stantially in the vertical plane. The fence may form an angle. 
The fence may form an angle so that the fence extends along 
a plane with the major axis of the entry opening. The fence 
may form substantially the same angle with the vertical 
plane as the entry opening, the entry opening plane, or both. 
The angle, shape, or both of the entry lip may funnel liquids, 
solids, litter, or a combination thereof into the chamber 
during a cleaning cycle so that any liquids, solids, litter, or 
a combination thereof that are dropped during an animal 
entering and/or exiting the chamber are retained within the 
chamber and may be removed from the chamber during a 
cleaning cycle through a waste opening. 
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The chamber includes a waste opening. The waste open- 
ing may be at any location in the chamber so that waste may 
be removed from the chamber and moved into the waste 
drawer. The waste opening may be at any location in the 
chamber so that when the chamber is in the home position 
the waste opening allows for light to enter the chamber. The 
waste opening may be on an opposing wall of the chamber 
as the entry opening. For example, the chamber may include 
a track around the circumference of the chamber and the 
entry opening may be on one side of the track and the waste 
opening may be on an opposing side of the track. The waste 
opening may be located entirely in one quadrant of the 
chamber. For example, when the chamber is viewed from 
the top the chamber may form four quadrants, the track 
plane may form one axis and the axis of rotation may form 
the second axis of the chamber, and the waste opening may 
be located entirely within one quadrant. The waste opening 
during a cleaning cycle, may substantially align with a main 
region of the waste drawer. The waste opening, during a 
cleaning cycle may be rotated by an angle of about 135 
degrees or more, about 150 degrees or more, about 180 
degrees or more, or a complete revolution, or about 205 
degrees or more so that litter may be cleaned and stored by 
a screen and septum and waste may be removed from the 
chamber through the waste opening. 

The screen and septum may be in any form that removes 
the waste from the litter and stores the litter so that only the 
waste is removed from the chamber during a cleaning cycle. 
Preferably, the screen and septum may be one unitary piece. 
The screen and septum may be separate pieces. The screen 
and septum may be integrated into the chamber. More 
preferably, the screen and septum may be attached together 
via a living hinge. The living hinge may be any part of the 
screen and/or septum that may move during a cleaning cycle 
as taught herein. The living hinge may be any part of the 
screen and/or septum that allows the screen to move as the 
chamber rotates. The living hinge may be any device that 
allows the screen to move so that the screen cleans litter 
during the beginning of a cleaning cycle and the screen 
moves above and/or on top of the litter when the chamber 
returns to the home position. The living hinge may be made 
of any material so that the screen opens and doses during a 
cleaning cycle. The living hinge may be plastically deform- 
able. Preferably, the living hinge may be elastically deform- 
able so that the living hinge doses the screen during a first 
half of cleaning (i.e., rotating towards removing the waste) 
and the hinge opens the screen during the second half of 
cleaning (i.e., rotating back towards the home position). The 
living hinge may be made of a polymeric material, a rubber 
material, a synthetic material, a natural material, or a com- 
bination thereof. Preferably, the living hinge is made of the 
same material as the screen and the septum. The living hinge 
may be created during formation of the screen and the 
septum. The living hinge may be an area of thinner material 
so that the thinner material exhibits some flexibility. The 
living hinge may be a crease created between the screen and 
septum so that the screen moves during a cleaning cycle. 
Preferably, the screen moves into a cleaning position during 
the beginning of cleaning cycle so that the screen removes 
waste from the litter while allowing “clean” litter to pass into 
the septum. For example, during the beginning of a cleaning 
cycle the chamber may rotate counter-clockwise so that the 
lifter presses the screen down towards an inner wall of the 
chamber so that the screen removes any particles larger than 
the screen size from the litter. Preferably, the living hinge 
moves to a return position during the end of a cleaning cycle 
so that “clean” lifter passes under the screen back into the 
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base of the chamber so that the “clean” litter may be used. 
For example, once the chamber has rotated and the waste is 
removed from the chamber through the waste opening the 
chamber begins to rotate, clockwise, back towards the home 
position, and the screen will move away from the internal 
wall of the chamber so that the litter will move under the 
screen into the base of the chamber. The living hinge may 
open as the living hinge travels to a home position after the 
chamber has removed waste so that the litter passes under 
the screen and dust is minimized and/or eliminated. The end 
of the screen may be fixedly connected to an internal 
chamber wall. Preferably, the end of the screen may contact 
an internal wall during at least a portion of a cleaning cycle, 
but may move away from the internal wall during rotation of 
the chamber to a home position. The septum may have a 
single opening where the litter enters and exit the septum. 
The septum may have an entry opening and an exit opening. 
The exit opening may be open, include a spring loaded door, 
or both. Preferably, the exit opening of the septum is hinged, 
includes a spring loaded door, or both that allows the litter 
to pass all of the way through the septum and flow directly 
back into the bottom of the lined chamber, be temporarily 
closed and retain the litter, or both. The spring loaded door 
may closed during rotation and be opened by the weight of 
the litter so that the litter is returned to the chamber after the 
waste is removed from the chamber. Additional aspects 
regarding a screen and septum may be gleaned from the 
teachings herein including those of column 12, line 12 
through column 13, line 12 and FIGS. 3-8 and 13 of US. 
Pat. No. 5,662,066, issued on Sep. 2, 1997, incorporated by 
reference herein, which shows a cleaning cycle using a 
screen and septum. During a cleaning cycle one or more 
internal components, one or more internal surfaces, or both 
of the chamber may contact litter, waste, or both. 

The one or more internal components, one or more 
internal surfaces, or both when contacted by litter, waste, or 
both may retain residual amounts of litter, waste, or both. 
These residuals may be transferred to an animal when the 
animal enters the chamber. For example, during a cleaning 
cycle litter dust may form on a region of the chamber 
proximate to the waste opening and if an animal while inside 
the chamber contacts this surface the lifter dust may transfer 
to the animal’s fur and/or hair. The chamber may include a 
shield assembly which covers one or more internal compo- 
nents, one or more internal surfaces, or both so that any 
residuals that may be present on the components, surfaces, 
or both are covered by a clean surface so that residuals are 
not transferred to the animal. 

The shield assembly may be in any form that covers an 
internal surface, internal component, or both that directly 
contacts lifter, waste, or both so that any residual matter on 
those surfaces is covered by the shield assembly and is not 
transferred to an animal. The shield assembly may be in any 
form which is located between a surface with residual matter 
and an animal so that residual matter is not transferred to the 
animal. The shield assembly may be static. Preferably, at 
least a portion of the shield assembly is rotatable (1.e., an 
internal rotatable shield). The shield assembly may ratably 
attach to the chamber. 

The shield assembly may include a shield, a retainer, a 
biasing member (e.g. a torsion spring), a screw, a washer, 
and a holder. The shield assembly may be assembled about 
the rotational axis of the chamber. The retainer may be 
rotatably attached to the holder and a biasing member may 
be attached about the rotational axis of the retainer. The 
biasing member may be fixedly attached to the retainer and 
correspondingly attached to a stop feature (e.g., a tab) in the 
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holder. The biasing member may be attached to and located 
between the retainer and holder such that a torsion force is 
applied to the retainer by the biasing member. The retainer 
is prevented from rotating in reaction to the torsional force 
by a hook on the retainer that comes into contact with a tab 
in the holder thus preloading the biasing member (1.e., 
torsion spring), and retainer. The shield may be keyed so that 
the shield attaches to the retainer with a screw and washer 
such that the shield and retainer always rotate together. The 
holder may also be held in a position axially by the screw 
and washer. A clearance between the washer and the holder 
may allow free rotational movement of the retainer within 
the holder. The shield resides on the inside of the chamber 
and the retainer and holder reside on the outside of the 
chamber. The holder is prevented from rotating by nesting in 
a skit of the support base. The shield may rotate clockwise, 
counterclockwise, or both. For example, one possible rota- 
tion sequence of the shield assembly is as follows. Starting 
from the home position, as the chamber begins to cycle in a 
counter clockwise direction, the shield does not rotate 
because the shield is keyed to the retainer which is held in 
position by the biasing member forcing the retainer hook 
against the tab in the holder which is always stationery. The 
shield remains stationary until the chamber tab rotates into 
position and comes into contact with a tab on the retainer 
which causes the retainer and shield to rotate along with the 
chamber. When the retainer and shield rotate with the 
chamber, the biasing member is further loaded (e.g., wound) 
increasing the torsion force between the retainer and holder 
until the chamber stops at the cleaning position. When the 
chamber returns to the home position in a clockwise direc- 
tion the retainer is held against the chamber tab by the 
torsion force of the biasing member until the retainer hook 
reaches the tab within the holder again at which time the 
retainer (and thus shield) stop and the chamber continues to 
rotate in a clockwise direction to level the litter. 

The retainer may have one or more ears that contact the 
chamber, a holders a biasing member, or a combination 
thereof. The one of more ears may be any member that 
assists in rotating the shield, maintaining the shield in a 
static position, or both. The holder, retainer, biasing member, 
shield attachment, shield, hole (e.g., bearing surface) in the 
chamber, or a combination thereof may substantially be 
aligned along the axis of rotation. The holder may be free of 
a fixed relationship with the chamber so that the chamber 
may rotate around the holder. The holder, the retainer, or 
both may include one or more tab features, retainer stops, 
biasing member stops, or a combination thereof. The tab 
features, retainer stop, biasing member stops, or a combi- 
nation thereof may be a feature that contacts a part of the 
retainer, the biasing member, or both and prevents the 
retainer and/or biasing member from rotating, allows the 
retainer and/or biasing member to rotate, rotates the retainer 
and/or biasing member with the chamber, or a combination 
thereof. The holder may attach to the chamber at a location 
proximate to the retainer, contact a chamber tab, or both so 
that the holder at least partially rotates with the chamber. The 
holder may prevent the retainer, the biasing member, or both 
from rotating so that as the chamber rotates the shield moves 
independent of the chambers rotation and/or remains static 
for at least a part of the chambers rotation. The biasing 
member may be wound when installed. The biasing member 
may be wound so that when the chamber is in the home 
position the biasing member is exerting a force on the 
retainer, the holder, the shield, or a combination thereof. 

The shield may include a home position and a rotating 
position. The home position may be any position where the 
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shield covers an internal region of the chamber that may 
include residual matter. The home position may be proxi- 
mate to the waste opening. The home position may cover all 
or a portion of the screen, the septum, or both. The home 
position may be any position where the shield is located 
when the chamber is not moving; where the tab feature, the 
retainer stop, or both is not moving the shield; the biasing 
member is not moving the shield; or a combination thereof. 
Preferably, the shield may be in the home position when the 
chamber is static and then as the chamber begins to rotate the 
shield remains static until the chamber is sufficiently rotated 
that the shield will not directly contact the litter, waste, or 
both. The shield may remain static until the regions of direct 
contact with waste, fitter, or both; the waste opening; or both 
pass by the shield. The shield may remain static until the 
chamber rotates far enough that a tab on the chamber comes 
into contact with the retainer and overcomes the force of the 
spring and then the shield may rotate with the chamber. The 
shield may rotate from a home position to a rotate position. 
The rotate position may be any position where the shield is 
free of direct contact with litter, waste, or both where the 
shield clears the waste opening, the shield is clear so that the 
liner may drop, or both. The rotate position may be located 
on a side of the waste opening opposite the direction of 
rotation of the chamber during a cleaning cycle. The rotate 
position may rotate the shield to a location where the shield 
is free of direct contact with waste, litter, or both and the 
shield is in a location where the liner may fall without the 
shield interfering. The shield when in the rotate position may 
be substantially free of contact with a fully extended liner, 
be located on a side of the chamber, or both. After waste has 
been removed the shield may remain in the rotate position 
until the liner returns to the home position, the tab feature 
and/or retainer stop releases pressure on the spring, the 
chamber rotates far enough that the tab on the chamber 
disengages from the retainer and the force of the spring is 
sufficient to move the shield to the home position, or a 
combination thereof. During a cleaning cycle the chamber 
may be rotated by any device and/or mechanism. 

The chamber may be rotated using any rotation device 
that assists in rotating the chamber. The rotation device may 
be a track, a gear, a high friction surface, a raised area, a 
toothed area, a contact surface area, or a combination 
thereof. The support base may include a rotation device that 
corresponds to any device, mechanism, track, or a combi- 
nation thereof of the chamber so that a motor, a drive 
mechanism, or both in the support base may rotate the 
chamber. The rotation device may be a belt, a cog, a 
sprocket, a toothed assembly, rollers, a wheel, or a combi- 
nation thereof. Preferably, the chamber includes a toothed 
track around an outside of the chamber and the support base 
includes a corresponding toothed device that rotates the 
chamber. 

The track may encircle an outside wall of the chamber so 
that the chamber may be rotated around the axis of rotation. 
The track lies in a plane. The track plane may be any plane, 
have any angle, or both so that the chamber may rotate 
around the axis of rotation taught herein. The track plane 
may form an angle with the vertical plane (i.e., gravity). The 
track plane may form an angle of about 5 degrees or more, 
about 10 degrees or more, or about 15 degrees or more with 
the vertical plane. The track plane may form an angle of 
about 85 degrees or less, about 65 degrees, or less, or about 
45 degrees or less with the vertical plane. The track plane 
may form an angle of between about 5 degrees and 60 
degrees, between about 10 degrees and 40 degrees, or 
between about 15 degrees and 35 degrees with the vertical 
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plane. The track may be used to rotate the chamber around 
the axis of rotation during a cleaning cycle, an empty cycle, 
or both. The track may be used to rotate the chamber 
clockwise, counter-clockwise, or both. The track, drive gear, 
a contact point with the chamber, or a combination thereof 
may be located within the support base so that a pinch point 
is not created. Preferably, the track is covered by a bonnet. 

The bonnet may be any device that extends over the 
chamber. The bonnet may attach to the support base on one 
or both sides of the chamber. The bonnet may partially or 
fully cover the track in the home position, during a cleaning 
cycle, during an empty cycle, or at any time therein between. 
The bonnet may fully or partially cover the waste opening in 
the home position, during a cleaning cycle, during an empty 
cycle, or at any time therein between. Preferably, the bonnet 
covers both the track and the waste opening at all times so 
that a pinch condition is not created when the chamber 
rotates. The bonnet may remain static as the chamber rotates. 
The bonnet may connect on one or more sides to the support 
base. The bonnet may connect to the device using any 
method and/or apparatus that connects the bonnet to the 
device. Preferably, the bonnet is attached via any fastener 
(e.g., screw, bolt, formed sheet metal, interlocking tab, rivet, 
pin, the like, or a combination thereof) that connects the 
bonnet to one or both sides of the support base. More 
preferably, the bonnet is attached via any fastener that 
conducts electricity or current so that the bonnet may be 
powered and a sensor may sense when one or both sides of 
the bonnet have been removed from the support base. The 
bonnet may connect to the support base using one or more 
retaining cups located in the bonnet, the support base, or 
both. The bonnet, the support base, the retaining clips or a 
combination thereof may be and/or include an interlock 
sensor so that if one or both sides of bonnet are removed 
from contact, electrical contact, or both the chamber is 
prevented from rotating. 

The interlock sensor may be any sensor that detects if one 
or both sides, one or more retaining clips, or both are 
partially removed, completely removed, or both so that 
rotation of the chamber is prevented. The interlock sensor 
may include a low current electrical sensor that is in com- 
munication with a motor, a controller, a microprocessor, or 
a combination thereof. The low current electrical sensor may 
transmit a signal to the motor, the controller, the micropro- 
cessor, or a combination thereof when the bonnet is removed 
so that the chamber does not rotate. The interlock sensor 
may sense power being supplied to the bonnet through the 
connection points. The bonnet may include one or more 
power connection points and power may be supplied to the 
bonnet when the bonnet is connected on one or more sides 
to the support base. The one or more power connection 
points may feed power from the support base to one or more 
lights, one or more ambient light sensors, or both. 

The one or more fights, the one or more ambient light 
sensors or both may connect to the bonnet, the chamber, the 
support base, or a combination thereof. The one or more 
lights may supply light to the inside of the chamber. The one 
or more lights may indirectly supply light through a trans- 
parent panel in the chamber. Preferably, the one or more 
lights may directly supply light into the chamber through the 
waste opening when the waste opening is in the home 
position. More preferably, the bonnet includes at least three 
lights directed at different angles so that the inside of the 
chamber is illuminated. The lights may turn on when an 
ambient light sensor detects the light in the chamber has 
reduced below a predetermined lumen level. The lights may 
turn on when the indirect weight sensor senses a change in 
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mass and the ambient light sensor detects the light in the 
chamber has reduced below a predetermined lumen level. 
All or a portion of the bonnet may be transparent. Preferably, 
the portion of the bonnet that aligns with the waste opening 
is transparent so that day light, natural light, light in the 
surrounding regions, or a combination thereof may pass 
through the bonnet into the chamber. The bonnet may 
include a transparent portion that aligns with the one or more 
ambient light sensors so that the ambient light sensors may 
monitor the amount of light surrounding the chamber. Pref- 
erably, the bonnet may cover the chamber so that light may 
enter the chamber through at least the waste opening while 
the bonnet prevents a pinch condition from being created 
between the support base and the track and/or the waste 
opening as the chamber rotates. 

The automatic litter device may include one or more 
pinch detectors. The one or more pinch detectors may be 
located proximate to any pinch points that may exist so that 
the pinch detector is contacted before an edge of the cham- 
ber, the waste opening, the support base, the bonnet, the 
waste drawer, any other components of the automatic litter 
device, or a combination thereof and the rotation of the 
chamber is stopped. Preferably, one or more pinch detectors 
may be located in the support base proximate to the waste 
drawer so that as the chamber begins to rotate towards the 
home position the pinch detector will be contacted and the 
rotation of the chamber may be stopped before a pinch 
condition occurs. The pinch detector may prevent a pinch 
condition if an item is extending through the waste opening, 
but is not extending far enough into the waste drawer that the 
indicator for detecting the level of waste in the drawer would 
detect the item and prevent rotation of the chamber. The 
pinch detector may be any sensor that detects an item 
projecting through the waste opening that may be subject to 
a pinch condition. The pinch detector may be any sensor that 
detects an impending pinch condition. The pinch detector 
may be rigid, flexible, partially flexible, jointed, hinged, 
elastically deformable, or a combination thereof. During a 
possible pinch condition an item extending through the 
waste opening that is not detected by the indicator may 
contact and deflect the pinch detector stopping the chamber 
from rotating. The controller, the microprocessor, the motor, 
or a combination thereof may cause the chamber to reverse 
so that the waste opening may be cleared. The pinch detector 
may flex back to its pre-deflected state so that if another 
pinch condition is created the pinch detector may prevent the 
pinch condition. The pinch detector may have a resistance 
when the pinch detector is in the home position (i.e., the 
pinch detector is not deflected). The pinch detector may have 
a different resistance when the pinch detector is in a 
deflected state preventing a pinch condition). The pinch 
detector may be a simple normally dosed switch which is 
opened when the pinch detector is deflected. The pinch 
detector may be a simple normally open switch which is 
dosed when the pinch detector is deflected. The pinch 
detector may be electrically connected to a controller, a 
microprocessor, or both that monitor the switch status or 
resistance of the pinch detector for a pinch condition so that 
the pinch condition is prevented. The microprocessor, the 
controller, or both may rotate the chamber towards the home 
position, the empty position, the cleaning position (..e., 
waste removal position), the level position, or a combination 
thereof until one or more sensors indicate that the chamber 
has achieved the desired position. 

The microprocessor, the controller, or both may monitor 
the relative position of the chamber using one or more 
sensors. The sensors may be any sensor that may detect the 
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position of the chamber relative to the support base. The 
sensors may be Hall effect sensors. The automated litter 
device may include a safety stop if the Hall affect sensors, 
the microprocessor, the controller, or a combination thereof 
cease to sense the position of the chamber, temporarily lose 
a signal, break, or a combination thereof. The safety stop 
may include a chamber stop, a support base stop, or both. 
The chamber safety stop may be a protrusion that extends 
from a portion of the chamber and contacts a part of the 
support base so that rotation of the chamber is prevented. 
The support base safety stop may be a protrusion that 
extends from the support base and contacts a piece of the 
chamber so that the chamber is prevented from rotating. 
Preferably, the chamber safety stop extends out so that when 
the chamber safety stop contacts a corresponding surface in 
the support base, rotation of the chamber the chamber is 
physically prevented. When the safety stop prevents the 
chamber from moving, the controller, the microprocessor, 
the motor, or a combination thereof may immediately stop 
rotating the chamber, may time out and stop rotating the 
chamber after a predetermined amount of time, or some time 
therein between. The controller, microprocessor, the motor, 
or a combination thereof may cease rotating the chamber at 
any period of time so that the chamber, the support base, 
rotation device, or a combination thereof are not damaged. 
A predetermined wait time of about 15 seconds or less, about 
10 seconds or less, about 5 seconds or less, or about 2 
seconds or less may allow the cause of the interruption to 
clear. The safety stop may prevent the chamber from over 
rotating in one direction but may avow the chamber to rotate 
in an opposing direction without rotation being prevented. 
For example, the safety stop may prevent the chamber from 
rotating past the waste opening during a cleaning cycle, but 
the safety stop may be bypassed during an empty cycle so 
that all of the contents of the chamber may be removed. 
Preferably, the stop prevents over rotation beyond the clean- 
ing position but allows rotation beyond the home position so 
that the litter may be emptied in the empty cycle. The 
support base, the chamber, or both may include a diverter so 
that the when the chamber rotates during an empty cycle the 
safety stop may be bypassed and all of the contents may be 
emptied out of the chamber. The diverter may be any device 
that diverts the safety stop from contacting the opposing 
corresponding part of the safety stop so that an empty cycle 
may be performed. The diverter may be any device and/or 
mechanism that moves the safety stop out of its normal line 
of rotation so that the safety stop is prevented from contact- 
ing the opposing safety stop. The diverter may be an angled 
piece of material that is in the line of rotation of the safety 
stop in one direction by is located after an opposing safety 
stop in an opposing direction. 

FIG. 1 illustrates an automatic titter device 2. The auto- 
matic litter device 2 includes a chamber 20 having shield 50 
that is rotatable with the chamber 20. The chamber 20 is 
positioned on a support base 100 that assists in rotating the 
chamber 20. The support base 100 includes a waste drawer 
150 so that when the chamber 20 rotates waste is transferred 
from the chamber 20 to the waste drawer 150. The waste 
drawer 150 includes a step 152 with a cleaning device 154 
so that an animal may use to the step 152 to enter and exit 
the chamber through the entry opening 22. The automatic 
litter device 2 includes a bonnet 80 that extends over the 
chamber 20 and is attached to the support base 100 on both 
sides of the chamber 20 at an attachment location 94. 

FIG. 2 is an exploded view of the automatic litter device 
2 of FIG. 1. A bonnet 80 is illustrated over the chamber 20. 
The bonnet includes a transparent window 82 so that ambi- 
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ent light may pass through the bonnet 80 and into the 
chamber 20 through the waste opening 24. The ends of the 
bonnet 80 connect to the support base 100 by retaining clips 
84. The retaining clips 84 hold the bonnet 80 on the support 
base 100 and complete a circuit with an interlock sensor 86 
that detects if the bonnet 80 has been removed and/or 
loosened and prevents the chamber 20 from rotating. The 
retaining clips 84 are attached to wiring 88 that extends from 
the retaining clips 84 to the ambient light sensor (not shown) 
and lights (not shown). The wiring 88 supplies power to the 
ambient light sensor so that the ambient light sensor can 
detect the amount of light passing into the chamber 20 
through the transparent window 82 and if the ambient light 
drops below and/or increases above a predetermined level 
turn on and/or off the lights. The lights (not shown) supply 
light into the chamber 20 through the waste opening 24. The 
chamber 20 has a track 26 that rotates the chamber around 
an axis of rotation 28. The entry opening 22 of the chamber 
20 includes an entry lip 40. The entry lip 40 has a fence 42 
that assists in retaining litter (not shown) in the chamber 20. 
The fence 42 has a height (H,,) that is tall enough so that the 
fence 42 contacts an underside of an animal and encourages 
the animal to completely enter and/or completely exit the 
chamber 20. The fence 42 has a drain 44 that allows liquids 
that are caught on the lip 46 to pass through the fence 42 into 
the chamber 20. The support base 100 has a control panel 
102 for resetting a weight sensor (not shown), rotating the 
chamber 20, running a cleaning cycle, running en empty 
cycle, or a combination thereof. The support base 100 has a 
waste track 104 so that the waste drawer 150 is properly 
installed in the support base 100. The waste drawer 160 
includes a step 152 to assist the animal in entering and 
exiting the chamber 20. The step 152 has a cleaning device 
154 that assists in removing waste, litter, or both from pews 
of an animal exiting the chamber 20. The waste drawer 150 
includes a receptacle area 156 for catching waste, and the 
receptacle area 158 includes a waste drawer track 158 so that 
the waste drawer is properly installed on the waste track 104. 

FIG. 3A illustrates a left side view and FIG. 3B illustrates 
a right side view of the litter device 2. The litter device 2 has 
a bonnet 80 extending over the chamber 20 and connecting 
to the support base 100 so that the retaining clips 84 and 
interlock sensors 86 are complete and power is supplied to 
the lights and ambient light sensor 90, which receives 
ambient light through the transparent window 82. The 
chamber 20 has an entry opening 22 that extends along an 
entry opening plane 38, which forms an angle (@) with the 
vertical plane 4. The entry opening includes an entry lip 40 
for preventing waste, fluids, or both from exiting the cham- 
ber 20. The entry opening 22 has a height (H,,). The chamber 
20 rotates around an axis of rotation 28. The axis of rotation 
28 forms an angle (a) with vertical which is represented by 
a vertical plane 4. The axis of rotation 28 forms an angle (p) 
with a plane 6 that is perpendicular to the vertical plane 4 
and is substantially parallel to the surface 200, which the 
litter device 2 sits upon. The rear of the chamber 20 includes 
a holder cover 58 that assists in attaching a shield 50 (not 
shown) to the chamber 20. The support base 100 has a 
control panel 102, and a weight sensor 106 for sensing the 
weight of the litter device 2 and its contents. The weight 
sensor 106 is located under the waste drawer 150. The waste 
drawer 150 has a step 152. 

FIG. 4 illustrates a top view of the litter device 2. As 
shown a bonnet 80 extends over the chamber 20, and has a 
transparent window 82 so that ambient light can illuminate 
the chamber 20. As illustrated the chamber 20 has two 
halves separated by a chamber plane 14 and the transparent 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 27 of 245 


US 9,433,185 B2 


25 


window 82 and waste opening 24 (not shown) are located 
entirely on one side of the chamber plane 14. The chamber 
has a holder cover 58 on one side and the opposing side of 
the chamber 20 includes an entry opening 22 with an entry 
lip 40. The entry lip 40 includes a fence 42 so that contents 
of the chamber 20 remain in the chamber 20. The chamber 
20 is positioned on a support base 100 that includes a control 
panel 102 for controlling the litter device 2. The support base 
100 has a waste drawer 150 that has a step 152 and a 
cleaning device 154. 

FIG. 5 illustrates a cross-sectional view of the litter device 
2. The litter device 2 as has a bonnet 80 covering the 
chamber 20 and the track 26. The track 26 surrounds the 
chamber 20 and forms a track plane 12 through the chamber. 
The track plane 12 has an angle (8) with the vertical plane 
4. The chamber 20 on the inside includes a shield 50 
partially covering the screen 30 and septum 32. The shield 
50 is attached to the chamber 20 via a retainer 52 that is 
covered by a holder cover 60 on the outside of the chamber 
20. The chamber 20 includes fitter 10, and the top of the litter 
10 forms a utter plane 8. The lifter plane 8 forms an angle 
(y) with a plane 6 that is perpendicular to the vertical plane 
4. As shown the axis of rotation 28 of the chamber 20 
extends through the retainer 62 of the shield 50. The 
chamber 20 is positioned above the support base 100, and 
the rear leg of the support base 100 has a weight sensor 106 
and a pre-compressed member 108 for measuring the mass 
of the litter device 2. The support base 100 includes as waste 
drawer 150 with a receptacle area 156. 

FIG. 6 illustrates an exploded view of the chamber 20 and 
internal components. The outside of the chamber 20 includes 
a track 26 and a waste opening 24. The entry opening 22 has 
a width (W,,) and includes an entry lip 40. The inside of the 
chamber 20 has a liner 36, an entry lip 40, a shield 50, a 
screen 30, and a septum 32. The screen 30 and the septum 
32 as illustrated are integrally connected via a living hinge 
34. The entry lip 40 sits on and forms to the chamber 20 so 
that any liquids and/or solids caught by the entry lip 40 may 
be funneled into the liner 38 and the litter (not shown) during 
rotation of the chamber. The entry lip 40 has a fence 42, a 
drain 44 that extends through the fence 42, and a lip 46. The 
shield 50 includes a shield attachment 52 for attaching the 
shield 50 to the chamber 20. The shield attachment 52, 
retainer 56, and a biasing member 54 are connected to the 
chamber 20. A biasing member 54 is located axially within 
and between the retainer 56 and the shield 50. A portion of 
the biasing member 54 is located between the retainer and 
the holder so that a preload torsional force is created and the 
shield 50 and retainer 56 are held against a stop within the 
immovable holder 58 holding the shield 50 static during an 
initial portion of the chamber 20 rotation until a chamber tab 
48 on the chamber 20 comes into contact with a tab on the 
retainer 56 causing the retainer and shield to follow along 
with the chamber 20 further winding the biasing member 54 
until the chamber 20 stops at the cleaning position. The 
holder 38 is connected to the support base (not shown) and 
covers a hole 62 in the chamber 20 wherein the shield 
attachment 52, biasing member 54, and retainer 56 connect 
to the chamber 20. The shield 50 partially covers the screen 
30 and/or the septum 32 while the chamber is in the home 
position so that an animal does not contact any residuals that 
may be on the screen 30 and/or septum 32. 

FIG. 7 illustrates a bonnet 80 having a transparent win- 
dow 82 covering a track 26 around the chamber 20. A rear 
side of a chamber 20 is illustrated and includes a hole 62 
having an integral inner and outer bearing surface. The 
shield 50 (not shown) is connected to the chamber 20 by the 
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shield attachment 52 extending into the hole 62 of the 
chamber 20. A chamber tab 46 extends from the slot 62 and 
contacts a portion of the retainer (not shown) so that the 
retainer is at least partially rotated during rotation of the 
chamber 20. 

FIG. 8 illustrates an exploded view of a bonnet 80. The 
bonnet has a transparent window 82 with an ambient light 
sensor 90 and lights 92 located proximate to the transparent 
window so that the lights can illuminate an inside of a 
chamber 20 (not shown) through the waste opening 24 (not 
shown). The ends of the bonnet 80 include retaining clips for 
attaching the bonnet 80 to a support base 100 (not shown). 
Wiring 88 transfers power through the retaining clips 84 to 
the light sensor 90 and the lights 92 so that the lights may 
illuminate the chamber when the ambient lighting is low. 

FIG. 9 illustrates an exploded view of a support base 100. 
The support base includes a control panel 102 for controlling 
the litter device. The control panel 102 covers a compart- 
ment 112 that houses a rotation device 130 for rotating the 
chamber 20 (not shown). The rotation device 130 extends at 
least partially through control panel 102 so that the rotation 
device 130 can rotate the chamber. The compartment 112 
houses all of the electronics so that the electronics are 
protected from moisture, fumes, corrosives, or a combina- 
tion thereof. The rotation device 130 is in electrical com- 
munication with an interlock sensor 86 so that if the bonnet 
80 (not shown) is removed and/or loosened the rotation 
device 130 will not rotate. A safety stop 116 and pinch 
detector 114 are located within the support base 100 so that 
the rotation of the chamber is limited. The rotation device 
130 is also in electrical communication with a weight sensor 
106 so that the rotation device 130 does not rotate while an 
animal is in the chamber 20 (not shown) but will subse- 
quently rotate once the animal exits the chamber. The weight 
sensor 106 includes a pre-compressed member 108 in con- 
nection with a force sensitive monitoring device 110 so that 
an increase and/or decrease in weight of the system can be 
detected by the weight sensor 106. The support base 130 has 
a waste track 104 so that the waste drawer 150 (not shown) 
is aligned properly within the litter device so that all of the 
waste is caught in the waste drawer. An indicator 120 is 
located above the waste drawer and in electrical communi- 
cation with the rotation device 130 so that if the waste 
drawer becomes full the chamber will not be rotated. The 
indicator 120 includes transmitters 122 on one side of the 
waste opening and receivers 124 on an opposing side of the 
waste opening. An isolation mount 118 is located around the 
rotation device 130 for housing the motor and gear assem- 
bly. A battery compartment 140 housing a battery 142 is 
located proximate to the rotation device 130. 

FIG. 10 is a bottom view of a litter device and especially 
one possible support base 100. The support base 100 
includes a weight sensor 106 and a waste track 104 for the 
waste drawer 150 to slide upon. The waste drawer 150 
includes a step 152. The chamber 20 as shown has a holder 
58. 

FIG. 11 illustrates one exemplary embodiment of a waste 
drawer 150. The waste drawer includes a step 152 that is 
covered by a removable cleaning device 154. The waste 
drawer has a receptacle area 156 for catching waste and the 
receptacle area 156 includes a waste drawer track 158. A 
removable carbon filter 160 is located within the waste 
drawer for filtering air from the waste drawer 150. 

FIGS. 12A and 12B illustrate the screen 30 and septum 
32. A living hinge 34 is located between the screen 30 and 
the septum 32 so that litter is screened during rotation away 
from the home position and so that the screen moves above 
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the litter during rotation back to the home position so that 
dust is reduced. FIG. 12B illustrates the living hinge 34 in 
a cleaning position 300 so that litter passes through the 
screen 30 and into the septum 32 and waste is screened out 
and directed towards the waste opening 24. FIG. 1 illustrates 
the living hinge 34 in a return position 302 where the litter 
passes under the screen 30 as the litter flows out of the 
septum 32. 

FIGS. 13A-13D illustrate a complete cleaning cycle. FIG. 
13A illustrates the litter device 2 in the home position 350. 
The litter 10 when in the home position 350 is ready for use 
by an animal. The shield 50 covers a portion of the screen 
30 and the septum 32 while allowing light to enter the 
chamber 20 through the waste opening 24. 

FIG. 13B illustrates the litter device 2 during the initial 
stages of a cleaning cycle. As shown, the litter device rotates 
counterclockwise so that the litter 10 is moved off of the 
liner 36 and into contact with the screen 30. As the litter 10 
contacts the screen 30 the screen 30 is moved into contact 
with an internal wall of the chamber 20 so that the litter 
and/or waste are separated by the screen 30. The “clean” 
litter then passes from the screen to the septum 32 where the 
litter is stored while the waste is removed. As shown the 
shield 50 remains static so that the area which contacts waste 
is exposed so that the waste can be removed. 

FIG. 13C illustrates the litter device 2 in the waste 
removal position 352. As illustrated the waste removal 
position 352 is in the same position as an empty position. 
The litter 10 has been fully screened and is stored in the 
septum 32 so that the “clean” litter does not pass through the 
waste opening 24 into the waste drawer (not shown). The 
shield 50 is rotated exposing a contact region 35 where 
waste is funneled along the screen 30 and septum 32 and out 
of the waste opening 24, and remnants (not shown) may 
form. The shield 50 is also rotated to a position where the 
liner 36 fails so that remnants are removed and/or loosened. 

FIG. 13D illustrates a return from the removal position to 
the home position. The litter device 2 rotates the chamber 20 
clockwise so that the litter 10 moves from the septum 32 
towards the liner 36. As the chamber 20 rotates the litter 
pushes the screen 30 away from an internal chamber wall via 
the living hinge 34 so that the litter 10 passes under the 
screen 30 to minimize dust. The shield 50 rotates over the 
contact region 35 so that during use remnants (not shown) 
are not transferred from the contact region 35 to an animal. 

FIG. 14 illustrates a close-up view of one possible weight 
sensor 106 located in the litter device of FIG. 5. The weight 
sensor 106 includes a foot 220 located under the support 
base 100. The foot 220 is connected to the support base 100 
via a fastener 222. The fastener 222 extends through the foot 
220 and the support base 100. The fastener 222 extends 
through a pre-compressed member 108 and assists in retain- 
ing the pre-compressed member between the foot 220 and 
the support base 100. A rocker arm 224 is located above the 
support base 100 and secured to the support base 100 via a 
fastener 226 and a washer 228, and one side of the rocker 
arm 224 forms a pivot point with the support base 100. A 
force sensitive monitoring device 110 is located between the 
rocker arm 224 and the support base 100. During initial 
operation the pre-compressed member 108 has a force so 
that a gap (G) is created between the foot 220 and the 
support base 100. The gap (G) assists in providing a force on 
the rocker arm which produces a force on the force sensitive 
monitoring device 110. As weight is added to the litter 
device more force is applied to the support base 100 pushing 
down on the pre-compressed member 108 so that less force 
is translated to the force sensitive monitoring device 110. 
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The amount of force the fastener 226 and washer 228 apply 
to the rocker arm 224 and the amount of force experienced 
by the force sensitive monitoring device 110 is correlated to 
indicate a weight change. When weight is removed from the 
litter device the pre-compressed member 108 pushes the 
support base 100 away from the foot 220 increasing the 
amount of force on the rocker arm 224 by the fastener 226 
and the washer 228. 

FIG. 15 illustrates a close-up view of another possible 
weight sensor 106 located in the litter device of FIG. 5. The 
weight sensor 160 includes a foot 200 located under the 
support base 100. The foot 220 is connected to the support 
base 100 via a fastener 222. The fastener 222 extends 
through the foot 220 and the support base 100. The fastener 
222 extends through a pre-compressed member 108 and 
assists in retaining the pre-compressed member between the 
foot 220 and the support base 100. A rocker arm 224 is 
located above the support base 100 and secured to the 
support base 100 via a fastener 226, and one side of the 
rocker arm 224 forms a pivot point with the support base 
100. A compressible contact member 230 is located under 
the rocker arm 224 and above a force sensitive monitoring 
device 110. The force sensitive monitoring device 110 is 
located under the compressible contact member 230 and 
above the support base 100. During initial operation the 
pre-compressed member 108 has a force so that a gap (G) is 
created between the foot 220 and the support base 100. The 
pre-compressed member 108 provides a force on the rocker 
arm that produces a force on the compressible contact 
member 230 which ultimately transfers the force to the force 
sensitive monitoring device 110. As weight is added to the 
litter device more force is applied to the support base 100 
pushing down on the pre-compressed member 108 so that 
the rocker arm 224 pivots around its pivot point 225 and 
reduces the amount of force experienced by the force 
sensitive monitoring device 110 and thus the weight reading 
increases. When weight is removed from the litter device the 
pre-compressed member 108 pushes the support base 100 
away from the foot 220 increasing the amount of force on 
the rocker arm 224 by the fastener 226 so that the rocker arm 
224 rotates around its pivot point 225. This increases the 
amount of force applied to the compressible contact member 
230 and ultimately the force sensitive monitoring device 110 
which translates to a decrease in weight in the litter device. 

Any numerical values recited herein include all values 
from the lower value to the upper value in increments of one 
unit provided that there is a separation of at least 2 units 
between any lower value and any higher value. As an 
example, if it is stated that the amount of a component or a 
value of a process variable such as, for example, tempera- 
ture, pressure, time and the like is, for example, from 1 to 90, 
preferably from 20 to 80, more preferably from 30 to 70, it 
is intended that values such as 15 to 85, 22 to 68, 43 to 51, 
30 to 32 etc. are expressly enumerated in this specification. 
For values which are less than one, one unit is considered to 
be 0.0001, 0.001, 0.01 or 0.1 as appropriate. These are only 
examples of what is specifically intended and all possible 
combinations of numerical values between the lowest value 
and the highest value enumerated are to be considered to be 
expressly stated in this application in a similar manner. 

Unless otherwise stated, all ranges include both endpoints 
and all numbers between the endpoints. The use of “about” 
or “approximately” in connection with a range applies to 
both ends of the range. Thus, “about 20 to 30” is intended 
to cover “about 20 to about 30”, inclusive of at least the 
specified endpoints. 
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The term “consisting essentially of’ to describe a com- 
bination shall include the elements, ingredients, components 
or steps identified, and such other elements ingredients, 
components or steps that do not materially affect the basic 
and novel characteristics of the combination. The use of the 
terms “comprising” or “including” to describe combinations 
of elements, ingredients, components or steps herein also 
contemplates embodiments that consist essentially of the 
elements, ingredients, components or steps. By use of the 
term “may” herein, it is intended that any described attri- 
butes that “may” be included are optional. 

Plural elements, ingredients, components or steps can be 
provided by a single integrated element, ingredient, com- 
ponent or step. Alternatively, a single integrated element, 
ingredient, component or step might be divided into separate 
plural elements, ingredients, components or steps. The dis- 
closure of “a” or “one” to describe an element, ingredient, 
component or step is not intended to foreclose additional 
elements, ingredients, components or steps. 

Tt is understood that the above description is intended to 
be illustrative and not restrictive. Many embodiments as 
well as many applications besides the examples provided 
will be apparent to those of skill in the art upon reading the 
above description. The scope of the teachings should, there- 
fore, be determined not with reference to the above descrip- 
tion, but should instead be determined with reference to the 
appended claims, along with the full scope of equivalents to 
which such claims are entitled. The disclosures of all articles 
and references, including patent applications and publica- 
tions, are incorporated by reference for all purposes. The 
omission in the following claims of any aspect of subject 
matter that is disclosed herein is not a disclaimer of such 
subject matter, nor should it be regarded that the inventors 
did not consider such subject matter to be part of the 
disclosed inventive subject matter. 

We claim: 

1. A device comprising: 

(a) a support base; 

(b) a chamber, located on the support base, which 

includes: 

(i) an entry opening so that an animal can enter and exit 
the chamber; 

(ii) a screen and/or septum located at a back of the 
chamber, opposite the entry opening; 

(iii) a single axis of rotation that forms an angle of 
between about 80 degrees and about 55 degrees with 
a vertical plane; 

(iv) a track, which encircles an outside wall of the 
chamber and lies in one plane defining a track plane 
which forms an angle between about 10 degrees and 
35 degrees with the vertical plane, for rotating the 
chamber around the single axis of rotation; 

(v) a single waste opening, located entirely on one side 
of the track plane in a wall of the chamber and on an 
opposite side of the track plane as the entry opening; 
and 

(vi) two chamber halves separated by the track plane; 

(c) a bonnet, which has a band-like shape and substan- 

tially a same contour as a portion of the outside wall of 
the chamber, extends over the portion of the chamber so 
that a front and a rear of the outside wall of the chamber 
remain uncovered by the bonnet, is attached to the 
support base on two sides of the chamber, and at least 
partially covers the track and the single waste opening 
so that during rotation of the chamber a pinch condition 
is prevented between the track, the single waste open- 
ing, or both and the support base; 
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wherein during rotation of the chamber, the single axis of 

rotation funnels clumps, waste, or both towards and 

then out of the single waste opening. 

2. The device according to claim 1, wherein the single 
axis of rotation forms an angle of between about 75 degrees 
and about 66 degrees with the vertical plane. 

3. The device according to claim 1, wherein the track 
plane is normal to the single axis of rotation. 

4. The device according to claim 1, wherein the chamber 
rotates on the support base around the single axis of rotation 
so that litter in the chamber has a relatively conical rotation. 

5. The device according to claim 1, wherein the entry 
opening is an elongated opening having a height and a width 
forming a height to width ratio of about 1.2:1 or more. 

6. The device according to claim 1, wherein the chamber 
includes a litter bed, and the angle of the single axis of 
rotation relative to the vertical plane results in a top surface 
of the litter bed forming an angle of between about 3 degrees 
and 8 degrees with a surface on which the support base rests, 
a plane perpendicular to the vertical plane, or both. 

7. The device according to claim 1, wherein the entry 
opening forms a plane which forms an angle of about 10 
degrees or more with vertical. 

8. The device according to claim 1 wherein the entry 
opening is oval. 

9. The device according to claim 1 wherein the device 
comprises the septum and the screen as a unitary piece 
attached by a living hinge. 

10. The device according to claim 1, wherein the entry 
opening is an elongated opening having a height and a width 
forming a height to width ratio of about 1.6:1 to about 3:1. 

11. The device according to claim 1, wherein the entry 
opening exhibits an area of about 225 cm? or more. 

12. The device according to claim 1, wherein a shield is 
located within and is movably attached to the chamber so 
that the chamber at least partially rotates around the shield; 
and 

wherein the shield covers one or more internal compo- 

nents, one or more internal surfaces, or both so that any 

residuals present on the one or more internal compo- 
nents or the one or more internal surfaces are not 
transferred to an animal. 

13. A device comprising: 

(a) a support base; 

(b) a chamber, located on the support base, which 

includes: 

(1) entry opening so that an animal can enter and exit 
the chamber; 

(11) a screen and/or septum located at a back of the 
chamber, opposite the entry opening; 

(iii) a single axis of rotation that forms an angle of 
between about 80 degrees and 55 degrees with a 
vertical plane; 

(iv) a track, which encircles an outside wall of the 
chamber and lies in one plane which defines a track 
plane, for rotating the chamber around the single axis 
of rotation; 

(v) a waste opening located in a wall of the chamber on 
an opposite side of the track plane as the entry 
opening; 

(vi) two chamber halves separated by the track plane; 
and 

(c) a bonnet, which has a band-like shape substantially a 

same contour as a portion of the outside wall of the 

chamber, extends over the portion of the chamber so 
that a front and a rear of the outside wall of the chamber 
remain uncovered by the bonnet, is attached to the 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 30 of 245 


US 9,433,185 B2 


31 


support base on two sides of the chamber, and at least 
partially covers the track and the waste opening so that 
during rotation of the chamber a pinch condition is 
prevented between the track, the waste opening, or both 
and the support base; 

wherein the entry opening is an elongated opening having a 

height and a width forming height to width ratio of about 

1.6:1 to about 3:1; and 

the chamber rotates on the support base around the single 

axis of rotation so that litter in the chamber has a 
relatively conical rotation. 

14. The device according to claim 13 wherein the entry 
opening is oval. 

15. The device according to claim 13 wherein the device 
comprises the septum and the screen as a unitary piece 
attached by a living hinge. 

16. The device according to claim 15, wherein the screen 
removes waste from litter in the chamber so that cleaned 
litter passes into the septum. 

17. The device according to claim 16, wherein the living 
hinge allows closure of the screen during a first half of a 
cleaning cycle so that only waste is removed from the 
chamber; and 
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the living hinge allows the screen to open during a second 
half of the cleaning cycle so that the cleaned litter is 
returned to a base of the chamber without having to 
pass directly through the screen. 


18. The device according to claim 13, wherein the entry 
opening exhibits an area of about 225 cm? or more. 


19. The device according to claim 13, wherein the cham- 
ber is in a home position when the chamber is static; and 


the bonnet includes a transparent window so that in the 
home position, the transparent window aligns with the 
waste opening to allow ambient light to enter into the 
chamber. 


20. The device according to claim 19, wherein the bonnet 
includes one or more lights and one or more ambient light 
sensors; and 


the one or more lights supply light to the inside of the 
chamber through the waste opening when the chamber 
is in the home position. 
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(57) ABSTRACT 


A litter box has two unit assemblies and a waste receptacle. 
The first unit assembly has an unenclosed litter compartment; 
a compartment to temporarily hold filtered litter; and a piv- 
otally mounted screen that filters out waste material from the 
litter. The second unit assembly is a support base having a 
motor mounted thereto that manipulates the first unit assem- 
bly, and contains a motion sensor and controller. The first unit 
assembly is partially rotated by the motor which causes litter 
and waste to move away from the litter compartment towards 
the temporary compartment. The screen filters litter and 
waste only allowing filtered litter to enter the temporary 
receptacle, forcing waste solids to pass by the temporary 
compartment into the waste receptacle. The motor reverses, 
and the filtered litter in the temporary receptacle is commu- 
nicated back into the litter compartment by passing through 
and under or back through the screen. 


27 Claims, 7 Drawing Sheets 
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Figure 3 Figure 4 
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First Phase: Separation — first partial rotation (counter-clockwise): 


Figure 5A Figure 5B Figure 5C 


Figure 5D Figure SE Figure 5F 


Figure 5G Figure 5H Figure 51 
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Figure 5J Figure 5K 


Second Phase: Litter Reintroduction — second partial rotation (clockwise): 


Figure BA Figure 6B Figure 6C 


Figure 6D Figure 6E Figure 6F 
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Figure 6J Figure 6K Figure 6L 


Third Phase: Return to Home Position — third partial rotation (counter-clockwise): 


Figure 7A Figure 7B 
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1 
APPARATUS FOR A LITTER BOX 


PRIOR PROVISIONAL APPLICATION 


The present application claims the benefit of U.S. Provi- 
sional Application Ser. No. 60/728,426, filed Oct. 20, 2005, 
which is hereby incorporated by reference in its entirety. 


FIELD OF THE INVENTION 


The current invention relates to an apparatus and method 
for separating and removing animal waste material from lit- 
ter, and in particular, to a technique that automatically 
removes cat waste material from litter in an unenclosed litter 
box. 


BACKGROUND OF THE INVENTION 


Many advances in technology related to automatic litter 
boxes have arisen to help improve the cleanliness of the litter 
box. One of the most significant advances is the use of what’s 
called the “sifting method” of filtering litter. The sifting 
method has been employed by such devices as described in 
USS. Pat. Nos. 4,846,104; 4,120,264; 5,507,252 and 5,662, 
066 (see also U.S. Pat. No. 6,463,881). The sifting method is 
significantly more effective than the so-called “raking 
method” (or “combing method”) as described in U.S. Pat. No. 
5,048,065. The sifting method of cleaning litter has two major 
advantages over the raking method in that it is far more 
resistant to clogging, and generally does a much better job of 
cleaning the litter. Gravity is used to separate the litter from 
waste material instead of forcing a rake through the litter to 
remove solid waste material. The major flaw with the raking 
method is that a motor forces not only the rake through litter, 
but also the solid waste material though the litter as well. 
Although the rake can be made in such a way to travel rela- 
tively easily through litter, the unpredictable shapes and gen- 
erally large surface area of solid waste makes it difficult to 
force waste clumps through such a dense and heavy material 
such as clay litter. The typical behavior of cats to bury their 
clumps makes this process even more difficult. 


There are often many undesirable effects with using such a 
raking method. One such effect is that clumps and other solid 
material can be wedged between the rack and the bottom of 
the litter pan, which can cause a smearing effect. The gradual 
build-up of such debris makes subsequent raking phases more 
and more difficult. Another such effect is that the mass of the 
litter itself helps to force litter clumps and other solid material 
in between the tines of the rake. In this scenario, gravity is 
actually hindering the filtering process. Because gravity is 
forcing the litter into the pan, the litter wants to stay where it 
is situated. As the rake and solid debris travel from one end of 
the litter pan to the other, the litter has to move out of the way 
of the debris, or be force to move in front of the debris itself 
and end up in the waste receptacle. The only way for the litter 
to get out of the way is to go above the debris, below the 
debris, or around the debris to either side. Gravity is always 
forcing the litter into the pan, and the litter that is forced to 
move out of the way of the debris is compressed against other 
litter within the litter pan. When the debris is close to the side 
of the litter pan, resistance is even greater. The options for 
which direction the litter can move are reduced, and further 
smearing can occur, and the increased force on the debris can 
further force the debris into the tines of the rake, clogging the 
rake. To compound the problem, it’s common for cats to bury 
their waste into a corner, making a significant portion of the 
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litter end up on one side of the litter pan. This makes it 
extremely difficult for the rake to filter the unevenly covered 
litter pan. 

Because of these problems, there is usually a narrow range 
at which the litter must be maintained. Too little litter, and the 
clumps will stick to the bottom of the litter pan. To high a 
level, and the force required to push the rake and the debris 
through the litter is too great for the device to handle. Aside 
from a clogged rake making the litter box ineffective, it also 
increases stress on the mechanical parts, motor, and power 
consumption. It is also extremely difficult to unclog the rake, 
as well as being an extremely undesirable task to take on. U.S. 
Pat. No. 6,851,386 tries to address this problem by introduc- 
ing a rake that is less susceptible to clogging; however the 
raking method itself cannot change the force of gravity work- 
ing against the debris or the mass of the clay. Although sig- 
nificantly less clogging is achieved by this new rake design, 
the effect is that instead of clogging, the rake actually breaks 
up the clumps and/or other solid material into smaller pieces, 
traveling through the rake instead of into the waste receptacle 
where it is intended to be communicated. This results in an 
incomplete cleaning process. Clogging can also be reduced 
by increasing the angle on the tines of the rake to reduce the 
negative impact gravity has on the filtering process; although 
this improves the process, it does so only to a certain degree. 
Although the raking method has numerous disadvantages, it 
has the significant advantage in that an open litter box design 
is easily achievable. The importance of this feature will be 
described later. 

The sifting method uses gravity to its advantage instead of 
to its disadvantage. Instead of moving relatively large masses 
of solid debris through dense clay litter, the sifting method 
uses gravity to make the litter move around the solid waste 
debris. The forces in effect are always relatively close to 1G, 
and no greater force than this is required to separate the solid 
material from the litter. The screen used to filter litter from 
solid waste material is therefore not subjected to the forces 
required by the raking method, and clogging is avoided. This 
method draws a parallel to the frequently demonstrated sci- 
ence experiment where a jar, a collection of small particles 
(e.g. sand), and a collection of larger particles (e.g. marbles) 
are provided. The sum volume of the small and large particles 
is such to approximate the volume of the jar. If the small 
particles are placed in the jar first, and then an attempt is made 
to place the larger particles in the jar, the effect of gravity on 
the small particles in the jar prevents them from moving out of 
the way to make room for the larger particles; however, by 
placing the larger objects in the jar first, and pouring the 
smaller particles in the jar second, the smaller particles will 
easily move around the larger objects, filling the jar with ease. 
This is another example of how gravity is used to help solve 
the problem, rather than hindering it from being solved. This 
principle is applied when the sifting method is employed, and 
provides a predictable, clog-free method of separating litter 
from solid waste material. 

Many products today employ the sifting method. One of 
the more advanced products is described in U.S. Pat. No. 
6,463,881, where a globe-like structure is used to house fil- 
tered litter, a sifting mechanism, and to provide a certain 
amount ofroom for an animal, as well as a hole through which 
the animal can ingress/egress the globe. This product is far 
superior in filtering litter than a product that utilizes the raking 
method, but is an enclosed unit which as certain disadvan- 
tages. Being an enclosed litter box, this product does have the 
advantage of making it far more difficult for the cat to throw 
litter outside of the litter box; however there are also signifi- 
cant disadvantages as well. The first and most important of 
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which is that many cats simply will not use enclosed litter 
boxes. Secondly, this product must have ports in the globe that 
open to let waste exit the globe and fall into the waste recep- 
tacle. These ports limit the size of the clumps that can fit 
through these the ports, preventing the use of the device for 
cats that create large clumps; this particularly true for cats 
with diabetes, as the clumps will not fit through the ports. 
Thirdly, it is relatively difficult to introduce fresh litter into the 
globe as well as clean the globe (which is recommended to be 
done periodically). Furthermore, there are weight restrictions 
for cats that must be within a 5-15 Ibs. range. A cat less than 
5 Ibs. will not weigh enough to trigger the sensor, and cats 
over 15 Ibs. will have trouble fitting into the globe. 

USS. Pat. No. 5,167,204 attempts to use a rake-like struc- 
ture, but through manual manipulation effectively employs a 
sifting mechanism. This has the significant advantage of 
using the sifting method while still providing a traditional 
open litter box that’s attractive to the largest population of 
cats; however this mechanism has multiple disadvantages, the 
first of which is that the device would have to be very large in 
order to create a litter area large enough for a typical feline to 
use effectively. The second disadvantage is that the mecha- 
nism is not automated, and would be difficult to automate. 
The third disadvantage is that it is would be very difficult to 
level the litter without picking up the entire litter box and 
shaking it around. 

The raking method does have a significant advantage in 
that the process itselfis conducive to the traditional open litter 
box design. Although it’s possible to place an enclosure 
around such a litter box to help contain litter, an enclosure is 
not required in order to make the litter box operate. A litter 
box is only effective ifthe cat will use the device, and because 
many cats will simply not uses enclosed litter boxes, a per- 
fectly designed enclosed system will not do the job if the cat 
does not elect to use it. For those cats that will not use an 
enclosed device, the alternative is that the cat will either use 
an unenclosed litter box if available, or an undesirable loca- 
tion if not available. Even cats that will use an enclosed litter 
box will often prefer an unenclosed litter box if given the 
choice. This makes it even more difficult to get the value out 
of a potentially expensive enclosed litter box device if a pet 
owner has multiple cats. Even if only one cat within a multi- 
cat household will not use an enclosed litter box, it is often the 
expectation of the pet owner to reap the benefits of the 
enclosed device with the cats that will use the enclosed 
device, while for the cat or cats that will not use the enclosed 
device, deal with the added labor involved in maintaining the 
unenclosed device for those stubborn cats only. However, 
because many cats that would otherwise use the enclosed 
device if that were their only option will often use the unen- 
closed device when given the choice, the effectiveness of the 
enclosed device is further reduced, as it gets used even less 
frequently than expected by the cat owner. 

The challenge is thus to create an automated litter box that 
has superior filtering capabilities by utilizing the sifting 
method, and yet has an open design to encourage use by as 
many household pets as possible. It is against this background 
and the need to solve these problems not addressed by prior 
art that the present invention was developed. 


SUMMARY OF THE INVENTION 


Accordingly, it is an object of the present invention to 
provide an automatic litter box to employ a superior cleaning 
method that uses a screen and a temporary container, as well 
as a method for altering the relationship of the appropriate 
components relative to the vector force of gravity. 
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It is another object of the present invention to provide an 
automatic litter box that is unenclosed to facilitate usage by 
all household pets. 

It is also an object of the present invention to provide an 
automatic litter box that significantly limits any unpleasant 
odors emanating from the litter box. 

It is yet another object of the present invention to provide 
an automatic litter box that is unenclosed to help facilitate 
cleaning and adding of litter. 

It is a further object of the present invention to provide an 
automatic litter box that does not significantly limit the size or 
weight of the pet. 

Itis yet a further object of the present invention to provide 
an automatic litter box that can be used with pets, suchas cats, 
that have diabetes. 

It is also an object of the present invention to provide an 
automatic litter box that can use traditional, inexpensive 
clumping litter. 

Another object of the present invention is to provide an 
automatic litter box that eliminates or significantly reduces 
mental stress of the pet owner. 

It is also an object of the present invention to provide an 
automatic litter box that more effectively seals off the waste 
receptacle to reduce odor and mold, and therefore allows the 
size of the waste receptacle to be increased, which will reduce 
the frequency required to empty the litter box. 

Additional objects, advantages, and novel features of this 
invention shall be set forth in the description that follows, and 
will also become apparent to those of reasonable skill in the 
art upon examination of the following specification. The 
objects and advantages of the invention may be realized and 
attained by means of the instrumentalities, combinations, and 
methods particularly pointed out in the appended claims. 

To achieve the foregoing and other objects and in accor- 
dance with the purpose of the present invention, as embodied 
and broadly described herein, an apparatus is disclosed for 
receiving and disposing of waste material from an animal, 
typically a cat. The apparatus includes a first unit assembly 
comprising an unenclosed litter compartment, a temporary 
receptacle, and a filtering screen. The unenclosed litter com- 
partment allows an animal to ingress and egress the unen- 
closed litter compartment from multiple directions, and is 
also not covered from above. The temporary receptacle is 
provided to store filtered litter during the cleaning cycle. The 
unenclosed litter compartment and the temporary compart- 
ment are attached in such a way as to share at least one 
common surface continuation. This surface continuation may 
be described as a partial cylinder, although other continual 
shapes including but not limited to shapes such as partial 
sphere would also work. This common surface continuation 
(also described as the “common outer surface”) allows for a 
partial rotation of the unit assembly along that continual 
surface so as to affect the movement of litter and waste mate- 
rial out of the unenclosed litter compartment and into the 
temporary receptacle. A filtering screen is located between 
the unenclosed litter compartment and the temporary com- 
partment. The screen covers the opening of the temporary 
compartment only allowing filtered litter to enter the tempo- 
rary compartment. This screen may be pivotally mounted in 
order to allow filtered litter to more easily flow out of the 
temporary compartment and back into the unenclosed litter 
compartment after the filtering phase. A track may be dis- 
posed along the continual surface, and may follow the curved 
shape. This track may be attached to, or molded as, part of the 
continual surface. The track is designed to receive a sprocket 
that is turned by a motor. 
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A support base is used to support and manipulate the first 
unit assembly in order to clean the litter box and dispose of 
waste into a waste receptacle. A waste receptacle may fit 
within and under the support base. The support base may also 
house electronics to activate and control the device. The sup- 
port base may include a motor and a sprocket. The sprocket 
mates with the track of the first unit assembly. When the 
motor turns the sprocket, the first unit assembly is forced to 
rotate in the opposite direction of the sprocket rotation. This 
motor is triggered to perform a cleaning cycle through the use 
of a motion sensor. For example, a cat may break a beam of 
infrared light transmitted from an infrared emitter to an infra- 
red detector. The controller senses the beam interruption, and 
begins a delay function after the beam transitions back from 
the interrupted state to the uninterrupted state. After a deter- 
minate amount of time (typically between 5 and 10 minutes), 
the physical cycle is triggered. The physical cycle may 
involve three partial rotations of the first unit assembly. The 
first partial rotation is a cleaning rotation whereby litter is 
communicated from the unenclosed litter compartment into 
the temporary receptacle. This partial rotation filters out solid 
waste material. Whereas litter may travel freely through the 
screen and into the temporary compartment, solid waste 
material is forced to bypass the temporary compartment, slid- 
ing over top of the screen and temporary compartment at the 
appropriate time during the first partial rotation. The solid 
waste material may then slide through a large hole within the 
support base, and into a waste receptacle. 

After the filtering phase, a litter-reimtroduction phase may 
be performed whereby filtered litter is communicated out of 
the temporary compartment back into the unenclosed litter 
compartment. This is achieved by reversing the motor’s rota- 
tional direction thereby reversing the rotation of the first unit 
assembly. This phase may over-rotate the First Unit Assembly 
in order to level the litter within the unenclosed litter com- 
partment. The over-rotation may be employed to overcome 
the frictional resistance of the litter and the inner surface of 
the unenclosed litter compartment. The motor may then 
reverse direction again, and return the first unit assembly to 
the home position. While the First Unit Assembly is situated 
in the home position, substantial odor may be prevented from 
escaping the device by providing reasonable tolerances along 
the inside top edge of the Second Unit Assembly in relation to 
the proximity of the edges of the First Unit Assembly. The 
Second Unit Assembly may be constructed in such a way as to 
mate with the First Unit Assembly in order to substantially 
prevent odor from escaping from the waste receptacle. To 
further this goal, a flexible gasket material made of fur-like or 
other material may be used. This material may be flexible 
enough to help seal any gap between the First and Second 
Unit Assemblies, but also not produce substantial friction that 
would otherwise hinder the operation of the device. This 
gasket material can substantially reduce or eliminate odor 
emanating from the waste receptacle and decreasing the fre- 
quency required to empty the litter. 


BRIEF DESCRIPTION OF THE DRAWINGS 


The accompanying drawings, which are incorporated in 
and form a part of the specification, illustrate the preferred 
embodiments of the present invention, and together with the 
descriptions serve to explain the principles of the invention, in 
which: 

FIG. 1A-1C are side views of unit assemblies and their 
major components for one embodiment; 

FIGS. 2A-2C are front views of the unit assemblies shown 
in FIGS. 1A-1C; 
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FIG. 3 is a side view of an assembled device; 

FIG. 4 is a front view of an assembled device; 

FIGS. 5A-5K illustrate a separation cycle of an embodi- 
ment device; 

FIGS. 6A through 6L illustrate a reintroduction cycle of an 
embodiment device: 

FIGS. 7A and 7B illustrate a return to home position cycle 
of an embodiment device; 

FIG. 8 is a perspective view of an embodiment First Unit 
Assembly with supports slats unobstructed by a filtering 
screen; 

FIG. 9 is a perspective view of an embodiment First Unit 
Assembly with supports slats and installed screen; 

FIG. 10 is a perspective view of a membrane; 

FIG. 11 is a perspective view of an embodiment First Unit 
Assembly illustrating attach points for one of the three mem- 
branes; 

FIG. 12 is a perspective view of an embodiment First Unit 
Assembly with drip caps and a lip; 

FIG. 13 shows a controller; and 

FIG. 14 is a perspective view of an embodiment First Unit 
Assembly with raised sidewall extensions installed. 


COMPONENT IDENTIFICATION 


100 First Unit Assembly 

120 Unenclosed litter compartment 

122 Sidewalls 

123 Raised sidewall extensions 

124 Front, inside surface of sidewall 

150 Compartment to temporary hold filtered litter 

140 Screen to filter litter that is pivotally mounted 

130 Litter 

132 Animal waste material 

142 Screen attachment location where a flexible or non- 
flexible screen is pivotally attached, or a where a flexible 
screen is not pivotally attached 

110 Track that motor and sprocket uses to manipulate the 
First Unit Assembly 

114 Common outer surface of First Unit Assembly 

128 Lip 

129 Drip cap 

162 Position sensor trigger 1 

164 Position sensor trigger 2 

166 Position sensor trigger 3 

170 Slats 

180 Membrane 

182 Top portion of membrane 

184 Bottom portion of membrane 

200 Second Unit Assembly 

201 Opening length span of Second Unit Assembly 

202 Opening width span of Second Unit Assembly 

210 Wheels on which the First Unit Assembly rides 

250 Controller 

252 On/off button 

240 Motion detector 

242 Infrared transmitter 

244 Infrared detector 

230 Sidewalls 

231 Front panel 

232 Rear panel 

220 Drive unit 

222 Sprocket 

224 Motor 

260 Position sensing unit 

262 Position sensor 1 

264 Position sensor 2 
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266 Position sensor 3 
300 Waste Receptacle 
301 Waste receptacle handle 


DETAILED DESCRIPTION 


With reference to FIGS. 1-4, an embodiment of the instant 
invention 10 includes a First Unit Assembly 100, a Second 
Unit Assembly 200 and a Waste Receptacle 300. The Second 
Unit Assembly 200 provides a base that rests on a floor, 
counter, or other flat surface that is accessible by one or more 
pets, such as a cat or cats. The First Unit Assembly 100 rests 
on rollers 210 and a sprocket 222 of the Second Unit Assem- 
bly 200, and is prevented from moving laterally by a track 110 
on a common outer surface 114 of the First Unit Assembly 
100 and sidewalls 230 of Second Unit Assembly 200. A home 
position for the First Unit Assembly 100 is a position such that 
the top of the side walls 122 of the unenclosed litter compart- 
ment 120 are approximately parallel to the top of the side- 
walls 230 of the Second Unit Assembly 200 and such that 
when litter 130 is placed in the unenclosed litter compartment 
120, the litter 130 will rest at level state, as depicted in FIG. 3. 
When the First Unit Assembly 100 is properly positioned on 
top of the Second Unit Assembly 200, an infrared transmitter 
242 and infrared detector 244 of a motion sensor 240 on the 
Second Unit Assembly 200 havea line of sight from one to the 
other that is unobstructed by the First Unit Assembly 100. The 
Waste Receptacle 300 may be inserted from either the front or 
rear of the Second Unit Assembly 200 such that the waste 
receptacle 300 is directly under the Second Unit Assembly 
200, as shown in FIGS. 3 and 4. Litter 130 is placed in the 
unenclosed litter compartment 120. 


1. Initialization 


The Second Unit Assembly also includes a controller 250. 
Power is applied to the controller 250 by, for example, use of 
a 12-volt power adapter. A component of the controller 250 is 
a switch or button 252 that allows the unit to be turned on or 
off. The unit will automatically begin a physical cycle when 
power is applied and the power switch or button 252 puts the 
unit into the “on” mode. This physical cycle is described in 
the following (see the section 3 below, “Physical Cycle”). 


2. Obstruction Detection and Delay 


After the unit 10 physically cycles once, the controller 250, 
through use of the motion sensor 240, having the infrared 
transmitter 242 and infrared detector 244, detects the pres- 
ence ofa pet, such as a cat, by means of the pet’s obstruction 
of the line of sight from the infrared transmitter 242 to the 
infrared detector 244. This detection mechanism is acommon 
technique utilized by those familiar with the art of motion 
detection through use of electronics. Once the pet leaves the 
unenclosed compartment 120, line of sight between the infra- 
red transmitter 242 and infrared detector 244 is reestablished, 
triggering a timer that is a component of the controller 250. As 
known in the art, such timers are common components of 
device controllers, such as the controller 250. The timer’s 
purpose is to permit sufficient time for the litter to “clump,” 
and also to allow enough time for the pet to vacate the imme- 
diate area so as not to needlessly startle the pet when the unit 
begins to cycle. If at any time an obstruction is detected 
between the infrared transmitter 242 and infrared detector 
244 while the timer is active, the timer process is aborted, and 
the timer process restarts only when the obstruction detected 
by the motion sensor 240 is removed from the unenclosed 
litter compartment 120, reestablishing line of sight between 
the infrared transmitter 242 and infrared detector 244. Once a 
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predetermined amount of time has passed (for example, about 
10 minutes) without any detected obstructions, the physical 
cycle begins. 

3. Physical Cycle 

The physical cycle is described in three phases: The first 
phase is the “separation” (i.e. filtering) phase, the second 
phase is the “litter reintroduction” phase, and the third phase 
is the “return to home position” phase. The first phase is 
illustrated by FIGS. 5A through 5K. FIG. 5A identifies sig- 
nificant components of the First Unit Assembly 100 pertain- 
ing to the physical cycle. Furthermore, waste material 132 is 
identified in the FIGS. 5A-5K, and is the object to be sepa- 
rated from the litter 130. 

The physical cycle begins with the sprocket 222 turning 
through use of a motor 224 as controlled by the controller 
250. The sprocket 222 and motor 224 together provide a drive 
unit 220 that drives the physical movement of the First Unit 
Assembly 100. As the sprocket 222 turns in a clockwise 
direction as viewed from FIG. 1, the First Unit Assembly 100 
is rotated in a counter-clockwise direction due to the linkage 
of sprocket 222 of the Second Unit Assembly to the track 110 
of the First Unit Assembly 100. The First Unit Assembly 100 
is partially rotated as shown in FIGS. 5A through 5K; that is, 
the First Unit Assembly 100 does not undergo a full 
360.degree. rotation. This partial rotation causes the combi- 
nation of litter 130 and waste material 132 to move toward a 
screen 140. The screen 140 only allows filtered litter 130 to 
move into temporary container 150, forcing any waste solid 
132 to pass by the temporary container 150 and into the waste 
receptacle 300. The first phase is terminated when a position 
sensor trigger 162 is detected by first position sensor 262 of a 
position sensing unit 260, as shown in FIG. 2. The result ofthe 
first phase is that waste solids 132 are removed from the litter 
130, by exiting the First Unit Assembly 100, passing through 
the Second Unit Assembly 200 through opening 201/202, and 
into the Waste Receptacle 300. 

The second phase of the physical cycle begins when the 
first phase of the physical cycle ends. The drive unit 220 
causes the motion of the First Assembly Unit 100 to reverse. 
The controller 250 controls the motor 224 to reverse the 
rotation of the sprocket 222 and begin turning counter-clock- 
wise as viewed from FIG. 1, causing the First Unit Assembly 
100 to rotate in a clockwise direction. The First Unit Assem- 
bly 100 is partially rotated, as shown in FIGS. 6A through 6L. 
This causes the filtered litter 130 to be communicated out of 
the temporary container 150 by passing through and under the 
screen 140, back into the unenclosed litter compartment 120 
to its original position. The second phase ends when a second 
position sensor trigger 164 is detected by second position 
sensor 264 of position sensing unit 260, as shown in FIG. 2. 
Note that the location of the second position sensor trigger 
164 may be set to correspond to the approximate angle of 
repose of the litter 130, so that at the end of the second cycle, 
the level of the litter 130 is approximately parallel with the 
sidewalls 122. 

The third phase of the physical cycle begins when the 
second phase of the physical cycle ends. The drive unit 220 
again reverses the direction of motion of the First Assembly 
Unit 100. The controller 250 causes the motor 224 to reverse 
the direction of the sprocket 222 and begin turning clockwise 
as viewed from FIG. 1, causing the First Unit Assembly 100 
to rotate in a counter-clockwise direction. The First Unit 
Assembly 100 partially rotates as shown in FIGS. 7A and 7B. 
The third phase ends when the position sensor trigger 166 is 
detected by third position sensor 266 of position sensing unit 
260, as shown in FIG. 2. The result of the third phase puts the 
First Unit Assembly 100 back into its original home position. 
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The physical cycle has now ended. The controller 250 again 
begins monitoring the motion detector 240 for an obstruction 
in the line of sight of the infrared transmitter 242 and infrared 
detector 244 in order to continue operation (see section 2, 
Obstruction Detection and Delay). 

The controller 250 that monitors detection of motion from 
the motion detector 240, performs a delay, performs monitor- 
ing of the position sensing unit 260, and performs motor 224 
activation is a device, or combination of devices, familiar to 
those of reasonable skill in the art of building electronic 
devices. 


In the preferred embodiment, position sensor triggers 162, 
164, 166 are permanent magnets, whereas position sensors 
262, 264, 266 are hall effect sensors. 

Tn another embodiment reed switches may be used instead 
of hall effect sensors for position sensors 262, 264, 266. The 
permanent magnets used in the preferred embodiment as 
position sensor triggers 162, 164, 166,may also be used in this 
embodiment. 


In another embodiment protrusions (or bumps) may be 
used instead of permanent magnets for position sensor trig- 
gers 162, 164, 166, and lever switches or push buttons may be 
used instead of hall effect sensors as position sensors (262, 
264, 266). This requires tight tolerances in construction as the 
bumps or other protrusions must be precisely located so as to 
mechanically trigger the lever switches or push buttons. 

Tn another embodiment, the position sensing unit 260 may 
comprise one single position sensor, used in conjunction with 
three triggers. In this embodiment, all three triggers are 
placed in-line with one another so that all three position 
sensor triggers can pass over the single position sensor. In this 
embodiment, a smarter controller 250 that better understands 
which phase is being preformed during the physical cycle is 
required. In this embodiment, the First Unit Assembly 100 
must either be initially placed on top of the Second Unit 
Assembly 200 such that the single position sensor is located 
between position first sensor trigger 162 and third position 
sensor trigger 166, or the controller 250 must be further 
developed to briefly ignore position third sensor trigger 166 
during the first partial rotation of initialization. This is a 
cost-reducing embodiment, as the enhanced programming of 
the controller 250 is typically inexpensive or free, whereas the 
purchase and installation of the two otherwise unneeded posi- 
tion sensors would incur higher manufacturing costs. 

Tn another embodiment, an infrared emitter/detector pair is 
used instead of a single position sensor as described in the 
previous embodiment. The infrared emitter would be placed 
on one side of track 110, and an infrared detector would be 
placed on the other side of the track 110 at the position where 
sensors 262, 264, 266 are located when viewed from FIG. 1. 
Permanent magnets would not be used in this embodiment; 
instead, holes would be drilled through both sidewalls of track 
110 approximately at positions 162, 164, and 166, such that 
line-of-sight may be established through the track from the 
infrared emitter to the detector, but in such a way so as not to 
negatively effect the operation of the physical cycle. Further- 
more, the position of these holes need not be precise and may 
be optimized to fall between the teeth of track 110. In this 
embodiment, a more intelligent controller is also required as 
described in the previous embodiment; however infrared 
emitters/detectors are typically even more cost effective than 
a single hall effect sensor, and no permanent magnets would 
be required for position sensor triggers. 

In another embodiment, a step could be added to allow 
easier ingress/egress of an animal to/from the unenclosed 
litter compartment 120. 
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In another embodiment, the height of one or more of the 
sidewalls 122 of the First Unit Assembly 100 could be raised 
to help contain litter 130. A hole in the sidewalls 122 would 
have to be added if the way the sidewalls 122 were extended 
would obstruct the line-of-sight between the infrared/emitter 
detector pair 242, 244. As long as an opening was preserved 
to allow ingress/egress of an animal, two sides, plus part of a 
third side could be raised as shown in FIG 14. These exten- 
sions 123 could be permanent in one embodiment, or option- 
ally snap, screw, or otherwise fastened into place to extend the 
shallow sides 122 of the First Unit Assembly 100 after a pet 
has adjusted to the device. Raised Sides 123 could be added 
one at a time as the tolerance of the pet was observed to 
determine the practicality of the enhancement. 


In another embodiment, the step described in a previous 
embodiment could be used in conjunction with a pressure 
switch in lieu of the infrared emitter/detector pair 242, 244 to 
detect the passage of an animal. In this embodiment, the 
pressure switch would trigger the timer contained within the 
controller 250 upon ingress/egress of an animal. The delay 
(typically 10 minutes) would be long enough so as to not 
activate the physical cycle while the animal was in unen- 
closed litter compartment 120, as an animal would be 
unlikely to want to remain in the litter box for that long, and 
would reset the timer again when the animal vacated the litter 
box, activating the physical cycle 10 minutes after leaving. 
This step would ideally cover the entire surface where an 
animal may ingress/egress the litter box. With raised side- 
walls 122, a small step may be used in front of the area where 
the animal may ingress or egress the litter compartment 120. 
Without sidewalls 122, the animal may ingress/egress the 
litter compartment from all three unenclosed sides of the litter 
box, and therefore a U-shaped step, and potentially multiple 
pressure switches, may be preferable for this embodiment. In 
this embodiment, only one of the multiple pressure switches 
would need to be actuated in order to trigger the timer in the 
controller. 


In another embodiment, the unit 10 may be manually oper- 
ated. No motor 224 or controller 250 is required for this 
embodiment. Instead, a human manipulates the First Unit 
Assembly manually. This can be made easier by providing a 
drive unit in the form of one or more handles attached to the 
First Unit Assembly 100 in strategic locations so as not to 
hinder the operation of the device. One such location would 
be the front and top of the First Unit Assembly 100 as 
observed in the home position. When a handle is attached to 
the front edge of the first unit assembly 100, the handle should 
ideally be angled upward in order that the leveling phase 
partial rotation can be fully realized. The handle may also-be 
high enough to allow manual operation while minimizing the 
stooping required to reach the handle. The brackets that attach 
the handle to the First Unit Assembly 100 may be attached in 
such a way as to allow the handle to pivot, allowing for easier 
operation and guaranteed clearance of the Second Unit 
Assembly 200. Another such location could be on the top 
edge of the First Unit Assembly 100. When attached to the top 
edge of the First Unit Assembly 100, the handle ideally 
extends significantly beyond the top edge of the First Unit 
Assembly, and is pivotally mounted. The handle may extend 
significantly in order to allow passage of waste material 132 
over the screen 140 and temporary compartment 150 and into 
the waste receptacle 300 without being intercepted by the 
handle or the hand of the person manually operating the 
device. Other locations for handles, knobs, or other such 
devices to be attached to the First Unit Assembly 100 could 
also be used. 
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In another embodiment, support strips can be placed on one 
side of the screen 140 to prevent flexible screens 140 from 
deforming significantly when litter 130 is communicated 
away from the unenclosed litter compartment 120 and toward 
the temporary container 150 during the separation phase, as 
depicted in FIGS. 5A through 5K. These support strips, 
depicted in FIGS. 8 & 9, may be called slats 170. Several slats 
170 may be attached, as depicted in FIG. 8. The flexible or 
pivotally mounted screen 140 is mounted on a mount point 
142 and rests against the slats 170, as depicted in FIG. 9. The 
screen 140 may be either flexible or rigid, or some degree in 
between. A rigid screen 140 would need no support slats 170 
in order to prevent the screen 140 from deforming during the 
separation phase. A flexible screen 140 might benefit from 
support slats 170 depending on the memory qualities of the 
material used in constructing the screen 140. Materials that 
have poor memory qualities or insufficient stiffness to prevent 
significant deformity during the separation phase may require 
support slats 170 in order to ensure proper operation of the 
device. These support slats 170 do not significantly inhibit 
litter traversal during the separation phase or the litter rein- 
troduction phase, but prevent the screen 140 from signifi- 
cantly deforming during the separation phase while not inter- 
fering with the flexible or pivotally mounted screen’s 140 
operation during the litter reintroduction phase. By pivotally 
mounting the screen 140 at the pivot points 142, the litter may 
travel under the screen 140 instead of having to travel through 
the screen 140 during the reintroduction phase. 

In another embodiment, as shown in FIGS. 10 and 11, a 
flexible membrane 180 made of rubber, plastic, or other 
waterproof and flexible material may be added to the interior 
of the unenclosed litter compartment 120. A membrane 180 
may be attached in various ways to help dislodge litter clumps 
that might otherwise become stuck to the sides of the unen- 
closed litter compartment 120. FIG. 10 shows the membrane 
attachment locations along the top 182 and bottom 184 edges 
of the membrane 180. The membrane 180 is mounted with a 
generous amount of slack from top to bottom mounting loca- 
tions 182, 184. The membrane 180 would facilitate dislodg- 
ing of waste clumps during the separation phase (shown in 
FIGS 5A through 5K) of the physical cycle by allowing waste 
clumps to “peel away” from the membrane 180 instead of 
sticking to the rigid sides of the unenclosed litter compart- 
ment 120. Membranes 180 may be attached to both sides 122 
of the unenclosed litter compartment 120, as well as the 
inside-front 124 of the unenclosed litter compartment 120. 

Tn another embodiment, depicted in FIG. 12, a lip 128 on 
the top inside edges of the three open sides 122 of the unen- 
closed litter compartment 120 could be added to help contain 
litter 130. The lip 128 may be attached along the accessible 
sides 122 of the unenclosed litter compartment 120. When 
cats bury their waste, litter 130 will tend to pile against one or 
more sides 122 of the unenclosed litter compartment 120, 
forming a ramp for subsequently flung litter 130 to fly out of 
the litter box 120. A lip 128, for example in the form of either 
a shelf edge or a partial cylinder, may be used to prevent 
substantial amounts of litter 130 from exiting the unenclosed 
litter compartment 120. In the shelf edge configuration, the 
lip 128 would prevent litter 130 from exiting the litter box 120 
by preventing the litter 130 from ascending beyond the height 
of the unenclosed litter box sides 122. In the partial cylinder 
configuration, litter 130 would be redirected by the partial 
cylinder back into the unenclosed litter compartment 120. 
Litter 130 would not be prevented from ascending above the 
top edge of the unenclosed litter compartment 120, but the 
partial cylinder would direct the litter 130 back into the unen- 
closed litter compartment 120 laterally. Other shapes could 
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also be used to redirect litter 130 without having to raise the 
sides 122 of the litter box 120. This lip 128 would help direct 
litter 130 that would otherwise be flung out of the litter box 
120 back into the litter box 120. 

In another embodiment, a drip cap 129 can be used. A drip 
cap 129 may be attached along, one or more of the top edges 
of the unenclosed litter compartment 120. FIG. 12 shows a 
drip cap 129 attached along the three accessible sides 122 of 
the unenclosed litter compartment 120. The purpose of the 
drip cap 129 is to force urine to drip towards the interior of the 
unenclosed litter compartment 120 instead of toward the sides 
122. This prevents litter clumps 132 from sticking to the sides 
122 of the unenclosed litter compartment 122. The drip cap 
129 could be removable so as to make the unit easier to clean, 
although the drip cap 129 itself would facilitate the unit 
staying cleaner for a longer period of time. Although the drip 
cap 129 has the appearance of reducing the internal area of the 
unenclosed litter compartment 120, the drip cap 129 itselfcan 
be urinated on, so the area the animal can use to deposit waste 
132 is still effectively the same size as it would be without the 
drip cap 129. 

In another embodiment, the rear panel 232 of the Second 
Unit Assembly 200 is hinged at the top, and the Waste Recep- 
tacle 300 is inserted under the Second Unit Assembly 200 
from the rear instead of the front as depicted in FIGS. 3 and 4. 
Therefore, the rear panel 232 of the Second Unit Assembly 
200 and the handle 301 of the Waste Receptacle 300 are both 
located in the rear of the device. The hinge at the top allows 
for waste material 132 to accumulate and even mound slightly 
while still allowing the Waste Receptacle 300 to be removed. 
The hinged panel will pivot out of the way if mounded waste 
clumps 132 force it to do so as the Waste Receptacle 300 is 
slid out from under the Second Unit Assembly 200 from the 
rear of the device. 

In another embodiment, the front and rear panels of the 
Second Unit Assembly 200 may snap in place at the top so 
that if an animal or child were to obstruct the operation of the 
unit, the panel would snap out of place and prevent pinching 
the animal or child. In the previous embodiment, where the 
rear panel is hinged form the top, the fixed portion of the 
top-rear side serves a dual purpose of conforming to the First 
Unit Assembly’s 100 rear surface and track to seal out odors, 
and to provide a fixed surface to which one or more hinges can 
beattached. This fixed rear edge could snap into place as well, 
and therefore snap out of place preventing pinching of an 
animal or child. 

The foregoing description is considered as illustrative only 
of the principles of the invention. Many modifications and 
variations are possible in light of the above teaching. Accord- 
ingly, all suitable modifications and equivalents may be 
resorted to falling within the scope of the invention as defined 
by the claims that follow. 

What is claimed is: 

1. An apparatus for receiving and disposing of animal 
waste comprising: 

a) a first unit assembly further comprising: 

(i) an unenclosed compartment open from above used to 
contain litter for the deposit of animal waste material 
that allows for ingress and egress of an animal from at 
least one direction; 

(11) a temporary litter storage compartment laterally 
adjacent to and in communication with the unen- 
closed compartment; 

(iii) a screen located between the unenclosed compart- 
ment and the temporary compartment; 

b) a second unit assembly further comprising: 

(1) a base; 
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(11) means within the base for movably and rotatably 
supporting the first unit assembly above the base; 
(111) means within the base, located below the means for 
supporting the first unit assembly, for receiving a 
waste receptacle such that the waste receptacle 
remains below the first unit assembly during a physi- 
cal cycle; 

(iv) means within the base for allowing communication 
of waste material from the first unit assembly to a 
waste receptacle; 

c) a waste receptacle; and 

d) means for altering the orientation of the first unit assem- 

bly relative to the second unit assembly and the vector 

force of gravity; 
whereby alteration of the orientation of the first unit assembly 
passes litter from the unenclosed compartment to the tempo- 
rary compartment through the screen, waste material being 
restrained by the screen and discharged under the force of 
gravity to the waste receptacle, and wherein reversal of the 
orientation of the first unit assembly passes litter from the 
temporary compartment to the unenclosed compartment. 

2. An apparatus as defined in claim 1, in which the first unit 
assembly is capable of being positioned in a first position 
relative to the second unit assembly prior to a physical cycle; 
wherein the first unit assembly is rotated to a second position 
to filter and expel the waste material, and then a subsequent 
opposite rotation of the first unit assembly passes through the 
first position to a third position to level the litter in the unen- 
closed litter compartment, and then reversing rotational 
direction again returns the first unit assembly back to the first 
position. 

3. An apparatus as defined in claim 1, wherein the screen is 
pivotally attached such that a majority of filtered litter from 
the temporary compartment passes under the screen instead 
of through the screen into the unenclosed compartment. 

4. An apparatus as defined in claim 1, wherein the waste 
receptacle is adapted to receive a waste storage bag. 

5. An apparatus as defined in claim 1, wherein the first unit 
assembly has a common outer surface that is a partial cylin- 
der. 

6. An apparatus as defined in claim 1, wherein the first unit 
assembly has a common outer surface that is a partial sphere. 

7. An apparatus as defined in claim 1, whereby the means 
for altering the orientation of the first unit assembly relative to 
the vector force of gravity further comprises: 

a motor operatively associated with the first unit assembly 

and the base; and 

a controller in communication with the motor. 

8. An apparatus as defined in claim 7, wherein the means 
for altering the orientation of the first unit assembly further 
comprises a position sensor unit for sensing the position of the 
first unit assembly relative to the second unit assembly base, 
and for supplying a position signal to the controller. 

9. An apparatus as defined in claim 8, wherein the position 
sensor unit comprises hall effect sensors and permanent mag- 
nets. 
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10. An apparatus as defined in claim 8, wherein the position 
sensor unit comprises reed switches and permanent magnets. 

11. An apparatus as defined in claim 8, wherein the position 
sensor comprises an infrared emitter and detector disposed in 
the base and holes in an outer surface of the first unit assem- 
bly. 

12. An apparatus as defined in claim 8, further comprising 
a sensor for sensing the presence of an animal within the 
unenclosed compartment, and for supplying a presence signal 
to the controller. 

13. An apparatus as defined in claim 12, wherein the sensor 
is a motion sensor. 

14. An apparatus as defined in claim 12, wherein the sensor 
is an infrared emitter and detector. 

15. An apparatus as defined in claim 1, further comprising 
support slats used to support the screen over an opening into 
the temporary compartment. 

16. An apparatus as defined in claim 1, further comprising 
a lip to contain litter and waste material within the unenclosed 
compartment. 

17. Anapparatus as defined in claim 1, wherein the base has 
a front and a rear. 

18. An apparatus as defined in claim 17, wherein the waste 
receptacle can be inserted and removed from the rear of the 
second unit assembly base. 

19. An apparatus as defined in claim 18, wherein a rear 
panel of the base is hinged at a top of the rear panel to permit 
wider passage of the waste receptacle. 

20. An apparatus as defined in claim 17, wherein the waste 
receptacle can be inserted and removed from the front of the 
second unit assembly base. 

21. An apparatus as defined in claim 17, wherein the base 
has a front panel and a rear panel. 

22. An apparatus as defined in claim 21, wherein the front 
and rear panels of the base are removably attached to the base 
and are adapted to detach to prevent injury to an animal or 
human during a physical cycle. 

23. An apparatus as defined in claim 22 wherein the rear 
panel is further hinged to the base. 

24. An apparatus as defined in claim 1, wherein the unen- 
closed compartment has sides. 

25. An apparatus as defined in claim 24, wherein the sides 
ofthe unenclosed compartment are raised to contain litter and 
limit directions to and from which an animal can ingress and 
egress the unenclosed compartment. 

26. An apparatus as defined in claim 24, further comprising 
a drip cap used to direct waste material away from the sides of 
the unenclosed compartment. 

27. An apparatus as defined in claim 24, further comprising 
a membrane disposed within the unenclosed compartment to 
facilitate dislodging of waste material from the sides of the 
unenclosed compartment. 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 47 of 245 


EXHIBIT 3 


BESS EN TRTTTAT AAT ATATA 


a2) United States Patent 


Baxter et al. 


US011399502B2 


US 11,399,502 B2 
Aug. 2, 2022 


(0) Patent No.: 
(45) Date of Patent: 


(54) 


(71) 


(72) 


(73) 


en) 


(21) 


(22) 
(65) 


(60) 


(51) 


(52) 


(58) 


SYSTEM FOR MONITORING AND 
CONTROLLING AN AUTOMATED LITTER 
DEVICE 


Applicant: Automated Pet Care Products, LLC, 
Auburn Hills, MI (US) 


Inventors: Brad Baxter, Bloomfield Hills, MI 
(US); Jacob Zuppke, Royal Oak, MI 
(US) 


AUTOMATED PET CARE 
PRODUCTS, LLC, Auburn Hills, MI 
(US) 


Assignee: 


Notice: Subject to any disclaimer, the term of this 


patent is extended or adjusted under 35 
U.S.C. 154(b) by 663 days. 


Appl. No.: 16/428,433 


Filed: May 31, 2019 


Prior Publication Data 
US 2019/0364840 Al Dec. 5, 2019 


Related U.S. Application Data 


Provisional application No. 62/837,965, filed on Apr. 
24, 2019, provisional application No. 62/678,727, 
filed on May 31, 2018. 


Int. Cl. 

AOIK 1/01 (2006.01) 

US. Cl. 

CPC seseaanes AOIK 1/0114 (2013.01); AOLK 1/011 
(2013.01) 

Field of Classification Search 

(Gl Ce an Rovner ree AOIK 1/0114; AO1K 1/011 

USPC. csiacxicessisessicn 119/166, 163, 161, 165 


See application file for complete search history. 


(56) References Cited 
U.S. PATENT DOCUMENTS 

4,096,827 A 6/1978 Cotter 
4,120,264 A * 10/1978 Carter wo. AOIK 1/0114 
119/166 
4,846,104 A * 7/1989 Pierson, Jr. .......... AOIK 1/0114 
209/235 

4,886,014 A 12/1989 Sheriff 

(Continued) 


FOREIGN PATENT DOCUMENTS 


EP 2676543 BL = 12/2018 


Primary Examiner — Yvonne R Abbott-Lewis 
(74) Attorney, Agent, or Firm — The Dobrusin Law Firm, 
P.C.; Daniela M. Thompson- Walters 


(57) ABSTRACT 


An automated litter device having: a) a chamber configured 
to hold litter to allow an animal to enter and excrete waste; 
b) a waste drawer in communication with the chamber and 
configured to receive the waste; c) one or more sensors 
configured to detect one or more conditions of the device 
and transmit one or more signals related to the one or more 
conditions; d) a controller in communication with the one or 
more sensors which is adapted to receive the one or more 
signals, wherein the controller is configured to determine 
one or more positions of the chamber based on the one or 
more signals received from the one or more sensors and 
interpret the one or more signals as one or more status 
signals; e) a communication module in communication with 
the controller and adapted to communicate with a user 
interface via a network to transmit the one or more status 
signals to the user interface, receive one or more instruction 
signals via the user interface, or both; wherein the user 
interface is adapted to transmit the one or more instruction 
signals to the controller to change at least one of the one or 
more conditions of the device. 


20 Claims, 8 Drawing Sheets 


mm 
a 
7 OS. a 
“28 ae 0) 

a wy : Qe ) 
ee ‘ 4 
ms i oS — 
bean pa % bir sana 

+ Loe { nee ke 

OS Hopp i 
u ny a. 
asl 
rf f 
4 Intemet } 
. \/ 
“ KG / 
13 One he 


_ 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 


US 11,399,502 B2 
Page 2 


Page 49 of 245 


(56) 


5,048,464 
5,107,797 


5,477,812 
5,509,379 


5,551,375 
5,622,140 
5,662,066 
5,752,465 
6,055,935 
6,082,302 
6,126,015 
6,286,457 


6,463,881 


References Cited 


U.S. PATENT DOCUMENTS 


A * 9/1991 


> 


* 4/1992 


12/1995 
* 4/1996 


* 9/1996 
* 4/1997 
9/1997 
5/1998 
5/2000 


7/2000 
* 10/2000 


Prr>r > F&F PF PP 
* 


BIL* 9/2001 


BL* 10/2002 


Shirley ........0.. AOIK 1/0114 
209/362 

LaRoche ............. AOIK 1/0114 
209/296 

Walters 

Hoeschen ............ AOILK 1/0114 
209/288 

FIOLES sississsiavecisoss AOIK 1/0114 
119/166 

Mcllnay-Moe ...... AOIK 1/0114 
119/166 

ROIZ: sccchteseseerestis AOLK 1/0114 
119/163 

Page 

Engel 

Thaler et al. 

Haymaker ............... BO7B 1/28 
209/362 

Sugahara ............ AOIK 1/0114 
119/161 

REZ: 5 ssssvcrsnseessorss AOLK I/0114 
119/170 


6,851,386 
7,137,355 
7,198,006 
7,278,372 


7 A87,742 


7,647,889 
7,762,231 
7,798,101 
8,413,608 
8,475,367 
8,544,418 
8,757,094 
9,433,185 
10,098,315 
10,321,659 
2002/0139312 
2007/0227457 


2008/0017123 Al* 


202 1/0007320 Al* 


* cited by examiner 


2/2005 
11/2006 
4/2007 
10/2007 


2/2009 


1/2010 
7/2010 
9/2010 
4/2013 
7/2013 
10/2013 
6/2014 
9/2016 
10/2018 
6/2019 
10/2002 
10/2007 


1/2008 


1/2021 


Northrop et al. 

Wan 

Fischer 

COISKY: sincesscisiassynce AOIK 1/0114 
119/166 

Waters oo... AOIK 1/0114 
119/161 

Horanoff 

Dugas et al. 

Waters 

Sharp et al. 

Yuen et al. 

Jiang et al. 

Baxter et al. 

Baxter et al. 

COUEO: sissrsceecscrsaass AOIK 1/0114 

TOWED cscteccseessaases0s AOIK 1/011 

Reitz 

Waters wo. AOIK 1/0114 
119/166 

CHIN: ssf cecdisadarieens AOIK 1/011 
119/166 

WU essudeccctesanaendtt A61B 5/48 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 50 of 245 


U.S. Patent Aug. 2, 2022 Sheet 1 of 8 US 11,399,502 B2 


internet 


F1G.-1 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 51 of 245 


U.S. Patent Aug. 2, 2022 Sheet 2 of 8 US 11,399,502 B2 


* 
acne 3 ; 
eawwreenanl ore atin, i 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 52 of 245 


U.S. Patent Aug. 2, 2022 Sheet 3 of 8 US 11,399,502 B2 


106, 11 
ee 


Py yg ee 


omen Se ee 


Croke Coudt + 


Compoted Cost | 
Suved ua Mest | 


ee 
Ro 


Torpeied Count aes 
sea gen ARE 


ta, fb het sant i? 


sn, 
os 


ae Cis eY a ean 
RE hae 
ane _ Sete 
ae se? 


nea 
ae See, 


anne Waste: han wer 


wie 
Po ire hy “ 
ee Sony, : 
we “Rs we predsicomend "5 
wee Te, 


ckanne cycks aller 
Curent Croke Caugt ~f | Pes atid 
= Seanpbisd Coven sw SRE detected’? 
Pane wee fis acs a 
aa ail ao Waste drawer. 
amped or acne 
evan t& ae 


Retanetantanteatetatetattattattatteatetat 


3 
3 
3 


nan 
3 
of 
“ 
S 
y, 
+ 


seeeeey 
H . 
H 


nce EER SEE CORE 


» PB ee 


eienenenensintine te 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 53 of 245 


een “ 2EK} 
a Stet Ty J 


seve Rrovwconvcennvoenveony fides 
ae P n 


orth BOA BS 


Bioes aries 
Completed Cont 


Ceres & 2°" sess 
rene Completed 


een 
Semmemmmnmrnnnn ge 


G 


vevesecseseedt 


greece 


ts . pormaniunanll ¥ 
$e nos on ¥ r wy Seater 
tenia ste ever f * cowpurit ca gt $ ™ wrasse vtgtgns i a gE eon Sst 3 
Delnde Comex i  . £ Dek Cone Comnghetel i Dietnkt Comet f: Comekied | 
as Cove EL H seg x Copnt 2 i eager “neg = leet 3 i ok Clove 3 bi Chee » Covet 3 
Seonsnannsnsnnsongnrosnnsoenasone PRPERO AERO TROD E EDITED II EOD II EE Lenenenevecococoageoceseceeeeseee a aad Feennnnnnnennnenngrenessesesente, a G295¢ 


Remove 2. MEd P Rete wpe 214 
Cet 2 


ree ennenncnnnnennonnenent! 


RScenaaae Zeiten 


aie ‘ tide 
ret 


$ 
[a 
t 
54 
54 
$ 
td 


Senencnnenee. 
SO TT OT OT CTC C COCO O OC OOD OOOO OOOO DODO DSO DL TOOL E LPO BEOIBEOIBE ODED IDEEIDEDIDEDTODIPODIEDEDLDEDEDEIDEDIBEDIDEDEDEDEDLEDS 


vee 


H 


3 
3 


OOOO CCOOOOOEEOEEOLOLOE EE OOELLOODRLLOTELLOOD EEL IETOLODDDLILPECLOLDEL EEE 


SiG") Averaue of Counts 1-4 Avwemee 
Cleaning Cures Uked Ped 


: Att 
ef lems bd 7 el weet 


H 
Couet i 


POPPLOL LER ELE EERE ELLE EEL EELELEDELLELELEELELELELLEDIDEULELELELE ELODIE IS 


ney, 


202 


FIG. 3 


yuajzed ‘SN 


7207 ‘7 “SNnV 


8 JO p }99NS 


7H 70S°66E TT SA 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 54 of 245 


U.S. Patent Aug. 2, 2022 Sheet 5 of 8 US 11,399,502 B2 


Completed) . 
Count . 


AT aattiineet EE) 


nnd (GL ae 


Count | Kota 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 55 of 245 


U.S. Patent Aug. 2, 2022 Sheet 6 of 8 US 11,399,502 B2 


202, 22a 


BRE LEVELS 


Current Ratus: 


Ready @ 


€> START CYCLE 


1G. 7 


202, 202d 


> enone eeene nt neentne ec encnceceececececcececnncncecnentcecnectcecnertcsceenececeececscnent ” 


Week 3 Week 2 Wank 3 Week 3 


202, 202¢ Q Cycles Completed Average 


AVERAGE CYCLES FOSFAL CYOLES 
PER DAY PER MONTH 


202, 202b 


7.00 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 56 of 245 


U.S. Patent Aug. 2, 2022 Sheet 7 of 8 US 11,399,502 B2 


Undute Nickname 


Wait Time 3 spbnuites: 


Night Light 


Wher enabled the fow fight sensor wif autumaiesiy 
tum on the eight light ie darker settings 


AA Panel Lockout 
This setting disables the battens on the ant te pravent 
shanges to the gettings 


Fae Seehof cent llilsdnlsbcbcaSibehsbailalsleds cel | 1 0 0 ‘ere 


Delete Robot | This will deactivate the cat censor to prevent eyeing far g hours 
sSasnsesedesesnsesesesesasnsdesesasessesesasnsesedesansesesesadecesesesedecasecesesedecesesesesesecesesed i ain adaify basis from thet set Bima, 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 57 of 245 


U.S. Patent Aug. 2, 2022 Sheet 8 of 8 US 11,399,502 B2 


Clean Cycle Paused 


fo 
/ 
{ Cat Sensor Fault 
Empty Cycle 
A ee ree NN Ten Tn 
7 
F4 i 
‘ 
Home Position Fault 
Dump Position Fault 
Dump + Home Position Fault 
\ Over Torque Fault 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 58 of 245 


US 11,399,502 B2 


1 
SYSTEM FOR MONITORING AND 
CONTROLLING AN AUTOMATED LITTER 
DEVICE 


FIELD 


The present teachings generally relate to an automated 
system for a litter device. The present teachings may be 
particularly useful in remotely monitoring and receiving 
signals from an automated litter device, and even remotely 
controlling one or more operations of an automated litter 
device. 


BACKGROUND 


Automated litter devices may provide a means for pet 
owners (e.g., user) to effectively manage waste eliminated 
by one or more of their pets. These automated litter devices 


may be advantageous in automatically removing waste , 


contents from litter; automatically collecting waste for sub- 
sequent disposal; storing waste contents separate from a 
litter chamber such that they are not exposed to the ambient 
environment, thereby preventing and/or reducing smell from 
the waste. Examples of some automated litter boxes which 
may be particularly beneficial may be found in U.S. Pat. 
Nos. 6,463,881; 8,757,094; and 9,433,185 and U.S. Provi- 
sional Application No. 62/837,965 which are incorporated 
by reference herein in their entirety for all purposes. 

Generally, automated litter devices are standalone 
devices. They have one or more controllers onboard which 
determine one or more operations, conditions, faults, or any 
combination thereof directly on the device. For a user to 
determine a status of these operations, conditions, or faults, 
the user typically has to be within proximity of the litter 
device, or may even have to read a control panel located 
directly on the litter device. Thus, if one or more faults occur 
while a user is physically away from the automated litter 
device, the user may be unaware of the fault until once again 
in proximity. As a user is relying on the automated litter 
device to automatically dispose of waste contents, a user 
may not physically check the automated litter device more 
than one time per day, week, or however long until a waste 
drawer or other waste repository may typically take to fill. 
The user may even rely on the automated litter device to 
dispose of waste contents for extended periods of time, such 
as when the user is away on personal or work-related travel. 
As a user may be unaware one or more faults may have 
occurred in the litter device, the automated litter device may 
not properly dispose of contents for an extended period of 
time. Thus, problems the automated litter device is seeking 
to avoid are recreated, such as buildup of waste within an 
exposed litter chamber, smell from the waste transferring to 
ambient surroundings, or even hindering an animal from 
using the device. 

As an automated litter device is generally a standalone 
device, a user typically needs to interface with a control 
panel located directly on the device to execute any opera- 
tions of the device. A user may want to temporarily pause 
operations of the device to avoid noise, allow for comfort- 
able training of an animal to use the device, or both. A user 
may want to change one or more settings of a device for 
comfort of the animal, such as lighting within the device, a 
predetermined mass which recognizes a presence of an 
animal, or both. A user may even want to limit functionality 
of a control panel, so as to avoid other individuals, such as 
children, or animals from accidentally touching a control 
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panel and changing one or more settings, initiating one or 
more cleaning cycles, turning the device off, or any combi- 
nation thereof. 

Many litter box designs require manual cleaning by a user, 
which typically correlates to availability of time a user as 
opposed to waste elimination habits of the animal. Auto- 
matic litter devices may be programmed to perform a clean 
cycle when a waste level reaches a certain volume within a 
chamber for the animal, after use of the device by the 
animal, or both. Waste patterns of an animal may be indica- 
tive of one or more health concerns or ailments. An animal 
may eliminate waste more or less frequently than average, 
indicating the health of the animal may be deteriorating or 
even improving. Notwithstanding the above, there is still a 
need for an automatic litter device which is able to gather 
animal waste elimination behavior to determine the average 
waste eliminate habits of the animal and identify the poten- 
tial presence of a health concern or improvement. 

It would be attractive to monitor one or more conditions, 
operations, or both of a litter device from one or more 
computing devices remote from the litter device. It would be 
attractive to automatically receive one or more notifications 
of one or more conditions, faults, operations, or any com- 
bination thereof of an automated litter device via one or 
more computing devices remote from the litter device. It 
would be attractive to control one or more operations of an 
automated litter device for comfort of a user, animal, or both. 
It would be attractive to have a litter device which is able to 
be integrated into a network to allow for communication 
over the network. It would be attractive to use one or more 
operations of a litter device to determine the waste elimi- 
nation behavior of an animal, and even identify the presence 
or absence of an ailment. 


SUMMARY 


The present disclosure relates to an automated litter 
device comprising: a) a chamber configured to hold litter to 
allow an animal to enter and excrete waste; b) a waste 
drawer in communication with the chamber and configured 
to receive the waste; c) one or more sensors configured to 
detect one or more conditions of the device and transmit one 
or more signals related to the one or more conditions; d) a 
controller in communication with the one or more sensors 
which is adapted to receive the one or more signals, wherein 
the controller is configured to determine one or more posi- 
tions of the chamber based on the one or more signals 
received from the one or more sensors and interpret the one 
or more signals as one or more status signals; e) a commu- 
nication module in communication with the controller and 
adapted to communicate with a user interface via a network 
to transmit the one or more status signals to the user 
interface, receive one or more instruction signals via the user 
interface, or both; and wherein the user interface is adapted 
to transmit the one or more instruction signals to the 
controller to change at least one of the one or more condi- 
tions of the device. 

The present disclosure relates to a method of operating an 
automated litter device via a remote user interface compris- 
ing the steps of: a) receiving an input from a user via a user 
interface, wherein the user interface is located remotely from 
the device and wherein the input includes one or more 
instructions which instruct the device to perform one or 
more operations; b) sending the one or more instructions to 
a communication module, wherein the communication mod- 
ule is in communication with the user interface and a 
controller, and wherein both the communication module and 
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the controller are part of the device; c) sending one or more 
instruction signals associated with the one or more instruc- 
tions from the communication module to the controller; d) 
automatically initiating one or more operations of the device 
by the controller based on the one or more instruction 
signals; and wherein the device includes a chamber config- 
ured to hold litter to allow an animal to enter and excrete 
waste, and a waste drawer in communication with the 
chamber and configured to receive the waste. 

The present disclosure further relates to a method of 
monitoring and receiving signals from an automated litter 
device via a communication module comprising the steps of: 
a) detecting one or more conditions of the device and 
transmitting one or more signals related to the one or more 
conditions; b) automatically determining one or more con- 
ditions and/or positions of the device based on the one or 
more signals to form one or more status signals; c) trans- 
mitting the one or more status signals to the communication 
module of the device; d) wirelessly transmitting the one or 
more status signals from the communication module via a 
network to a user interface, wherein the user interface is 
located remotely from the device; and wherein the device 
includes a chamber configured to hold litter to allow an 
animal to enter and excrete waste, and a waste drawer in 
communication with the chamber and configured to receive 
the waste. 

One or more litter devices may include one or more 
controllers and communication modules, thus allowing one 
or more signals related to one or more conditions, opera- 
tions, and/or faults to be communicated to one or more 
remotely located computing devices. One or more litter 
devices may be integrated into a network to transmit one or 
more notifications of conditions, operations, and/or faults to 
another computing device on the network. The one or more 
litter devices may be able to receive one or more instructions 
from one or more remotely located computing devices, thus 
allowing for one or more users to control one or more 
operations remote from the litter device. The one or more 
litter devices may send one or more signals related to one or 
more cleaning cycles to a system for analysis. A system 
integrated with a litter device may be able to identify and/or 
alert a user of the presence of one or more animal waste 
behaviors anomalous to the average waste elimination 
behavior of the animal. 


COPYRIGHT NOTICE 


A portion of the disclosure of this patent document 
contains material which is subject to copyright protection. 
The copyright owner has no objection to the facsimile 
reproduction by anyone of the patent document or the patent 
disclosure, as it appears in the US Patent and Trademark 
Office patent file or records, but otherwise reserves all 
copyright rights whatsoever. 


BRIEF DESCRIPTION OF DRAWINGS 


FIG. 1 illustrates a schematic of a system (e.g., network 
and devices) for operating an automated litter device, 
according to the teachings herein. 

FIG. 2 illustrates a front view of an automated litter 
device, according to the teachings herein. 

FIG. 3 illustrates a cross-section of an automated litter 
device along section A-A of FIG. 2, according to the 
teachings herein. 
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FIG. 4 illustrates a process of executing one or more 
waste drawer algorithms of a litter device to calculate a clean 
cycle count, according to the teachings herein. 

FIG. 5 illustrates a process of executing one or more 
waste drawer status algorithms to determine a waste drawer 
status, according to the teachings herein. 

FIG. 6 illustrates a process of updating a moving average 
of a completed or default count according to the teachings 
herein. 

FIG. 7 illustrates a user interface showing a waste drawer 
status according to the teachings herein. 

FIG. 8 illustrates a user interface showing a waste drawer 
status according to the teachings herein. 

FIG. 9 illustrates a user interface showing an input screen 
for one or more instructions by a user according to the 
teachings herein. 

FIG. 10 illustrates a user interface showing a view for 
sleep mode instruction by a user according to the teachings 
herein. 

FIG. 11 illustrates a user interface showing a plurality of 
conditions according to the teachings herein. 


DETAILED DESCRIPTION 


The explanations and illustrations presented herein are 
intended to acquaint others skilled in the art with the present 
teachings, its principles, and its practical application. The 
specific embodiments of the present teachings as set forth 
are not intended as being exhaustive or limiting of the 
present teachings. The scope of the present teachings should 
be determined with reference to the appended claims, along 
with the full scope of equivalents to which such claims are 
entitled. The disclosures of all articles and references, 
including patent applications and publications, are incorpo- 
rated by reference for all purposes. Other combinations are 
also possible as will be gleaned from the following claims, 
which are also hereby incorporated by reference into this 
written description. 

The present teachings relate to an automated litter device. 
The litter device may be any device which includes litter for 
use by an animal. An animal may include any domesticated 
animal such as a cat, rabbit, pig, dog, or a combination 
thereof. The present teachings may be particularly useful for 
use with an automated litter device having both a chamber 
and a waste drawer. The chamber portion may be a portion 
of the device configured to hold litter, where an animal may 
enter and excrete waste, or both. The chamber may rotate 
through one or more cleaning cycles to allow for funneling 
and disposal of waste. Waste from the chamber may be 
disposed into a waste drawer, such as a waste drawer located 
in a support base of the device. A chamber portion, cleaning 
cycle of the chamber portion, support base, waste drawer, 
and other components of the litter device may be configured 
such as those disclosed in U.S. Pat. Nos. 8,757,094; and 
9,433,185; and U.S. Provisional Application No. 62/837,965 
which are incorporated by reference herein in their entirety 
for all purposes. 

The automated litter device may include one or more 
sensors. The one or more sensors may function to detect one 
or more conditions of the device, receive one or more status 
signals, transmit one or more status signals, or a combina- 
tion thereof. The one or more status signals may be related 
to one or more conditions of one or more components of the 
litter device. The one or more sensors may be located in any 
one or more portions of the litter device which may allow for 
a sensor to detect the presence and/or absence of one or more 
conditions of the one or more components. Based on the one 
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or more conditions sensed, one or more sensors may transit 
one or more signals to one or more controllers, processors, 
communication modules, computing devices, or any com- 
bination thereof. One or more signals from one or more 
sensors may be converted into one or more status signals by 
one or more controllers, processors, communication mod- 
ules, computing devices, or any combination thereof. One or 
more sensors may be adapted to detect one or more condi- 
tions related to: a mass, change in mass, or both of the litter 
device; a presence of waste, a level of waste, or both; the 
presence of light, light above, at, and/or below a lumen level, 
or a combination thereof; a connection between two or more 
components of the device (e.g., support base and bonnet); 
the presence of one or more pinch conditions; one or more 
positions of a chamber; an operating condition of a motor; 
or any combination thereof. The one or more sensors may 
include one or more waste drawer sensors (e.g., indicator), 
mass or presence sensors, light sensors, interlock sensors, 
pinch detectors, position sensors, motor sensors (e.g., one or 
more laser sensors, distance sensors,) or any combination 
thereof. 

The litter device may include one or more waste drawer 
sensors. The one or more waste drawer sensors may function 
to detect a predetermined level of contents, a real-time level 
of contents, or both within a waste drawer. The one or more 
waste drawer sensors may be located anywhere within the 
litter device such that the one or more waste drawer sensors 
may sense a level of contents within a waste drawer. The one 
or more waste drawer sensors may be located in a support 
base, waste drawer, chamber, bezel, in proximity to an entry 
opening, or a combination thereof. The one or more waste 
drawer sensors may be any type of sensor suitable for 
detecting, monitoring, and/or a level of contents within a 
waste drawer. One or more waste drawer sensors may 
include one or more mass sensors, capacitive sensors, infra- 
red sensors, laser sensors, ultrasonic sensors, membrane 
sensors, radio frequency (RF) admittance sensors, conduc- 
tive sensors, optical interface sensors, microwave sensors, 
the like, or combination thereof. Suitable waste drawer 
sensors and configurations may be that of one or more 
indicators as described in U.S. Pat. No. 9,422,185, lasers as 
described in U.S. Provisional Application No. 62/837,965, 
or a combination of both. Exemplary combinations of one or 
more waste drawer sensors may include two or more infra- 
red sensors opposing one another, one or more laser beams, 
a laser beam sensor and infrared sensor combination, or any 
combination thereof. One waste drawer sensor may include 
a light beam transmitter and one waste drawer sensor may 
include a light beam detector. The light beam transmitter 
may relay a light beam to the light beam detector such that 
the light beam is detected. A waste drawer may be indicated 
as at least partially full once the waste within the drawer 
interferes with the light beam, such that the light beam is no 
longer detected by the light beam detector. Another example 
of a waste drawer sensor may include one or more laser 
sensors affixed near an entry opening of the chamber or an 
interior upper surface of the chamber opposite a waste 
drawer. The one or more laser sensors may include one or 
more cone sensors. The one or more laser sensors may be 
arranged to have a line of sight into a waste drawer. The one 
or more laser sensors may have line of sight when a waste 
opening of a chamber is aligned with a waste drawer, such 
as during a cleaning cycle. The one or more waste drawer 
sensors may be in communication with one or more con- 
trollers, computing devices, processors, communication 
modules, or any combination thereof. The one or more waste 
drawer sensors may be directly and/or indirectly connected 
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to one or more controllers, computing devices, processors, 
communication modules, or any combination thereof. The 
one or more waste drawer sensors may relay one or more 
signals related to a level of contents within a waste drawer 
to one or more controllers. The one or more waste drawer 
sensors may relay a presence of waste above a predeter- 
mined level, a real-time level of contents, or both to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. A signal from 
one or more waste drawer sensors to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof related to the level of contents may 
be a waste level signal. 

The litter device may include one or more mass sensors 
(e.g., presence sensors). The one or more mass sensors may 
function to monitor a mass of the litter device, such as a 
mass within the chamber; a presence of an animal within the 
litter device; or both. A mass sensor may continuously, 
intermittently, or both monitor a mass of or presence of an 
animal within the litter device. The mass sensor may be 
located at any location in the device so that any change in 
mass of the litter device, presence of an animal within the 
device, or both may be detected. The mass sensor may be 
located at a location in the device so that rotation of the 
chamber may be prevented if additional mass over a prede- 
termined mass is located within the chamber, if an animal is 
detected within the chamber, or both. The predetermined 
mass may be a mass over a mass of litter within a unit, a 
mass set by a user, below a mass of an animal, or any 
combination thereof. The mass sensor may include one or 
more resistors, force sensors, switches, controllers, micro- 
processors, laser sensors, or a combination thereof. A suit- 
able mass sensor and configuration within a litter device 
may be as described in U.S. Pat. No. 9,422,185. Another 
suitable laser sensor configuration for detecting presence of 
an animal may be the one or more laser sensors as described 
in US. Provisional Application No. 62/837,965. The one or 
more mass sensors may be in communication with one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. The one or 
more mass sensors may be directly and/or indirectly con- 
nected to one or more controllers, computing devices, pro- 
cessors, communication modules, or any combination 
thereof. The one or more mass sensors may relay one or 
more signals related a monitored mass to one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. The one or more mass 
sensors may relay a presence of mass above a predetermined 
mass, a real-time mass, or both to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof. A signal from one or more mass 
sensors relayed to one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof related to the mass within the litter device 
may be referred to as a mass signal. 

The litter device may include one or more light sensors. 
The one or more light sensors may function to detect a light 
level within the litter device, about the outside surface of the 
litter device (e.g., ambient light), or both. The one or more 
light sensors may be any sensor suitable for detecting light 
within the litter device, outside of the litter device, or both. 
The one or more light sensors may be any sensor suitable for 
detecting a light reading below a predetermined lumen level. 
The one or more light sensors may be in direct or indirect 
connection with one or more lights. Reading of a light level 
below a predetermined lumen level may cause one or more 
lights within the litter device to turn on. The one or more 
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light sensors may cooperate with one or more other sensors, 
such as a mass sensor. One or more lights within the litter 
device may tum on if a light level below a predetermined 
lumen level is detected by one or more or more light sensors 
and a mass above a predetermined mass level is detected by 
one or more mass sensors. Exemplary suitable light sensors 
and configurations within a litter device may be as described 
in U.S. Pat. No. 9,422,185. The one or more light sensors 
may be in communication with one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof. The one or more light sensors may 
be directly and/or indirectly connected to one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. The one or more light 
sensors may relay one or more signals related to a monitored 
light level to one or more controllers, computing devices, 
processors, communication modules, or any combination 
thereof. The one or more light sensors may relay the 
presence of light at, below, or above a predetermined lumen 
level to one or more controllers, computing devices, pro- 
cessors, communication modules, or any combination 
thereof. A signal from one or more light sensors relayed to 
one or more controllers, computing devices, processors, 
communication modules, or any combination thereof related 
to a light level within or outside of the litter device may be 
referred to as a light signal. 

The litter device may include one or more interlock 
sensors. The one or more interlock sensors may detect a 
connection, broken connection, or both between a bonnet 
and a support base. The one or more interlock sensors may 
detect if one or both sides, retaining clips, or both are 
partially removed, completely removed, or both. The one or 
more interlock sensors may sense power being supplied or 
not supplied to a bonnet through one or more connection 
points to the support base. The one or more interlock sensors 
may include one or more low current electrical sensors. One 
or more exemplary interlock sensors and configurations 
within a litter device may be as described in U.S. Pat. No. 
9,422,185. The one or more interlock sensors may be in 
communication with one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof. The one or more interlock sensors may be 
directly and/or indirectly connected to one or more control- 
lers, computing devices, processors, communication mod- 
ules, or any combination thereof. The one or more interlock 
sensors may relay one or more signals related to a power 
being supplied or not supplied to the bonnet to one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. A signal from one or 
more interlock sensors relayed to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof may be referred to as an interlock 
signal. Upon receiving and/or upon the absence of an 
interlock signal to one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof, the one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof may prevent and/or allow rotation of the 
chamber. 

The litter device may include one or more pinch detectors. 
The one or more pinch detectors may detect the presence of 
one or more pinch conditions. The one or more pinch 
detectors may be located anywhere within the litter device 
suitable for detecting one or more pinch conditions. The one 
or more pinch detectors may be located proximate to any 
pinch points within the litter device. One or more pinch 
detectors may be located within a litter device so that a pinch 
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detector is contacted before an edge of the chamber, the 
waste opening, the support base, the bonnet, the waste 
drawer, any other components of the litter device, or a 
combination thereof. One or more exemplary pinch detec- 
tors and configurations within a litter device may be as 
described in U.S. Pat. No. 9,422,185. The one or more pinch 
detectors may be in communication with one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. The one or more pinch 
detectors may be directly and/or indirectly connected to one 
or more controllers, computing devices, processors, com- 
munication modules, or any combination thereof. The one or 
more pinch detectors may relay one or more signals related 
to the presence and/or absence of a pinch condition. A signal 
from one or more pinch detectors to one or more controllers 
may be referred to as a pinch signal. Upon receiving a pinch 
signal at one or more controllers, computing devices, pro- 
cessors, communication modules, or any combination 
thereof, the one or more controllers may prevent rotation of 
a controllers, computing devices, processors, communica- 
tion modules, or any combination thereof. During the 
absence of a pinch signal at one or more controllers, the one 
or more controllers, computing devices, processors, com- 
munication modules, or any combination thereof may allow 
for rotation of a chamber. 

The litter device may include one or more position 
sensors. The one or more position sensors may monitor a 
position of a chamber. The one or more position sensors may 
be any sensor that may detect a position of a chamber 
relative to a support base, a waste drawer, a bonnet, or any 
combination thereof. The one or more sensors may include 
one or more Hall Effect sensors. One or more exemplary 
position sensors and configurations within a litter device 
may be as described in U.S. Pat. No. 9,422,185. The one or 
more position sensors may be in communication with one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. The one or 
more position sensors may be directly and/or indirectly 
connected to one or more controllers, computing devices, 
processors, communication modules, or any combination 
thereof. The one or more position sensors may relay one or 
more signals related to a position of a chamber to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. A signal from 
one or more position sensors to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof may be referred to as a position 
signal. 

The litter device may include one or more motor sensors. 
The one or more motor sensors may monitor functionality of 
one or more motors located within the litter device. The one 
or more motor sensors may be any sensor which may detect 
a position, torque, temperature, speed, the like, or any 
combination thereof of one or more motors within the litter 
device. The one or more sensors may include one or more 
position sensors, laser sensors, torque sensors, temperature 
sensors, speed sensors, the like, or any combination thereof. 
The one or more motor sensors may be in communication 
with one or more controllers, computing devices, proces- 
sors, communication modules, or any combination thereof. 
The one or more motor sensors may relay one or more 
signals related to one or more conditions of a motor to one 
or more controllers, computing devices, processors, com- 
munication modules, or any combination thereof. A signal 
from one or more motor sensors to one or more controllers, 
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computing devices, processors, communication modules, or 
any combination thereof may be referred to as a motor 
signal. 

The automated litter device may include one or more 
controllers. The one or more controllers may function to 
receive one or more signals, transmit one or more signals, 
control operations of one or more components of the litter 
device, or a combination thereof. The one or more control- 
lers may be in communication with one or more sensors. The 
one or more controllers may be adapted to receive one or 
more signals from the one or more sensors. The one or more 
controllers may be in communication with one or more 
sensors. The one or more controllers may be in electrical 
communication with one or more sensors. The one or more 
controllers may interpret one or more signals from one or 
more sensors as one or more status signals. The one or more 
controllers may automatically receive, interpret, and/or 
transmit one or more signals. The one or more controllers 
may automatically control one or more operations of one or 
more components upon receive of one or more signals or 
instructions. The one or more controllers may reside within 
or be in communication with the litter device. The one or 
more controllers may be located within or affixed to a 
support base, chamber, or both. The one or more controllers 
may include one or more controllers, microcontrollers, 
microprocessors, processors, storage mediums, or a combi- 
nation thereof. One or more suitable controllers may include 
one or more controllers, microprocessors, or both as 
described in U.S. Pat. Nos. 8,757,094; and 9,433,185. The 
one or more controllers may be in communication with 
and/or include one or more communication modules. The 
one or more controllers may include one or more processors. 

The automated litter device may include one or more 
communication modules. The one or more communication 
modules may allow for the litter device to receive and/or 
transmit one or more signals from one or more computing 
devices, be integrated into a network, or both. The one or 
more communication modules may have any configuration 
which may allow for one or more data signals from one or 
more controllers to be relayed to one or more other control- 
lers, communication modules, communication hubs, net- 
works, computing devices, processors, the like, or any 
combination thereof located external of the litter device. The 
one or more communication modules may include one or 
more wired communication modules, wireless communica- 
tion modules, or both. A wired communication module may 
be any module capable of transmitting and/or receiving one 
or more data signals via a wired connection. One or more 
wired communication modules may communicate via one or 
more networks via a direct, wired connection. A wired 
connection may include a local area network wired connec- 
tion by an ethernet port. A wired communication module 
may include a PC Card, PCMCIA card, PCI card, the like, 
or any combination thereof. A wireless communication 
module may include any module capable of transmitting 
and/or receiving one or more data signals via a wireless 
connection. One or more wireless communication modules 
may communicate via one or more networks via a wireless 
connection. One or more wireless communication modules 
may include a Wi-Fi transmitter, a Bluetooth transmitter, an 
infrared transmitter, a radio frequency transmitter, an IEEE 
802.15.4 compliant transmitter, the like, or any combination 
thereof. A Wi-Fi transmitter may be any transmitter com- 
plaint with IEEE 802.11. A communication module may be 
single band, multi-band (e.g., dual band), or both. A com- 
munication module may operate at 2.4 Ghz, 5 Ghz, the like, 
or a combination thereof. A communication module may 
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communicate with one or more other communication mod- 
ules, computing devices, processors, or any combination 
thereof directly; via one or more communication hubs, 
networks, or both; via one or more interaction interfaces; or 
any combination thereof. 

The automated litter device may be in communication 
with a communication hub. A communication hub may 
function to receive one or more signals, transfer one or more 
signals, or both from one or more other computing devices. 
The communication hub may be any type of communication 
hub capable of sending and transmitting data signals over a 
network to one or a plurality of computing devices. The 
communication hub may include a wired router, a wireless 
router, an antenna, a satellite, or any combination thereof. 
For example, an antenna may include a cellular tower. The 
communication hub may be connected to the litter device, 
one or more computing devices, or both a via wired con- 
nection, wireless connection, or a combination of both. For 
example, the communication hub may be in wireless con- 
nection with the litter device via the communication module. 
The communication hub may allow for communication of a 
computing device with the litter device when the computing 
device is directly connected to the communication hub, 
indirectly connected to the communication hub, or both. A 
direct connection to the communication hub may mean that 
the computing device is directly connected to the commu- 
nication hub via a wired and/or wireless connection and 
communicates with the litter device through the communi- 
cation hub. An indirect connection to the communication 
hub may mean that a computing device first communicates 
with one or more other computing devices via a network 
before transmitting and/or receive one or more signals to 
and/or from the communication hub and then to the litter 
device. 

The automated litter device may be integrated into one or 
more networks. The automated litter device may be in 
removable communication with one or more networks. The 
one or more networks may be formed by placing the litter 
device in communication with one or more other computing 
devices. One or more networks may include one or more 
communication hubs, communication modules, computing 
devices, or a combination thereof as part of the network. One 
or more networks may be free of one or more communica- 
tion hubs. One or more computing devices of the system 
may be directly connected to one another without the use of 
a communication hub. For example, a communication mod- 
ule of the litter device may be placed in direct communica- 
tion with a communication module of a mobile communi- 
cation device (e.g., mobile phone) without having a 
communication hub therebetween. One or more networks 
may be connected to one or more other networks. One or 
more networks may include one or more local area networks 
(LAN), wide area networks (WAN), intranet, Internet, Inter- 
net of Things (IoT), the like, or any combination thereof. 
The network may allow for the automated litter device to be 
in communication with one or more user interfaces remote 
from the device via the Internet, such as through one or more 
managed cloud services. An exemplary managed cloud 
service may include AWS IoT Core by Amazon Web Ser- 
vices®. The network may be temporarily, semi-permanently, 
or permanently connected to one or more computing 
devices, litter device, or both. A network may allow for one 
or more computing devices to be temporarily and/or perma- 
nently connected to the litter device to transmit one or more 
data signals to the litter device, receive one or more data 
signals from the device, or both. The network may allow for 
one or more signals from one or more controllers to be 
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relayed through the system to one or more other computing 
devices, processors, storage mediums, the like, or any com- 
bination thereof. The network may allow for one or more 
computing devices to receive one or more data entries from 
and/or transmit one or more data entries to one or more 
storage mediums. The network may allow for transmission 
of one or more signals, status signals, data entries, instruc- 
tion signals, or any combination thereof for processing by 
one or more processors. 

Devices on the network may communicate via one or 
more protocols. The one or more protocols may allow for 
two or more devices part of the network or system to 
communicate with one another either while in direct or 
indirect communication, wireless or wired communication, 
via one or more communication hubs, or any combination 
thereof. The one or more protocols may be any protocol 
suitable for use in telecommunications. The one or more 
protocols may be suitable for wired, wireless, or both 
communication styles between devices within the network 
or system. The one or more protocols may allow the devices 
of the system to be connected to and communication with 
one another through the Internet. The network and protocols 
may allow for the devices to be an “Internet of Things” 
(IoT). The one or more protocols may be those compatible 
with cloud computing services. Exemplary cloud computing 
services may include Amazon Web Services®, Microsoft 
Azure®, Google Cloud®, IBM®, Oracle Cloud®, the like, 
or any combination thereof. One or more cloud computing 
services may be managed by one or more managed cloud 
services. Exemplary protocols may include simple object 
access protocol (SOAP), hypertext transfer protocol 
(HTTP), user datagram protocol (UDP), message queuing 
telemetry transport (MQTT), Bluetooth low energy (BLE) 
protocol, IEEE 802 family of standards, the like, or any 
combination thereof. For example, the automated litter 
device may connect wirelessly to a computing device using 
one or more protocols. Exemplary protocols may include 
UDP, BLE, and the like which allow for direct communi- 
cation between devices. UDP and BLE may even be useful 
for allowing direct communication with devices without 
using the Internet as part of the network. As another 
example, an automated litter device may connect with a 
dispatch interface, interaction interface, or both via one or 
more protocols using the Internet. Exemplary protocols for 
communication from the litter device to a dispatch interface, 
interaction interface, or both may include UDP, MQTT, 
REST, and the like. As another example, a dispatch inter- 
face, interaction interface, or both may communicate with an 
authentication portal using one or more protocols either 
directly or indirectly through the Internet. Exemplary pro- 
tocols for communication between a dispatch interface or 
interaction interface and an authentical portal may include 
REST, SOAP, MQTT, the like, or any combination thereof. 
Suitable protocols useful as IoT protocols may be those 
provided by “IoT Standards and Protocols” by Postscapes™ 
available at https://www.postscapes.com/internet-of-things- 
protocols/, incorporated herein in its entirety for all pur- 
poses. 

The automated litter device may be integrated into a 
system. The system may allow for monitoring signals from, 
receiving signals from, and/or sending signals to an auto- 
mated litter device. The system may allow for sending one 
or more instruction signals to a litter device. The system may 
allow for transmitting one or more signals, status signals, or 
both from the device. The system may allow for storing one 
or more data entries related to one or more signals. The 
system may allow for one or more algorithms to be executed 
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remote from the litter device. The system may allow for 
controlling of one or more operations of an automated litter 
device while remote from the device. The system may 
include one or more communication hubs, computing 
devices, processors, storage mediums, databases, the like, or 
any combination thereof. 

The automated litter device may include and/or be in 
communication with one or more computing devices. The 
one or more computing devices may function to receive 
and/or transmit one or more signals, convert one or more 
signals to data entries, to send one or more data entries to a 
storage medium, to store one or more data entries, to retrieve 
one or more data entries from a storage medium, to compute 
one or more algorithms, apply one or more rules, or any 
combination thereof. One or more computing devices may 
include or be in communication with one or more other 
computing devices, processors, storage mediums, databases, 
interaction devices, the litter device, or any combination 
thereof. One or more computing devices may communicate 
with one or more computing devices, processors, storage 
mediums, databases, or any combination thereof through an 
interaction interface, dispatch interface, or both. Communi- 
cation between computing devices may be controlled or 
managed via a managed cloud service. The one or more 
computing devices may include one or more non-transient 
storage mediums. A non-transient storage medium may 
include one or more physical servers, virtual servers, or a 
combination of both. One or more servers may include one 
or more local servers, remote servers, or both. One or more 
computing devices may include one or more processors of a 
litter device, personal computers (e.g., laptop, desktop, etc.), 
mobile computing devices (e.g., tablet, mobile phone, etc.), 
or a combination thereof. One or more computing devices 
may use one or more processors. 

One or more computing devices may include one or more 
processors. The one or more processors may function to 
analyze one or more signals from the litter device, one or 
more storage mediums, databases, communication modules, 
or any combination thereof. The one or more processors may 
be located within or in communication with one or more 
computing devices, servers, storage mediums, or any com- 
bination thereof. One or more processors may be in com- 
munication with one or more other processors. The one or 
more processors may function to process data, execute one 
or more algorithms to analyze data, apply one or more rules, 
evaluate data against one or more rules, or any combination 
thereof. The one or more processors may automatically 
process data, execute one or more algorithms, apply one or 
more rules, evaluate data, or a combination thereof; may 
wait for an instruction or signal such as from a user; or any 
combination thereof. Processing data may include receiving, 
transforming, outputting, executing, the like, or any combi- 
nation thereof. One or more processors may be part of one 
or more hardware, software, systems, or any combination 
thereof. One or more hardware processors may include one 
or more central processing units, multi-core processors, 
front-end processors, the like, or any combination thereof. 
One or more software processors may include one or more 
word processors, document processors, the like, or any 
combination thereof. One or more system processors may 
include one or more information processors, the like, or a 
combination thereof. One or more processors suitable for 
use within the litter device as part of the one or more 
controller may include a microcontroller, such as Part No. 
PIC18F45K22 and/or Part No. PIC18F46J50 produced by 
Microchip Technology Inc., incorporated herein by refer- 
ence in their entirety for all purposes. The one or more 
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processors may be located within a same or different non- 
transient storage medium as one or more storage mediums, 
other processors, communication modules, communication 
hubs, or any combination thereof. The one or more proces- 
sors may include one or more cloud-based processors. A 
cloud-based processor may be part of or in communication 
with a dispatch interface, an interaction interface, an authen- 
tication portal, or a combination thereof. A cloud-based 
processor may be located remote from a litter device, a 
computing device, one or more other processors, one or 
more databases, or any combination thereof. Cloud-based 
may mean that the one or more processors may reside in a 
non-transient storage medium located remote from the litter 
device, computing device, processor, databases, or any com- 
bination thereof. One or more cloud-based processors may 
be accessible via one or more networks. A suitable cloud- 
based processor may be Amazon Elastic Compute Cloud™ 
(EC2™) may be provided by Amazon Web Services®, 
incorporated herein by reference in its entirety for all pur- 
poses. Another suitable platform for a cloud-based processor 
may include Lambda™ provided by Amazon Web Ser- 
vices®, incorporated herein in its entirety by reference for 
all purposes. The one or more processors may convert data 
signals to data entries to be saved within one or more storage 
mediums. The one or more processors may access one or 
more algorithms to analyze one or more data entries and/or 
data signals. The one or more processors may access one or 
more algorithms saved within one or more memory storage 
mediums. The one or more algorithms being accessed by 
one or more processors may be located in a same or different 
storage medium or server as the processor(s). 

One or more computing devices may include one or more 
memory storage mediums. The one or more memory storage 
mediums may include one or more hard drives (e.g., hard 
drive memory), chips (e.g., Random Access Memory 
“RAM)”), discs, flash drives, memory cards, the like, or any 
combination thereof. The one or more storage mediums may 
include one or more cloud-based storage mediums. A cloud- 
based storage medium may be located remote from a litter 
device, a computing device, one or more processors, one or 
more databases, or any combination thereof. Cloud-based 
may mean that the one or more storage mediums may reside 
in a non-transient storage medium located remote from the 
litter device, computing device, processor, other databases, 
or any combination thereof. One or more cloud-based stor- 
age mediums may be accessible via one or more networks. 
A suitable cloud-based storage medium may be Amazon 
S$3™ provided by Amazon Web Services®, incorporated 
herein by reference in its entirety for all purposes. One or 
more memory storage mediums may store one or more data 
entries in a native format, foreign format, or both. One or 
more memory storage mediums may store data entries as 
objects, files, blocks, or a combination thereof. The one or 
more memory storage mediums may include one or more 
algorithms, rules, databases, data entries, the like, or any 
combination therefore stored therein. The one or more 
memory storage mediums may store data in the form of one 
or more databases. 

One or more computing devices may include one or more 
databases. The one or more databases may function to 
receive, store, and/or allow for retrieval of one or more data 
entries. The one or more databases may be located within 
one or more memory storage mediums. The one or more 
databases may include any type of database able to store 
digital information. The digital information may be stored 
within one or more databases in any suitable form using any 
suitable database management system (DBMS). Exemplary 
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storage forms include relational databases (e.g., SQL data- 
base, row-oriented, column-oriented), non-relational data- 
bases (e.g., NoSQL database), correlation databases, 
ordered/unordered flat files, structured files, the like, or any 
combination thereof. The one or more databases may store 
one or more classifications of data models. The one or more 
classifications may include column (e.g., wide column), 
document, key-value (e.g., key-value cache, key-value 
store), object, graph, multi-model, or any combination 
thereof. One or more databases may be located within or be 
part of hardware, software, or both. One or more databases 
may be stored on a same or different hardware and/or 
software as one or more other databases. The databases may 
be located within one or more non-transient storage medi- 
ums. One or more databases may be located in a same or 
different non-transient storage medium as one or more other 
databases. The one or more databases may be accessible by 
one or more processors to retrieve data entries for analysis 
via one or more algorithms. The one or more databases may 
be one or more cloud-based databases. Cloud-based may 
mean that the one or more databases may reside in a 
non-transient storage medium located remote from the litter 
device. One or more cloud-based databases may be acces- 
sible via one or more networks. One or more databases may 
include one or more databases capable of storing one or 
more conditions of a litter device, one or more status signals 
related to a litter device, one or more instruction signals sent 
to a litter device, one or more users, one or more user 
accounts, one or more registered litter devices, one or more, 
the like, or any combination thereof. The one or more 
databases may include a Commands database, Activities 
database, Device database, Lifetime Cycles database, a User 
database, a User Computing Device database, a Registered 
Device database, a User Settings database, the like, or any 
combination thereof. One suitable database service may be 
Amazon DynamoDB® offered through Amazon Web Ser- 
vices®, incorporated herein in its entirety by reference for 
all purposes. 

One or more computing devices may include one or more 
interaction interfaces. One or more interaction devices may 
function to transmit and/or relay one or more data signals, 
data entries, or both from one or more computing devices, 
processors, storage mediums, databases, or a combination 
thereof to one or more other computing devices, processors, 
storage mediums, databases, or a combination thereof. One 
or more interaction interfaces may include one or more 
application programming interfaces (API). The one or more 
interaction interfaces may utilize one or more architectures. 
The one or more architectures of an interaction interface 
may be one or more web service architectures useful for 
requesting, receiving and/or transmitting one or more data 
signals, data entries, or both from one or more other 
remotely located computing devices connected via one or 
more networks (e.g., web-based resources). One or more 
web service architectures may include Representation State 
Transfer (REST), gRPC, the like, or any combination 
thereof. One suitable interaction interface which is a REST 
API may be Amazon API Gateway™ provided by Amazon 
Web Services®, incorporated herein by reference in its 
entirety for all purposes. The one or more interaction inter- 
faces may utilize one or more protocols for transmitting 
and/or receiving one or more data signals, data entries, or 
both. One or more protocols may include simple object 
access protocol (SOAP), hypertext transfer protocol 
(ATTP), user datagram protocol (UDP), message queuing 
telemetry transport (MQTT), the like, or any combination 
thereof. 
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The system in which the litter device is integrated into 
may include and/or be connected to one or more authenti- 
cation controls. One or more authentication controls may 
function to control access of a user to one or more litter 
devices, computing devices, processors, storage mediums, 
databases, interaction interfaces, e-commerce platforms, the 
like, or any combination thereof. The one or more authen- 
tication controls may be in communication with one or more 
components of the system via one or more networks. The 
one or more authentication controls may communicate with 
one or more other components of the system via one or more 
interaction interfaces. The one or more authentication con- 
trols may receive one or more user credentials via one or 
more user interfaces of one or more computing devices. One 
or more user credentials may include one or more data 
entries related to one or more user accounts. One or more 
user credentials may include one or more user login iden- 
tifications (e.g., “user ID”), passwords, the like, or a com- 
bination thereof. One or more authentication controls may 
include one or more authentication algorithms. The one or 
more authentication algorithms may compare the one or 
more user credentials provided via a user interface with one 
or more data entries residing within one or more databases, 
such as a User Database and/or User Settings Database. If 
the one or more user credentials match one or more data 
entries, the one or more authentication algorithms may 
instruct one or more computing devices, processors, or both 
to allow a user to access one or more data entries, receive 
one or more data signals, transmit one or more instruction 
signals, or any combination thereof. A suitable authentica- 
tion control may include Amazon Cognito™ available 
through Amazon Web Services®, incorporated herein by 
reference in its entirety for all purposes. One or more 
authentication controls may cooperate with one or more 
e-commerce platforms. One or more authentication controls 
may authenticate one or more users based on one or more 
user credentials received from one or more e-commerce 
platforms, stored within one or more databases of one or 
more e-commerce platforms, or both. 

The system in which the litter device is integrated may 
include and/or be connected to one or more e-commerce 
platforms. The one or more e-commerce platforms may 
function establish one or more user accounts, edit one or 
more user accounts, authenticate one or more users, allow 
for purchase of one or more litter devices, or any combina- 
tion thereof. An exemplary e-commerce platform may 
include Magento® sold by Magento Inc. The one or more 
e-commerce platforms include one or more authentication 
portals. The one or more authentication portals may allow 
for one or more e-commerce platforms to be placed into 
communication with one or more components of the system. 
The one or more e-commerce platforms may allow for an 
e-commerce platform to be placed in communication with 
one or more interaction interfaces, computing devices, pro- 
cessors, storage mediums, databases, dispatch interfaces, 
litter devices, or any combination thereof. The one or more 
authentication portals may include communication between 
one or more authentication controls and one or more e-com- 
merce platforms. The one or more authentication portals 
may allow for one or more user credentials entered via one 
or more authentication controls to be verified via one or 
more e-commerce platforms, vice-versa, or both. 

One or more computing devices may include one or more 
user interfaces. The one or more user interfaces may func- 
tion to display information related to a litter device, receive 
user inputs related to the litter device, transmit information 
related to the litter device, or any combination thereof. The 
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one or more user interfaces may be located on the litter 
device, a separate computing device, or both. One or more 
user interfaces may be part of one or more computing 
devices. One or more user interfaces may include one or 
more interfaces capable of relaying information (e.g., data 
entries) to a user, receiving information (e.g., data signals) 
from a user, or both. One or more user interfaces may 
display information related to the litter device. One or more 
user interfaces may display information from one or more 
algorithms. The user interface may allow for inputting of 
information related to the litter device. Information may 
include a user name, password, one or more instruction 
signals, the like, or any combination thereof. The one or 
more user interfaces may include one or more graphic user 
interfaces. The one or more graphic interfaces may include 
one or more screens. The one or more screens may be a 
screen located directly on the litter device, another comput- 
ing device, or both. The one or more screens may be a screen 
on a mobile computing device, non-mobile computing 
device, or both. The one or more graphic interfaces may 
include and/or be in communication with one or more user 
input devices. The one or more user input devices may allow 
for receiving one or more inputs (e.g., instruction signals) 
from a user. The one or more input devices may include one 
or more buttons, wheels, keyboards, switches, touchscreens, 
the like, or any combination thereof. The one or more input 
devices may be integrated with a graphic interface. The one 
or more input devices may include one or more touch- 
sensitive monitor screens. 

One or more computing devices may include on or more 
algorithms stored therein. For example, one or more algo- 
rithms may be stored within one or more storage mediums 
of an interaction interface. The one or more algorithms may 
function to analyze one or more signals, determine one or 
more conditions of the litter device, relay one or more 
conditions to one or more user interfaces, receive one or 
more instructions from one or more user interfaces, initiate 
one or more operations, identify one or more faults, or any 
combination thereof. The one or more algorithms may be 
executed automatically by the one or more computing 
devices (e.g., processors of the computing device), may wait 
for an input for a user, or both. A sensed condition may cause 
one or more algorithms to be executed automatically. One or 
more algorithms may include one or more waste detection 
algorithms, waste drawer algorithms, animal health algo- 
rithms, fault algorithms, instruction algorithms, or a com- 
bination thereof. 

One or more algorithms may include one or more waste 
detection algorithms. One or more waste detection algo- 
rithms may function to convert one or more waste level 
signals to one or more waste level status signals, allow for 
execution of one or more cleaning cycles based on a level of 
waste, prevent one or more cleaning cycles based on a level 
of waste, or any combination thereof. The one or more waste 
detection algorithms may be accessible by one or more 
controllers, processors, or both. The one more waste detec- 
tion algorithms may be stored within the litter device, 
remote from the litter device, or both. Storage of the one or 
more waste detection algorithms within the litter device, 
such as a controller of the litter device, may allow for the one 
or more processors to relay a level of fullness of a waste 
drawer to at least one user interface, stop rotation of the 
chamber, or both without the litter device being connected to 
a system. In other words, by the one or more waste detection 
algorithms being programmed into a controller located 
within the litter device, the litter device may be able to 
function offline without a network connection. The one or 
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more waste detection algorithms may receive one or more 
waste level signals from one or more waste drawer sensors 
via one or more processors. The one or more waste drawer 
sensors may include a single waste drawer sensor or a 
plurality of waste drawer sensors. A single waste drawer 
sensor may detect a specific level of presence of waste or 
may detect varying levels of waste. For example, a plurality 
of sensors may be located within the waste drawer sensor 
and each sensor or a plurality of sensors in combination 
detect one or more predetermined volumes of waste within 
the waste drawer. One or more waste sensors may include 
one or more getting full waste sensors, one or more almost 
full waste sensors, one or more unit full waste sensors, or 
any combination thereof. As an alternative example, one or 
more laser sensors may be located within the waste drawer 
which may scan for a real-time level of waste within the 
waste drawer. The one or more waste drawer sensors may 
relay one or more waste level signals to one or more 
processors. The one or more waste level signals may include 
the presence, absence, or both of waste detected by a waste 
sensor; a level of waste detected by a waste sensor; or both. 
The one or more waste algorithms may instruct the one or 
more processors to convert the one or more waste level 
signals to one or more waste level status signals. The one or 
more waste algorithms may instruct one or more processors 
to send the one or more the one or more waste level signals, 
waste level status signals, or both to one or more storage 
mediums, databases, or both as one or more waste level data 
entries. The one or more waste algorithms may instruct one 
or more processors to apply one or more waste level rules. 
The one or more waste level rules may be part of the of the 
one or more waste algorithms. The one or more waste level 
rules may include a getting-full-rule, almost-full-rule, and a 
unit-full-rule. 

A getting-full-rule may include receiving a waste level 
signal, waste level status signal, and/or waste level data 
entry indicating the waste drawer is getting full. Getting full 
may include the waste drawer being filled with a volume of 
waste about 60% or greater, about 70% or greater, or even 
about 80% or greater than a total available volume of the 
waste drawer. Getting full may include the waste drawer 
being filled with a volume of waste about 90% or less, about 
85% or less, or even about 82% or less than a total available 
volume of the waste drawer. A getting-full-rule may include 
instructing one or more processors to relay the waste level 
signal, status signal, and/or data entry to one or more user 
interfaces. A user may be able to refer to a graphic user 
interface (e.g., interface on litter device, interface of mobile 
computing device, etc.) to see a notification that the waste 
drawer is getting full. A user may receive a notification via 
a graphic user interface that the waste drawer is getting full 
(e.g., between about 60% to about 90% full of waste). 

An almost-full-rule may include receiving a waste level 
signal, waste level status signal, and/or waste level data 
entry indicating the waste drawer is almost full. Almost full 
may include the waste drawer being filled with a volume of 
waste about 80% or greater, about 83% or greater, or even 
about 87% or greater than a total available volume of the 
waste drawer. Almost full may include the waste drawer 
being filled with a volume of waste about 95% or less, about 
93% or less, or even about 90% or less than a total available 
volume of the waste drawer. An almost-full-rule may 
include instructing one or more processors to relay the waste 
level signal, status signal, and/or data entry to one or more 
user interfaces. A user may be able to refer to a graphic user 
interface (e.g., interface on litter device, interface of mobile 
computing device, etc.) to see a notification that the waste 
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drawer is almost full. A user may receive a notification via 
a graphic user interface that the waste drawer is almost full 
(e.g., between about 80% to about 95% full of waste). 

A unit-full-rule may include receiving a waste level 
signal, waste level status signal, and/or waste level data 
entry indicating the waste drawer is full. Full may include 
the waste drawer being filled with a volume of waste about 
95% or greater, about 96% or greater, or even about 97% or 
greater than a total available volume of the waste drawer. 
Full may include the waste drawer being filled with a 
volume of waste about 100% or less, about 99% or less, or 
even about 98% or less than a total available volume of the 
waste drawer. A unit-full-rule may include instructing one or 
more processors to relay the waste level signal, status signal, 
and/or data entry to one or more user interfaces. A user may 
be able to refer to a graphic user interface (e.g., interface on 
litter device, interface of mobile computing device, etc.) to 
see a notification that the waste drawer is full. A user may 
receive a notification via a graphic user interface that the 
waste drawer is full (e.g., between about 95% to about 100% 
full of waste). A unit-full-rule may include instructing one or 
more processors to prevent execution of one or more clean- 
ing cycles, rotation of a chamber, or both. A unit-full-rule 
may include instructing one or more processors to prevent 
rotation of one or more motors. 

One or more algorithms may include one or more waste 
drawer algorithms. The one or more waste drawer algo- 
rithms may function to estimate how many cleaning cycles 
are available before a waste drawer is full, a level of waste 
contents within a waste drawer, or both. The one or more 
waste drawer algorithms may be accessible by one or more 
processors. The one or more processors may be located 
within the device (e.g., a controller), remote from the device 
(e.g., cloud-based processor), or both. The one or more 
waste drawer algorithms may instruct one or more proces- 
sors to reset one or more clean cycle counts; count cleaning 
cycles between two or more waste level signals to calculate 
one or more clean cycle counts; average the number of clean 
cycle counts occurring between a plurality of waste level 
signals; calculate a number of cleaning cycles remaining 
before receiving a waste level signal, or any combination 
thereof. The one or more waste drawer algorithms may 
include one or more reset count algorithms, counting algo- 
rithms, waste drawer status algorithms, or any combination 
thereof. 

The one or more waste drawer algorithms may include 
one or more reset count algorithms. The one or more reset 
count algorithms may function to reset a count (e.g., set to 
zero) of cleaning cycles. The one or more reset count 
algorithms may be accessible by one or more controllers, 
processors, or both. The one or more reset count algorithms 
may be stored within the litter device (e.g., controller), 
remote from the litter device, or both. The one or more reset 
count algorithms may instruct one or more processors to 
reset one or more clean cycle counts, transfer one or more 
completed cycle counts to a storage medium, or both. The 
one or more reset count algorithms may instruct one or more 
processors to transmit one or more completed cycle counts 
to a storage medium, one or more databases, or both. The 
one or more completed counts may be transferred by the one 
or more processors as one or more completed count signals. 
The one or more completed count signals may be stored 
within one or more storage mediums as one or more com- 
pleted count data entries. Upon transmitting the one or more 
completed count signals to a storage medium, saving the one 
or more completed count data entries in the storage medium, 
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or both, one or more reset count algorithms may instruct one 
or more processors to reset one or more clean cycle counts 
to zero. 

One or more reset count algorithms may be initiated by 
one or more reset instructions. One or more reset instruc- 
tions may include one or more users initiating a reset count 
algorithm via one or more user interfaces; a cleaning cycle 
occurring without a waste level signal; or both. One or more 
user interfaces may display and/or include a reset count 
interface. For example, the reset count interface may be a 
physical button on the litter device, a virtual button on a 
graphic interface of the litter device or a mobile computing 
device, or both. The one or more user interfaces may display 
a reset count interface after one or more cleaning cycles. The 
one or more user interfaces may display a reset count 
interface after a cleaning cycle is completed; no waste level 
signal (e.g., getting full, almost full, full) is triggered; or a 
combination thereof. The one or more user interfaces may 
display a reset count interface after a cleaning cycle is 
completed and a waste level signal has been cleared. A waste 
level signal may be cleared upon a cleaning cycle occurring 
without a waste level signal being triggered subsequently 
after a cleaning cycle occurring under the presence of, or 
which triggers a, waste level signal. For example, a cleaning 
cycle may trigger a waste level full signal and then a 
cleaning cycle may occur in which there is no presence of a 
waste level full signal. The waste level full signal may no 
longer be present after a user may have emptied a waste 
drawer, removed some waste contents from the waste 
drawer, or even moved (e.g., shaken) the waste drawer to 
evenly distribute the waste contents within the waste drawer. 
The waste level full signal may no longer be present as one 
or more waste level sensors may no longer detect the 
presence, height, and/or volume of waste contents within the 
waste drawer. Upon displaying one or more reset counter 
interfaces, one or more reset count algorithms may instruct 
one or more processors to apply one or more reset rules. 

The one or more reset count algorithms may include one 
or more reset rules. One or more reset rules may instruct a 
processor to reset a count, instruct a processor to continue 
with a current count, or both. The one or more reset 
interfaces may allow for a user to select from an affirmative 
response, negative response, or not select a response. An 
affirmative response may include a user confirming a waste 
drawer has been emptied, is empty, or both. A negative 
response may include a user confirming a waste drawer was 
not emptied, is not empty, or both. Not selecting a response 
may include not selecting either of the affirmative response 
or negative response. The one or more reset rules may 
instruct one or more processors to reset one or more counts, 
transmit one or more completed count data signals, or both 
if one or more affirmative responses are received by a reset 
counter interface. The one or more reset rules may instruct 
one or more processors to continue counting and aggregat- 
ing each occurrence of a cleaning cycle if a negative 
response is received by the reset counter interface. The one 
or more reset rules may instruct one or more processors to 
continue executing one or more counting algorithms if a 
negative response is received via the reset counter interface. 
The one or more reset rules may instruct one or more 
processors to transmit one or more completed data signals, 
continue counting and aggregating each occurrence of a 
clean cycle, or both if no response is received by the reset 
counter interface. If no response is received by the reset 
counter interface, the one or more reset rules may instruct 
one or more processors to transmit one or more completed 
data signals to one or more storage mediums, not to reset the 
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counter, or both. If no response is received by the reset 
counter interface, the one or more reset rules may instruct 
one or more processors to continue counting the occurrences 
of cleaning cycles and aggregating with a previous count of 
cleaning cycles. If no response is received by the reset 
counter interface, the one or more reset rules may instruct 
one or more processors to continue executing one or more 
count algorithms. If no response is selected, the one or more 
processors may execute one or more count algorithms until 
a reset count algorithm is re-triggered by a new or subse- 
quent waste level signal, one or more predetermined occur- 
rences of cleaning cycles occur, or both. If a subsequent 
waste level signal occurs, the one or more reset rules may 
instruct one or more processors to re-initiate one or more 
reset algorithms from the start (e.g., triggering the one or 
more reset count interfaces). If no response is selected, the 
one or more reset rules may allow for a predetermined value 
of cleaning cycles to occur before instructing one or more 
processors to reset one or more counts. A predetermined 
value of a cleaning cycle may be the maximum number of 
cleaning cycles possible before a waste drawer is full of 
waste contents within the waste drawer, such as when the 
waste contents are evenly distributed within the waste 
drawer. For example, a predetermined value of a cleaning 
cycle may be the maximum number of cleaning cycles 
possible before a waste drawer is full after the waste drawer 
is shaken by a user, as opposed to emptying the waste 
drawer. A predetermined value of cleaning cycles may 
include 1 or more cleaning cycles, 5 or more cleaning cycles, 
or even 8 or more cleaning cycles. A predetermined value of 
cleaning cycles may include 20 or less cleaning cycles, 15 
or less cleaning cycles, or even 12 or less cleaning cycles. A 
predetermined value of cleaning cycles may be about 7 or 
more cleaning cycles to about 13 or less cleaning cycles 
(e.g., about 10 cleaning cycles). Once a predetermined value 
of cleaning cycles are executed, above the completed count, 
the one or more reset rules may instruct one or more 
processors to reset one or more counts, transmit one or more 
completed count data signals (i.e., either the original com- 
pleted count before aggregating the predetermined cleaning 
cycles, or the completed count in addition to the count of 
predetermined cleaning cycles), or both (e.g., similar to the 
result from the rule if an affirmative response is received). 

The one or more waste drawer algorithms may include 
one or more counting algorithms. The one or more counting 
algorithms may function to count and/or aggregate how 
many clean cycles occur between two or more waste level 
signals being triggered, two more waste level full signals 
being triggered, or both; how may clean cycles occur 
between a reset of a clean cycle count and one or more waste 
level signals, one or more waste level full signals, or both; 
or any combination thereof. The one or more counting 
algorithms may be accessible by one or more controllers, 
processors, or both. The one or more counting algorithms 
may be stored within the litter device (e.g., controller), 
remote from the litter device, or both. The one or more 
counting algorithms may instruct one or more processors to 
increase a count of cleaning cycles by 1, for every occur- 
rence of a cleaning cycle. The one or more counting algo- 
rithms may instruct one or more processors to send a count 
of cleaning cycles to one or more storage mediums as one or 
more count data entries. The one or more counting algo- 
rithms may instruct one or more processors to increase one 
or more count data entries by 1 during and/or after execution 
of a cleaning cycle. The one or more counting algorithms 
may instruct one or more processors to replace one or more 
previous count data entries with one or more new count data 
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entries. Upon initiation of one or more reset algorithms, one 
or more count data entries may be referred to as one or more 
completed count data entries. The one or more completed 
count data entries may be stored within one or more storage 
mediums, databases, or both based on one or more reset 
algorithms. The one or more completed count data entries 
may be utilized by one or more waste drawer status algo- 
rithms. 

One or more waste drawer algorithms may include one or 
more waste drawer status algorithms. The one or more waste 
drawer status algorithms may function to inform a user how 
many estimated cleaning cycles remain before a waste 
drawer may be full, an estimated percentage of fullness of a 
waste drawer, an estimated duration until a waste drawer 
needs to be emptied, if one or more cleaning cycles are 
prevented from occurring as a waste drawer is full, or any 
combination thereof. The one or more waste drawer status 
algorithms may instruct one or more processors to display 
the estimated cleaning cycles remaining before full, percent- 
age of waste drawer fullness, percentage of waste drawer 
capacity, estimated amount of time remaining before a waste 
drawer is full, or any combination thereof one or more 
interfaces. The one or more waste drawer status algorithms 
may be stored within a litter device (e.g., controller), remote 
from the litter device, or both. The one or more waste drawer 
status algorithms may be accessible by one or more con- 
trollers, processors, or both. One or more waste drawer 
status algorithms may instruct one or more processors to 
retrieve, average, or both a set quantity of count data entries 
from one or more storage mediums. One or more count data 
entries may include one or more completed count data 
entries, one or more predetermined-count-cycles-until-full, 
or both. A set quantity of count data entries may include a 
plurality of count data entries. A set quantity of count data 
entries may include 1 or more, 2 or more, 3 or more, or even 
4 or more count data entries. A set quantity of count data 
entries may include 10 or less, 8 or less, or even 6 or less 
count data entries. For example, a set quantity of count data 
entries may be about 3 or more count data entries to about 
5 or less count data entries (e.g., about 4 count data entries). 
Until a number of completed number of count data entries 
stored within a storage medium is equal to or greater than the 
set value of count data entries, the one or more waste drawer 
status algorithms may instruct a processor to use a prede- 
termined-count-cycle-until-full as a placeholder. The one or 
more waste drawer status algorithms may include or refer to 
one or more predetermined-clean-cycles-until-full. 

One or more predetermined-clean-cycles-until-full may 
be a number of cleaning cycles a litter device may perform 
until a waste drawer may be full of waste contents (e.g., 
starting from an empty waste drawer). One or more prede- 
termined-clean-cycles-until-full may be based on a volume 
of the waste drawer, an average volume of waste from an 
animal, or both. One or more predetermined-clean-cycles- 
until-full may be about 10 cleaning cycles or more, about 15 
cleaning cycles or more, about 20 cleaning cycles or more, 
about 25 cleaning cycles or more, or even about 30 cleaning 
cycles or more. One or more predetermined-clean-cycles- 
until-full may be about 60 cleaning cycles or less, about 55 
cleaning cycles or less, about 50 cleaning cycles or less, 
about 45 cleaning cycles or less, or even about 40 cleaning 
cycles or less. One or more predetermined-clean-cycles- 
until-full may be anywhere from about 30 clean cycles or 
more to about 40 clean cycles or less (e.g., 36 clean cycles). 
One or more predetermined-clean-cycles-until-full values 
may be stored within one or more databases. One or more 
waste drawer status algorithms may instruct one or more 
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processors to retrieve one or more completed count data 
entries from one or more storage mediums. One or more 
waste drawer status algorithms may instruct one or more 
processors to average the set quantity of count data entries 
to determine an_ estimated-clean-cycles-until-full-from- 
empty. 

The one or more waste drawer status algorithms may 
instruct one or more processors to estimate cleaning cycles 
remaining before a waste drawer is full. The one or more 
waste drawer status algorithms may instruct one or more 
processors to calculate a difference between an estimated- 
clean-cycles-until-full-from-empty and one or more count 
data entries (e.g., from one or more count algorithms). The 
difference between the estimated-clean-cycles-until-full- 
from-empty and one or more count data entries may be 
referred to as the estimated-cleaning-cycles-remaining-be- 
fore full. 

The one or more waste drawer status algorithms may 
instruct one or more processors to calculate an estimated 
percentage of fullness of a waste drawer, estimated percent- 
age of capacity remaining, or both. To calculate the esti- 
mated percentage of fullness, the one or more waste drawer 
status algorithms may instruct one or more processors to 
calculate the percentage or ratio of the one or more count 
data entries relative to the estimated-clean-cycles-until-full- 
from-empty. To calculate the estimated percentage of capac- 
ity remaining within a waste drawer, one or more waste 
drawer status algorithms may instruct one or more proces- 
sors to calculate the percentage or ratio of the estimated 
cleaning cycles remaining before full relative to the esti- 
mated-clean-cycles-until-full-from-empty. 

The one or more waste drawer status algorithms may 
instruct one or more processors to calculate an amount of 
time remaining before a waste drawer may be full (e.g., each 
the-estimated-clean-cycles-until-full-from-empty). The one 
or more waste drawer status algorithms may instruct one or 
more processors to determine an average time between 
cleaning cycles. The one or more waste drawer status 
algorithms may instruct one or more processors to calculate 
an average time between cleaning cycles for completed 
clean cycle data entries. The one or more waste drawer status 
algorithms may instruct one or more waste drawer status 
algorithms to calculate an estimated amount of time remain- 
ing before a waste drawer is full by multiplying an average 
time between cleaning cycles with the estimated cleaning 
cycles remaining before full. 

One or more algorithms may include one or more animal 
health algorithms. The one or more animal health algorithms 
may function to detect a change in waste behavior of an 
animal, alert a user of a change in waste behavior of an 
animal, or both. The one or more animal health algorithms 
may be accessible by one or more controllers, processors, or 
both. The one or more animal health algorithms may be 
located within the litter device, remote from the litter device, 
or both. The one or more animal health algorithms may 
instruct one or more processors to alert a user of any waste 
patterns outside of one or more weekly, monthly, and/or 
yearly trends of waste patterns. A waste pattern may include 
a single occurrence or a plurality of occurrences. A waste 
pattern may include an average of a plurality of occurrences. 
The trends of waste patterns may include average time 
between cleaning cycles, average cleaning cycles until full, 
the like, or any combination thereof. The one or more animal 
health algorithms may instruct one or more processors to 
identify a user of waste patterns which deviate from one or 
more trends of waste patterns. One or more deviations may 
be referred to as one or more waste patterns which fall 
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outside of a mean, variance, standard deviation, or a com- 
bination thereof relative to one or more trends of waste 
patterns. The one or more animal health algorithms may 
instruct one or more processors to interpret one or more 
deviations, relay one or more interpreted deviations to one 
or more user interfaces or both. Interpreting a deviation may 
include interpreting a deviation of a waste pattern into an 
actual animal behavior. 

Interpreting a deviation in the average time elapsed 
between cleaning cycles may include applying a waste 
frequency rule by one or more processors. A waste fre- 
quency rule may instruct one or more processors that a 
deviation above an average time between cleaning cycles 
may be interpreted by one or more processors onto a user 
interface as an increase in time between utilizing the litter 
device, may suggest an animal may not be drinking and/or 
eating enough, may suggest waste habits of an animal are 
less frequent than usual, the like, or a combination thereof. 
A waste frequency rule may instruct one or more processors 
that a deviation below an average time between cleaning 
cycles may be interpreted by one or more processors onto a 
user interface as a decrease in time between utilizing the 
litter device, may suggest an animal may is drinking and/or 
eating more than usual, may suggest waste habits of an 
animal are more frequent than usual, the like, or a combi- 
nation thereof. 

Interpreting a deviation in average cleaning cycles until 
full may include applying a drawer full rule by one or more 
processors. A drawer full rule may instruct one or more 
processors that a deviation above an average cleaning- 
cycles-until-full-from empty may be interpreted by one or 
more processors onto a user interface as an increase in time 
between utilizing the litter device, may suggest waste con- 
tents of an animal are smaller in volume than usual, may 
suggest an animal may not be drinking and/or eating enough, 
may suggest waste habits of an animal are less frequent than 
usual, the like, or a combination thereof. A drawer full rule 
may instruct one or more processors that a deviation below 
an average cleaning-cycles-until-full-from-empty may be 
interpreted by one or more processors onto a user interface 
as a decrease in time between utilizing the litter device, may 
suggest waste contents of an animal are larger in volume 
than usual, may suggest an animal may is drinking and/or 
eating more than usual, may suggest waste habits of an 
animal are more frequent than usual, the like, or a combi- 
nation thereof. 

One or more algorithms may include one or more fault 
algorithms. One or more fault algorithms may function to 
detect one or more anomalous conditions based on one or 
more status signals, stop and/or prevent rotation of a cham- 
ber based on one or more status signals, prevent execution 
of one or more cleaning cycles based on one more status 
signals, communicate one or more anomalous conditions to 
a user interface, or any combination thereof. One or more 
fault algorithms may be accessible by one or more control- 
lers, processors, or both. One or more fault algorithms may 
be stored within the litter device, remote from the litter 
device, or both. Storage of one or more fault algorithms 
within litter device, such as a controller of the litter device, 
may allow for one or more processors to stop and/or prevent 
rotation of a chamber, prevent execution of one or more 
cleaning cycles, or both without the litter device being 
connected to a system. The one or more fault algorithms may 
instruct one or more processors to transmit one or more fault 
conditions, warnings, or the like to one or more storage 
mediums, databases, or both. The one or more fault condi- 
tions may be stored within one or more storage mediums, 
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databases, or both for a predetermined period of time. The 
one or more fault conditions may be stored for a period of 
about 1 day or greater, 5 days or greater or even 2 weeks or 
greater. The one or more fault conditions may be stored for 
a period of about 5 years or less, about 3 years or less, or 
even about 1 year or less. The one or more fault algorithms 
may receive one or more signals from one or more sensors. 
The presence, absence, change, or combination thereof of 
one or more signals from one or more sensors may indicate 
the presence of an anomalous condition. The one or more 
fault algorithms may be configured to receive one or more 
signals via one or more processors (e.g., controller) from one 
or more mass sensors, interlock sensors, pinch detectors, 
position sensors, motor sensors, or any combination thereof. 
The one or more fault algorithms may include one or more 
mass fault algorithms, pinch fault algorithms, interlock fault 
algorithms, position fault algorithms, motor fault algo- 
rithms, power fault algorithms, or any combination thereof. 

The one or more fault algorithms may include one or more 
mass fault algorithms. The one or more mass fault algo- 
rithms may function to detect the presence of an animal 
within the litter device, detect a mass over a predetermined 
mass of the litter device, stop and/or prevent rotation of a 
chamber, prevent execution of a cleaning cycle, or any 
combination thereof. The one or more mass fault algorithms 
may be executed by one or more processors. One or more 
mass fault algorithms may be executed upon receipt of one 
or more mass signals from one or more mass sensors. The 
one or more mass fault algorithms may instruct the one or 
more processors to interpret one or more mass signals 
received from one or more mass sensors. Interpreting a mass 
signal may include converting the mass signal to a mass 
value (e.g., grams, kilograms, pounds, etc). The one or more 
mass fault algorithms may instruct the one or more proces- 
sors to compare a mass signal, mass status signal, or both to 
one or more predetermined masses. The algorithm may 
include one or more predetermined masses stored therein. 
The one or more mass fault algorithms may instruct one or 
more processors to apply one or more mass rules. The one 
or more mass rules may include stopping and/or preventing 
rotation of a chamber, preventing execution of one or more 
cleaning cycles, or both if the mass signal, mass status signal 
or both indicate a mass greater than the predetermined mass. 
One or more mass rules may include instructing one or more 
processors to prevent rotation of one or more motors if a 
mass signal, mass status signal, or both are over a prede- 
termined mass. The one or more mass rules may include 
instructing one or more processors to transmit the mass 
signal, mass status signal, mass fault, or a combination 
thereof to a user interface. A user may be able to refer to a 
graphic user interface (e.g., interface on litter device, inter- 
face of mobile computing device, etc.) to see a notification 
that the mass of the device is over the predetermined mass. 
Auser may receive a notification via a graphic user interface 
that the mass of the device is over the predetermined mass. 

The one or more fault algorithms may include one or more 
interlock fault algorithms. The one or more interlock fault 
algorithms may function to detect removal of a bonnet from 
a support base, stop and/or prevent rotation of a chamber, 
prevent execution of a cleaning cycle, or any combination 
thereof. The one or more interlock fault algorithms may be 
executed by one or more processors. One or more interlock 
fault algorithms may be executed upon receipt, change in, 
and/or absence of one or more interlock signals from one or 
more interlock sensors. The one or more fault algorithms 
may instruct one or more processors to interpret one or more 
interlock signals received from one or more interlock sen- 
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sors. The one or more fault algorithms may instruct one or 
more processors to convert an interlock signal to an inter- 
lock status signal. The one or more fault algorithms may 
instruct one or more processors to apply one or more 
interlock rules. The one or more interlock rules may include 
stopping and/or preventing rotation of a chamber, preventing 
execution of one or more cleaning cycles, or both if one or 
more interlock signals, status signals, or both indicate a 
bonnet has been removed from a support base. One or more 
interlock rules may include instructing one or more proces- 
sors to prevent rotation of one or more motors if an interlock 
signal, status signal, or both indicate a bonnet has been 
removed from a support base. The one or more interlock 
rules may include instructing one or more processors to 
transmit the interlock signal, status signal, interlock fault, or 
a combination thereof to a user interface. A user may be able 
to refer to a graphic user interface (e.g., interface on litter 
device, interface of mobile computing device, etc.) to see a 
notification that the bonnet of a device has been discon- 
nected from the support base. A user may receive a notifi- 
cation via a graphic user interface that a bonnet of a device 
has been disconnected from a support base. 

The one or more fault algorithms may include one or more 
pinch fault algorithms. The one or more pinch fault algo- 
rithms may function to detect the presence of one or more 
pinch conditions, stop and/or prevent rotation of a chamber, 
prevent execution of a cleaning cycle, or any combination 
thereof. The one or more pinch fault algorithms may be 
executed by one or more processors. One or more pinch fault 
algorithms may be executed upon receipt, change in, and/or 
absence of one or more pinch signals from one or more 
pinch detectors. The one or more pinch algorithms may 
instruct one or more processors to interpret one or more 
pinch signals received from one or more pinch detectors. 
The one or more pinch algorithms may instruct one or more 
processors to convert a pinch signal to a pinch status signal. 
The one or more fault algorithms may instruct one or more 
processors to apply one or more pinch rules. The one or 
more pinch rules may include stopping and/or preventing 
rotation of a chamber, preventing execution of one or more 
cleaning cycles, or both if one or more pinch signals, status 
signals, or both indicate the presence of a pinch condition 
with the litter device. One or more pinch rules may include 
instructing one or more processors to prevent rotation of one 
or more motors if a pinch signal, status signal, or both 
indicate the presence of a pinch signal. The one or more 
pinch rules may include instructing one or more processors 
to transmit the pinch signal, status signal, pinch fault, or a 
combination thereof to a user interface. A user may be able 
to refer to a graphic user interface (e.g., interface on litter 
device, interface of mobile computing device, etc.) to see a 
notification that a pinch condition is present, where the pinch 
condition is detected, or both. A user may receive a notifi- 
cation via a graphic user interface that a pinch condition is 
present. 

The one or more fault algorithms may include one or more 
position fault algorithms. The one or more position fault 
algorithms may function to detect when a chamber is out of 
position, return a chamber into a proper position, return a 
chamber into a home position, stop and/or prevent rotation 
of a chamber, prevent execution of a cleaning cycle, or any 
combination thereof. Out of position may include a chamber 
not reaching or moving out of home position, an empty 
position, or both during one or more cleaning cycles. One or 
more suitable positions of a chamber are discussed in U.S. 
Pat. Nos. 8,757,094; and 9,433,185, which are incorporated 
herein. The one or more position algorithms may be 
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executed by one or more processors. One or more position 
fault algorithms may be executed upon receipt, change in, 
and/or absence of one or more position signals from one or 
more position sensors. The one or more position fault 
algorithms may instruct one or more processors to interpret 
one or more position signals received from one or more 
position sensors. The one or more position fault algorithms 
may instruct one or more processors to convert a position 
signal to a position status signal. The one or more position 
fault algorithms may instruct one or more processors to 
apply one or more position rules. The one or more position 
rules may include stopping and/or preventing rotation of a 
chamber, preventing execution of one or more cleaning 
cycles, initiating rotation of a chamber to a home position, 
initiating rotation of a chamber to an empty position, restart- 
ing a cleaning cycle, or any combination thereof based on 
one or more position signals, status signals, or both indicat- 
ing a chamber out of an intended position. One or more 
position rules may include instructing one or more proces- 
sors to prevent rotation, initiate rotation, or both of one or 
more motors if a position signal, status signal, or both 
indicate a chamber is out of an intended position. The one or 
more position rules may include instructing one or more 
processors to transmit the position signal, status signal, 
position fault, or a combination thereof to a user interface. 
A user may be able to refer to a graphic user interface (e.g., 
interface on litter device, interface of mobile computing 
device, etc.) to see a notification that a position fault is 
present, in what position a chamber may be stuck in or 
prevented from moving into, or both. A user may receive a 
notification via a graphic user interface that a position fault 
is present. 

The one or more fault algorithms may include one or more 
motor fault algorithms. The one or more motor fault algo- 
rithms may function to detect a motor is over torque, stalled, 
non-functional, over-heating, the like, or a combination 
thereof; stop and/or prevent rotation of a chamber, prevent 
execution of a cleaning cycle, or any combination thereof. 
The one or more motor fault algorithms may be executed by 
one or more processors. One or more motor fault algorithms 
may be executed upon receipt of one or more motor signals 
from one or more motor sensors. The one or more motor 
fault algorithms may instruct the one or more processors to 
interpret one or more motor signals received from one or 
more motor sensors. Interpreting a motor signal may include 
converting the motor signal to a motor status signal. Inter- 
preting a motor signal may include comparing a motor status 
signal to one or more predetermined motor faults. The 
algorithm may include one or more predetermined motor 
faults stored therein. The one or more motor fault algorithms 
may instruct one or more processors to apply one or more 
motor rules. The one or more motor rules may include 
stopping and/or preventing rotation of a chamber, preventing 
execution of one or more cleaning cycles, or both. One or 
more motor rules may include stopping and/or preventing 
rotation of a chamber, preventing execution of one or more 
cleaning cycles, or both if one or more motor status signals 
match one or more predetermined motor faults. The one or 
more motor rules may include instructing one or more 
processors to transmit the motor signal, motor status signal, 
motor fault, or a combination thereof to a user interface. A 
user may be able to refer to a graphic user interface (e.g., 
interface on litter device, interface of mobile computing 
device, etc.) to see a notification of a motor fault. A user may 
receive a notification via a graphic user interface of the 
presence of a motor fault. 
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The one or more fault algorithms may include one or more 
power fault algorithms. The one or more power fault algo- 
rithms may function to notify a user that a litter device is not 
receiving a power supply, is offline (e.g., disconnected from 
a system and/or network), or both. The one or more power 
fault algorithms may be executed by one or more processors. 
The one or more processors may be located remote from the 
litter device, within the litter device, or both. A processor 
remote from the litter device may be advantageous in 
continuing to function when the litter device does not have 
power, is offline, or both. The one or more power fault 
algorithms may be executed upon the absence of one or 
more signals from one or more processors of a litter device. 
The one or more power fault algorithms may be executed 
upon the absence of any or all signals from one or more 
processors of a litter device. The one or more power fault 
algorithms may instruct one or more processors to transmit 
a power signal, power fault, or both to a user interface. A 
user may be able to refer to a graphic user interface (e.g., 
interface of a mobile computing device) to see a notification 
of a power fault. A user may receive a notification via a 
graphic user interface of the presence of a power fault. 

One or more algorithms may include one or more instruc- 
tion algorithms. The one or more instruction algorithms may 
function to relay one or more instruction signals from one or 
more computing devices to the litter device, change one or 
more conditions of a litter device based on one or more 
instruction signals, initiate one or more operations of the 
litter device, or any combination thereof. A user may provide 
one or more instruction signals via one or more user inter- 
faces. A user interface may include an interface of the litter 
device, mobile computing device, non-mobile computing 
device, or any combination thereof. The use of one or more 
remotely located computing devices may be particularly 
advantageous for providing one or more instruction signals 
via a mobile computing device. Upon selection of one or 
more instruction signals via a user interface, one or more 
instruction algorithms may direct the one or more instruction 
signals to one or more processors. The one or more instruc- 
tion algorithms may reside within one or more processors. 
The one or more instruction algorithms may be accessible 
and/or executable by one or more processors located remote 
from the litter device, within the litter device, or both. The 
one or more instruction algorithms may direct the one or 
more instruction signals to a processor located remote from 
the litter device and then to a processor (e.g., controller) 
located within the litter device. The one or more instruction 
algorithms may direct one or more processors to execute one 
or more operations of the litter device. One or more opera- 
tions of a litter device may include one or more cleaning 
cycles, reset cycles, sleep modes, wait modes, light modes, 
lockout modes, training modes, power modes, reset modes, 
or any combination thereof. One or more instruction algo- 
rithms may include one or more cleaning cycle algorithms, 
reset cycle algorithms, sleep mode algorithms, wait mode 
algorithms, light mode algorithms, lockout mode algo- 
rithms, training mode algorithms, power mode algorithms, 
or any combination thereof. 

One or more instruction algorithms may include one or 
more cleaning cycle algorithms. One or more cleaning cycle 
algorithms may function to initiate one or more cleaning 
cycles. One or more cleaning cycles may include a cleaning 
cycle as described in U.S. Pat. Nos. 8,757,094; and 9,433, 
185, which are incorporated herein. A user may select a 
cleaning cycle instruction via one or more user interfaces. 
Upon selection of a cleaning cycle instruction, one or more 
cleaning cycle algorithms may instruct one or more proces- 
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sors to identify the cleaning cycle instruction as a cleaning 
cycle instruction signal. The one or more cleaning cycle 
algorithms may instruct the one or more processors to direct 
the cleaning cycle instruction signal to a controller of the 
litter device. Upon starting a cleaning cycle, completing a 
cleaning cycle, or both a controller may send one or more 
signals to one or more processors of a status of the cleaning 
cycle. The one or more processors may relay the status of the 
cleaning cycle to one or more user interfaces. A status of a 
cleaning cycle may include confirming receipt of the clean- 
ing cycle instruction by the controller of the litter device, 
initiating a cleaning cycle, progress of a cleaning cycle, 
completion of a cleaning cycle, or any combination thereof. 
One or more instruction algorithms may include one or 
more sleep mode algorithms. One or more sleep mode 
algorithms may function to initiate one or more sleep modes. 
One or more sleep modes may prevent one or more cleaning 
cycles from occurring over a predetermined period of time. 
The predetermined period of time may include a start time, 
end time, duration of time, or any combination thereof. The 
one or more sleep modes may be particularly useful in 
preventing rotation of a chamber. Preventing rotation of a 
chamber may eliminate noise association with rotating a 
chamber, executing a cleaning cycle, or both. Eliminating 
noise may be particularly beneficial, such as when a user, 
infant within the same home as the device, and/or even one 
or more animals within the same home as the device, are 
sleeping or otherwise need a quiet environment. A user may 
select a sleep mode instruction via one or more user inter- 
faces. Upon selection of a sleep mode instruction, one or 
more sleep mode algorithms may instruct one or more 
processors to direct the sleep mode instruction to one or 
more other processors. One or more other processors may 
include a processor within the system, a processor within a 
controller in the device, or both. Upon initiating one or more 
sleep modes, the one or more processors (such as the 
controller), may prevent rotation of the chamber, prevent 
execution of a cleaning cycle, or both for the predetermined 
period of time. Upon starting a sleep mode, in progress of a 
sleep mode, ending of a sleep mode, or any combination 
thereof, a controller may send one or more signals to one or 
more processors regarding a status of the sleep mode. The 
one or more processors may relay the status of the sleep 
mode to the one or more user interfaces. A status of the sleep 
mode may include confirming receipt of the sleep mode 
instruction, initiating a sleep mode, in progress of a sleep 
mode, ending a sleep mode, or any combination thereof. 
One or more instruction algorithms may include one or 
more wait mode algorithms training mode algorithms, or 
both. One or more wait mode algorithms may function to 
initiate one or more wait modes. One or more training mode 
algorithms may function to initiate one or more training 
modes. One or more wait modes, training modes, or both 
may prevent one or more cleaning cycles from occurring for 
a predetermined period of time after waste is eliminated 
from an animal into the chamber, after the absence of an 
animal has been confirmed, or both; adjust the predeter- 
mined period of time; or any combination thereof. The 
predetermined period of time may include one or more 
time-intervals. The predetermined period of time may be 
selected by the user via a user interface. The predetermined 
period of time may be particularly advantageous for use with 
multi-animal households by allowing for more automatic 
and frequent cleaning of the device; an animal suffering one 
or more ailments requiring frequent use of the litter device 
for eliminating waste by allowing for more time between 
cleaning cycles; or both. The predetermined period of time 
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may also be useful while acclimating an animal to the litter 
device, training an animal under the predetermined mass to 
use the litter device, or both. A user may select a wait mode 
instruction via one or more user interfaces. Upon selection 
of a wait mode instruction, training mode instruction, or 
both one or more wait mode algorithms, training mode 
algorithms, or both may instruct one or more processors to 
direct the wait mode instruction, training mode instruction, 
or both to one or more other processors. One or more 
processors may include a processor within the system, 
within a controller of the device, or both. Upon initiating the 
one or more wait modes, training modes, or both the one or 
more processors may edit a predetermined wait period 
within an onboard wait mode algorithm to the predetermined 
period selected by the user. Upon initiating one or more wait 
modes, training modes, or both, one or more processors may 
wait the predetermined period of time after a mass of the 
device has substantially returned to a baseline mass before 
initiating a clean cycle. The edited, predetermined period of 
time may reside within one or more computing devices, 
storage mediums, algorithms, or any combination thereof 
located directly within the litter device. The edited, prede- 
termined period of time may reside within a controller of the 
litter device. The one or more processors may relay the 
status of the wait mode, training mode, or both to the one or 
more user interfaces. A status of the wait mode, training 
mode, or both may include confirming receipt of the wait 
mode instruction, training instruction, or both; initiating of 
a new or edited predetermined period of time; the currently 
selected predetermined period of time; or any combination 
thereof. 

One or more instruction algorithms may include one or 
more light mode algorithms. One or more light mode 
algorithms may function to initiate one or more light modes. 
One or more light modes may include one or more lights of 
the litter device being powered on, powered off, or both. A 
user may select a light mode instruction via one or more user 
interfaces. Upon selection of a light mode instruction, one or 
more light mode algorithms may instruct one or more 
processors to identify the light mode instruction as a light 
mode instruction signal. The one or more light mode algo- 
rithms may instruct one or more processors to direct the light 
mode instruction signal to a controller of the litter device. 
Upon starting a light mode, powering on one or more lights, 
powering off one or more lights; or any combination thereof 
the one or more algorithms may instruct one or more 
processors to send one or more signals related to a status of 
the light mode to one or more other processors, a user 
interface, or both. A status of a light mode may include 
confirming receipt of the light mode algorithm, the mode of 
one of more lights (e.g., power on, power off, or both), or a 
combination thereof. 

One or more instruction algorithms may include one or 
more lockout mode algorithms. One or more lockout mode 
algorithms may function to initiate one or more lockout 
modes. One or more lockout modes may include panel 
accessible, panel locked out, or both. Panel accessible may 
mean that a user interface located on the litter device may be 
operable to change one or more settings (e.g., algorithms) 
stored within the device, the system, or both. Panel locked 
out may mean that a user interface located on the litter 
device is temporarily disconnected from one or more pro- 
cessors, such one or more controllers, such that any inputs 
do not have an impact on any settings (e.g., algorithms). A 
user may select one or more lockout mode instructions via 
a user interface remote from and/or affixed to the litter 
device. The one or more lockout mode algorithms may 
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instruct one or more processors to direct a lockout mode 
instruction signal to a controller of the litter device. The one 
or more lockout modes algorithms may instruct one or more 
controllers of the device to allow receipt of user inputs via 
a user interface on the device (e.g., accessible), prevent 
receipt of user inputs via a user interface on the device (e.g., 
locked out), or both. Upon starting a lockout mode, one or 
more algorithms may instruct one or more processors to 
send one or more signals related to a status of the lockout 
mode to one or more other processors, user interfaces, or 
both. A status of a lockout mode may include confirming 
receipt of the lock mode instruction, the actual lockout mode 
of the litter device, or both. 

One or more instruction algorithms may include one or 
more power mode algorithms. One or more power mode 
algorithm may function to initiate one or more power modes. 
One or more power modes may include the litter device 
being powered on, powered off, placed into hibernation 
mode, connected to a system and/or network, disconnected 
from a system and/or network, or any combination thereof. 
A.user may select one or more power mode instructions via 
a user interface remote from and/or affixed to the litter 
device. The one or more power mode algorithms may 
instruct one or more processors to direct a power mode 
instruction signal to a controller of the litter device. The one 
or more power mode algorithms may instruct one or more 
controllers of the device to power the device on or off, place 
the device into a hibernation mode, connect the device to a 
network and/or system; disconnect the device from a net- 
work and/or system; or any combination thereof. Upon 
starting a power mode, one or more power mode algorithms 
may instruct one or more processors to send one or more 
signals related to a status of the power mode to one or more 
other processors, user interfaces, or both. A status of a power 
mode may include confirming receipt of a power mode 
instruction, initiating of a change in power mode, complet- 
ing a change in a power mode, a real-time power mode of 
the litter device, or any combination thereof. 


ILLUSTRATIVE EMBODIMENT(S) 


FIG. 1 illustrates a system 10 for operating an automated 
litter device 12. The litter device 12 includes a chamber 14 
and a waste drawer 16. The litter device 12 also includes a 
controller 18 and a communication module 20. The control- 
ler 18 and communication module 20 may be located 
internally within the litter device 12, such as within a base 
15. The system 10 further includes a user interface 22. The 
user interface 22 is part of a graphic user interface of a 
mobile computing device 24. A user interface 22 may also 
be incorporated into the litter device 12. The system 10 may 
include one or more communication hubs 21. The commu- 
nication hubs 21 may include a router 25 and antenna tower 
23. The system 10 may incorporate a network 19, such as the 
Internet. The system 10 further includes an interaction 
interface 26. The interaction interface 26 is in the form of an 
application programming interface (API) 27. The commu- 
nication module 20 is able to communicate with the inter- 
action interface 26 through the user interface 22 or via a 
dispatch interface 28. The dispatch interface 28 is in com- 
munication with the interaction interface 26 and the com- 
munication module 20. The interaction interface 26 is also in 
communication with an authentication portal 30. 

FIG. 1 may present a working example of how the system 
10 may allow for the automated litter device 12 to commu- 
nicate with a user interface 22 and vice-versa. The mobile 
computing device 24 may connect with the automated litter 
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device 12 directly and wirelessly or indirectly. A direct and 
wireless connection between the mobile computing device 
24 and the litter device 12 may be established using User 
Datagram Protocol (UDP) and/or Bluetooth Low Energy 
(BLE) protocol. This type of direct and wireless connection 
may be useful when first setting up and onboarding the 
automated litter device 12 into an overall network, such as 
the system 10 of FIG. 1. The mobile computing device 24 
may then be in wireless communication with the Internet 19 
either via a router 25 or an antenna tower 23. The automated 
litter device 12 may be in wireless communication with the 
Internet 19 via a router 25. Although it is shown that the 
mobile computing device 24 and the litter device 12 are 
sharing the router 25, they may each connect to the Internet 
19 via separate routers 25, such as when the mobile com- 
puting device 24 is in a different facility than the litter device 
12. The litter device 12 may be in wireless communication 
with the dispatch interface 28 using user datagram protocol 
(UDP), message queueing telemetry transport (MQTT) pro- 
tocol, or both, such as over the Internet 19. The mobile 
computing device 24 may be in wireless communication to 
the interaction interface 26 over the Internet 19. The mobile 
computing device 24 may be in communication with the 
interaction interface 26 using a representation state transfer 
protocol (REST). The interaction interface 26 may also use 
REST protocol to communicate with the dispatch interface 
28. The interaction interface 26 may additionally be in 
communication with an authentication portal 30. The inter- 
action interface 26 may use simple object access protocol 
(SOAP) to communicate with the authentication portal 30. 

FIG. 2 illustrates an automatic litter device 12. The litter 
device 12 includes a chamber 14. A bonnet 32 is located 
around a portion of the chamber 14. An opening 34 is formed 
in the chamber 14. Inside the chamber 14 is a septum 36. A 
bezel 38 surrounds the opening 22. The bezel 38 includes a 
user interface 22. The bezel 38 is affixed to the base 15. The 
base includes a base frame 40. Located within and remov- 
able from the base frame 40 is a waste drawer 16. The waste 
drawer 16 includes a step 42. 

FIG. 3 illustrates a sensing range within an automatic 
litter device 12. The device 12 includes a chamber 14 
supported by a base 15. The chamber 14 includes an axis of 
rotation AR. During a cleaning cycle, the chamber 14 rotates 
about the axis of rotation AR. During the cleaning cycle, a 
waste opening 58 of the chamber 14 aligns with a bin 
interior 50 of the waste drawer 16 to allow waste to transfer 
from within an interior of the chamber 14 into a bin interior 
50 of the waste drawer 16. The chamber 14 is tilted such that 
the axis of rotation AR is not parallel to a rest surface 82 
upon which the litter device 12 rests on. The axis of rotation 
AR forms an angle a with vertical which is represented by 
a vertical plane VP. The axis of rotation AR forms an angle 
6 with a horizontal plane HP substantially parallel to a 
surface 44. The opening 34 extends along an opening plane 
OP. The opening plane OP forms an angle © with the vertical 
plane VP. 

The litter device 12 includes one or more sensors 46. Due 
to the tilt of the chamber 14, one or more sensors 46 affixed 
to the bezel 38 at the opening 34 are able to sense one or 
more conditions within the litter device 12. Specifically, due 
to the tilt of the chamber 14, the one or more sensors 46 are 
aligned with litter 5 (within the chamber 14) and a bin 
interior 50 of a waste drawer 16. The one or more sensors 46 
may be one or more laser sensors 52. The one or more laser 
sensors 52 may include one or more cone lasers. For 
example, two wide cone lasers and a one narrow cone laser 
may be used together. The one or more sensors 52 may be 
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able to measure a distance, displacement, and/or even posi- 
tion within the chamber 12, within the bin interior 50 of a 
waste drawer 16, or both. One or more of the sensors 46 have 
an animal presence sensing range 54. The animal presence 
sensing range 54 covers a majority of an upper surface of the 
litter 48 within the chamber. One or more of the sensors 46 
which provide the animal presence sensing range 104 are 
able to sense or detect the presence of an animal within the 
chamber 14. The one or more sensors 46 which provide the 
animal presence sensing range 54 may be one or more cone 
laser sensors, such as two wide cone laser sensors or even 
the combination of two wide cone laser sensors and one 
narrow cone laser sensor. The one or more sensors 46 have 
a waste level sensing range 56. Those sensors 46 associated 
with the waste level sensing range 56 may be referred to as 
waste drawer sensors 46a. The waste level sensing range 56 
is able to cover a surface area within a bin interior 50 of a 
waste drawer 16. The one or more sensors 46 which provide 
the waste level sensing range 56 have the “line of sight” 
aligned with the bin interior 50 when a waste opening 58 is 
rotated during a cleaning cycle such that the waste opening 
58 exposes the bin interior 50. This line of sight alignment 
is a result of the tilt of the chamber 14 relative to the vertical 
plane VP. If the chamber 14 were to have its axis of rotation 
AR aligned with horizontal plane HP, the sensors 46 would 
have a sensing range looking across the opening 34 as 
opposed to into the chamber 14. The one or more sensors 46 
which provide the waste level sensing range 56 may include 
a single narrow cone laser sensor. In addition to sensing the 
presence of an animal within the chamber 14, waste or a 
waste level within the bin interior 50, the one or more 
sensors 52 may also provide position sensing of the chamber 
14 before, during, and/or after a cleaning cycle. 

The base 15 also includes both the controller 18 and 
communication module 20. As an alternative, the controller 
18 and/or the communication module 20 could also be 
located on the chamber 14 or part of the bezel 38. Such as 
in the same or proximate to the one or more sensors 46. FIG. 
4 illustrates a clean cycle count process 100. During the 
clean cycle count process 100, one or more waste drawer 
algorithms 101 ofa litter device 12 (not shown) are executed 
to calculate a clean cycle count. The process 100 starts 102 
with a current clean cycle count set at zero 104. The clean 
cycle count is set at zero 104 as a waste drawer 16 (not 
shown) of the litter device 12 (not shown) has not yet been 
used or has just been emptied. An animal enters a chamber 
14 (not shown) of the litter device 12 (not shown) and 
excretes waste, then exits the chamber 106. Upon exiting the 
chamber 14 (not shown), a cleaning cycle of the litter device 
12 (not shown) is initiated 108 such that the waste is 
transferred from the chamber 14 (not shown) to the waste 
drawer 16 (not shown). After a cleaning cycle occurs 108, 
the current clean cycle count is aggregated by one to 
calculate an updated current clean cycle count 110. One or 
more waste drawer sensors 46a (not shown) monitor a level 
of waste 112 within the waste drawer 16 (not shown). If the 
one or more waste drawer sensors 46a (not shown) do not 
detect the waste drawer is full 114, there is no notification 
116 provided to a user via a user interface 24 (not shown) 
that the waste drawer 16 (not shown) is full. If one or more 
waste drawer sensors 46a do not detect the waste drawer 16 
(not shown) being full, the litter device 12 (not shown) is 
able to continue to be used by an animal (e.g., back to step 
106) and the clean cycle count increases by one for each 
cleaning cycle executed (e.g., back to steps 108, 110, and 
112). If one or more waste drawer sensors 46a (not shown) 
detect the waste drawer 16 (not shown) is full 118, a 
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notification is provided 120 via a user interface 24 (not 
shown) indicating the waste drawer 16 (not shown) is 
getting full, almost full, or even full of waste. 

After the waste drawer full notification is provided 120, 
the one or more waste drawer algorithms of the clean cycle 
count process 100 awaits the next cleaning cycle 122. After 
a subsequent cleaning cycle 122, the waste drawer algorithm 
determines if one or more waste drawer sensors 46a (not 
shown) still detect 124 a waste drawer 16 (not shown) being 
full or if the one or more waste drawer sensors 46a (not 
shown) no longer sense a getting full, almost full, or even 
full amount of waste within the waste drawer 16 (not 
shown). If the one or more waste drawer sensors continue to 
detect the waste drawer is full 126, the waste drawer 
algorithm then seeks to determine if a certain number of 
pre-determined cleaning cycles have occurred after the one 
or more waste drawer sensors 46a (not shown) initially 
sensed the waste drawer 16 (not shown) as being full 128. 
If the number of cleaning cycles is below the number of 
pre-determined cleaning cycles 130, the litter device 12 (not 
shown) is able to continue to be used by an animal (e.g., 
back to 106), cleaning cycle continues to occur (e.g., repeat 
108), and the cleaning cycle may continue to increase by one 
per cleaning cycle executed (e.g., repeat 110, 112). If the 
number of cleaning cycles is at or above the pre-determined 
cleaning cycles 132, a cleaning cycle of the litter device 12 
(not shown) is prevented 134. Cleaning cycles of the litter 
device continue to be prevented until the waste drawer is 
emptied 136. Once the waste drawer 16 (not shown) is 
emptied 138, a cleaning cycle is allowed to occur 122 and 
the one or more waste drawer algorithms sense the occur- 
rence of the cleaning cycle 122 and the absence of the waste 
drawer sensors 46a (not shown) sensing the waste drawer 16 
(not shown)being full 124, 126. 

Typically, there are two circumstances when after a waste 
drawer full notification 120 and a cleaning cycle 122 occurs, 
the waste drawer full condition is no longer detected 140. 
These two conditions include: 1) a user emptying the waste 
drawer 16 (not shown), or 2) the user moving waste contents 
within a waste drawer 16 (not shown) such that the one or 
more waste drawer sensors 46a (not shown) no longer sense 
the waste drawer 16 (not shown) being full. 

After a cleaning cycle is sensed 122 and one or more 
waste drawer sensors 46a (not shown) no longer sense the 
waste drawer 16 (not shown) being full, an empty confir- 
mation 142 is displayed on a reset interface 22. The reset 
interface 22 may be part of one or more user interfaces 22 
(not shown). The reset interface 22 requests a user input 
confirming if the waste drawer 16 (not shown) has been 
emptied. A user may affirmatively respond that a waste 
drawer 16 (not shown) has been emptied 146. When a user 
affirmatively responds the waste drawer 16 (not shown) has 
been emptied 146, the one or more waste drawer algorithms 
convert the current clean cycle count into a completed clean 
cycle count 148. The completed clean cycle count is then 
stored within one or more storage mediums as the most 
recent completed clean cycle count data entry 150. Once the 
completed clean cycle count is stored 150, the current clean 
cycle count is reset to zero 152. 

A user may not respond via the reset interface 22 (not 
shown), such as by ignoring the empty confirmation 154. If 
a user does not respond to the empty confirmation 154, the 
current clean cycle count is temporarily stored as a com- 
pleted clean cycle count data entry 156. A second current 
clean cycle count begins at one 158. As the litter device 12 
(not shown) is used by an animal 160 and a cleaning cycle 
occurs 162, the second current clean cycle is increased by 
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one to create an updated second clean cycle count 164. Once 
one or more waste drawer sensors 46a (not shown) sense 
166 the waste drawer 16 (not shown) is partially full, getting 
full, or is full 168, the one or more waste drawer algorithms 
may aggregate the completed clean cycle count data entry 
with the current second clean cycle count to calculate a new, 
current cycle count 170. Additionally, once a new, current 
cycle count is calculated 170, one or more waste drawer full 
notifications are provided (e.g., back to 120). As long as the 
one or more waste drawer sensors 46a (not shown) do not 
sense the waste drawer 16 (not shown) being full 172, an 
animal is able to continue using (e.g., back to 160) the litter 
device 12 (not shown), cleaning cycles continue to occur 
162, and the second clean cycle count continues to be 
updated 164 until the second clean cycle count 174 reaches 
a predetermined second clean cycle count maximum 176. 
Upon reaching a predetermined second clean cycle count 
maximum 174 without one or more waste drawer sensors 
46a (not shown) detecting the waste drawer 16 (not shown) 
is full, the initial (e.g., temporarily stored) completed clean- 
ing cycle count is stored as the most recent completed clean 
cycle count data entry 178. The current, second clean cycle 
count is then converted into the new, completed clean cycle 
count 180. Cleaning cycles (e.g., back to 108) are allowed to 
continue to occur after use of the litter device by an animal 
(e.g., back to 106). 

FIG. 5 illustrates a process of executing one or more 
waste drawer status algorithms 200 to determine a waste 
drawer status 202. The one or more waste drawer status 
algorithms 200 first identify if there is a recent completed 
clean cycle data entry 204 (e.g, stored within a storage 
medium). If there is 206, the one or more waste drawer 
status algorithms 200 retrieve the entry 208 as the first clean 
cycle count 214. If there is not a recent completed clean 
cycle data entry 210, the one or more waste drawer status 
algorithms 200 retrieve a default, pre-determined clean 
cycle count 212 as the first clean cycle count 214. The one 
or more waste drawer status algorithms similarly, look for a 
second 204a, third 2044, fourth 204c (and so on) most recent 
completed clean cycle data entry to retrieve the second, 
third, fourth (and so on) clean cycle counts 214a, 214d, 
214c. Although the example provides for four most recent 
completed clean cycle data entries, this is only exemplary. 
The one or more waste drawer status algorithms 200 then 
automatically calculate the average cleaning cycle counts to 
determine an average cleaning-cycles-until-full 216. The 
one or more waste drawer status algorithms 200 then com- 
pare a current clean cycle count (such that displayed in FIG. 
4) to the average cleaning-cycles-until-full 218. By compar- 
ing, the one or more waste drawer status algorithms 200 
automatically calculate and estimate a waste drawer status 
202. The waste drawer status 202 may include one or more 
of the following: cleaning cycles remaining before waste 
drawer is full, a percentage of fullness of a waste drawer, a 
time remaining before the waste drawer is full, the like, or 
a combination thereof. Additionally, the new, calculated 
average of cleaning cycles until full 216 may become the 
new pre-determined cycle count 220. 

FIG. 6 illustrates a process of calculating an average 
cleaning-cycles-until-full and updating the default, pre-de- 
termined cycle count 300. When the litter device 12 (not 
shown) has not yet been used or has not yet been full, the 
waste drawer status algorithms 101 (such as illustrated in 
FIG. 4) may use a default, predetermined cycle count 301a-d 
to calculate an average cleaning cycles until full 302. As 
illustrated in the example, 36 cleaning cycles are assumed. 
In other words, it is initially estimated that the waste drawer 
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16 (not shown) will reach a full level of waste when 36 
cleaning cycles have occurred. After the waste drawer has 
reached full status for the first time and been emptied 303 
(such as shown in FIG. 4), the one or more waste drawer 
algorithms 101 may replace a count 301a@ with the actual 
count of completed cycles until the waste drawer reaches a 
full level 304a. As can be seen, Count 1 is converted to the 
actual number of completed cycles. The average of Counts 
1 to 4 is calculated (such as shown in FIG. 5) and the average 
becomes the new default, pre-determined cycle count 302. 
The average may be rounded up or down to the nearest 
whole number (not shown). The average 302 also becomes 
the new average cleaning-cycles-until-full 305 and thus 
default, predetermined cycle count 301c-d. The process is 
repeated after each time a waste drawer is full and then 
emptied (as shown in FIG. 4), until all of the counts 
represent actual cleaning-cycles-until-full 304a-d, as 
opposed to requiring a default, pre-determined cycle count 
301a-d, 305. In this example, there are four counts which 
initially use the default, pre-determined cycle count. Thus, 
after have a waste drawer full status detected and emptying 
the waste drawer four times, all of the counts represent the 
actual number of cleaning-cycles-until-full 304a-d and no 
longer require the use of the default, pre-determined cycle 
count 301a-d, 305. 

FIG. 7 illustrates a user interface 22, such as that of a 
mobile computing device 24. The user interface 22 includes 
displays a waste drawer status 202. The waste drawer status 
202 as displayed is a level of fullness of a waste drawer (e.g., 
bin) 202a. The user interface 22 also includes an instruction 
button 60. The instruction button 60 is specifically a clean- 
ing cycle instruction button 62. The cleaning cycle instruc- 
tion button 62 allows for a user to initiate a cleaning cycle 
of the device 12 (not shown). 

FIG. 8 illustrates a user interface 22. The user interface 22 
displays a waste drawer status 202. The waste drawer status 
202 as displayed is an average number of cleaning cycles per 
day 2026 of the automated litter device 12 (not shown), the 
total cleaning cycles per month 202c of the automated litter 
device 12 (not shown), and an overall chart showing the 
cleaning cycles over a month time period 202d. Although a 
month is shown, the time period may be shown in weeks, 
days, years, and the like. 

FIG. 9 illustrates a user interface 22. The user interface 22 
displays a plurality of instruction buttons 60. The instruc- 
tions buttons 60 include a sleep mode menu button 62, a wait 
time menu button 64, a light button 66, a lockout button 68, 
and a power button 70. The plurality of instruction buttons 
60 may each allow for causing of one or more operations of 
the automated litter device 12. Upon selecting an instruction 
button 60, one or more instruction algorithms may be 
executed to change the one or more operations or conditions 
of the device 12. The sleep mode menu button 62 may allow 
for entering or exiting a sleep mode of the device 12. The 
wait time menu button 64 may allow for setting of a wait 
time for wait mode of the device 12. The light button 66 may 
allow for changing a light mode of the device 12. The 
lockout button 68 may allow for enabling or disabling a 
lockout mode of the device 12. The power button 70 may 
allow for changing the power mode of the device 12. 

FIG. 10 illustrates a user interface 22. The user interface 
22 is within a sleep menu 72. The sleep menu 72 may be 
accessed by a sleep menu button 64 such as illustrated in 
FIG. 9. The sleep menu 72 allows for a user to configure one 
or more sleep modes of a remotely located automated litter 
device 12 (such as shown in FIG. 2). 
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FIG. 11 illustrates a user interface 22. The user interface 
22 displays one or more conditions 74 of a remotely located 
automated litter device 12 (such as shown in FIG. 2). The 
one or more conditions 74 can include a pinch condition 76 

Any numerical values recited in the above application 
include all values from the lower value to the upper value in 
increments of one unit provided that there is a separation of 
at least 2 units between any lower value and any higher 
value. These are only examples of what is specifically 
intended and all possible combinations of numerical values 
between the lowest value, and the highest value enumerated 
are to be considered to be expressly stated in this application 
in a similar manner. Unless otherwise stated, all ranges 
include both endpoints and all numbers between the end- 
points. 

The terms “generally” or “substantially” to describe angu- 
lar measurements may mean about +/-10° or less, about 
+/-5° or less, or even about +/-1° or less. The terms 
“generally” or “substantially” to describe angular measure- 
ments may mean about +/-0.01° or greater, about +/-0.1° or 
greater, or even about +/-0.5° or greater. The terms “gen- 
erally” or “substantially” to describe linear measurements, 
percentages, or ratios may mean about +/-10% or less, about 
+/-5% or less, or even about +/-1% or less. The terms 
“generally” or “substantially” to describe linear measure- 
ments, percentages, or ratios may mean about +/-0.01% or 
greater, about +/-0.1% or greater, or even about +/-0.5% or 
greater. 

The term “consisting essentially of’ to describe a com- 
bination shall include the elements, ingredients, compo- 
nents, or steps identified, and such other elements ingredi- 
ents, components or steps that do not materially affect the 
basic and novel characteristics of the combination. The use 
of the terms “comprising” or “including” to describe com- 
binations of elements, ingredients, components, or steps 
herein also contemplates embodiments that consist essen- 
tially of the elements, ingredients, components, or steps. 

Plural elements, ingredients, components, or steps can be 
provided by a single integrated element, ingredient, com- 
ponent, or step. Alternatively, a single integrated element, 
ingredient, component, or step might be divided into sepa- 
rate plural elements, ingredients, components, or steps. The 
disclosure of “a” or “one” to describe an element, ingredient, 
component, or step is not intended to foreclose additional 
elements, ingredients, components, or steps. 

What is claimed is: 

1. A device which is an automated litter device compris- 
ing: 

a) a chamber configured to hold litter to allow an animal 

to enter and excrete a waste; 

b) a waste drawer in communication with the chamber 
and configured to receive the waste; 

c) one or more sensors configured to detect one or more 
conditions of the device and transmit one or more 
signals related to the one or more conditions; 

d) a controller in communication with the one or more 
sensors and is adapted to receive the one or more 
signals, wherein the controller is configured to deter- 
mine one or more positions of the chamber based on the 
one or more signals received from the one or more 
sensors and interpret the one or more signals as one or 
more status signals; 

e) a communication module in communication with the 
controller and adapted to communicate with a user 
interface via a network to transmit the one or more 
status signals to the user interface, receive one or more 
instruction signals via the user interface, or both; 
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wherein the communication module is a wireless com- 
munication module and is in wireless communica- 
tion with the user interface via the network; and 

wherein the user interface is adapted to transmit the one 
or more instruction signals wirelessly to the control- 
ler via the network to change at least one of the one 
or more conditions of the device. 

2. The device of claim 1, wherein the user interface is a 
mobile computing device, a non-mobile computing device, 
or both. 

3. The device of claim 2, wherein the mobile computing 
device includes a mobile phone, a tablet, a mobile computer, 
or a combination thereof; and 

wherein the non-mobile computing device includes a 

desktop computer. 

4. The device of claim 1, wherein the wireless commu- 
nication module comprises a Wi-Fi transmitter, a Bluetooth 
transmitter, an infrared transmitter, a radio frequency trans- 
mitter, an IEEE 802.15.4 compliant transmitter, or any 
combination thereof. 

5. The device of claim 4, wherein the user interface is 
configured to allow a user to instruct the device to perform 
one or more operations resulting in the one or more instruc- 
tion signals being transmitted to the controller via the 
communication module and the controller is configured to 
initiate the one or more operations of the device; 

wherein the one or more operations include: one or more 

cleaning cycles, one or more reset cycles, one or more 
sleep modes, one or more wait modes, one or more light 
modes, one or more lockout modes, one or more 
training modes, one or more power modes, or a com- 
bination thereof. 

6. The device of claim 4, wherein the communication 
module is configured to communicate with the user interface 
via an interaction interface through the network; 

wherein the interaction interface is an application pro- 

gramming interface (API); and 

wherein the network is an Internet. 

7. The device of claim 4, wherein the one or more sensors 
include one or more waste drawer sensors and the one or 
more signals include one or more waste level signals from 
the one or more waste drawer sensors to the controller; 

wherein the controller is adapted to relay a level of the 

waste within the waste drawer to the user interface via 
the communication module; and 
wherein the level of the waste includes any level from 
empty to a maximum level of fullness of the waste 
drawer; a pre-determined level of the waste near a 
maximum capacity of the waste drawer; a pre-deter- 
mined level of the waste at the maximum capacity of 
the waste drawer; or a combination thereof; and 

wherein the level of the waste is displayed in real-time on 
the user interface. 

8. The device of claim 7, wherein a waste drawer algo- 
rithm is configured to calculate how many cleaning cycles of 
the device remain before the waste drawer reaches the 
maximum capacity; and 

wherein a cleaning cycle of the device is rotational 

movement of the chamber such that a waste opening of 
the chamber aligns with the waste drawer and the waste 
located within the chamber transfers from the chamber 
to the waste drawer. 

9. The device of claim 8, wherein the waste drawer 
algorithm is stored within one or more non-transient storage 
mediums and accessible by one or more processors; 

and the one or more non-transient storage mediums and 

the one or more processors are part of the controller as 
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part of the device, are located remote from the device 
and in communication via the network, or both. 

10. The device of claim 9, wherein the waste drawer 
algorithm is an algorithm which calculates and averages 
how many of the cleaning cycles occur between two or more 
waste drawer full signals, resets a clean cycle count and a 
waste drawer full signal, or both. 

11. The device of claim 9, wherein the one or more 
processors wirelessly communicate to the user interface via 
the network how many of the cleaning cycles remain before 
the waste drawer is full at the maximum capacity, a per- 
centage of a fullness of the waste drawer relative to the 
maximum capacity, an estimated time duration until a user 
needs to empty the waste drawer before the waste drawer 
reaches the maximum capacity, if subsequent cleaning 
cycles are prevented due to the waste drawer being full at the 
maximum capacity, or any combination thereof. 

12. The device of claim 1, wherein the one or more 
sensors include one or more waste drawer sensors, one or 
more mass or presence sensors, one or more light sensors, 
one or more interlock sensors, one or more pinch detectors, 
one or more position sensors, one or more motor sensors, or 
any combination thereof; and 

wherein the one or more signals include a waste level 
signal from the one or more waste drawer sensors, a 
mass signal or a presence signal from the one or more 
mass or presence sensors, a light level signal from the 
one or more light sensors, an interlock signal from the 
one or more interlock sensors, a pinch signal from the 
one or more pinch detectors, a position signal from the 
one or more position sensors, a motor signal from the 
one or more motor sensors, or any combination thereof. 

13. A method of operating an automated litter device via 
a user interface remote from the automated litter device 
comprising the steps of: 

a) receiving an input from a user via the user interface to 
change one or more conditions of the automated litter 
device, wherein the user interface is located remote 
from the automated litter device and in wireless com- 
munication with a communication module of the auto- 
mated litter device over a network, and wherein the 
input includes one or more instructions which instruct 
the automated litter device to perform one or more 
operations; 

b) sending the one or more instructions to the communi- 
cation module, wherein the communication module is 
a wireless communication module, is in communica- 
tion with a controller, and wherein both the communi- 
cation module and the controller are part of the auto- 
mated litter device; 

c) sending one or more instruction signals associated with 
the one or more instructions from the communication 
module to the controller, wherein the controller 
includes one or more processors for analyzing the one 
or more instruction signals; 

d) automatically initiating the one or more operations of 
the automated litter device by the one or more proces- 
sors of the controller based on the one or more instruc- 
tion signals to change the one or more conditions of the 
automated litter device; 
wherein the automated litter device includes a chamber 

configured to hold litter to allow an animal to enter 
and excrete a waste, a waste drawer in communica- 
tion with the chamber and configured to receive the 
waste, and one or more sensors configured to detect 
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the one or more conditions of the automated litter 
device and transmit one or more signals related to the 
one or more conditions; 

wherein the controller is configured to determine one or 
more positions of the chamber based on the one or 
more signals and interpret the one or more signals 
and one or more status signals; and 

wherein the communication module is configured to 
transmit the one or more status signals to the user 
interface. 

14. The method of claim 13, wherein the one or more 
operations include: one or more cleaning cycles, one or more 
sleep modes, one or more wait modes, one or more light 
modes, one or more lockout modes, one or more training 
modes, one or more power modes, or a combination thereof. 

15. The method of claim 14, wherein the user interface 
sends the one or more instructions to the communication 
module via an interaction interface; and 

wherein the interaction interface is an application pro- 
gramming interface (API). 

16. A method of remotely monitoring signals, receiving 
signals, or both of an automated litter device via a commu- 
nication module comprising the steps of: 

a) detecting one or more conditions of the automated litter 
device by one or more sensors of the automated litter 
device and transmitting one or more signals related to 
the one or more conditions from the one or more 
sensors to a controller; 

b) automatically determining the one or more conditions, 
one or more positions, or both of the automated litter 
device based on the one or more signals and forming 
one or more status signals with one or more processors 
of the controller; 

c) transmitting the one or more status signals to the 
communication module of the automated litter device, 
wherein the communication module is a wireless com- 
munication module; 

d) wirelessly transmitting the one or more status signals 
from the communication module via a network to a 
user interface, wherein the user interface is located 
remotely from the automated litter device; and 
wherein the automated litter device includes a chamber 

configured to hold litter to allow an animal to enter 
and excrete a waste, and a waste drawer in commu- 
nication with the chamber and configured to receive 
the waste. 
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17. The method of claim 16, wherein the one or more 
sensors include one or more waste drawer sensors, one or 
more mass or presence sensors, one or more light sensors, 
one or more interlock sensors, one or more pinch detectors, 
one or more position sensors, one or more motor sensors, or 
any combination thereof. 

18. The method of claim 17, wherein the one or more 
sensors include the one or more waste drawer sensors and 
the one or more conditions include a waste drawer fullness 
condition; and 

wherein the one or more processors of the controller, one 

or more processors remote from the automated litter 
device and in communication via the network, or both 
are adapted to interpret the waste drawer fullness 
condition as one or more waste drawer statuses which 
are relayed to the user interface via the communication 
module, the network, or both. 

19. The method of claim 18, wherein the one or more 
processors of the controller, the one or more processors 
remote from the automated litter device, or both determine 
the one or more waste drawer statuses by applying a waste 
drawer algorithm configured to calculate how many cleaning 
cycles remain before the waste drawer is full; 

wherein a cleaning cycle of the automated litter device is 

rotational movement of the chamber such that a waste 
opening of the chamber aligns with the waste drawer 
and the waste located within the chamber transfers 
from the chamber to the waste drawer; and 

wherein the waste drawer algorithm is stored within one 

or more non-transient storage mediums and accessible 
by the one or more processors of the controller, the one 
or more processors remote from the automated litter 
device, or both. 

20. The method of claim 19, wherein the waste drawer 
algorithm calculates and averages how many of the cleaning 
cycles occurred between two or more waste drawer full 
signals, resets a clean cycle count and a waste drawer full 
signal, or both; and 

wherein the one or more waste drawer statuses include: 

how many of the cleaning cycles remain before the 
waste drawer is full, a percentage of fullness of the 
waste drawer, an estimated time duration until a user 
needs to empty the waste drawer, if subsequent clean- 
ing cycles are prevented due to the waste drawer being 
full, or a combination thereof. 


* * * * * 
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Initial Claim Chart for U.S. Patent No. 9,433,185 (°185) 


Claims — ’185 PATENT 


Leo’s Loo 


Leo’s Loo Too 


Claim 1 


1. A device comprising: 


Leo’s Loo is a device, which is a self-cleaning 


litterbox. 


Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


Leo’s Loo Too is a device, which is a self-cleaning litterbox. 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 


(a) a support base; 


The device includes a support base, which supports 


and houses components of the self-cleaning 


litterbox. 


The device includes a support base, which supports and 
houses components of the self-cleaning litterbox. 


Page | of 25 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 80 of 245 


Claims — ?185 PATENT 


Leo’s Loo 


Leo’s Loo Too 


support base 


Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


support base 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 
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Leo’s Loo 


Leo’s Loo Too 


Rotating Drum 

Sifter 

Silicon Litter Bladder 
Weight Sensors 

Top Cover (Removable) 


Display Panel 


©6000000'8 90 6 0086 


Control Panel 


© Top Cover Buckle 
@ — Woste Litter Drawer 


@ Power Connector 
(12) Night Light Cover 


Machine Base (Non-removable) 


Components 


@ Rotating Drum (Removable) @ POWER Button 


0 om 


© Silicon Litter Bladder © Top Cover (Removable) 
© Weight Sensors © waste Litter Drawer 
©) Top Cover (Removable) @ Power Connector 


© Silicone Step (Replaceable) @® Carbon Fitters 


Smarty Pear, Leo’s Loo Too User Manual, at 4, 
https://drive.google.com/file/d/1pOl17QSA V6q 
2vFzaqlamU5cl200W ASxOh/view 
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Smarty Pear, Leo ’s Loo User Manual, at 3, 
https://drive.google.com/file/d/1bFoOMp4Lw 
GYfPIrghYd4nm_sWrJ3q3aV/. 


The device includes a hollow chamber, which is located on 


The device includes a hollow chamber, which is 
the support base. 


located on the support base. 


Image of Leo’s Loo, Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo https://smartypear.com/products/leo-s-loo-too 


(b) a chamber, located on 1 


l Cl, LOC 
rt base, which includes: 


_ 
<a 
~ 
* 
- 
* 
a 
. 


weld Oddy 


The chamber includes an entry opening so an The chamber includes an entry opening so an animal, such as 
animal, such as a pet cat, can enter and exit the a pet cat, can enter and exit the chamber to use the litterbox. 


chamber to use the litterbox. 


(i) an entry opening so that 
an animal can enter and exit 
the chamber; 
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entry opening 
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Image of Leo’s Loo, 
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entry opening 


Image of Leo’s Loo Too, 
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(ii) a screen and/or septum 
located at a back of the 
chamber, opposite the entry 
opening; 


The chamber includes within its interior and 
opposite the entry opening, a screen and a septum, 
with the screen affixed to the septum. 


screen/septum 


Photograph of Leo’s Loo product 


The chamber includes within its interior and opposite the 
entry opening, a screen and a septum, with the screen affixed 
to the septum. 


screen/septum 


Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/8921/9573/ 
files/30s_ Product Video final 2.mp4?v=165219 

6618 
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Hands Free Cleaning 


S 
S 


Leo’s Loo Too 


Smarty Pear, Leo’s Loo—How It Works, 
https://cdn.shopify.com/s/files/1/0639/8921/95 
73/files/Smarty_Pear_Leo_s Loo Covered Au 
tomatic_Self- 
Cleaning Cat Litter Box How It Works Pro 
duct Features 2.mp4?v=1652196618 


Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/30s_ Product Video final 2.mp4?v=16 

52196618Cleaning Cat Litter Box How It 


Works Product Features_2.mp4?v=16521966 
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(iii) a single axis of rotation 
that forms an angle of 
between about 80 degrees 
and about 55 degrees with a 
vertical plane; 


The chamber automatically rotates about its own 
axis of rotation during a cleaning cycle. The axis 
of rotation forms an angle of about 75-80 degrees 
with the vertical plane. 


The chamber automatically rotates about its own axis of 
rotation during a cleaning cycle. The axis of rotation forms 
an angle of about 75-80 degrees with the vertical plane. 
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Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/30s_ Product Video final 2.mp4?v=1 
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Image of Leo’s Loo, 


https://smartypear.com/products/leo-s-loo 


Image of Leo’s Loo Too, 
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(iv) a track, which encircles 
an outside wall of the 
chamber and lies in one 
plane defining a track plane 
which forms an angle 
between about 10 degrees 
and 35 degrees with the 
vertical plane, for rotating 
the chamber around the 
single axis of rotation; 


The chamber includes a track going about its 


exterior. 


The chamber includes a track going about its exterior. 
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Smarty Pear, Leo ’s Loo—How It Works, 
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track 


Smarty Pear, Say So Long To Scooping Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/smarty-pear.mp4?v=1651821590 
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The track lies in one plane, which defines a track 
plane. The track plane is tilted relative to the 
vertical plane such that it forms an angle of about 
10-15 degrees from the vertical plane. 


Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


The track lies in one plane, which defines a track plane. The 
track plane is tilted relative to the vertical plane such that it 
forms an angle of about 10-15 degrees from the vertical 
plane. 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 


(v) a single waste opening, 
located entirely on one side 
of the track plane in a wall of 
the chamber and on an 
opposite side of the track 
plane as the entry opening; 
and 


The chamber includes a waste opening from which 
waste deposited in the interior of the chamber by an 
animal then exits to the waste bin. The waste 
opening is located entirely on one side of the track 
and thus entirely on one side of the track plane. 

The waste opening is located on the opposite side 
of the track plane (rear side) as the entry opening 
(front side). 


The chamber includes a waste opening from which waste 
deposited in the interior of the chamber by an animal then 
exits to the waste bin. The waste opening is located entirely 
on one side of the track and thus entirely on one side of the 
track plane. The waste opening is located on the opposite 
side of the track plane (rear side) as the entry opening (front 
side). 
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single waste 


~~ opening 


Smarty Pear, Say So Long To Scooping Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/smarty-pear.mp4?v=1651821590 


(vi) two chamber halves 
separated by the track plane; 


The chamber is formed by two separate chamber 
halves. The halves are joined to form the track, 
such that the track plane then divides the two 


chamber halves. 


The chamber is formed by two separate chamber halves. 
The halves are joined to form the track, such that the track 
plane then divides the two chamber halves. 
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first 
chamber 
half 


> track 


second 
chamber 
half 


Smarty Pear, Say So Long To Scooping Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/smarty-pear.mp4?v=1651821590 


(c) 


The device includes a bonnet. The bonnet has a 
band-like shape with a contour reciprocal with the 
curvature of the chamber exterior. The bonnet 


The device includes a bonnet. The bonnet has a band-like 
shape with a contour reciprocal with the curvature of the 


chamber exterior. The bonnet extends over the upper portion 
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as a portion of the outside 
wall of the chamber, extends 
over the portion of the 
chamber so that a front and a 
rear of the outside wall of the 
chamber remain uncovered 
by the bonnet, is attached to 
the support base on two sides 
of the chamber, and at least 
partially covers the track and 
the single waste opening so 
that during rotation of the 
chamber a pinch condition is 
prevented between the track, 
the single waste opening, or 
both and the support base; 


extends over the upper portion of the chamber. The 
bonnet itself does not cover the bottom rear of the 
chamber and does not cover the front of the 
chamber. The top cover covers the upper half of 
the track and covers the single waste opening when 
the single waste opening is oriented upwardly. A 
pinch condition is prevented by the bonnet covering 
the waste opening and track at all times from rest 
throughout rotation. 


bonnet 


Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


of the chamber. The bonnet itself does not cover the bottom 


rear of the chamber and does not cover the front of the 


chamber. The top cover covers the upper half of the track 
and covers the single waste opening when the single waste 


opening is oriented upwardly. A pinch condition is 
prevented by the bonnet covering the waste opening and 
track at all times from rest throughout rotation. 


bonnet 
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— 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 
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of chamber of chamber 
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rear of outside wall of 
chamber uncovered rear of outside wall of 
chamber uncovered 
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v bonnet covers waste 
opening and track 


Image of Leo’s Loo, 
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Smarty Pear, Say So Long To Scooping Video, 
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73/files/smarty-pear.mp4?v=1651821590 


f 


\d bonnet covers waste 
opening and track 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 
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The bonnet is affixed to the support base via tabs at 
two opposing sides (left and right) of the chamber. 


Smarty Pear, Leo ’s Loo—How It Works, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/Smarty_Pear_Leo_s Loo Covered Au 


tomatic_Self- 
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The bonnet is affixed to the support base via tabs at two 
opposing sides (left and right) of the chamber. 


L 


Smarty Pear, Say So Long To Scooping Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/smarty-pear.mp4?v=1651821590 


Wherein QUuring rotation O 


> chamber, the single axi 


Due to the rotational motion, litter clumps and 
waste are funneled toward the waste opening for 
disposal. 


Due to the rotational motion, litter clumps and waste are 
funneled toward the waste opening for disposal. 
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_ AUTOMATICALLY SIF 
AFTER EVERY VISI 


Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/30s_Product_Video_final_2.mp4?v=16 
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Claim 3 
3. The device according to The track and track plane are perpendicular The track and track plane are perpendicular (normal) relative 
claim 1, wherein the track (normal) relative to the single axis of rotation. to the single axis of rotation. 


plane is normal to the single 
axis of rotation. 
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Claim 4 


4. The device according to 
claim 1, wherein the 
chamber rotates on the 
support base around the 
single axis of rotation so that 
litter in the chamber has a 
relatively conical rotation. 


The chamber rotates about its rotational axis while 
supported by the support base. The chamber 
rotates to move the screen, septum, and waste 
opening toward the litter (and bottom of device). 
The litter has a relatively conical rotation as it 
continues to reposition itself toward the bottom of 
the chamber. 


The chamber rotates about its rotational axis while supported 
by the support base. The chamber rotates to move the 
screen, septum, and waste opening toward the litter (and 
bottom of device). The litter has a relatively conical rotation 
as it continues to reposition itself toward the bottom of the 
chamber. 
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AUTOMATICALLY SIFTS 


ae ae 


Smarty Pear, Leo’s Loo Too Product Video, 


Photograph of Leo’s Loo product https://cdn.shopify.com/s/files/1/0639/8921/95 
73/files/30s_Product_Video_final_2.mp4?v=16 
52196618 
Claim 6 

6. The device according to Litter is located within the chamber and forms a Litter is located within the chamber and forms a litter bed. 
claim 1, wherein the litter bed. The top surface of the liter bed forms an | The top surface of the liter bed forms an angle of about 3-8 
chamber includes a litter bed, | angle of about 3-8 degrees relative to a plane degrees relative to a plane perpendicular to a vertical plane. 
and the angle of the single perpendicular to a vertical plane. 


axis of rotation relative to the 
vertical plane results in a top 
surface of the litter bed 
forming an angle of between 
about 3 degrees and 8 
degrees with a surface on 
which the support base rests, 
a plane perpendicular to the 
vertical plane, or both. 
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Claim 7 


7. The device according to 
claim 1, wherein the entry 
opening forms a plane which 
forms an angle of about 10 
degrees or more with 
vertical. 


The entry opening forms a plane. The plane of 
entry opening is parallel with the track plane. The 
track plane forms a 10-15 degree angle with the 
vertical plane. Thus, the entry opening’s plane also 
forms a 10-15 degree angle with the vertical plane. 


The entry opening forms a plane. The plane of entry 
opening is parallel with the track plane. The track plane 
forms a 10-15 degree angle with the vertical plane. Thus, the 
entry opening’s plane also forms a 10-15 degree angle with 
the vertical plane. 
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Claim 11 


11. The device according to | Area = 366.1 cm? (based on an 8.5 inch opening) Area = 419.6 cm? (based on a 9.1 inch opening) which is 
claim 1, wherein the entry which is > 225 cm? >225 m? 
opening exhibits an area of 


about 225 cm? or more. Diameter = 9.1 inches = 


Diameter = 8.5 


inches = 21.59 cm 23.114 cm 
Radius (1) = Radius (r) = Diameter/2 
ko Diameter/2 . 
Radius (r) = 4.55 inches 
es Radius (t) = 4.25 = 11.557 cm 
inches = 10.795 cm 
A =ar’2 
“a ~~ 26” | A=ar A= (11.557)2 
A= 2(10.795)2 A=419.6 cm? 
A=366.1cm? 
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Claims — ’?889 PATENT 


Leo’s Loo 


Leo’s Loo Too 


Claim 1 


1. An apparatus for receiving 
and disposing of animal 
waste comprising: 


Leo’s Loo is an apparatus, which is for receiving 
and disposing of animal waste. 


Leo’s Loo Too is an apparatus, which is for receiving and 
disposing of animal waste. 


Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 


aja 

further comprising: (i) an 
unenclosed compartment 
open from above used to 
contain litter for the deposit 
of animal waste material that 
allows for ingress and egress 


The apparatus includes a first unit assembly 
comprising an unenclosed compartment open from 
above used to contain litter for the deposit of animal 
waste material that allows for ingress and egress of 
an animal from at least one direction. 


The apparatus includes a first unit assembly comprising an 
unenclosed compartment open from above used to contain 
litter for the deposit of animal waste material that allows for 
ingress and egress of an animal from at least one direction. 
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of an animal from at least 
one direction; 


Unenclosed 
compartment 


ingress and 

egress from 

at least one 
direction 


Image of Leo’s Loo, 
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Unenclosed 
compartment 


ingress and 

egress from 

at least one 
direction 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 
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Smarty Pear, Leo’s Loo Too User Manual, at 4, 
iia liniaiial https://drive.google.com/file/d/1pO17QSA V6q 
Power Connector 2vFzaqlamU5cI200WASxOh/view 


Night Light Cover 


8Beeooooosdo 


Page 3 of 16 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 108 of 245 


Claims — ’889 PATENT 


Leo’s Loo 


Leo’s Loo Too 


Smarty Pear, Leo ’s Loo User Manual, at 3, 
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GYfPIrghYd4nm_sWrJ3q3aV/. 


(ii) a temporary litter 
storage compartment 
laterally adjacent to and in 
communication with the 
unenclosed compartment; 


The first unit assembly includes a temporary litter 
storage compartment laterally adjacent to and in 
communication with the unenclosed compartment. 


Hands Free Cleaning 


s 
Se 


temporary litter 
storage 
compartment 


Smarty Pear, Leo ’s Loo—How It Works, 
https://cdn.shopify.com/s/files/1/0639/892 1/957 
3/files/Smarty_Pear_Leo_s Loo Covered Auto 

matic _Self- 
Cleaning Cat Litter Box _How_It Works Prod 
uct Features 2.mp4?v=1652196618 
Features 2.mp4?v=1652196618 


The first unit assembly includes a temporary litter storage 
compartment laterally adjacent to and in communication 
with the unenclosed compartment. 


temporary 
litter storage 
compartment 


Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/30s_Product_Video_final_2.mp4?v=16 
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(ii) a screen located 
between the unenclosed 
compartment and the 
temporary compartment; 


The first unit assembly includes a screen located 
between the unenclosed compartment and the 
temporary compartment. 


Photograph of Leo’s Loo product 


The first unit assembly includes a screen located between the 
unenclosed compartment and the temporary compartment. 


Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/30s_ Product Video final 2.mp4?v=1 
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@) AUTOMATICALLY SIF 
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b) a second unit assembly The apparatus includes a second unit assembly The apparatus includes a second unit assembly comprising a 
further comprising: (1) a comprising a base. base. 
base; 
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@ Rotating Drum 
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(@) Silicon Litter Bladder © Silicon Litter Bladder 9} Top Cover (Removable) 
© Weight Sensors © Weight Sensors © waste Litter Drawer 
© _Top Cover (Removable) 
6) Display Panel © Top Cover (Removable) ®@ Power Connector 
@ Control Panel © Silicone Step (Replaceable) ® Carbon Filters , 
© Top Cover Buckle 
© —_ Woste Litter Drawer Smarty Pear, Leo’s Loo Too User Manual, at 4, 
@ Power Connector https://drive.google.com/file/d/1pOl17QSA V6q 


2vFzaqlamU5cl200W ASxOh/view 


@ Night Light Cover 
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Smarty Pear, Leo ’s Loo User Manual, at 3, 
https://drive.google.com/file/d/1bFoOMp4Lw 
GYfPIrghYd4nm_sWrJ3q3aV/. 


(ii) means within the base 
for ytatabl 


| - the first unit 
assembly above the base; 


The base includes means for movably and rotatably 
supporting the first unit assembly above the base. 


Photograph of Leo’s Loo product 


The base includes means for movably and rotatably 
supporting the first unit assembly above the base. 


{ona Mh 


Leo’s Loo Too Cat Litter Box Review: Is It Too Good To Be 
True, https://technomeow.com/leos-loo-too-review/ 


(iii) means within the base, 
located below the means for 
supporting the first unit 
assembly, for receiving a 


The base includes means located below the means 
for supporting the first unit assembly, for receiving 
a waste receptacle such that the waste receptacle 


waste receptacle such that 


The base includes means located below the means for 
supporting the first unit assembly, for receiving a waste 
receptacle such that the waste receptacle remains below the 
first unit assembly during a physical cycle. 
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Leo’s Loo 


Leo’s Loo Too 
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remains below the first unit assembly during a 


the waste receptacle remains 
below the first unit assembly 


during a physical cycle; 


physical cycle. 


Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


The base includes means for allowing 


¢, 
«, 
b 
% 


» AAAI, 
4 


L@ 


Images of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 


The base includes means for allowing communication of 
waste material from the first unit assembly to a waste 


receptacle. 


(iv) means within the base 
for allowing communication 
of waste material from the 


first unit assembly to a waste 


communication of waste material from the first unit 


assembly to a waste receptacle. 


receptacle; 
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Leo’s Loo 


Leo’s Loo Too 


Smarty Pear, Leo ’s Loo—How It Works, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/Smarty Pear Leo_s Loo Covered _Au 
tomatic_Self- 

Cleaning Cat Litter Box _How_It Works Pro 
duct Features 2.mp4?v=1652196618 


Smarty Pear, Say So Long To Scooping Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/smarty-pear.mp4?v=1651821590 


c) a waste receptacle; and 


The apparatus includes a waste receptacle. 


The apparatus includes a waste receptacle. 
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Image of Leo’s Loo, 
https://smartypear.com/products/leo-s-loo 


waste 
receptacle 


Wy a 


Image of Leo’s Loo Too, 
https://smartypear.com/products/leo-s-loo-too 
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Leo’s Loo 


Leo’s Loo Too 


@©eo © cece 


Rotating Drum 

Sifter 

Silicon Litter Bladder 

Weight Sensors 

Top Cover (Removable) 

Display Panel 

Control Panel 

Machine Base (Non-removable) 
Top Cover Buckle 


@ — Woste Litter Drawer 


@ Power Connector 


® Night Light Cover 


Components 


@ Rotating Drum (Removable) @ Power Button 


® Sifter 8] Base 


© Silicon Litter Bladder © Tp Cover (Removable) 


© Waste Litter Drawer 


@ Power Connector 


© Weight Sensors 


(s) Top Cover (Removable) 


@ Silicone Step (Replaceable) @® Carbon Fitters 


Smarty Pear, Leo’s Loo Too User Manual, at 4, 
https://drive.google.com/file/d/1pOl17QSA V6q 
2vFzaqlamU5cI200WASxOh/view 
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Leo’s Loo 


Leo’s Loo Too 


Smarty Pear, Leo ’s Loo User Manual, at 3, 
https://drive.google.com/file/d/1bFoOMp4Lw 
GYfPIrghYd4nm_sWrJ3q3aV/. 


d) means for altering the 
orientation of the first unit 
assembly relative to the 
second unit assembly and 
the vector force of gravity; 
whereby alteration of the 
orientation of the first unit 
assembly passes litter from 
the unenclosed compartment 
to the temporary 
compartment through the 
screen, waste material being 
restrained by the screen and 
discharged under the force 
of gravity to the waste 
receptacle, and wherein 
reversal of the orientation of 
the first unit assembly passes 
litter from the temporary 
compartment to the 
unenclosed compartment. 


The apparatus includes means for altering the 
orientation of the first unit assembly relative to the 
second unit assembly and the vector force of 
gravity; whereby alteration of the orientation of the 
first unit assembly passes litter from the unenclosed 
compartment to the temporary compartment 
through the screen, waste material being restrained 
by the screen and discharged under the force of 
gravity to the waste receptacle, and wherein reversal 
of the orientation of the first unit assembly passes 
litter from the temporary compartment to the 
unenclosed compartment. 


The apparatus includes means for altering the orientation of 
the first unit assembly relative to the second unit assembly 
and the vector force of gravity; whereby alteration of the 
orientation of the first unit assembly passes litter from the 
unenclosed compartment to the temporary compartment 
through the screen, waste material being restrained by the 
screen and discharged under the force of gravity to the waste 
receptacle, and wherein reversal of the orientation of the first 
unit assembly passes litter from the temporary compartment 
to the unenclosed compartment. 
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Leo’s Loo 


Cleans After They Leave 


Leo’s Loo Too 


@s AUTOMATICALLY SIF 


AUTOMATICALLY SIF 


Smarty Pear, Leo’s Loo Too Product Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/30s_Product_Video_final_2.mp4?v=16 

52196618 
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Leo’s Loo 


Leo’s Loo Too 


Smarty Pear, Leo ’s Loo—How It Works, 
https://cdn.shopify.com/s/files/1/0639/892 1/95 
73/files/Smarty Pear _Leo_s Loo Covered Au 

tomatic_Self- 
Cleaning Cat Litter Box _How_It Works Pro 
duct Features 2.mp4?v=1652196618 
_Features_2.mp4?v=1652196618 
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Darin M. Klemchuk 
214.367.6000 tel 

214.367.6001 fax 
darin.klemchuk@klemchuk.com 


April 14, 2021 


VIA EMAIL: CUSTOMERCARE@SMARTYPEAR.COM 


PurLife Brands Inc. 
96 Eleanor Avenue 


Los Altos, CA 94022 


Re: — Intellectual Property Infringement - Unauthorized Use of Intellectual Property 
of Automated Pet Care Products, LLC (Our Ret: 3232.0079) 


Dear PurLife Brands Inc:: 


This firm represents Automated Pet Care Products, LLC d/b/a Litter-Robot (“Auto-Pets”), 
owner of the Litter-Robot® automated litter box, with respect to intellectual property matters. It has 
come to our attention that you are offering a product for sale on Chewy 
(https://www.chewy.com/leos-loo-cat-litter-box-white/dp/283715) and other websites under the 
name “Leo’s Loo Cat Litter Box”. 


This product infringes claims of U.S. Patent No. 9,433,185 to Baxter and claims of European 
Patent No. 2,676,543 — all owned by Auto-Pets. The product may also infringe claims of U.S. 
Published Application No. 2019/0364840. Attached to this letter is a copy of each of the patents 
and the published patent application. 


Under the U.S. Patent Act, 35 U.S.C. § 284, Auto-Pets is entitled to damages resulting from 
the infringement in an amount no less than a reasonable royalty. Due to the willful nature of the 
infringement, Auto-Pets is additionally entitled to recover treble damages, attorney’s fees (35 U.S.C. 


§ 285), and costs. 


We hereby demand that you immediately cease all advertising and sales of the Leo’s Loo 
product and cease all future offers for sale, sales, and imports of the product into the United States. 
We also demand that you provide us with an Audit Statement (form attached hereto) with your 
inventory, sales, cost, and supplier information so that Auto-Pets can assess its damages and 
determine an appropriate settlement demand. 


To be clear, this is not an ordinary case of patent infringement between competitors. 
Through a confidential relationship, Chris Madeiras learned of Auto-Pets’s sensitive business 
information and plans and certainly was aware of Auto-Pets’s Litter-Robot® products before the 
launch of the Leo’s Loo product. Development of a product that competes with Auto-Pets and 
infringes its patents does not appear to be coincidental given the previous disclosures. These facts 
strongly support a case for willful patent infringement. 


Expwy 


Dallas, Texas 75206 


214.367.6000 
214.367.6001 
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As discussed above, if litigation is pursued, Auto-Pets will seek enhanced damages. This 
dispute may also involve Chewy, since it is the retailer selling the infringing product on its website. 
It is likely that if a demand is made on Chewy, Chewy will in turn demand indemnification regarding 
the Leo’s Loo product. 


In certain circumstances, owners or principals of a company can be held personally liable for 
patent infringement. Given the size of PurLife Brands Inc., Mr. Madeiras’s past relationship with 
Auto-Pets, and other facts, you should consider the risks of continued infringement carefully. 


We look forward to confirmation by April 21, 2021 that all sales have ceased and no further 
sales will be made in the future along with the requested audit information. Based on that 
information, we will propose an agreement to settle this matter informally. 


If we do not get confirmation by that date, we will advise our client accordingly. Thank you 
for your prompt attention to this matter. 


Sincerely, 


Darin M. Klemchuk 
DMK/csa 
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AUDIT STATEMENT 


The following statement is being provided effective (the “Effective Date”) to 


informally resolve a dispute regarding Leo’s Loo Cat Litter Box product offered for sale (the “Merchandise”). 


I, , (“Settlor”) certify that the following is a complete and accurate summary 


of the supplier information for the Merchandise as well as a summary of the purchase, sales, inventory, and open orders 
for the Merchandise. 


1. Supplier. with an 
address at and contact of 
(collectively, the “Supplier”) was the source of the Merchandise. 


2. Purchases. Since (date), Settlor has purchased the following Merchandise 


from the Supplier: 


Item SKU Item Name Total Units | Cost per Unit Total Cost 
3. Documentation of Purchases. Attach copies of invoices and/or communications documenting the 
purchases. 
4. Sales. As of the Effective Date, Settlor has the following Merchandise: 
Item SKU Item Name Total Units | Sales Price per Unit | Total Sales 
5. Inventory. As of the Effective Date, Settlor has the following units left in inventory: 
Item SKU Item Name Total Units 
6. Open Orders. As of the Effective Date, Settlor has the following units on order or in shipment 


from the Supplier: 


Item SKU Item Name Total Units | Cost per Unit Total Cost 


Signed: 


Name: 


Title: 


Telephone: Email: 


eee TEENA 


a2) United States Patent 


Baxter et al. 
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(57) ABSTRACT 


Adevice comprising: a support base and an chamber, located 
on the support base, having an entry opening so that an 
animal can enter and exit the chamber; wherein the chamber 
includes an axis of rotation that forms an angle of about 80 
degrees or less with a vertical plane. 


20 Claims, 12 Drawing Sheets 
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AUTOMATED LITTER DEVICE AND 
METHOD 


CLAIM OF PRIORITY 


This application is a continuation of Ser. No. 13/804,370, 
filed on Mar. 14, 2013, which claims benefit of provisional 
application Ser. No. 61/661,078 filed on Jun. 18, 2012, 
which are both hereby entirely incorporated by reference for 
all purposes. 

The present teachings generally relate to an improved 
litter device for use by animals that automatically removes 
animal waste from litter. 


BACKGROUND 


The present teachings are predicated upon providing an 
improved litter device, and specifically an improved auto- 
matic litter device. There are numerous different litter box 
designs available on the market. Many of these designs are 
manual and require an owner to sift waste from litter so that 
the litter is cleaned. With these manual designs, owners may 
forget to clean the waste from the litter and the litter box may 
become full, may begin to smell, or both. For these reasons 
and many other, owners have begun to purchase automated 
fitter boxes. Generally, these devices include a portion that 
holds litter, and a portion that receives waste that is removed 
from the portion that holds litter so that owner interaction is 
reduced and the frequency of manual interaction to remove 
waste is reduced. Many of these devices include a rake that 
travels along a track and removes waste from the litter. 
These automated rakes may get stuck, clumps of waste 
and/or litter may stick to the rake and/or the floor, the rake 
may become dislodged, the rake may not move the waste all 
the way out of the portion that holds the litter, or a combi- 
nation thereof. Other devices rotate and sift the waste from 
the litter so that the clean litter is retained in the portion that 
holds the litter and the waste is emptied into the portion that 
receives the waste. Many of these devices are covered so 
that dust, smells, fitter, or a combination thereof are retained 
within the litter box. However, covering the litter box 
reduces the amount of space available for the pet, the 
amount of light in the litter box, these covers through use 
may become dirty through contact with waste, or a combi- 
nation thereof. Further, the cover and/or was may become 
contaminated as waste travels along the was to an exit point 
such that when an animal subsequently enters the device 
contaminants from the walls may be transferred to the 
animal. 

Examples of some automated litter boxes may be found in 
USS. Pat. Nos. 4,096,827; 4,886,014; 5,107,797; 5,662,066; 
6,055,935; 6,082,302; 6,126,015; 8,483,881; 6,851,386; 
7,198,006; 7,762,231; and 7,647,889; all of which are incor- 
porated by reference herein for all purposes. 

It would be attractive to have a litter device that is covered 
and provides adequate space for animals so that when inside 
the animals can move around. It would be attractive to have 
a litter device that is illuminated so that the animal can see 
while inside the litter device. It would be attractive for the 
litter device to prevent transfer of waste remnants to an 
animal in the litter device. What is needed is a device that is 
self-contained so that an animal cannot contact any of the 
moving parts. What is further needed is a device that 
includes safety devices so that if an animal comes into 
contact with any parts that may move the device stops so that 
the animal is prevented from being caught, pinched, injured, 
or a combination thereof. It would be attractive to have a 
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weight sensor that measures small changes in mass of the 
device by measuring a small range of forces indirectly 


SUMMARY 


The present teachings meeting one or more, if not all, of 
the present needs by providing: a device comprising one or 
more of the following features: a chamber with an axis of 
rotation that forms an angle of about 80 degrees or less with 
a vertical plane; a track around the chamber that forms an 
angle of between about 10 degrees and 40 degrees with the 
vertical plane; a bonnet that extends over the chamber and 
is attached to a support base on one or both sides; a shield 
located within and is movably attached to the chamber so 
that the chamber at least partially rotates around the shield 
and so that the shield covers an internal surface of the 
chamber; an indicator that monitors the level of waste in the 
waste drawer so that when the level reaches a predetermined 
level the chamber is prevented from being rotated; a weight 
detection sensor, located in the support base and below the 
chamber, having an expandable and contractible member 
such as a spring, and a force sensitive monitoring device 
such as a force sensitive resistor placed between a rocker 
arm and the support base, so that as compression of the 
expandable and contractible member changes, the force 
sensitive member measures a change in weight of the 
device; a step and cleaning device on the waste drawer so 
that an animal can use the step to enter and exit the chamber 
and litter is caught in the cleaning device; an entry lip on an 
entry opening of the chamber; an electronics compartment in 
the support base; an isolated mount for housing mechanical 
parts, electrical parts, or both; a stop so that the chamber will 
stop at the waste dumping position in the event of a sensor 
failure; a pinch detector so that items do not get pinched 
between the support base and the chamber during rotation of 
the chamber; and a screen and septum that are connected by 
a living hinge. 

The present teachings meet one or more of the present 
needs by providing a device comprising: a support base and 
a chamber, located on the support base, having an entry 
opening so that an animal can enter and exit the chamber; 
wherein the chamber includes an axis of rotation that forms 
an angle of about 80 degrees or less with a vertical plane. 

One unique aspect of the present teachings include a 
device comprising: a support base; a chamber, located on the 
support base, wherein the support base includes, an entry 
opening so that an animal can enter and exit the chamber, a 
waste opening so that contents can be emptied from the 
chamber; and a bonnet that extends over the chamber and is 
attached the support base on one or both sides; wherein the 
bonnet covers the waste opening so that during rotation of 
the chamber a pinch condition is prevented between the 
waste opening and the support base. 

Another unique aspect of the present teachings include a 
device comprising: a support base; a chamber, located on the 
support base, wherein the support base includes, an entry 
opening so that an animal can enter and exit the chamber, a 
shield located within and attached to the chamber; wherein 
the shield is movably attached to the chamber so that the 
chamber at least partially rotates around the shield and after 
rotation of the chamber an internal surface of the chamber is 
covered. 

Another unique aspect of the present teachings include a 
device comprising: a chamber having an entry opening so 
that an animal can enter and exit the chamber, a support 
base, located under and supporting the chamber, wherein the 
support base includes, a waste drawer and an indicator that 
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monitors a level in the waste drawer so that when the level 
reaches a predetermined level the chamber is prevented from 
being rotated. 

Yet another unique aspect of the present teachings 
includes a device comprising: a chamber having an entry 
opening so that an animal can enter and exit the chamber, a 
support base, located under and supporting the chamber, 
including a weight detection sensor, located in the support 
base and below the chamber, having an expandable and 
contractible member such as a spring, and a force sensitive 
monitoring device such as a resistor placed between a rocker 
arm and the support base, so that as compression of the 
expandable and contractible member changes the force 
sensitive monitoring device measures a change in weight of 
the device 

The teachings herein surprisingly solve one or more of 
these problems by providing a litter device that is covered 
and provides adequate space for animals to move around 
inside of the litter device. The litter device as taught herein 
may be illuminated so that the animal can see while inside 
the litter device. The litter device as taught herein includes 
an internal shield for covering an internal wall of the litter 
device so that any remnants on the walls of the device are 
covered and are not transferred to an animal in the litter 
device. The device is self-contained so that an animal cannot 
contact any of the moving parts. The device includes safety 
devices so that if an animal comes into contact with any 
parts that may move the device stops so that the animal is 
prevented from being caught, pinched, injured, or a combi- 
nation thereof. The weight sensor taught herein measures 
small changes in mass of the device while measuring a small 
range of forces. 


BRIEF DESCRIPTION OF THE DRAWINGS 


FIG. 1 illustrates a front view of one possible litter device; 

FIG. 2 illustrates an exploded view of the litter device of 
FIG. 1; 

FIG. 3A-B illustrate side views of the litter device of FIG. 

1; 

FIG. 4 illustrates a top view of the litter device of FIG. 1; 

FIG. 5 illustrates a cross-sectional view of the litter device 
of FIG. 1; 

FIG. 6 illustrates an exploded view of one possible 
chamber; 

FIG. 7 illustrates a bonnet covering a chamber; 

FIG. 8 illustrates an exploded view of one possible 
bonnet; 

FIG. 9 illustrates an exploded view of one possible 
support base; 

FIG. 10 illustrates a bottom view of a support base; 

FIG. 11 illustrates an exploded view of one possible waste 
drawer; 

FIGS. 12A-12B illustrate the screen, septum, and living 
hinge; 

FIGS. 13A-13D illustrate rotation of a chamber from 
during a cleaning cycle; 

FIG. 14 is a close-up view of one example of an indirect 
weight sensor; and 

FIG. 15 is a close-up view of another example of an 
indirect weight sensor. 


DETAILED DESCRIPTION 


The explanations and illustrations presented herein are 
intended to acquaint others skilled in the art with the 
invention, its principles, and its practical application. Those 
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skilled in the art may adapt and apply the invention in its 
numerous forms, as may be best suited to the requirements 
of a particular use. Accordingly, the specific embodiments of 
the present invention as set forth are not intended as being 
exhaustive or limiting of the teachings. The scope of the 
teachings should, therefore, be determined not with refer- 
ence to the above description, but should instead be deter- 
mined with reference to the appended claims, along with the 
full scope of equivalents to which such claims are entitled. 
The disclosures of all articles and references, including 
patent applications and publications, are incorporated by 
reference for all purposes. Other combinations are also 
possible as will be gleaned from the following claims, which 
are also hereby incorporated by reference into this written 
description. 

The device may be any device that includes litter for use 
by an animal. The device may be used by any domesticated 
animal such as a pig, dog, cat, rabbit, or a combination 
thereof. The device may include one or more of the follow- 
ing features: a support base, a chamber, an axis of rotation 
that forms an angle of 80 degrees or less with a vertical 
plane, a track around the chamber, a track plane that forms 
an angle of between about 10 degrees and 40 degrees with 
the vertical plane, an elongated entry opening in the cham- 
ber, a bonnet, a light sensor on the control panel, an interlock 
sensor on the bonnet, a shield in the chamber, a waste 
drawer, an indicator that monitors the level in the waste 
drawer, a weight detection sensor, a pre-compressed mem- 
ber, a force sensitive monitoring device, a step on a waste 
drawer, a cleaning device, an entry lip, an electronics 
compartment, an isolated mount, a stop, a diverter, a pinch 
detector, a screen, a septum, a living hinge, or a combination 
thereof. Preferably, the device may be designed for use by a 
cat. The device includes at least a support base and a 
chamber on the support base. 

The support base may be any device that supports a 
chamber. The support base may be any size and shape so that 
the support base moves or assists in moving a chamber. The 
support base may be any size, shape, configuration, or a 
combination thereof so that the support base houses a 
portion of and/or all of the mechanical componentry and 
rotates the chamber. The support base may rest on a surface 
such as a table, a floor, some other substantially planar 
surface, or a combination thereof so that the support base 
supports a chamber. The support base may be substantially 
planar. Preferably, the support base may be flat and reside in 
one plane. The support base may form another surface so 
that the support base forms a cradle. For example, the 
support base may include a central portion and one or more 
support members that extend away from the central portion. 
The central portion and one or more support members may 
form a “U” shape. Preferably, the one or more support 
members may extend vertically away from the central 
portion. More preferably, the support base may include two 
support members that extend from a central portion of the 
support base so that a chamber is cradled between the 
support members. The support base may include one or 
more controls. The support base may include a control panel. 
Preferably, the one or more controls, the control panel, or 
both are located on one of the support members. 

The control panel may include any control so that an 
owner may operate the litter device. The control panel may 
include a reset button, a cleaning cycle button, an empty 
button, an on/off switch, a waste level indicator, an advance 
button to partially rotate the chamber, a light sensor, or a 
combination thereof. The control panel may be used when 
litter is added to the chamber. For example, when litter is 
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added the owner may press a reset button and/or a litter add 
button so that the weight sensor begins creating a new 
baseline as discussed herein and/or a cleaning cycle is not 
triggered. The control panel may include an empty button so 
that an owner may remove all of the litter from the chamber. 
For example, when the empty button is pressed the chamber 
may rotate in a direction opposite to that of a cleaning cycle 
so that the litter is not stored in the septum and may instead 
be removed from the chamber via the waste opening. The 
control panel may be made of any material so that the 
controls are protected. The control panel may include one 
main covering over all of the buttons so that any liquids 
and/or solids do not damage the controls. The control panel 
may be a cover. 

The control panel may be located adjacent one or more 
compartments. The control panel may cover one or more 
compartments. The support base may include one or more 
compartments for housing one or more electronic compo- 
nents that operate the device. The electronic components 
may be any components that may be damaged when con- 
tacted with moisture, vapor, fumes, or a combination 
thereof. The electronic components housed in the one or 
more compartments may be wires, terminations, switches, 
metal clips, motors, circuit boards, sensors, the like, or a 
combination thereof. The one or more components may 
include a cover that seals and/or substantially seals the 
electronic components in the one or more compartments. 
The cover may be a control panel. The compartments may 
be substantially sealed so that moisture, vapor, fumes, or a 
combination thereof are prevented from entering the one or 
more compartments and damaging the electronic compo- 
nents. The compartments may be sealed in any way so that 
moisture, vapor, fumes, or a combination thereof are sub- 
stantially prevented from entering the compartment and 
damaging the electronic components housed in the compart- 
ment. The one or more compartments may include one or 
more ports, preferably one for wires, connectors, cables, or 
a combination thereof to pass through so that power, signals, 
or both may pass in and/or out of the compartments. The port 
may extend through a cover, a wall, a base portion, a gap, or 
a combination thereof in the support base. The wires, 
connectors, cables, or a combination thereof may be sub- 
stantially surrounded by a plug so that the wires are com- 
pressed together and the plug fills the port through which the 
wires, connectors, cables, or a combination thereof pass 
through. The plug may be a soft plug, a hard plug, or both. 
The plug may form a semi-seal plugging the port so that 
moisture, vapor, fumes, or a combination thereof are sub- 
stantially prevented from entering the compartment. The 
plug may form a complete seal so that moisture, vapor, 
fumes, or a combination thereof are substantially prevented 
from entering the compartment. The wires, connectors, 
cables, or a combination thereof may attach to one or more 
controls for controlling the device. 

The one or more compartments, the one or more covers, 
or both may include a port so that a drive may extend from 
a motor into contact with a chamber so that the chamber may 
be rotated by the motor. The port may be large enough so 
that the drive may extend out of the compartment, through 
the cover, or both so that the chamber may be rotated. The 
drive may be any drive mechanism capable of moving, 
rotating, or both the chamber. The drive mechanism may 
include a cog, a sprocket, a belt, a direct drive, or a 
combination thereof. The cover, the compartment, or both 
may isolate the drive so that the drive may contact the 
chamber but any moisture, vapor, fumes, or a combination 
thereof from inside the support base may be prevented from 
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entering the compartment. The drive may be made of any 
material that is resistant to moisture, vapor, fumes, or a 
combination thereof. The drive may be made of any material 
that is strong enough so that the drive may rotate the 
chamber. Examples of materials that may be used for the 
drive include rubber, plastic, metal, ceramic, or a combina- 
tion thereof. The drive may be made of the same material as 
the chamber, the support base, or both. The drive is made of 
a material that may be molded and preferably injection 
molded. More preferably, the drive is made of nylon. The 
one or more compartments may house one or more motors, 
or more gear assemblies, or both. 

The one or more motors, one or more gear assemblies, or 
both may be housed in the one or more compartments using 
one or more isolated mounts. The isolated mount may be any 
device that holds a motor, a gear assembly, or both. Prefer- 
ably, the isolated mount may be any device that holds a 
motor, a gear assembly, or both at the same angle as the 
chamber as taught herein. For example, ifthe chamber forms 
an angle of about 70 degrees with vertical then the isolated 
mount will form an angle of about 70 degrees with vertical 
and the respective motor, gear assembly, or both will accord- 
ingly form an angle of about 70 degrees with vertical. The 
isolated mount may be an integral part, an additional part, or 
both. The isolated mount may include a part that is integrally 
created when the support base is created. The isolated mount 
may include a part that substantially surrounds, completely 
surrounds, sandwiches, houses, or a combination thereof of 
a motor, a gear assembly, or both and then assists in 
mounting the motor, the gear assembly, or both in the 
isolated mount. Preferably, at least a portion of the isolated 
mount is a soft and flexible component that sandwiches the 
motor, the gear assembly, or both and assists in holding the 
motor, the gear assembly, or both in the compartment of the 
support base. The isolated mount may be made of plastic, 
metal, rubber, ceramic, a polymer, a natural material, a 
synthetic material, or a combination thereof. The isolated 
mount may be made of any material that may be molded, 
preferably injection molded. All or a portion of the isolated 
mount may be made of the same material as the chamber, the 
support base, or both. All or a portion of the isolated mount 
may be made of a dampening material. For example, the 
isolated mount may include a glove portion that surrounds 
all or a portion of the motor, the gear assembly, or both so 
that any noise, vibration, or both of the motor, the gear 
assembly, or both are reduced, eliminated, or both. All or a 
portion of the isolated mount may be made of a material that 
reduces and/or eliminates any gap and/or tolerance between 
internal walls of an integral portion of the isolated mount. 
For example, the motor, the gear assembly, or both may be 
smaller than an integral portion of an isolated mount and the 
glove may surround the motor, the gear assembly, or both so 
that the motor, the gear assembly, or both are snugly fit 
within the integral portion of the isolated mount. All or a 
portion of the isolated mount may be made of an elastomeric 
material such as a ethylene propylene diene monomer 
(EPDM), thermoplastic polyurethane, elastomer modified 
polyolefin, polysiloxanes, santoprene, 2 part urethane, poly- 
vinyl chloride (PVC), or the like, or a combination thereof. 
Preferably, the isolated mount is made of a flexible polyvinyl 
chloride. In one non-limiting example, the motor, the gear 
assembly, or both may be sandwiched in a soft flexible 
elastomeric glove comprised of one or more pieces and then 
the complete glove with the motor, the gear assembly, or 
both may be placed in an integral housing formed in the 
compartment and covered forming an isolated mount. 
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One surface of the support base may be located substan- 
tially in one horizontal plane (i.e., the support base plane). 
The horizontal plane may be substantially perpendicular 
and/or perpendicular to a vertical plane. The support base 
may include one or more vertical planes (1.e., vertical 
support base plane). The horizontal plane of the support base 
may be substantially parallel to the surface on which the 
support base rests. The support base plane may be the same 
plane that a waste drawer slides along, substantially parallel 
to the plane that the waste drawer slides along, or both. The 
support base may include a waste drawer track so that the 
waste drawer is installed properly in the support base. 

The support base includes a waste drawer. The waste 
drawer may be of any size and shape so that the waste 
drawer fits entirely within the support base. The waste 
drawer may be of a size so that all or a portion of the waste 
drawer fits within the support base. The waste drawer may 
slide within a plane. The waste drawer may slide within a 
plane of the support base. The waste drawer may form all or 
a portion of a forward surface of the support base. The waste 
drawer may include a volume. The volume of the waste 
drawer may be large enough so that the waste drawer can go 
1 day or more, 3 days or more, 5 days or more, 7 days or 
more, or even 10 days or more before the waste drawer 
needs to be emptied. The waste drawer may have a volume 
of about 10,000 cm? or more, preferably about 15,000 cm? 
or more, or more preferably about 17,000 cm? or more. The 
waste drawer may have a volume of about 30,000 cm* or 
less, about 25,000 cm? or less, or about 22,000 cm? or less. 
The waste drawer may include a volume of between about 
12,000 cm? and about 30,000 cm’, preferably between about 
14,000 cm* and about 25,000 cm*, and more preferably 
between about 16,000 cm? and about 20,000 cm?. The waste 
drawer may include one or more carbon filters for filtering 
the air in the waste drawer, entering the waste drawer, 
exiting the waste drawer, or a combination thereof. The 
carbon filter may be located at any location within the waste 
drawer. The carbon filter may be located proximate to a 
forward portion of the waste drawer. The waste drawer, the 
support base, or both may include a foot, a weight sensor, or 
both. 

The foot may be part of the weight sensor. The foot may 
be attached to the support base by a fastener. The fastener 
may be part of the weight sensor. Preferably the fastener is 
a bolt and nut allowing adjustment. All or a portion of the 
weight sensor may be located between the head of the bolt 
and a nut. The fastener may extend through the center of the 
foot and through the bottom of the support base. A pre- 
compressed member may be located between the foot and 
the support base at a fixed length determined by the bolt and 
nut fastener. A pre-compressed member may be located 
between the foot and the support base such that the support 
base is supported by the pre-compressed member. A mini- 
mum gap dimension between the foot and the support base 
ensures that the support base is supported solely by the 
pre-compressed member. A maximum gap dimension 
between the foot and the support base ensures that displace- 
ment of the pre-compressed member is minimized when the 
pre-compressive force is overcome by the gross weight of 
the unit, for example when a cat enters the chamber. The 
weight sensor may be free of a gap. For example, the foot, 
the support base, or an adjacent component may have a 
flexible portion allowing for movement of a portion of the 
weight sensor when weight is added or subtracted. The 
overlap of the minimum and maximum gap dimensional 
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requirements allows for the dimensional design range of the 
gap. The gap dimension is preferably from about 1.0 mm to 
about 2.0 mm. 

A rocker arm may be located between the nut or retaining 
feature of the fastener and the support base. The rocker arm 
may be positioned and suspended above the support base by 
a pivot edge on one end and a contact surface on the other 
end of the rocker arm. The rocker arm contact surface may 
be enhanced by a compressible contact member which is 
attached to the contact surface. The rocker arm is attached 
and pulled down toward the support base by the force of the 
pre-compressed member imparted through the nut or retain- 
ing feature of the fastener. A force sensitive resistor or any 
other force monitoring device may be placed between the 
rocker arm contact surface and the support base. This 
arrangement of a force sensitive resistor or other area 
monitoring device between the rocker arm and the support 
base allow for an indirect measurement of weight. This 
arrangement of indirect force measurement allows for the 
use of more sensitive force sensors because only the force of 
the pre-compressed member which is imparted on the nut or 
retaining feature of the fastener and than onto the rocker arm 
contact surface is being measured. For example, as weight is 
added to the chamber, the support base imparts a greater 
downward force on the pre-compressed member, and as the 
force is increased to the point of equaling the pre-compres- 
sion force of the pre-compressed member, the force 
imparted on the nut or retaining feature of the fastener and 
then onto the rocker arm contact surface is substantially 
zero. The pre-compression force may be any force so that a 
change in weight, an animal, or both may be measured. The 
pre-compression force may be about 0.5 Kg or more, about 
1 Kg or more, about 2 Kg or more, or about 3 Kg or more. 
Therefore, the total range of force which can be measured is 
zero to the pre-compression force of the pre-compressed 
member with no offsetting force from the support base, such 
as can occur if the support base and consequently the foot 
are lifted off the surface upon which they rest. However, it 
is conceivable and possible to use an arrangement where the 
force sensitive resistor or other force monitoring device is 
placed between the foot and the floor, between the foot and 
the pre-compressed member, or between the pre-compressed 
member and the bottom of the support base which would 
measure the absolute weight of the unit less the mentioned 
components’ weight below the force sensor. 

The one or more compressible contact members may be 
any member that when a force is applied transfers the force 
to another member (e.g., a force sensitive monitoring 
device). The one or more compressible contact members 
may be located at any location along a rocker arm so that the 
one or more compressible members assist in transferring a 
force from the rocker arm. Preferably, the one or more 
compressible members are located in an end region of a 
rocker arm. The one or more compressible members may be 
made of any compressible material that has sufficient com- 
pressibility that the rocker arm, the force sensitive monitor- 
ing device, or both are not damaged during an application of 
force. The one or more compressible contact members may 
be made of any compressible material that has sufficient 
rigidity so that the compressible contact member transfers 
the force from the rocker arm to the force sensitive moni- 
toring device. Preferably, the weight sensor indirectly mea- 
sures weight an indirect weight sensor). 

The weight sensor may continually, intermittently, or both 
monitor the mass of the device. The weight sensor may be 
located at any location in the device so that any change is 
mass of the device is measured. The weight sensor may 
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prevent rotation of the chamber when additional mass above 
a predetermined mass is located within the chamber. The 
predetermined mass may be any mass that prevents rotation, 
triggers rotation, or both. Preferably, the predetermined 
mass is less than the mass of any animal but more than the 
mass of waste retained within the chamber after the animal 
exits. The predetermined mass may be about 1 Kg or less, 
preferably about 0.5 Kg or less, more preferably about 0.25 
Kg or less. The weight sensor may be located in any location 
capable of monitoring the mass of the chamber including the 
support base, under the waste drawer, in a leg of the device, 
or a combination thereof. The weight sensor may be located 
at any location in and/or on the device so that the mass of the 
device is measured without the weight sensor being directly 
contacted. For example, the weight sensor does not need to 
be directly compressed by a mass to detect a change in mass. 
The weight sensor may be any type of sensor that is capable 
of monitoring the mass or changes in mass discussed herein. 
The weight sensor may include one or more resistors, one or 
more members, one or more force sensors, one or more 
arms, one or more switches, one or more controllers, one or 
more microprocessors, or a combination thereof. 

The expandable and/or compressible member (..e., 
expandable member) may be any member that may be 
compressed. The expandable member may be any member 
that may expand when a force is removed. The expandable 
member may be pre-compressed before the member is 
placed into the device. For example, weight added to the unit 
will reduce the weight or force applied to the force sensitive 
monitoring device by a rocker arm, and conversely weight 
removed from the unit will increase the weight or force 
applied to the force sensitive monitoring device by a rocker 
arm. The expandable member may be compressed to a fixed 
dimension between a support base and a supporting foot, and 
a force sensitive measuring device placed between the 
rocker arm and the support base so that when a force applied 
to the rocker arm changes the reactive force applied to the 
force sensitive monitoring device, the resistance value of the 
force sensitive monitoring device changes allowing detec- 
tion of a weight change. The expandable member may be a 
spring, an elastomeric plug, bushing, or a combination 
thereof. The weight sensor may further include a force 
sensitive monitoring device placed between the pre-com- 
pressed member and the support base, a portion of a leg, a 
rocker arm, a compressible contact member, or a combina- 
tion thereof that monitors a force applied by the member. 

The force sensitive monitoring device may be any device 
that may measure a force. The force sensitive monitoring 
device may be any device that measures a change in force 
from the rocker arm, the pre-compressed member on the 
rocker arm, or both. The weight sensor may detect virtually 
any change in mass of the device. The weight sensor may 
detect a change in mass of the device of about 2 Kg or less, 
about 1 Kg, or less, about 0.5 Kg or less, or about 0.25 Kg 
or less. The weight sensor may detect a change in mass of 
about 0.1 Kg or more, preferably between about 0.25 Kg and 
about 20 Kg, and more preferably between about 0.5 Kg and 
about 15 Kg. The force sensitive monitoring device may be 
a resistor (1.e., a force sensitive resistor). The force sensitive 
monitoring device may be any device capable of sending an 
electronic signal to a circuit board. The force sensitive 
monitoring device may relay the measurement to a control- 
ler, a microprocessor, or both. The indirect weight detection 
sensor may include a method of triggering a cleaning cycle. 

The method may include one or more of the following 
steps and the order of the steps may very depending upon the 
components used and the configuration of the components. 
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The method of triggering a cleaning cycle may include one 
or more algorithms (i.e., sensor algorithm) described herein 
so that the device may be cleaned when the device has been 
used by an animal. The method may include a step of 
creating an initial baseline measurement. The step of creat- 
ing an initial baseline measurement may include a step of 
creating a plurality of initial baseline measurements. The 
plurality of initial baseline measurements may be about 3 or 
more, about 5 or more, about 7 or more, or about 10 or more 
measurements to determine a baseline mass. The plurality of 
initial baseline measurements may be taken at any time 
during operation of the device. Preferably, the plurality of 
initial baseline measurements may be taken substantially 
immediately after the device is turned on, the reset button is 
pressed, a cleaning cycle is finished, litter is refilled, an 
empty cycle is performed, or a combination thereof. After 
the plurality of initial baseline measurements are taken the 
weight sensor may intermittently monitor, continuously 
monitor, or both the mass of the device. 

The weight sensor may intermittently monitor or continu- 
ously monitor the mass of the device at any frequency so that 
the weight sensor detects the presence and subsequent exit 
of an animal from the device so that a cleaning cycle may be 
triggered. The plurality of initial baseline measurement may 
be updated by each new measurement taken, forming a 
rolling baseline measurement. For example, once the base- 
line measurement is established the most recent measure- 
ment taken may replace the oldest measurement so that the 
initial baseline measurement may be transformed into a new 
baseline measurement. Preferably, the weight sensor inter- 
mittently monitors the mass of the device until a change in 
mass is detected. Once a change is mass is detected, the 
weight sensor may continuously monitor the mass of the 
device until a predetermined number of substantially equal 
measurements are obtained, until a predetermined number of 
measurements are obtained that are substantially equal to a 
baseline measurement, until the mass of the device is 
reduced due to the exit of an animal, until a new baseline 
mass is determined, or a combination thereof and then the 
weight sensor may intermittently monitor the mass of the 
device. The number of predetermined measurements for 
continuous monitoring and intermittent monitoring may be 
substantially equal, different, or some variation there 
between. 

The number of predetermined measurements may be 
between about 5 measurements and 100 measurements, 
preferably between about 10 measurements and 50 measure- 
ments, and more preferably about 15 measurements and 25 
measurements. The weight sensor while intermittently 
monitoring may sense the mass between about every second 
and every minute, preferably between about every 5 seconds 
and every 30 seconds, or more preferably between about 
every 10 seconds and every 20 seconds. The weight sensor 
once a change in mass is sensed may continuously monitor 
the mass of the device. The weight sensor while continu- 
ously monitoring may monitor the mass of the device about 
1 time a second or more, about 2 times per second or more, 
about 5 times a second or more, or about 10 times a second 
or more. The weight sensor while continuously monitoring 
may monitor the mass of the device between about 5 times 
a second and about 1 time every 10 seconds, preferably 
between about 3 times a second and about 1 time every 5 
seconds, and more preferably between about 2 times a 
second and about | time every 2 seconds. The device once 
a change in mass has been detected may continuously 
monitor until the change in mass is substantially reduced 
back to the baseline mass, until a predetermined number of 
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equal measurements are taken, or both. After the weight 
sensor has measured that the mass of the device has been 
reduced to substantially the baseline mass the controller, the 
microprocessor, or both may trigger a cleaning cycle after a 
predetermined amount of time. The predetermined amount 
of time may vary based upon the baseline measurement. The 
predetermined amount of time may be fixed. The predeter- 
mined amount of time may be about 1 minute or more, about 
3 minutes or more, about 5 minutes or more, or about 7 
minutes or more after the weight sensor measures that the 
mass of the device has substantially returned to the baseline 
mass. The predetermined amount of time may be about 30 
minutes or less, about 20 minutes or less, or about 10 
minutes or less after the weight sensor measures that the 
mass of the device has substantially returned to the baseline 
mass. The predetermined amount of time may be between 
about 2 minutes and 30 minutes, about 4 minutes and 20 
minutes, or preferably between about 6 minutes and 10 
minutes after the weight sensor measures that the mass of the 
device has substantially returned to the baseline mass. For 
example, the weight sensor may intermittently monitor the 
mass of the device every 15 seconds when a change in mass 
has not been detected in the device for the past 20 measure- 
ments; once a change in mass has been detected the weight 
sensor may measure the mass every second until 20 con- 
secutive measurements substantially equal to the baseline 
measurement are taken; and then the weight sensor will 
trigger a cleaning cycle about 7 minutes after the change in 
mass has changed back to substantially the same as the 
baseline measurement. The weight sensor may prevent the 
triggering of a cleaning cycle when the weight sensor detects 
an animal in the chamber, when the mass in the chamber is 
substantially higher than the baseline mass (e.g., about 1 Kg 
or more or about 2 Kg or more). Once a cleaning cycle has 
been triggered the waste may be transported into a waste 
drawer. 

Acleaning cycle may include one or more of the follow- 
ing steps. The chamber may be rotated clockwise or coun- 
terclockwise depending on the positioning of the screen and 
septum. The chamber during a cleaning cycle, an empty 
cycle, or both may be rotated about 180 degrees or more, 
preferably about 205 degrees or more, about 245 degrees or 
more, about 300 degrees or more, or about 360 degrees or 
more. For example, the chamber may rotate 275 degrees in 
one direction and then 50 degrees in a second direction to 
level the litter. In another example, the chamber may rotate 
over 220 degrees to ensure that ail of the litter is emptied out 
of the chamber. During the initial moments of rotation the 
shield may remain static so that the contact region is exposed 
and the waste may travel along the contact region. Once the 
chamber has moved a predetermined distance that shield 
may rotate with the chamber so that the liner may drop. As 
the chamber rotates the lifter may ride up the wall of the 
chamber and as the litter achieves the angle of repose the 
litter may move towards and into contact with the screen. 
The screen due to gravity may move into contact with the 
chamber, the litter may push the screen into contact with the 
chamber, or both so that all or a majority of the lifter is 
passed through the screen and any waste is removed from 
the litter. The “clean” litter may pass into the septum where 
it is stored. The waste may travel along a contact region of 
the screen and the septum towards the waste opening. The 
waste may pass through the waste opening and into the 
waste drawer where the waste level is monitored by the 
indicator as discussed herein. 

The support base or waste drawer may include one or 
more indicators for monitoring the amount of contents. The 
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indicator may indicate when the waste drawer is full (1.e., 
needs to be emptied). The indicator may be used to monitor 
important variables that may impact use of the waste drawer. 
Examples of variables that may be monitored include a 
presence of an animal part in a drawer, weight of the drawer 
contents, location of the drawer, distribution of the contents 
in the drawer, or a combination thereof. The indicator may 
prevent the chamber from being rotated when the waste 
drawer is full, when an object is detected by the indicator, or 
both. For example, if an animal’s paw, tail, or both extend 
through a hole and/or port in the chamber into the waste 
drawer and the paw, tail, or both are detected by the indicator 
the indicator will prevent the chamber from being rotated so 
that the animal’s paw, tail, or both are not pinched. The 
indicator may include a light indicating that the waste 
drawer is full. The indicator may include a gauge indicating 
the level in the waste drawer. The indicator may be any type 
of sensor that detects the presence of an object, the level of 
objects in the waste drawer, or both. The indicator may have 
any type of sensor, receiver, or both so that objects are 
detected, the level of objects are detected, or both. The 
indicator may be a mass sensor, a capacitive sensor, an 
infrared sensor, ultrasonic sensor, a membrane sensor, radio 
frequency (RF) admittance sensor, conductive sensor, opti- 
cal interface sensor, microwave sensor, or a combination 
thereof. Preferably, the sensor is an infrared sensor that 
includes one or more emitters and one or more receivers for 
measuring the level of waste in the waste drawer. The 
indicator may scan the waste drawer to determine the level 
of waste in the waste drawer. Preferably, the indicator 
monitors multiple locations to determine the amount of 
waste in the waste drawer. More preferably, the indicator 
includes an emitter in each quadrant of the waste drawer 
spaced directly opposite a receiver so that the level of waste 
in the waste drawer in each quadrant is monitored. For 
example, the emitters and receivers may be located adjacent 
and/or on a top edge of a waste drawer, on a support base, 
or both on opposing sides so that when a level of contents 
of the waste drawer reach substantially the top of the waste 
drawer the indicator indicates that the drawer is full. 

The indicator may include and/or be in communication 
with one or more circuit boards, one or more transmitters, 
one or more controllers, one or more emitters, one or more 
receivers, or a combination thereof so that the level of waste 
may be transmitted so that a gauge indicates the level, the 
chamber may be prevented from rotating, a full light may be 
triggered, an agitator may be triggered to level the waste, or 
a combination thereof. The waste drawer may include an 
agitator that shifts the drawer (e.g., back and forth, side to 
side, or a movement therebetween) so that the waste may be 
evenly distributed between the quadrants. The agitator may 
agitate the drawer if an indicator in a quadrant indicates that 
it is full or empty relative to the other quadrants so that the 
waste is evenly distributed. The indicator may continuously 
monitor the level of waste in the waste drawer. The indicator 
may monitor the level of contents after a cleaning cycle. The 
indicator may monitor the level of waste in the waste drawer 
once an hour. Preferably, the indicator monitors the waste 
level after each clean cycle. The waste drawer may include 
a distribution feature so that waste is evenly distributed 
throughout the waste drawer. 

The distribution feature may be any device that evenly 
distributes waste throughout the waste drawer. The distri- 
bution feature may be located at any location within the 
waste drawer so that waste is evenly distributed. Preferably, 
the distribution feature may be located substantially directly 
below the chamber. More preferably, the distribution feature 
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may be located directly below a waste opening in the 
chamber so that as waste enters the waste drawer the 
distribution feature assists in evenly distributing the waste 
throughout the waste drawer. The distribution feature may 
be a projection in the floor that vertically extends all or a 
portion of the waste drawer up so that as waste enters the 
waste drawer the waste moves down the projection into a 
region with less waste. The waste drawer may be free of a 
distribution feature. The waste drawer track, a recess in the 
waste drawer to accommodate the weight sensor, or both 
discussed herein may be the distribution feature. The waste 
may be moved into the waste drawer in such a manner that 
the waste is evenly distributed throughout the drawer with- 
out the use of any additional features. The waste may form 
a mound in the waste drawer and then as the waste accu- 
mulates an angle of the waste may become too steep so that 
waste is evenly distributed. For example, the waste may be 
distributed by an angle of repose. The waste drawer is 
located below a chamber so that during a cleaning cycle 
waste may be transferred from the chamber to the waste 
drawer. 

The waste drawer may further include a step, a cleaning 
device, or both proximate to an opening in the chamber. The 
step may be any part and/or device in a region adjacent an 
opening of the chamber that an animal may use to enter and 
exit the chamber. The step may be integrally formed in the 
waste drawer so that the step also acts as a handle to remove 
the waste drawer from the support base. The step may be 
part of the support base and may not be movable. The step 
may have a fixed position (i.e., the step does not deflect 
when the animal steps on the step). The step may include one 
or more cleaning devices so that litter may be removed from 
the animas paws when the animal exits the chamber. The one 
or more cleaning devices may be a mat, a pad, a screen, or 
a combination thereof. The one or more cleaning devices 
may be any size, shape, pattern, configuration, or a combi- 
nation thereof so that the cleaning device assists in removing 
litter and/or any other unwanted remnants from the animals 
paws so that the litter and/or unwanted remnants are not 
tracked throughout the region surrounding the automated 
cleaning device. Preferably, the cleaning device may include 
one or more flexible ribs that flex and catch litter and/or 
other unwanted remnant from the animals paws as the 
animal exits the chamber. The cleaning device may be made 
of any material so that as an animal exits the chamber the 
cleaning device assists in removing litter and/or unwanted 
remnants from the animals paws. The cleaning device may 
be made of rubber, plastic, a polymer, a natural material, a 
synthetic material, or a combination thereof. The cleaning 
device may be fixed, removable, or both in the step of the 
waste drawer. The waste drawer may include one or more 
recesses so that a user may lift the cleaning device from the 
step of the waste drawer. The cleaning device may include 
one or more lift tabs so that the cleaning device may be 
removed from the step of the waste drawer. The step of the 
waste drawer, the cleaning device, or both may include one 
or more features such as locking tabs, so that the cleaning 
device may be secured to the step of the waste drawer. 

The chamber may be any device where an animal may 
enter and excrete waste. The chamber may be any device 
that holds litter. The chamber may be any size and shape so 
that an animal may fit within the chamber. The chamber may 
be large enough to fit an animal of about 4 Kg or more, about 
6 Kg or more, about 8 Kg, or more, or about 10 Kg or more 
within the chamber. Preferably, the chamber is large enough 
so that an animal of up to about 15 Kg may fit within the 
chamber. The chamber may be shaped like a globe, a sphere, 
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a football, an egg, or a combination thereof. The chamber 
has a volume that is large enough so that an animal of any 
size discussed herein may fit within the chamber. The 
volume of the chamber may be about 16,000 cm? or more, 
about 32,500 cm? or more, or about 65,000 cm? or more. The 
volume of the chamber may be about 100,000 cm* or less, 
about 85,000 cm? or less, or about 75,000 cm? or less. The 
volume of the chamber may be between about 12000 cm? 
and about 100,000 cm?, preferably between about 16,000 
cm® and about 75,000 cm*, or more preferably between 
about 20,000 cm? and about 50,000 cm*. The chamber may 
have a volume that is usable by an animal that may fit 
through the entry opening. The usable volume may be any 
volume so that the chamber may be used by the animal to 
excrete waste. Preferably, the usable volume may be any 
volume so that the animal may turn around and move with 
the chamber. The usable volume may be the volume of the 
chamber minus the volume occupied by the litter and minus 
any internal components. The usable volume of the chamber 
may be increased by adjusting the axis of rotation of the 
chamber, adjusting the angle of the entry opening in the 
chamber, or both. 

The chamber has an axis of rotation. The axis of rotation 
of the chamber may have any orientation so that the usable 
volume is increased, the litter relative to the chamber has a 
conical rotation, the waste is funneled towards the rear of the 
chamber (i.e., away from the front opening), a screen and/or 
septum are located further back in the chamber creating 
more internal space, a larger entry opening may be used, or 
a combination thereof. The axis of rotation of the chamber 
may form an angle with a vertical plane. Preferably, the 
vertical plane is in the direction of gravity, is parallel to 
gravity, or both. The axis of rotation of the chamber may 
form any angle with a vertical plane so that one or more of 
the teachings herein are achieved. The axis of rotation may 
form an angle of about 85 degrees or less, about 80 degrees 
or less, preferably about 75 degrees or less, or more pref- 
erably about 70 degrees or less with a vertical plane. The 
axis of rotation may form an angle of about 45 degrees or 
more, about 60 degrees or more, or about 85 degrees or more 
with vertical but less than about 90 degrees. The axis of 
rotation may form an angle of between about 86 degrees and 
about 45 degrees, about 80 degrees and 55 degrees, or 
preferably between about 75 degrees and 66 degrees (i.e., 
about 70 degrees) with a vertical plane. The angled axis of 
rotation may funnel clumps, waste, or both towards a central 
rear location during rotation of the chamber. The angled axis 
may funnel clumps, waste, or both to a location so that a 
single waste port may be employed to transport waste from 
the chamber into the waste drawer. The angled axis of 
rotation may result in a litter bed with an angle of repose. 
The angle of the litter bed may be any angle so that the litter 
is angled away from a front opening (i.e., the depth of the 
litter will be less proximate to the front opening and the 
depth of the litter will gradually increase as the litter 
becomes more distal from the front opening). The angle of 
the litter bed may be any angle so that the litter bed is 
retained within the chamber. The angle of the litter bed may 
be any angle so that the chance of an animal accidentally 
moving litter out of the opening is reduced when compared 
to a litter bed that is free of an angle (1.e., about 90 degrees 
from a vertical plane). The angle of the litter bed may form 
an angle that is about 89 degrees or less, about 88 degrees 
or less, about 87 degrees or less, or about 85 degrees or less 
from a vertical plane. The angled axis of rotation may allow 
for a larger entry opening to be used in the chamber without 
litter being removed from the chamber, litter being spilled 
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from the chamber, litter spilling out during rotation of the 
chamber, or a combination thereof. The litter bed may rest 
on any surface of the chamber. 

The chamber may directly contact the litter while the 
chamber is in the home position. Preferably, the chamber 
includes a liner that covers the chamber and the liner directly 
contacts the chamber. The liner may be any device that 
contacts the litter and retains the litter, waste, liquids, solids, 
semi-solids, or a combination thereof in the chamber so that 
the litter may absorb, encircle, clump, or a combination 
thereof the contents and remove the contents during a 
cleaning cycle. All or a portion of the liner may be attached 
to the chamber. Preferably, at least a portion of the liner is 
free of attachment to the chamber so that during a cleaning 
cycle the liner may drop and loosen and/or remove any 
contents that were stuck to the liner. The edges of the liner 
may be connected to the chamber and the central region of 
the liner may be free of attachment to the chamber so that 
during a cleaning cycle the liner may fall. The liner may be 
a nonstick surface. The liner may be liquid impenetrable. 
The liner may be made of any material that may hold animal 
waste, litter, liquids, solids, semi-solids, or a combination 
thereof without being damaged, stained, permanently affixed 
to, penetrated, or a combination thereof. The liner may be 
rubber, plastic, a synthetic material, a natural material, or a 
combination thereof. Additional aspects regarding the liner 
may be gleaned from the teachings herein including those of 
Column 2, lines 6-61 and Column 4, line 66 to Column 5, 
line 59 of U.S. Pat. No. 6,463,881, issued on Oct. 15, 2002, 
incorporated by reference herein, which shows liner and the 
liner function during a cleaning cycle. 

The chamber may have one entry opening that animals 
may use to enter and exit the chamber. The entry opening 
may be any size and shape so that animals may enter and exit 
the chamber. The entry opening may be any size and shape 
so that during use, a cleaning cycle, entry, exit, or a time 
there between litter is substantially maintained with the 
chamber. The entry opening may form a plane. The entry 
opening plane may extend along the entry opening (e.g., 
along a surface that extends from the top of the entry 
opening to the bottom of the entry opening). The entry 
opening, the entry opening plane, or both may form an angle 
with vertical. The entry opening, the entry opening plane, or 
both may form an angle with vertical of about 10 degrees or 
more, about 15 degrees or more, or about 20 degrees or 
more. The entry opening, the entry opening plane, or both 
may form an angle with vertical of about 60 degrees or less, 
preferably about 45 degrees or less, or more preferably about 
25 degrees or less, but greater than zero degrees. The entry 
opening, the entry opening plane, or both may form an angle 
with vertical of between about 5 degrees and 45 degrees, 
between about 10 degrees and 35 degrees, or between about 
15 degrees and 25 degrees (1.e., about 20 degrees). The entry 
opening may be circular, square, elliptical, symmetrical, 
non-symmetrical, or a combination thereof. Preferably, the 
entry opening may be oval. More preferably, a primary axis 
of the opening extends substantially in the direction of the 
vertical plane. For example, the primary axis of the opening 
will be generally vertical when compared to a secondary 
axis. The secondary axis of the opening may be generally 
perpendicular to the vertical axis. The length of the primary 
axis and the length of the secondary axis may form a ratio. 
The ratio of the length of the primary axis to the length of 
the secondary axis may be any ratio so that an animal may 
fit within the opening and the contents of the chamber may 
be maintained with the chamber during use, cleaning, exit, 
entry, or any time therebetween. The ratio of the length of 
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the primary axis to the length of the secondary axis may be 
about 1.2:1 or more, about 1.4:1 or more, about 1.5:1 or 
more, or about 1.6:1 or more. The ratio of the length of the 
primary axis to the length of the secondary axis may be 
about 3:1 or less, about 2.5:1 or less, or about 2:1 or less. The 
axis of rotation may run juxtaposed to the primary axis, the 
secondary axis, or both. The axis of rotation may pass 
through the primary axis, the secondary axis, or both at any 
location along their length. Preferably, the axis of rotation 
runs substantially through the center of the primary axis, the 
secondary axis, or both. The entry opening may have an 
area. 

The area of the entry opening may be any area so that en 
animal of the teachings herein may fit through the opening 
into the chamber. The area of the entry opening may be 
about 75 cm* or more, about 125 cm? or more, about 175 
cm? or more, about 225 cm? or more, or even about 250 cm? 
or more. The length of the opening in the primary axis of 
about 15 cm or more, about 20 cm or more, or about 25 cm 
or more. The length of the entry opening in the secondary 
axis may be about 8 cm or more, about 10 cm or more, about 
12 cm or more, or about 15 cm or more. The entry opening 
may include an entry lip. 

The entry lip may be in any form that creates a lip on the 
entry opening so that any contents of the chamber are 
prevented from sliding out of the chamber, being pushed out 
of the chamber and/or kicked out of the chamber, or both. 
The entry lip may be integrated in any form into the chamber 
that prevents liquids from coming out of the entry opening, 
assists is transporting liquids into the chamber, or both. The 
entry lip may be positioned so that an animal fully enters 
and/or fully exits the chamber. The entry lip may cover and 
connect to a bottom portion of the entry opening. The entry 
lip may include a fence feature, a lip, a drain, or a combi- 
nation thereof. The entry lip may include a lip that extends 
out of the chamber so that anything that may fail as an 
animal is exiting the chamber, entering the chamber or both 
may be caught on the lip and funneled towards and/or into 
the chamber. The entry lip may funnel liquids, solids, or both 
to a drain. The drain may allow for solids, liquids, or both 
to funnel into the chamber. The drain may extend through 
and/or around a fence in the entry lip. The fence may be any 
device that extends vertically from the base of the entry 
opening so that a barrier is created. The fence may extend up 
high enough so that the top of the fence touches the 
underside of an animal so that the animal fully enters, fully 
exits, or both the chamber. The fence may have any height 
so that the animal may exit and enter the chamber over the 
fence and assist in retaining litter within the chamber. The 
fence may have a height of about 1 cm or more, about 2 cm 
or more, or about 2.5 cm or more. The fence may have a 
height of about 5 cm or less, about 4 cm or less, or about 3 
cm or less. The fence may be rigid, flexible, deformable, or 
a combination thereof. The fence may be positioned sub- 
stantially in the vertical plane. The fence may form an angle. 
The fence may form an angle so that the fence extends along 
a plane with the major axis of the entry opening. The fence 
may form substantially the same angle with the vertical 
plane as the entry opening, the entry opening plane, or both. 
The angle, shape, or both of the entry lip may funnel liquids, 
solids, litter, or a combination thereof into the chamber 
during a cleaning cycle so that any liquids, solids, litter, or 
a combination thereof that are dropped during an animal 
entering and/or exiting the chamber are retained within the 
chamber and may be removed from the chamber during a 
cleaning cycle through a waste opening. 
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The chamber includes a waste opening. The waste open- 
ing may be at any location in the chamber so that waste may 
be removed from the chamber and moved into the waste 
drawer. The waste opening may be at any location in the 
chamber so that when the chamber is in the home position 
the waste opening allows for light to enter the chamber. The 
waste opening may be on an opposing wall of the chamber 
as the entry opening. For example, the chamber may include 
a track around the circumference of the chamber and the 
entry opening may be on one side of the track and the waste 
opening may be on an opposing side of the track. The waste 
opening may be located entirely in one quadrant of the 
chamber. For example, when the chamber is viewed from 
the top the chamber may form four quadrants, the track 
plane may form one axis and the axis of rotation may form 
the second axis of the chamber, and the waste opening may 
be located entirely within one quadrant. The waste opening 
during a cleaning cycle, may substantially align with a main 
region of the waste drawer. The waste opening, during a 
cleaning cycle may be rotated by an angle of about 135 
degrees or more, about 150 degrees or more, about 180 
degrees or more, or a complete revolution, or about 205 
degrees or more so that litter may be cleaned and stored by 
a screen and septum and waste may be removed from the 
chamber through the waste opening. 

The screen and septum may be in any form that removes 
the waste from the litter and stores the litter so that only the 
waste is removed from the chamber during a cleaning cycle. 
Preferably, the screen and septum may be one unitary piece. 
The screen and septum may be separate pieces. The screen 
and septum may be integrated into the chamber. More 
preferably, the screen and septum may be attached together 
via a living hinge. The living hinge may be any part of the 
screen and/or septum that may move during a cleaning cycle 
as taught herein. The living hinge may be any part of the 
screen and/or septum that allows the screen to move as the 
chamber rotates. The living hinge may be any device that 
allows the screen to move so that the screen cleans litter 
during the beginning of a cleaning cycle and the screen 
moves above and/or on top of the litter when the chamber 
returns to the home position. The living hinge may be made 
of any material so that the screen opens and doses during a 
cleaning cycle. The living hinge may be plastically deform- 
able. Preferably, the living hinge may be elastically deform- 
able so that the living hinge doses the screen during a first 
half of cleaning (i.e., rotating towards removing the waste) 
and the hinge opens the screen during the second half of 
cleaning (i.e., rotating back towards the home position). The 
living hinge may be made of a polymeric material, a rubber 
material, a synthetic material, a natural material, or a com- 
bination thereof. Preferably, the living hinge is made of the 
same material as the screen and the septum. The living hinge 
may be created during formation of the screen and the 
septum. The living hinge may be an area of thinner material 
so that the thinner material exhibits some flexibility. The 
living hinge may be a crease created between the screen and 
septum so that the screen moves during a cleaning cycle. 
Preferably, the screen moves into a cleaning position during 
the beginning of cleaning cycle so that the screen removes 
waste from the litter while allowing “clean” litter to pass into 
the septum. For example, during the beginning of a cleaning 
cycle the chamber may rotate counter-clockwise so that the 
lifter presses the screen down towards an inner wall of the 
chamber so that the screen removes any particles larger than 
the screen size from the litter. Preferably, the living hinge 
moves to a return position during the end of a cleaning cycle 
so that “clean” lifter passes under the screen back into the 
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base of the chamber so that the “clean” litter may be used. 
For example, once the chamber has rotated and the waste is 
removed from the chamber through the waste opening the 
chamber begins to rotate, clockwise, back towards the home 
position, and the screen will move away from the internal 
wall of the chamber so that the litter will move under the 
screen into the base of the chamber. The living hinge may 
open as the living hinge travels to a home position after the 
chamber has removed waste so that the litter passes under 
the screen and dust is minimized and/or eliminated. The end 
of the screen may be fixedly connected to an internal 
chamber wall. Preferably, the end of the screen may contact 
an internal wall during at least a portion of a cleaning cycle, 
but may move away from the internal wall during rotation of 
the chamber to a home position. The septum may have a 
single opening where the litter enters and exit the septum. 
The septum may have an entry opening and an exit opening. 
The exit opening may be open, include a spring loaded door, 
or both. Preferably, the exit opening of the septum is hinged, 
includes a spring loaded door, or both that allows the litter 
to pass all of the way through the septum and flow directly 
back into the bottom of the lined chamber, be temporarily 
closed and retain the litter, or both. The spring loaded door 
may closed during rotation and be opened by the weight of 
the litter so that the litter is returned to the chamber after the 
waste is removed from the chamber. Additional aspects 
regarding a screen and septum may be gleaned from the 
teachings herein including those of column 12, line 12 
through column 13, line 12 and FIGS. 3-8 and 13 of US. 
Pat. No. 5,662,066, issued on Sep. 2, 1997, incorporated by 
reference herein, which shows a cleaning cycle using a 
screen and septum. During a cleaning cycle one or more 
internal components, one or more internal surfaces, or both 
of the chamber may contact litter, waste, or both. 

The one or more internal components, one or more 
internal surfaces, or both when contacted by litter, waste, or 
both may retain residual amounts of litter, waste, or both. 
These residuals may be transferred to an animal when the 
animal enters the chamber. For example, during a cleaning 
cycle litter dust may form on a region of the chamber 
proximate to the waste opening and if an animal while inside 
the chamber contacts this surface the lifter dust may transfer 
to the animal’s fur and/or hair. The chamber may include a 
shield assembly which covers one or more internal compo- 
nents, one or more internal surfaces, or both so that any 
residuals that may be present on the components, surfaces, 
or both are covered by a clean surface so that residuals are 
not transferred to the animal. 

The shield assembly may be in any form that covers an 
internal surface, internal component, or both that directly 
contacts lifter, waste, or both so that any residual matter on 
those surfaces is covered by the shield assembly and is not 
transferred to an animal. The shield assembly may be in any 
form which is located between a surface with residual matter 
and an animal so that residual matter is not transferred to the 
animal. The shield assembly may be static. Preferably, at 
least a portion of the shield assembly is rotatable (1.e., an 
internal rotatable shield). The shield assembly may ratably 
attach to the chamber. 

The shield assembly may include a shield, a retainer, a 
biasing member (e.g. a torsion spring), a screw, a washer, 
and a holder. The shield assembly may be assembled about 
the rotational axis of the chamber. The retainer may be 
rotatably attached to the holder and a biasing member may 
be attached about the rotational axis of the retainer. The 
biasing member may be fixedly attached to the retainer and 
correspondingly attached to a stop feature (e.g., a tab) in the 
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holder. The biasing member may be attached to and located 
between the retainer and holder such that a torsion force is 
applied to the retainer by the biasing member. The retainer 
is prevented from rotating in reaction to the torsional force 
by a hook on the retainer that comes into contact with a tab 
in the holder thus preloading the biasing member (1.e., 
torsion spring), and retainer. The shield may be keyed so that 
the shield attaches to the retainer with a screw and washer 
such that the shield and retainer always rotate together. The 
holder may also be held in a position axially by the screw 
and washer. A clearance between the washer and the holder 
may allow free rotational movement of the retainer within 
the holder. The shield resides on the inside of the chamber 
and the retainer and holder reside on the outside of the 
chamber. The holder is prevented from rotating by nesting in 
a skit of the support base. The shield may rotate clockwise, 
counterclockwise, or both. For example, one possible rota- 
tion sequence of the shield assembly is as follows. Starting 
from the home position, as the chamber begins to cycle in a 
counter clockwise direction, the shield does not rotate 
because the shield is keyed to the retainer which is held in 
position by the biasing member forcing the retainer hook 
against the tab in the holder which is always stationery. The 
shield remains stationary until the chamber tab rotates into 
position and comes into contact with a tab on the retainer 
which causes the retainer and shield to rotate along with the 
chamber. When the retainer and shield rotate with the 
chamber, the biasing member is further loaded (e.g., wound) 
increasing the torsion force between the retainer and holder 
until the chamber stops at the cleaning position. When the 
chamber returns to the home position in a clockwise direc- 
tion the retainer is held against the chamber tab by the 
torsion force of the biasing member until the retainer hook 
reaches the tab within the holder again at which time the 
retainer (and thus shield) stop and the chamber continues to 
rotate in a clockwise direction to level the litter. 

The retainer may have one or more ears that contact the 
chamber, a holders a biasing member, or a combination 
thereof. The one of more ears may be any member that 
assists in rotating the shield, maintaining the shield in a 
static position, or both. The holder, retainer, biasing member, 
shield attachment, shield, hole (e.g., bearing surface) in the 
chamber, or a combination thereof may substantially be 
aligned along the axis of rotation. The holder may be free of 
a fixed relationship with the chamber so that the chamber 
may rotate around the holder. The holder, the retainer, or 
both may include one or more tab features, retainer stops, 
biasing member stops, or a combination thereof. The tab 
features, retainer stop, biasing member stops, or a combi- 
nation thereof may be a feature that contacts a part of the 
retainer, the biasing member, or both and prevents the 
retainer and/or biasing member from rotating, allows the 
retainer and/or biasing member to rotate, rotates the retainer 
and/or biasing member with the chamber, or a combination 
thereof. The holder may attach to the chamber at a location 
proximate to the retainer, contact a chamber tab, or both so 
that the holder at least partially rotates with the chamber. The 
holder may prevent the retainer, the biasing member, or both 
from rotating so that as the chamber rotates the shield moves 
independent of the chambers rotation and/or remains static 
for at least a part of the chambers rotation. The biasing 
member may be wound when installed. The biasing member 
may be wound so that when the chamber is in the home 
position the biasing member is exerting a force on the 
retainer, the holder, the shield, or a combination thereof. 

The shield may include a home position and a rotating 
position. The home position may be any position where the 
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shield covers an internal region of the chamber that may 
include residual matter. The home position may be proxi- 
mate to the waste opening. The home position may cover all 
or a portion of the screen, the septum, or both. The home 
position may be any position where the shield is located 
when the chamber is not moving; where the tab feature, the 
retainer stop, or both is not moving the shield; the biasing 
member is not moving the shield; or a combination thereof. 
Preferably, the shield may be in the home position when the 
chamber is static and then as the chamber begins to rotate the 
shield remains static until the chamber is sufficiently rotated 
that the shield will not directly contact the litter, waste, or 
both. The shield may remain static until the regions of direct 
contact with waste, fitter, or both; the waste opening; or both 
pass by the shield. The shield may remain static until the 
chamber rotates far enough that a tab on the chamber comes 
into contact with the retainer and overcomes the force of the 
spring and then the shield may rotate with the chamber. The 
shield may rotate from a home position to a rotate position. 
The rotate position may be any position where the shield is 
free of direct contact with litter, waste, or both where the 
shield clears the waste opening, the shield is clear so that the 
liner may drop, or both. The rotate position may be located 
on a side of the waste opening opposite the direction of 
rotation of the chamber during a cleaning cycle. The rotate 
position may rotate the shield to a location where the shield 
is free of direct contact with waste, litter, or both and the 
shield is in a location where the liner may fall without the 
shield interfering. The shield when in the rotate position may 
be substantially free of contact with a fully extended liner, 
be located on a side of the chamber, or both. After waste has 
been removed the shield may remain in the rotate position 
until the liner returns to the home position, the tab feature 
and/or retainer stop releases pressure on the spring, the 
chamber rotates far enough that the tab on the chamber 
disengages from the retainer and the force of the spring is 
sufficient to move the shield to the home position, or a 
combination thereof. During a cleaning cycle the chamber 
may be rotated by any device and/or mechanism. 

The chamber may be rotated using any rotation device 
that assists in rotating the chamber. The rotation device may 
be a track, a gear, a high friction surface, a raised area, a 
toothed area, a contact surface area, or a combination 
thereof. The support base may include a rotation device that 
corresponds to any device, mechanism, track, or a combi- 
nation thereof of the chamber so that a motor, a drive 
mechanism, or both in the support base may rotate the 
chamber. The rotation device may be a belt, a cog, a 
sprocket, a toothed assembly, rollers, a wheel, or a combi- 
nation thereof. Preferably, the chamber includes a toothed 
track around an outside of the chamber and the support base 
includes a corresponding toothed device that rotates the 
chamber. 

The track may encircle an outside wall of the chamber so 
that the chamber may be rotated around the axis of rotation. 
The track lies in a plane. The track plane may be any plane, 
have any angle, or both so that the chamber may rotate 
around the axis of rotation taught herein. The track plane 
may form an angle with the vertical plane (i.e., gravity). The 
track plane may form an angle of about 5 degrees or more, 
about 10 degrees or more, or about 15 degrees or more with 
the vertical plane. The track plane may form an angle of 
about 85 degrees or less, about 65 degrees, or less, or about 
45 degrees or less with the vertical plane. The track plane 
may form an angle of between about 5 degrees and 60 
degrees, between about 10 degrees and 40 degrees, or 
between about 15 degrees and 35 degrees with the vertical 
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plane. The track may be used to rotate the chamber around 
the axis of rotation during a cleaning cycle, an empty cycle, 
or both. The track may be used to rotate the chamber 
clockwise, counter-clockwise, or both. The track, drive gear, 
a contact point with the chamber, or a combination thereof 
may be located within the support base so that a pinch point 
is not created. Preferably, the track is covered by a bonnet. 

The bonnet may be any device that extends over the 
chamber. The bonnet may attach to the support base on one 
or both sides of the chamber. The bonnet may partially or 
fully cover the track in the home position, during a cleaning 
cycle, during an empty cycle, or at any time therein between. 
The bonnet may fully or partially cover the waste opening in 
the home position, during a cleaning cycle, during an empty 
cycle, or at any time therein between. Preferably, the bonnet 
covers both the track and the waste opening at all times so 
that a pinch condition is not created when the chamber 
rotates. The bonnet may remain static as the chamber rotates. 
The bonnet may connect on one or more sides to the support 
base. The bonnet may connect to the device using any 
method and/or apparatus that connects the bonnet to the 
device. Preferably, the bonnet is attached via any fastener 
(e.g., screw, bolt, formed sheet metal, interlocking tab, rivet, 
pin, the like, or a combination thereof) that connects the 
bonnet to one or both sides of the support base. More 
preferably, the bonnet is attached via any fastener that 
conducts electricity or current so that the bonnet may be 
powered and a sensor may sense when one or both sides of 
the bonnet have been removed from the support base. The 
bonnet may connect to the support base using one or more 
retaining cups located in the bonnet, the support base, or 
both. The bonnet, the support base, the retaining clips or a 
combination thereof may be and/or include an interlock 
sensor so that if one or both sides of bonnet are removed 
from contact, electrical contact, or both the chamber is 
prevented from rotating. 

The interlock sensor may be any sensor that detects if one 
or both sides, one or more retaining clips, or both are 
partially removed, completely removed, or both so that 
rotation of the chamber is prevented. The interlock sensor 
may include a low current electrical sensor that is in com- 
munication with a motor, a controller, a microprocessor, or 
a combination thereof. The low current electrical sensor may 
transmit a signal to the motor, the controller, the micropro- 
cessor, or a combination thereof when the bonnet is removed 
so that the chamber does not rotate. The interlock sensor 
may sense power being supplied to the bonnet through the 
connection points. The bonnet may include one or more 
power connection points and power may be supplied to the 
bonnet when the bonnet is connected on one or more sides 
to the support base. The one or more power connection 
points may feed power from the support base to one or more 
lights, one or more ambient light sensors, or both. 

The one or more fights, the one or more ambient light 
sensors or both may connect to the bonnet, the chamber, the 
support base, or a combination thereof. The one or more 
lights may supply light to the inside of the chamber. The one 
or more lights may indirectly supply light through a trans- 
parent panel in the chamber. Preferably, the one or more 
lights may directly supply light into the chamber through the 
waste opening when the waste opening is in the home 
position. More preferably, the bonnet includes at least three 
lights directed at different angles so that the inside of the 
chamber is illuminated. The lights may turn on when an 
ambient light sensor detects the light in the chamber has 
reduced below a predetermined lumen level. The lights may 
turn on when the indirect weight sensor senses a change in 
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mass and the ambient light sensor detects the light in the 
chamber has reduced below a predetermined lumen level. 
All or a portion of the bonnet may be transparent. Preferably, 
the portion of the bonnet that aligns with the waste opening 
is transparent so that day light, natural light, light in the 
surrounding regions, or a combination thereof may pass 
through the bonnet into the chamber. The bonnet may 
include a transparent portion that aligns with the one or more 
ambient light sensors so that the ambient light sensors may 
monitor the amount of light surrounding the chamber. Pref- 
erably, the bonnet may cover the chamber so that light may 
enter the chamber through at least the waste opening while 
the bonnet prevents a pinch condition from being created 
between the support base and the track and/or the waste 
opening as the chamber rotates. 

The automatic litter device may include one or more 
pinch detectors. The one or more pinch detectors may be 
located proximate to any pinch points that may exist so that 
the pinch detector is contacted before an edge of the cham- 
ber, the waste opening, the support base, the bonnet, the 
waste drawer, any other components of the automatic litter 
device, or a combination thereof and the rotation of the 
chamber is stopped. Preferably, one or more pinch detectors 
may be located in the support base proximate to the waste 
drawer so that as the chamber begins to rotate towards the 
home position the pinch detector will be contacted and the 
rotation of the chamber may be stopped before a pinch 
condition occurs. The pinch detector may prevent a pinch 
condition if an item is extending through the waste opening, 
but is not extending far enough into the waste drawer that the 
indicator for detecting the level of waste in the drawer would 
detect the item and prevent rotation of the chamber. The 
pinch detector may be any sensor that detects an item 
projecting through the waste opening that may be subject to 
a pinch condition. The pinch detector may be any sensor that 
detects an impending pinch condition. The pinch detector 
may be rigid, flexible, partially flexible, jointed, hinged, 
elastically deformable, or a combination thereof. During a 
possible pinch condition an item extending through the 
waste opening that is not detected by the indicator may 
contact and deflect the pinch detector stopping the chamber 
from rotating. The controller, the microprocessor, the motor, 
or a combination thereof may cause the chamber to reverse 
so that the waste opening may be cleared. The pinch detector 
may flex back to its pre-deflected state so that if another 
pinch condition is created the pinch detector may prevent the 
pinch condition. The pinch detector may have a resistance 
when the pinch detector is in the home position (i.e., the 
pinch detector is not deflected). The pinch detector may have 
a different resistance when the pinch detector is in a 
deflected state preventing a pinch condition). The pinch 
detector may be a simple normally dosed switch which is 
opened when the pinch detector is deflected. The pinch 
detector may be a simple normally open switch which is 
dosed when the pinch detector is deflected. The pinch 
detector may be electrically connected to a controller, a 
microprocessor, or both that monitor the switch status or 
resistance of the pinch detector for a pinch condition so that 
the pinch condition is prevented. The microprocessor, the 
controller, or both may rotate the chamber towards the home 
position, the empty position, the cleaning position (..e., 
waste removal position), the level position, or a combination 
thereof until one or more sensors indicate that the chamber 
has achieved the desired position. 

The microprocessor, the controller, or both may monitor 
the relative position of the chamber using one or more 
sensors. The sensors may be any sensor that may detect the 
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position of the chamber relative to the support base. The 
sensors may be Hall effect sensors. The automated litter 
device may include a safety stop if the Hall affect sensors, 
the microprocessor, the controller, or a combination thereof 
cease to sense the position of the chamber, temporarily lose 
a signal, break, or a combination thereof. The safety stop 
may include a chamber stop, a support base stop, or both. 
The chamber safety stop may be a protrusion that extends 
from a portion of the chamber and contacts a part of the 
support base so that rotation of the chamber is prevented. 
The support base safety stop may be a protrusion that 
extends from the support base and contacts a piece of the 
chamber so that the chamber is prevented from rotating. 
Preferably, the chamber safety stop extends out so that when 
the chamber safety stop contacts a corresponding surface in 
the support base, rotation of the chamber the chamber is 
physically prevented. When the safety stop prevents the 
chamber from moving, the controller, the microprocessor, 
the motor, or a combination thereof may immediately stop 
rotating the chamber, may time out and stop rotating the 
chamber after a predetermined amount of time, or some time 
therein between. The controller, microprocessor, the motor, 
or a combination thereof may cease rotating the chamber at 
any period of time so that the chamber, the support base, 
rotation device, or a combination thereof are not damaged. 
A predetermined wait time of about 15 seconds or less, about 
10 seconds or less, about 5 seconds or less, or about 2 
seconds or less may allow the cause of the interruption to 
clear. The safety stop may prevent the chamber from over 
rotating in one direction but may avow the chamber to rotate 
in an opposing direction without rotation being prevented. 
For example, the safety stop may prevent the chamber from 
rotating past the waste opening during a cleaning cycle, but 
the safety stop may be bypassed during an empty cycle so 
that all of the contents of the chamber may be removed. 
Preferably, the stop prevents over rotation beyond the clean- 
ing position but allows rotation beyond the home position so 
that the litter may be emptied in the empty cycle. The 
support base, the chamber, or both may include a diverter so 
that the when the chamber rotates during an empty cycle the 
safety stop may be bypassed and all of the contents may be 
emptied out of the chamber. The diverter may be any device 
that diverts the safety stop from contacting the opposing 
corresponding part of the safety stop so that an empty cycle 
may be performed. The diverter may be any device and/or 
mechanism that moves the safety stop out of its normal line 
of rotation so that the safety stop is prevented from contact- 
ing the opposing safety stop. The diverter may be an angled 
piece of material that is in the line of rotation of the safety 
stop in one direction by is located after an opposing safety 
stop in an opposing direction. 

FIG. 1 illustrates an automatic titter device 2. The auto- 
matic litter device 2 includes a chamber 20 having shield 50 
that is rotatable with the chamber 20. The chamber 20 is 
positioned on a support base 100 that assists in rotating the 
chamber 20. The support base 100 includes a waste drawer 
150 so that when the chamber 20 rotates waste is transferred 
from the chamber 20 to the waste drawer 150. The waste 
drawer 150 includes a step 152 with a cleaning device 154 
so that an animal may use to the step 152 to enter and exit 
the chamber through the entry opening 22. The automatic 
litter device 2 includes a bonnet 80 that extends over the 
chamber 20 and is attached to the support base 100 on both 
sides of the chamber 20 at an attachment location 94. 

FIG. 2 is an exploded view of the automatic litter device 
2 of FIG. 1. A bonnet 80 is illustrated over the chamber 20. 
The bonnet includes a transparent window 82 so that ambi- 
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ent light may pass through the bonnet 80 and into the 
chamber 20 through the waste opening 24. The ends of the 
bonnet 80 connect to the support base 100 by retaining clips 
84. The retaining clips 84 hold the bonnet 80 on the support 
base 100 and complete a circuit with an interlock sensor 86 
that detects if the bonnet 80 has been removed and/or 
loosened and prevents the chamber 20 from rotating. The 
retaining clips 84 are attached to wiring 88 that extends from 
the retaining clips 84 to the ambient light sensor (not shown) 
and lights (not shown). The wiring 88 supplies power to the 
ambient light sensor so that the ambient light sensor can 
detect the amount of light passing into the chamber 20 
through the transparent window 82 and if the ambient light 
drops below and/or increases above a predetermined level 
turn on and/or off the lights. The lights (not shown) supply 
light into the chamber 20 through the waste opening 24. The 
chamber 20 has a track 26 that rotates the chamber around 
an axis of rotation 28. The entry opening 22 of the chamber 
20 includes an entry lip 40. The entry lip 40 has a fence 42 
that assists in retaining litter (not shown) in the chamber 20. 
The fence 42 has a height (H,,) that is tall enough so that the 
fence 42 contacts an underside of an animal and encourages 
the animal to completely enter and/or completely exit the 
chamber 20. The fence 42 has a drain 44 that allows liquids 
that are caught on the lip 46 to pass through the fence 42 into 
the chamber 20. The support base 100 has a control panel 
102 for resetting a weight sensor (not shown), rotating the 
chamber 20, running a cleaning cycle, running en empty 
cycle, or a combination thereof. The support base 100 has a 
waste track 104 so that the waste drawer 150 is properly 
installed in the support base 100. The waste drawer 160 
includes a step 152 to assist the animal in entering and 
exiting the chamber 20. The step 152 has a cleaning device 
154 that assists in removing waste, litter, or both from pews 
of an animal exiting the chamber 20. The waste drawer 150 
includes a receptacle area 156 for catching waste, and the 
receptacle area 158 includes a waste drawer track 158 so that 
the waste drawer is properly installed on the waste track 104. 

FIG. 3A illustrates a left side view and FIG. 3B illustrates 
a right side view of the litter device 2. The litter device 2 has 
a bonnet 80 extending over the chamber 20 and connecting 
to the support base 100 so that the retaining clips 84 and 
interlock sensors 86 are complete and power is supplied to 
the lights and ambient light sensor 90, which receives 
ambient light through the transparent window 82. The 
chamber 20 has an entry opening 22 that extends along an 
entry opening plane 38, which forms an angle (@) with the 
vertical plane 4. The entry opening includes an entry lip 40 
for preventing waste, fluids, or both from exiting the cham- 
ber 20. The entry opening 22 has a height (H,,). The chamber 
20 rotates around an axis of rotation 28. The axis of rotation 
28 forms an angle (a) with vertical which is represented by 
a vertical plane 4. The axis of rotation 28 forms an angle (p) 
with a plane 6 that is perpendicular to the vertical plane 4 
and is substantially parallel to the surface 200, which the 
litter device 2 sits upon. The rear of the chamber 20 includes 
a holder cover 58 that assists in attaching a shield 50 (not 
shown) to the chamber 20. The support base 100 has a 
control panel 102, and a weight sensor 106 for sensing the 
weight of the litter device 2 and its contents. The weight 
sensor 106 is located under the waste drawer 150. The waste 
drawer 150 has a step 152. 

FIG. 4 illustrates a top view of the litter device 2. As 
shown a bonnet 80 extends over the chamber 20, and has a 
transparent window 82 so that ambient light can illuminate 
the chamber 20. As illustrated the chamber 20 has two 
halves separated by a chamber plane 14 and the transparent 
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window 82 and waste opening 24 (not shown) are located 
entirely on one side of the chamber plane 14. The chamber 
has a holder cover 58 on one side and the opposing side of 
the chamber 20 includes an entry opening 22 with an entry 
lip 40. The entry lip 40 includes a fence 42 so that contents 
of the chamber 20 remain in the chamber 20. The chamber 
20 is positioned on a support base 100 that includes a control 
panel 102 for controlling the litter device 2. The support base 
100 has a waste drawer 150 that has a step 152 and a 
cleaning device 154. 

FIG. 5 illustrates a cross-sectional view of the litter device 
2. The litter device 2 as has a bonnet 80 covering the 
chamber 20 and the track 26. The track 26 surrounds the 
chamber 20 and forms a track plane 12 through the chamber. 
The track plane 12 has an angle (8) with the vertical plane 
4. The chamber 20 on the inside includes a shield 50 
partially covering the screen 30 and septum 32. The shield 
50 is attached to the chamber 20 via a retainer 52 that is 
covered by a holder cover 60 on the outside of the chamber 
20. The chamber 20 includes fitter 10, and the top of the litter 
10 forms a utter plane 8. The lifter plane 8 forms an angle 
(y) with a plane 6 that is perpendicular to the vertical plane 
4. As shown the axis of rotation 28 of the chamber 20 
extends through the retainer 62 of the shield 50. The 
chamber 20 is positioned above the support base 100, and 
the rear leg of the support base 100 has a weight sensor 106 
and a pre-compressed member 108 for measuring the mass 
of the litter device 2. The support base 100 includes as waste 
drawer 150 with a receptacle area 156. 

FIG. 6 illustrates an exploded view of the chamber 20 and 
internal components. The outside of the chamber 20 includes 
a track 26 and a waste opening 24. The entry opening 22 has 
a width (W,,) and includes an entry lip 40. The inside of the 
chamber 20 has a liner 36, an entry lip 40, a shield 50, a 
screen 30, and a septum 32. The screen 30 and the septum 
32 as illustrated are integrally connected via a living hinge 
34. The entry lip 40 sits on and forms to the chamber 20 so 
that any liquids and/or solids caught by the entry lip 40 may 
be funneled into the liner 38 and the litter (not shown) during 
rotation of the chamber. The entry lip 40 has a fence 42, a 
drain 44 that extends through the fence 42, and a lip 46. The 
shield 50 includes a shield attachment 52 for attaching the 
shield 50 to the chamber 20. The shield attachment 52, 
retainer 56, and a biasing member 54 are connected to the 
chamber 20. A biasing member 54 is located axially within 
and between the retainer 56 and the shield 50. A portion of 
the biasing member 54 is located between the retainer and 
the holder so that a preload torsional force is created and the 
shield 50 and retainer 56 are held against a stop within the 
immovable holder 58 holding the shield 50 static during an 
initial portion of the chamber 20 rotation until a chamber tab 
48 on the chamber 20 comes into contact with a tab on the 
retainer 56 causing the retainer and shield to follow along 
with the chamber 20 further winding the biasing member 54 
until the chamber 20 stops at the cleaning position. The 
holder 38 is connected to the support base (not shown) and 
covers a hole 62 in the chamber 20 wherein the shield 
attachment 52, biasing member 54, and retainer 56 connect 
to the chamber 20. The shield 50 partially covers the screen 
30 and/or the septum 32 while the chamber is in the home 
position so that an animal does not contact any residuals that 
may be on the screen 30 and/or septum 32. 

FIG. 7 illustrates a bonnet 80 having a transparent win- 
dow 82 covering a track 26 around the chamber 20. A rear 
side of a chamber 20 is illustrated and includes a hole 62 
having an integral inner and outer bearing surface. The 
shield 50 (not shown) is connected to the chamber 20 by the 
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shield attachment 52 extending into the hole 62 of the 
chamber 20. A chamber tab 46 extends from the slot 62 and 
contacts a portion of the retainer (not shown) so that the 
retainer is at least partially rotated during rotation of the 
chamber 20. 

FIG. 8 illustrates an exploded view of a bonnet 80. The 
bonnet has a transparent window 82 with an ambient light 
sensor 90 and lights 92 located proximate to the transparent 
window so that the lights can illuminate an inside of a 
chamber 20 (not shown) through the waste opening 24 (not 
shown). The ends of the bonnet 80 include retaining clips for 
attaching the bonnet 80 to a support base 100 (not shown). 
Wiring 88 transfers power through the retaining clips 84 to 
the light sensor 90 and the lights 92 so that the lights may 
illuminate the chamber when the ambient lighting is low. 

FIG. 9 illustrates an exploded view of a support base 100. 
The support base includes a control panel 102 for controlling 
the litter device. The control panel 102 covers a compart- 
ment 112 that houses a rotation device 130 for rotating the 
chamber 20 (not shown). The rotation device 130 extends at 
least partially through control panel 102 so that the rotation 
device 130 can rotate the chamber. The compartment 112 
houses all of the electronics so that the electronics are 
protected from moisture, fumes, corrosives, or a combina- 
tion thereof. The rotation device 130 is in electrical com- 
munication with an interlock sensor 86 so that if the bonnet 
80 (not shown) is removed and/or loosened the rotation 
device 130 will not rotate. A safety stop 116 and pinch 
detector 114 are located within the support base 100 so that 
the rotation of the chamber is limited. The rotation device 
130 is also in electrical communication with a weight sensor 
106 so that the rotation device 130 does not rotate while an 
animal is in the chamber 20 (not shown) but will subse- 
quently rotate once the animal exits the chamber. The weight 
sensor 106 includes a pre-compressed member 108 in con- 
nection with a force sensitive monitoring device 110 so that 
an increase and/or decrease in weight of the system can be 
detected by the weight sensor 106. The support base 130 has 
a waste track 104 so that the waste drawer 150 (not shown) 
is aligned properly within the litter device so that all of the 
waste is caught in the waste drawer. An indicator 120 is 
located above the waste drawer and in electrical communi- 
cation with the rotation device 130 so that if the waste 
drawer becomes full the chamber will not be rotated. The 
indicator 120 includes transmitters 122 on one side of the 
waste opening and receivers 124 on an opposing side of the 
waste opening. An isolation mount 118 is located around the 
rotation device 130 for housing the motor and gear assem- 
bly. A battery compartment 140 housing a battery 142 is 
located proximate to the rotation device 130. 

FIG. 10 is a bottom view of a litter device and especially 
one possible support base 100. The support base 100 
includes a weight sensor 106 and a waste track 104 for the 
waste drawer 150 to slide upon. The waste drawer 150 
includes a step 152. The chamber 20 as shown has a holder 
58. 

FIG. 11 illustrates one exemplary embodiment of a waste 
drawer 150. The waste drawer includes a step 152 that is 
covered by a removable cleaning device 154. The waste 
drawer has a receptacle area 156 for catching waste and the 
receptacle area 156 includes a waste drawer track 158. A 
removable carbon filter 160 is located within the waste 
drawer for filtering air from the waste drawer 150. 

FIGS. 12A and 12B illustrate the screen 30 and septum 
32. A living hinge 34 is located between the screen 30 and 
the septum 32 so that litter is screened during rotation away 
from the home position and so that the screen moves above 
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the litter during rotation back to the home position so that 
dust is reduced. FIG. 12B illustrates the living hinge 34 in 
a cleaning position 300 so that litter passes through the 
screen 30 and into the septum 32 and waste is screened out 
and directed towards the waste opening 24. FIG. 1 illustrates 
the living hinge 34 in a return position 302 where the litter 
passes under the screen 30 as the litter flows out of the 
septum 32. 

FIGS. 13A-13D illustrate a complete cleaning cycle. FIG. 
13A illustrates the litter device 2 in the home position 350. 
The litter 10 when in the home position 350 is ready for use 
by an animal. The shield 50 covers a portion of the screen 
30 and the septum 32 while allowing light to enter the 
chamber 20 through the waste opening 24. 

FIG. 13B illustrates the litter device 2 during the initial 
stages of a cleaning cycle. As shown, the litter device rotates 
counterclockwise so that the litter 10 is moved off of the 
liner 36 and into contact with the screen 30. As the litter 10 
contacts the screen 30 the screen 30 is moved into contact 
with an internal wall of the chamber 20 so that the litter 
and/or waste are separated by the screen 30. The “clean” 
litter then passes from the screen to the septum 32 where the 
litter is stored while the waste is removed. As shown the 
shield 50 remains static so that the area which contacts waste 
is exposed so that the waste can be removed. 

FIG. 13C illustrates the litter device 2 in the waste 
removal position 352. As illustrated the waste removal 
position 352 is in the same position as an empty position. 
The litter 10 has been fully screened and is stored in the 
septum 32 so that the “clean” litter does not pass through the 
waste opening 24 into the waste drawer (not shown). The 
shield 50 is rotated exposing a contact region 35 where 
waste is funneled along the screen 30 and septum 32 and out 
of the waste opening 24, and remnants (not shown) may 
form. The shield 50 is also rotated to a position where the 
liner 36 fails so that remnants are removed and/or loosened. 

FIG. 13D illustrates a return from the removal position to 
the home position. The litter device 2 rotates the chamber 20 
clockwise so that the litter 10 moves from the septum 32 
towards the liner 36. As the chamber 20 rotates the litter 
pushes the screen 30 away from an internal chamber wall via 
the living hinge 34 so that the litter 10 passes under the 
screen 30 to minimize dust. The shield 50 rotates over the 
contact region 35 so that during use remnants (not shown) 
are not transferred from the contact region 35 to an animal. 

FIG. 14 illustrates a close-up view of one possible weight 
sensor 106 located in the litter device of FIG. 5. The weight 
sensor 106 includes a foot 220 located under the support 
base 100. The foot 220 is connected to the support base 100 
via a fastener 222. The fastener 222 extends through the foot 
220 and the support base 100. The fastener 222 extends 
through a pre-compressed member 108 and assists in retain- 
ing the pre-compressed member between the foot 220 and 
the support base 100. A rocker arm 224 is located above the 
support base 100 and secured to the support base 100 via a 
fastener 226 and a washer 228, and one side of the rocker 
arm 224 forms a pivot point with the support base 100. A 
force sensitive monitoring device 110 is located between the 
rocker arm 224 and the support base 100. During initial 
operation the pre-compressed member 108 has a force so 
that a gap (G) is created between the foot 220 and the 
support base 100. The gap (G) assists in providing a force on 
the rocker arm which produces a force on the force sensitive 
monitoring device 110. As weight is added to the litter 
device more force is applied to the support base 100 pushing 
down on the pre-compressed member 108 so that less force 
is translated to the force sensitive monitoring device 110. 
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The amount of force the fastener 226 and washer 228 apply 
to the rocker arm 224 and the amount of force experienced 
by the force sensitive monitoring device 110 is correlated to 
indicate a weight change. When weight is removed from the 
litter device the pre-compressed member 108 pushes the 
support base 100 away from the foot 220 increasing the 
amount of force on the rocker arm 224 by the fastener 226 
and the washer 228. 

FIG. 15 illustrates a close-up view of another possible 
weight sensor 106 located in the litter device of FIG. 5. The 
weight sensor 160 includes a foot 200 located under the 
support base 100. The foot 220 is connected to the support 
base 100 via a fastener 222. The fastener 222 extends 
through the foot 220 and the support base 100. The fastener 
222 extends through a pre-compressed member 108 and 
assists in retaining the pre-compressed member between the 
foot 220 and the support base 100. A rocker arm 224 is 
located above the support base 100 and secured to the 
support base 100 via a fastener 226, and one side of the 
rocker arm 224 forms a pivot point with the support base 
100. A compressible contact member 230 is located under 
the rocker arm 224 and above a force sensitive monitoring 
device 110. The force sensitive monitoring device 110 is 
located under the compressible contact member 230 and 
above the support base 100. During initial operation the 
pre-compressed member 108 has a force so that a gap (G) is 
created between the foot 220 and the support base 100. The 
pre-compressed member 108 provides a force on the rocker 
arm that produces a force on the compressible contact 
member 230 which ultimately transfers the force to the force 
sensitive monitoring device 110. As weight is added to the 
litter device more force is applied to the support base 100 
pushing down on the pre-compressed member 108 so that 
the rocker arm 224 pivots around its pivot point 225 and 
reduces the amount of force experienced by the force 
sensitive monitoring device 110 and thus the weight reading 
increases. When weight is removed from the litter device the 
pre-compressed member 108 pushes the support base 100 
away from the foot 220 increasing the amount of force on 
the rocker arm 224 by the fastener 226 so that the rocker arm 
224 rotates around its pivot point 225. This increases the 
amount of force applied to the compressible contact member 
230 and ultimately the force sensitive monitoring device 110 
which translates to a decrease in weight in the litter device. 

Any numerical values recited herein include all values 
from the lower value to the upper value in increments of one 
unit provided that there is a separation of at least 2 units 
between any lower value and any higher value. As an 
example, if it is stated that the amount of a component or a 
value of a process variable such as, for example, tempera- 
ture, pressure, time and the like is, for example, from 1 to 90, 
preferably from 20 to 80, more preferably from 30 to 70, it 
is intended that values such as 15 to 85, 22 to 68, 43 to 51, 
30 to 32 etc. are expressly enumerated in this specification. 
For values which are less than one, one unit is considered to 
be 0.0001, 0.001, 0.01 or 0.1 as appropriate. These are only 
examples of what is specifically intended and all possible 
combinations of numerical values between the lowest value 
and the highest value enumerated are to be considered to be 
expressly stated in this application in a similar manner. 

Unless otherwise stated, all ranges include both endpoints 
and all numbers between the endpoints. The use of “about” 
or “approximately” in connection with a range applies to 
both ends of the range. Thus, “about 20 to 30” is intended 
to cover “about 20 to about 30”, inclusive of at least the 
specified endpoints. 
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The term “consisting essentially of’ to describe a com- 
bination shall include the elements, ingredients, components 
or steps identified, and such other elements ingredients, 
components or steps that do not materially affect the basic 
and novel characteristics of the combination. The use of the 
terms “comprising” or “including” to describe combinations 
of elements, ingredients, components or steps herein also 
contemplates embodiments that consist essentially of the 
elements, ingredients, components or steps. By use of the 
term “may” herein, it is intended that any described attri- 
butes that “may” be included are optional. 

Plural elements, ingredients, components or steps can be 
provided by a single integrated element, ingredient, com- 
ponent or step. Alternatively, a single integrated element, 
ingredient, component or step might be divided into separate 
plural elements, ingredients, components or steps. The dis- 
closure of “a” or “one” to describe an element, ingredient, 
component or step is not intended to foreclose additional 
elements, ingredients, components or steps. 

Tt is understood that the above description is intended to 
be illustrative and not restrictive. Many embodiments as 
well as many applications besides the examples provided 
will be apparent to those of skill in the art upon reading the 
above description. The scope of the teachings should, there- 
fore, be determined not with reference to the above descrip- 
tion, but should instead be determined with reference to the 
appended claims, along with the full scope of equivalents to 
which such claims are entitled. The disclosures of all articles 
and references, including patent applications and publica- 
tions, are incorporated by reference for all purposes. The 
omission in the following claims of any aspect of subject 
matter that is disclosed herein is not a disclaimer of such 
subject matter, nor should it be regarded that the inventors 
did not consider such subject matter to be part of the 
disclosed inventive subject matter. 

We claim: 

1. A device comprising: 

(a) a support base; 

(b) a chamber, located on the support base, which 

includes: 

(i) an entry opening so that an animal can enter and exit 
the chamber; 

(ii) a screen and/or septum located at a back of the 
chamber, opposite the entry opening; 

(iii) a single axis of rotation that forms an angle of 
between about 80 degrees and about 55 degrees with 
a vertical plane; 

(iv) a track, which encircles an outside wall of the 
chamber and lies in one plane defining a track plane 
which forms an angle between about 10 degrees and 
35 degrees with the vertical plane, for rotating the 
chamber around the single axis of rotation; 

(v) a single waste opening, located entirely on one side 
of the track plane in a wall of the chamber and on an 
opposite side of the track plane as the entry opening; 
and 

(vi) two chamber halves separated by the track plane; 

(c) a bonnet, which has a band-like shape and substan- 

tially a same contour as a portion of the outside wall of 
the chamber, extends over the portion of the chamber so 
that a front and a rear of the outside wall of the chamber 
remain uncovered by the bonnet, is attached to the 
support base on two sides of the chamber, and at least 
partially covers the track and the single waste opening 
so that during rotation of the chamber a pinch condition 
is prevented between the track, the single waste open- 
ing, or both and the support base; 
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wherein during rotation of the chamber, the single axis of 

rotation funnels clumps, waste, or both towards and 

then out of the single waste opening. 

2. The device according to claim 1, wherein the single 
axis of rotation forms an angle of between about 75 degrees 
and about 66 degrees with the vertical plane. 

3. The device according to claim 1, wherein the track 
plane is normal to the single axis of rotation. 

4. The device according to claim 1, wherein the chamber 
rotates on the support base around the single axis of rotation 
so that litter in the chamber has a relatively conical rotation. 

5. The device according to claim 1, wherein the entry 
opening is an elongated opening having a height and a width 
forming a height to width ratio of about 1.2:1 or more. 

6. The device according to claim 1, wherein the chamber 
includes a litter bed, and the angle of the single axis of 
rotation relative to the vertical plane results in a top surface 
of the litter bed forming an angle of between about 3 degrees 
and 8 degrees with a surface on which the support base rests, 
a plane perpendicular to the vertical plane, or both. 

7. The device according to claim 1, wherein the entry 
opening forms a plane which forms an angle of about 10 
degrees or more with vertical. 

8. The device according to claim 1 wherein the entry 
opening is oval. 

9. The device according to claim 1 wherein the device 
comprises the septum and the screen as a unitary piece 
attached by a living hinge. 

10. The device according to claim 1, wherein the entry 
opening is an elongated opening having a height and a width 
forming a height to width ratio of about 1.6:1 to about 3:1. 

11. The device according to claim 1, wherein the entry 
opening exhibits an area of about 225 cm? or more. 

12. The device according to claim 1, wherein a shield is 
located within and is movably attached to the chamber so 
that the chamber at least partially rotates around the shield; 
and 

wherein the shield covers one or more internal compo- 

nents, one or more internal surfaces, or both so that any 

residuals present on the one or more internal compo- 
nents or the one or more internal surfaces are not 
transferred to an animal. 

13. A device comprising: 

(a) a support base; 

(b) a chamber, located on the support base, which 

includes: 

(1) entry opening so that an animal can enter and exit 
the chamber; 

(11) a screen and/or septum located at a back of the 
chamber, opposite the entry opening; 

(iii) a single axis of rotation that forms an angle of 
between about 80 degrees and 55 degrees with a 
vertical plane; 

(iv) a track, which encircles an outside wall of the 
chamber and lies in one plane which defines a track 
plane, for rotating the chamber around the single axis 
of rotation; 

(v) a waste opening located in a wall of the chamber on 
an opposite side of the track plane as the entry 
opening; 

(vi) two chamber halves separated by the track plane; 
and 

(c) a bonnet, which has a band-like shape substantially a 

same contour as a portion of the outside wall of the 

chamber, extends over the portion of the chamber so 
that a front and a rear of the outside wall of the chamber 
remain uncovered by the bonnet, is attached to the 
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support base on two sides of the chamber, and at least 
partially covers the track and the waste opening so that 
during rotation of the chamber a pinch condition is 
prevented between the track, the waste opening, or both 
and the support base; 

wherein the entry opening is an elongated opening having a 

height and a width forming height to width ratio of about 

1.6:1 to about 3:1; and 

the chamber rotates on the support base around the single 

axis of rotation so that litter in the chamber has a 
relatively conical rotation. 

14. The device according to claim 13 wherein the entry 
opening is oval. 

15. The device according to claim 13 wherein the device 
comprises the septum and the screen as a unitary piece 
attached by a living hinge. 

16. The device according to claim 15, wherein the screen 
removes waste from litter in the chamber so that cleaned 
litter passes into the septum. 

17. The device according to claim 16, wherein the living 
hinge allows closure of the screen during a first half of a 
cleaning cycle so that only waste is removed from the 
chamber; and 
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the living hinge allows the screen to open during a second 
half of the cleaning cycle so that the cleaned litter is 
returned to a base of the chamber without having to 
pass directly through the screen. 


18. The device according to claim 13, wherein the entry 
opening exhibits an area of about 225 cm? or more. 


19. The device according to claim 13, wherein the cham- 
ber is in a home position when the chamber is static; and 


the bonnet includes a transparent window so that in the 
home position, the transparent window aligns with the 
waste opening to allow ambient light to enter into the 
chamber. 


20. The device according to claim 19, wherein the bonnet 
includes one or more lights and one or more ambient light 
sensors; and 


the one or more lights supply light to the inside of the 
chamber through the waste opening when the chamber 
is in the home position. 
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Description 
FIELD 
[0001] Thepresent teachings generally relate to anim- 


proved litter device for use by animals that automatically 
removes animal waste from litter. 


BACKGROUND 


[0002] Thepresent teachings are predicated upon pro- 
viding an improved litter device, and specifically an im- 
proved automatic litter device. There are numerous dif- 
ferent litter box designs available on the market. Many 
of these designs are manual and require an owner to sift 
waste from litter so that the litter is cleaned. With these 
manual designs, owners may forget to clean the waste 
from the litter and the litter box may become full, may 
begin to smell, or both. For these reasons and many oth- 
er, owners have begun to purchase automated litter box- 
es. Generally, these devices include a portion that holds 
litter, and a portion that receives waste that is removed 
from the portion that holds litter so that owner interaction 
is reduced and the frequency of manual interaction to 
remove waste is reduced. Many of these devices include 
a rake that travels along a track and removes waste from 
the litter. These automated rakes may get stuck, clumps 
of waste and/or litter may stick to the rake and/or the 
floor, the rake may become dislodged, the rake may not 
move the waste all the way out of the portion that holds 
the litter, or a combination thereof. Other devices rotate 
and sift the waste from the litter so that the clean litter is 
retained in the portion that holds the litter and the waste 
is emptied into the portion that receives the waste. Many 
of these devices are covered so that dust, smells, litter, 
ora combination thereof are retained within the litter box. 
However, covering the litter box reduces the amount of 
space available for the pet, the amount of light in the litter 
box, these covers through use may become dirty through 
contact with waste, or a combination thereof. Further, the 
cover and/or walls may become contaminated as waste 
travels along the walls to an exit point such that when an 
animal subsequently enters the device contaminants 
from the walls may be transferred to the animal. 

[0003] Examples of some automated litter boxes may 
be found in U.S. Patent Nos. 4,096,827; 4,886,014; 
5,107,797; 5,662,066; 6,055,935; 6,082,302; 6,126,015; 


6,463,881; 6,851,386; 7,198,006; 7,762,231; and 
7,647,889. 
[0004] It would be attractive to have a litter device that 


is covered and provides adequate space for animals so 
that when inside the animals can move around. It would 
be attractive to have a litter device that is illuminated so 
that the animal can see while inside the litter device. It 
would be attractive for the litter device to prevent transfer 
of waste remnants to an animal in the litter device. What 
is needed is a device that is self-contained so that an 
animal cannot contact any of the moving parts. What is 
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further needed is a device that includes safety devices 
so that if an animal comes into contact with any parts that 
may move the device stops so that the animal is prevent- 
ed from being caught, pinched, injured, or a combination 
thereof. It would be attractive to have a weight sensor 
that measures small changes in mass of the device by 
measuring a small range of forces indirectly 


SUMMARY 


[0005] The present teachings meet one or more, if not 
all, of the present needs by providing: a litter device com- 
prising a chamber with an axis of rotation that forms an 
angle of about 80 degrees or less with a vertical plane 
having an entry opening so that an animal can enter and 
exit the chamber, and, optionally, one or more of the fol- 
lowing features: a track around the chamber that forms 
an angle of between about 10 degrees and 40 degrees 
with the vertical plane; a bonnet that extends over the 
chamber and is attached to a support base on one or 
both sides; a shield located within and is movably at- 
tached to the chamber so that the chamber is at least 
partially rotable around the shield and so that the shield 
covers an internal surface of the chamber; an indicator 
that monitors the level of waste in the waste drawer so 
that when the level reaches a predetermined level the 
chamber is prevented from being rotated; a weight de- 
tection sensor, located in the support base and below 
the chamber, having an expandable and contractible 
member such as a spring, and a force sensitive monitor- 
ing device such as a force sensitive resistor placed be- 
tween a rocker arm and the support base, so that as 
compression of the expandable and contractible member 
changes, the force sensitive member measures a change 
in weight of the device; a step and cleaning device on 
the waste drawer so that an animal can use the step to 
enter and exit the chamber and litter is caught in the 
cleaning device; an entry lip on an entry opening of the 
chamber; an electronics compartment in the support 
base; an isolated mount for housing mechanical parts, 
electrical parts, or both; a stop so that the chamber will 
stop at the waste dumping position in the event of a sen- 
sor failure; a pinch detector so that items do not get 
pinched between the support base and the chamber dur- 
ing rotation of the chamber; and a screen and septum 
that are connected by a living hinge. 

[0006] The present teachings meet one or more of the 
present needs by providing a litter device comprising: a 
support base and a chamber, located on the support 
base, having an entry opening so that an animal can enter 
and exit the chamber; wherein the chamber includes an 
axis of rotation that forms an angle of about 80 degrees 
or less with a vertical plane. 

[0007] One unique aspect of the present teachings in- 
cludes a litter device comprising: a support base; a cham- 
ber, located on the support base, wherein the support 
base includes an entry opening so that an animal can 
enter and exit the chamber and the chamber includes an 
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axis of rotation that forms an angle of about 80 degrees 
or less with a vertical plane , a waste opening so that 
contents can be emptied from the chamber; and a bonnet 
that extends over the chamber and is attached to the 
support base on one or both sides; wherein the bonnet 
covers the waste opening so that during rotation of the 
chamber a pinch condition is prevented between the 
waste opening and the support base. 

[0008] Another unique aspect of the present teachings 
includes a litter device comprising: a support base; a 
chamber, located on the support base, wherein the sup- 
port base includes an entry opening so that an animal 
can enter and exit the chamber and the chamber includes 
an axis of rotation that forms an angle of about 80 degrees 
or less with a vertical plane, a shield located within and 
attached to the chamber; wherein the shield is movably 
attached to the chamber so that the chamber is at least 
partially rotable around the shield and after rotation of 
the chamber an internal surface of the chamber is cov- 
ered. 

[0009] Another unique aspect of the present teachings 
includes a litter device comprising: a chamber having an 
entry opening so that an animal can enter and exit the 
chamber, wherein the chamber includes an axis of rota- 
tion that forms an angle of about 80 degrees or less with 
a vertical plane, a support base, located under and sup- 
porting the chamber, wherein the support base includes, 
a waste drawer and an indicator that monitors a level in 
the waste drawer so that when the level reaches a pre- 
determined level the chamber is prevented from being 
rotated. 

[0010] Yetanother unique aspect of the present teach- 
ings incudes a litter device comprising: a chamber having 
an entry opening so that an animal can enter and exit the 
chamber, wherein the chamber includes an axis of rota- 
tion that forms an angle of about 80 degrees or less with 
a vertical plane, a support base, located under and sup- 
porting the chamber, including a weight detection sensor, 
located in the support base and below the chamber, hav- 
ing an expandable and contractible member such as a 
spring, and a force sensitive monitoring device such as 
a resistor placed between a rocker arm and the support 
base, so that as compression of the expandable and con- 
tractible member changes the force sensitive monitoring 
device measures a change in weight of the device 
[0011] The teachings herein surprisingly solve one or 
more of these problems by providing a litter device that 
is covered and provides adequate space for animals to 
move around inside of the litter device. The litter device 
as taught herein may be illuminated so that the animal 
can see while inside the litter device. The litter device as 
taught herein includes an internal shield for covering an 
internal wall of the litter device so that any remnants on 
the walls of the litter device are covered and are not trans- 
ferred to an animal in the litter device. The litter device 
is self-contained so that an animal cannot contact any of 
the moving parts. The litter device includes safety devic- 
es so that if an animal comes into contact with any parts 
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that may move the litter device stops so that the animal 
is prevented from being caught, pinched, injured, or a 
combination thereof. The weight sensor taught herein 
measures small changes in mass of the litter device while 
measuring a small range of forces. 


BRIEF DESCRIPTION OF THE DRAWINGS 
[0012] 


FIG. 1 illustrates a front view of one possible litter 
device; 


FIG. 2 illustrates an exploded view of the litter device 
of FIG. 1; 


FIG. 3A-B illustrate side views of the litter device of 
FIG. 1; 


FIG. 4 illustrates a top view of the litter device of FIG. 
1; 


FIG. 5 illustrates a cross-sectional view of the litter 
device of FIG. 1; 


FIG. 6. Illustrates an exploded view of one possible 
chamber; 


FIG. 7 illustrates a bonnet covering a chamber; 


FIG. 8 illustrates an exploded view of one possible 
bonnet; 


FIG. 9 illustrates an exploded view of one possible 
support base; 


FIG. 10 illustrates a bottom view of a support base; 


FIG. 11 illustrates an exploded view of one possible 
waste drawer; 


FIGS 12A-12B illustrate the screen, septum, and liv- 
ing hinge; 


FIGS 13A-13D illustrate rotation of a chamber from 
during a cleaning cycle; 


FIG.14 is a close-up view of one example of an in- 
direct weight sensor; and 


FIG. 15 is a close-up view of another example of an 
indirect weight sensor. 


DETAILED DESCRIPTION 
[0013] The explanations and illustrations presented 


herein are intended to acquaint others skilled in the art 
with the invention, its principles, and its practical appli- 
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cation. Those skilled in the art may adapt and apply the 
invention in its numerous forms, as may be best suited 
to the requirements of a particular use. Accordingly, the 
specific embodiments of the present invention as setforth 
are not intended as being exhaustive or limiting of the 
teachings. The scope of the teachings should, therefore, 
be determined not with reference to the above descrip- 
tion, but should instead be determined with reference to 
the appended claims, along with the full scope of equiv- 
alents to which such claims are entitled. 

[0014] The litter device may be any device that in- 
cludes litter for use by an animal. The litter device may 
be used by any domesticated animal such as a pig, dog, 
cat, rabbit, or a combination thereof. The litter device 
includes a support base, a chamber having an axis of 
rotation that forms an angle of 80 degrees or less with a 
vertical plane, and, optionally, one or more of the follow- 
ing features: a track around the chamber, a track plane 
that forms an angle of between about 10 degrees and 40 
degrees with the vertical plane, an elongated entry open- 
ing in the chamber, a bonnet, alight sensor on the control 
panel, an interlock sensor on the bonnet, a shield in the 
chamber, a waste drawer, an indicator that monitors the 
level in the waste drawer, a weight detection sensor, a 
pre-compressed member, a force sensitive monitoring 
device, a step on a waste drawer, a cleaning device, an 
entry lip, an electronics compartment, an isolated mount, 
a stop, a diverter, a pinch detector, a screen, a septum, 
a living hinge, or a combination thereof. Preferably, the 
device may be designed for use by a cat. The device 
includes at least a support base and a chamber on the 
support base, wherein the chamber includes an axis of 
rotation that forms an angle of 80 degrees or less with a 
vertical plane and has an entry opening so that an animal 
can enter and exit the chamber. 

[0015] The support base may be any device that sup- 
ports a chamber. The support base may be any size and 
shape so that the support base moves or assists in mov- 
ing achamber. The support base may be any size, shape, 
configuration, or a combination thereof so that the sup- 
port base houses a portion of and/or all of the mechanical 
componentry and rotates the chamber. The support base 
may rest on a surface such as a table, a floor, some other 
substantially planar surface, or a combination thereof so 
that the support base supports a chamber. The support 
base may be substantially planar. Preferably, the support 
base may be flat and reside in one plane. The support 
base may form another surface so that the support base 
forms a cradle. For example, the support base may in- 
clude acentral portion and one or more support members 
that extend away from the central portion. The central 
portion and one or more support members may form a 
"U" shape. Preferably, the one or more support members 
may extend vertically away from the central portion. More 
preferably, the support base may include two support 
members that extend from a central portion of the support 
base so that a chamber is cradled between the support 
members. The support base may include one or more 
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controls. The support base may include a control panel. 
Preferably, the one or more controls, the control panel, 
or both are located on one of the support members. 
[0016] The control panel may include any control so 
that an owner may operate the litter device. The control 
panel may include a reset button, a cleaning cycle button, 
an empty button, an on/off switch, a waste level indicator, 
an advance button to partially rotate the chamber, a light 
sensor, or a combination thereof. The control panel may 
be used when litter is added to the chamber. For example, 
when litter is added the owner may press a reset button 
and/or a litter add button so that the weight sensor begins 
creating a new baseline as discussed herein and/or a 
cleaning cycle is not triggered. The control panel may 
include an empty button so that an owner may remove 
all of the litter from the chamber. For example, when the 
empty button is pressed the chamber may rotate in a 
direction opposite to that of a cleaning cycle so that the 
litter is not stored in the septum and may instead be re- 
moved from the chamber via the waste opening. The 
control panel may be made of any material so that the 
controls are protected. The control panel may include 
one main covering over all of the buttons so that any 
liquids and/or solids do not damage the controls. The 
control panel may be a cover. 

[0017] Thecontrol panel may be located adjacent one 
or more compartments. The control panel may cover one 
or more compartments. The support base may include 
one or more compartments for housing one or more elec- 
tronic components that operate the litter device. The elec- 
tronic components may be any components that may be 
damaged when contacted with moisture, vapor, fumes, 
or a combination thereof. The electronic components 
housed in the one or more compartments may be wires, 
terminations, switches, metal clips, motors, circuit 
boards, sensors, the like, or a combination thereof. The 
one or more components may include a cover that seals 
and/or substantially seals the electronic components in 
the one or more compartments. The cover may be a con- 
trol panel. The compartments may be substantially 
sealed so that moisture, vapor, fumes, or a combination 
thereof are prevented from entering the one or more com- 
partments and damaging the electronic components. 
The compartments may be sealed in any way so that 
moisture, vapor, fumes, or a combination thereof are sub- 
stantially prevented from entering the compartment and 
damaging the electronic components housed in the com- 
partment. The one or more compartments may include 
one or more ports, preferably one for wires, connectors, 
cables, or a combination thereof to pass through so that 
power, signals, or both may pass in and/or out of the 
compartments. The port may extend through a cover, a 
wall, a base portion, a gap, or a combination thereof in 
the support base. The wires, connectors, cables, or a 
combination thereof may be substantially surrounded by 
a plug so that the wires are compressed together and 
the plug fills the port through which the wires, connectors, 
cables, or a combination thereof pass through. The plug 
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may be a soft plug, a hard plug, or both. The plug may 
form a semi-seal plugging the port so that moisture, va- 
por, fumes, or a combination thereof are substantially 
prevented from entering the compartment. The plug may 
form a complete seal so that moisture, vapor, fumes, or 
a combination thereof are substantially prevented from 
entering the compartment. The wires, connectors, ca- 
bles, or a combination thereof may attach to one or more 
controls for controlling the device. 

[0018] The one or more compartments, the one or 
more covers, or both may include a port so that a drive 
may extend from a motor into contact with a chamber so 
that the chamber may be rotated by the motor. The port 
may be large enough so that the drive may extend out 
of the compartment, through the cover, or both so that 
the chamber may be rotated. The drive may be any drive 
mechanism capable of moving, rotating, or both the 
chamber. The drive mechanism may include a cog, a 
sprocket, a belt, a direct drive, or a combination thereof. 
The cover, the compartment, or both may isolate the drive 
so that the drive may contact the chamber but any mois- 
ture, vapor, fumes, or a combination thereof from inside 
the support base may be prevented from entering the 
compartment. The drive may be made of any material 
that is resistant to moisture, vapor, fumes, or a combina- 
tion thereof. The drive may be made of any material that 
is strong enough so that the drive may rotate the cham- 
ber. Examples of materials that may be used for the drive 
include rubber, plastic, metal, ceramic, or a combination 
thereof. The drive may be made of the same material as 
the chamber, the support base, or both. The drive is made 
of a material that may be molded and preferably injection 
molded. More preferably, the drive is made of nylon. The 
one or more compartments may house one or more mo- 
tors, or more gear assemblies, or both. 

[0019] The one or more motors, one or more gear as- 
semblies, or both may be housed in the one or more 
compartments using one or more isolated mounts. The 
isolated mount may be any device that holds a motor, a 
gear assembly, or both. Preferably, the isolated mount 
may be any device that holds a motor, a gear assembly, 
or both at the same angle as the chamber as taught here- 
in. For example, if the chamber forms an angle of about 
70 degrees with vertical then the isolated mount will form 
an angle of about 70 degrees with vertical and the re- 
spective motor, gear assembly, or both will accordingly 
form an angle of about 70 degrees with vertical. The iso- 
lated mount may be an integral part, an additional part, 
or both. The isolated mount may include a part that is 
integrally created when the support base is created. The 
isolated mount may include a part that substantially sur- 
rounds, completely surrounds, sandwiches, houses, or 
a combination thereof of a motor, a gear assembly, or 
both and then assists in mounting the motor, the gear 
assembly, or both in the isolated mount. Preferably, at 
least a portion of the isolated mount is a soft and flexible 
component that sandwiches the motor, the gear assem- 
bly, or both and assists in holding the motor, the gear 
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assembly, or both in the compartment of the support 
base. The isolated mount may be made of plastic, metal, 
rubber, ceramic, a polymer, a natural material, a synthetic 
material, or a combination thereof. The isolated mount 
may be made of any material that may be molded, pref- 
erably injection molded. All or a portion of the isolated 
mount may be made of the same material as the cham- 
ber, the support base, or both. All or a portion of the iso- 
lated mount may be made of a dampening material. For 
example, the isolated mount may include a glove portion 
that surrounds all or a portion of the motor, the gear as- 
sembly, or both so that any noise, vibration, or both of 
the motor, the gear assembly, or both are reduced, elim- 
inated, or both. All or a portion of the isolated mount may 
be made of a material that reduces and/or eliminates any 
gap and/or tolerance between internal walls of an integral 
portion of the isolated mount. For example, the motor, 
the gear assembly, or both may be smaller than an inte- 
gral portion of an isolated mount and the glove may sur- 
round the motor, the gear assembly, or both so that the 
motor, the gear assembly, or both are snugly fit within 
the integral portion of the isolated mount. All or a portion 
of the isolated mount may be made of an elastomeric 
material such as a ethylene propylene diene monomer 
(EPDM), thermoplastic polyurethane, elastomer modi- 
fied polyolefin, polysiloxanes, santoprene, 2 part ure- 
thane, polyvinyl chloride (PVC), or the like, or a combi- 
nation thereof. Preferably, the isolated mount is made of 
a flexible polyvinyl chloride. In one nonlimiting example, 
the motor, the gear assembly, or both may be sand- 
wiched in a soft flexible elastomeric glove comprised of 
one or more pieces and then the complete glove with the 
motor, the gear assembly, or both may be placed in an 
integral housing formed in the compartment and covered 
forming an isolated mount. 

[0020] Onesurface of the support base may be located 
substantially in one horizontal plane (i.e., the support 
base plane). The horizontal plane may be substantially 
perpendicular and/or perpendicular to a vertical plane. 
The support base may include one or more vertical 
planes (i.e., vertical support base plane). The horizontal 
plane of the support base may be substantially parallel 
to the surface on which the support base rests. The sup- 
port base plane may be the same plane that a waste 
drawer slides along, substantially parallel to the plane 
that the waste drawer slides along, or both. The support 
base may include a waste drawer track so that the waste 
drawer is installed properly in the support base. 

[0021] The support base includes a waste drawer. The 
waste drawer may be of any size and shape so that the 
waste drawer fits entirely within the support base. The 
waste drawer may be of a size so that all or a portion of 
the waste drawer fits within the support base. The waste 
drawer may slide within a plane. The waste drawer may 
slide within a plane of the support base. The waste drawer 
may form all or a portion of a forward surface of the sup- 
port base. The waste drawer may include a volume. The 
volume of the waste drawer may be large enough so that 
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the waste drawer can go 1 day or more, 3 days or more, 
5 days or more, 7 days or more, or even 10 days or more 
before the waste drawer needs to be emptied. The waste 
drawer may have a volume of about 10,000 cm? or more, 
preferably about 15,000 cm® or more, or more preferably 
about 17,000 cm® or more. The waste drawer may have 
a volume of about 30,000 cm or less, about 25,000 cm? 
or less, or about 22,000 cm3 or less. The waste drawer 
may include a volume of between about 12,000 cm? and 
about 30,000 cm, preferably between about 14,000 cm3 
and about 25,000 cm3, and more preferably between 
about 16,000 cm? and about 20,000 cm3. The waste 
drawer may include one or more carbon filters for filtering 
the air in the waste drawer, entering the waste drawer, 
exiting the waste drawer, or a combination thereof. The 
carbon filter may be located at any location within the 
waste drawer. The carbon filter may be located proximate 
to a forward portion of the waste drawer. The waste draw- 
er, the support base, or both may include a foot, a weight 
sensor, or both. 

[0022] The foot may be part of the weight sensor. The 
foot may be attached to the support base by a fastener. 
The fastener may be part of the weight sensor. Preferably 
the fastener is a bolt and nut allowing adjustment. All or 
a portion of the weight sensor may be located between 
the head of the bolt and a nut. The fastener may extend 
through the center of the foot and through the bottom of 
the support base. A pre-compressed member may be 
located between the foot and the support base at a fixed 
length determined by the bolt and nut fastener. A pre- 
compressed member may be located between the foot 
and the support base such that the support base is sup- 
ported by the pre-compressed member. A minimum gap 
dimension between the foot and the support base en- 
sures that the support base is supported solely by the 
pre-compressed member. A maximum gap dimension 
between the foot and the support base ensures that dis- 
placement of the pre-compressed member is minimized 
when the pre-compressive force is overcome by the 
gross weight of the unit, for example when a cat enters 
the chamber. The weight sensor may be free of a gap. 
For example, the foot, the support base, or an adjacent 
component may have a flexible portion allowing for move- 
ment of a portion of the weight sensor when weight is 
added or subtracted. The overlap of the minimum and 
maximum gap dimensional requirements allows for the 
dimensional design range of the gap. The gap dimension 
is preferably from about 1.0 mm to about 2.0 mm. 
[0023] A rocker arm may be located between the nut 
or retaining feature of the fastener and the support base. 
The rocker arm may be positioned and suspended above 
the support base by a pivot edge on one end and acontact 
surface on the other end of the rocker arm. The rocker 
arm contact surface may be enhanced by acompressible 
contact member which is attached to the contact surface. 
The rocker arm is attached and pulled down toward the 
support base by the force of the pre-compressed member 
imparted through the nut or retaining feature of the fas- 
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tener. A force sensitive resistor or any other force mon- 
itoring device may be placed between the rocker arm 
contact surface and the support base. This arrangement 
of a force sensitive resistor or other force monitoring de- 
vice between the rocker arm and the support base allow 
for an indirect measurement of weight. This arrangement 
of indirect force measurement allows for the use of more 
sensitive force sensors because only the force of the pre- 
compressed member which is imparted on the nut or re- 
taining feature of the fastener and then onto the rocker 
arm contact surface is being measured. For example, as 
weight is added to the chamber, the support base imparts 
a greater downward force on the pre-compressed mem- 
ber, and as the force is increased to the point of equaling 
the pre-compression force of the pre-compressed mem- 
ber, the force imparted on the nut or retaining feature of 
the fastener and then onto the rocker arm contact surface 
is substantially zero. The pre-compression force may be 
any force so that a change in weight, an animal, or both 
may be measured. The pre-compression force may be 
about 0.5 Kg or more, about 1 Kg or more, about 2 Kg 
or more, or about 3 Kg or more. Therefore, the total range 
of force which can be measured is zero to the pre-com- 
pression force of the pre-compressed member with no 
offsetting force from the support base, such as can occur 
if the support base and consequently the foot are lifted 
off the surface upon which they rest. However, it is con- 
ceivable and possible to use an arrangement where the 
force sensitive resistor or other force monitoring device 
is placed between the foot and the floor, between the foot 
and the pre-compressed member, or between the pre- 
compressed member and the bottom of the support base 
which would measure the absolute weight of the unit less 
the mentioned components’ weight below the force sen- 
sor. 

[0024] The one or more compressible contact mem- 
bers may be any member that when a force is applied 
transfers the force to another member (e.g., a force sen- 
sitive monitoring device). The one or more compressible 
contact members may be located at any location along 
a rocker arm so that the one or more compressible mem- 
bers assist in transferring a force from the rocker arm. 
Preferably, the one or more compressible members are 
located in an end region of a rocker arm. The one or more 
compressible members may be made of any compress- 
ible material that has sufficient compressibility that the 
rocker arm, the force sensitive monitoring device, or both 
are not damaged during an application of force. The one 
or more compressible contact members may be made 
of any compressible material that has sufficient rigidity 
so that the compressible contact member transfers the 
force from the rocker arm to the force sensitive monitoring 
device. Preferably, the weight sensor indirectly meas- 
ures weight (i.e., an indirect weight sensor). 

[0025] The weight sensor may continually, intermit- 
tently, or both monitor the mass of the device. The weight 
sensor may be located at any location in the litter device 
so that any change is mass of the litter device is meas- 
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ured. The weight sensor may prevent rotation of the 
chamber when additional mass above a predetermined 
mass is located within the chamber. The predetermined 
mass may be any mass that prevents rotation, triggers 
rotation, or both. Preferably, the predetermined mass is 
less than the mass of any animal but more than the mass 
of waste retained within the chamber after the animal 
exits. The predetermined mass may be about 1 Kg or 
less, preferably about 0.5 Kg or less, more preferably 
about 0.25 Kg or less. The weight sensor may be located 
in any location capable of monitoring the mass of the 
chamber including the support base, under the waste 
drawer, in a leg of the device, or a combination thereof. 
The weight sensor may be located at any location in 
and/or on the device so that the mass of the device is 
measured without the weight sensor being directly con- 
tacted. For example, the weight sensor does not need to 
be directly compressed by a mass to detect a change in 
mass. The weight sensor may be any type of sensor that 
is capable of monitoring the mass or changes in mass 
discussed herein. The weight sensor may include one or 
more resistors, one or more members, one or more force 
sensors, one or more arms, one or more switches, one 
or more controllers, one or more microprocessors, or a 
combination thereof. 

[0026] The expandable and/or compressible member 
(i.e., expandable member) may be any member that may 
be compressed. The expandable member may be any 
member that may expand when a force is removed. The 
expandable member may be pre-compressed before the 
member is placed into the litter device. For example, 
weight added to the unit will reduce the weight or force 
applied to the force sensitive monitoring device by a rock- 
er arm, and conversely weight removed from the unit will 
increase the weight or force applied to the force sensitive 
monitoring device by a rocker arm. The expandable 
member may be compressed to a fixed dimension be- 
tween a support base and a supporting foot, and a force 
sensitive measuring device placed between the rocker 
arm and the support base so that when a force applied 
to the rocker arm changes the reactive force applied to 
the force sensitive monitoring device, the resistance val- 
ue of the force sensitive monitoring device changes al- 
lowing detection of a weight change. The expandable 
member may be a spring, an elastomeric plug, bushing, 
or a combination thereof. The weight sensor may further 
include a force sensitive monitoring device placed be- 
tween the pre-compressed member and the support 
base, a portion of a leg, a rocker arm, a compressible 
contact member, or a combination thereof that monitors 
a force applied by the member. 

[0027] The force sensitive monitoring device may be 
any device that may measure a force. The force sensitive 
monitoring device may be any device that measures a 
change in force from the rocker arm, the pre-compressed 
member on the rocker arm, or both. The weight sensor 
may detect virtually any change in mass of the device. 
The weight sensor may detect a change in mass of the 
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device of about 2 Kg or less, about 1 Kg, or less, about 
0.5 Kgorless, or about 0.25 Kg orless. The weight sensor 
may detect a change in mass of about 0.1 Kg or more, 
preferably between about 0.25 Kg and about 20 Kg, and 
more preferably between about 0.5 Kg and about 15 Kg. 
The force sensitive monitoring device may be a resistor 
(i.e., a force sensitive resistor). The force sensitive mon- 
itoring device may be any device capable of sending an 
electronic signal to a circuit board. The force sensitive 
monitoring device may relay the measurement to a con- 
troller, a microprocessor, or both. The indirect weight de- 
tection sensor may include a method of triggering a clean- 
ing cycle. 

[0028] The method may include one or more of the 
following steps and the order of the steps may vary de- 
pending upon the components used and the configura- 
tion of the components. The method of triggering a clean- 
ing cycle may include one or more algorithms (i.e., sensor 
algorithm) described herein so that the device may be 
cleaned when the device has been used by an animal. 
The method may include a step of creating an initial base- 
line measurement. The step of creating an initial baseline 
measurement may include a step of creating a plurality 
of initial baseline measurements. The plurality of initial 
baseline measurements may be about 3 or more, about 
5 or more, about 7 or more, or about 10 or more meas- 
urements to determine a baseline mass. The plurality of 
initial baseline measurements may be taken at any time 
during operation of the device. Preferably, the plurality 
of initial baseline measurements may be taken substan- 
tially immediately after the device is turned on, the reset 
button is pressed, a cleaning cycle is finished, litter is 
refilled, an empty cycle is performed, or a combination 
thereof. After the plurality of initial baseline measure- 
ments are taken the weight sensor may intermittently 
monitor, continuously monitor, or both the mass of the 
device. 

[0029] The weight sensor may intermittently monitor 
or continuously monitor the mass of the device at any 
frequency so that the weight sensor detects the presence 
and subsequent exit of an animal from the litter device 
so that a cleaning cycle may be triggered. The plurality 
of initial baseline measurement may be updated by each 
new measurement taken, forming a rolling baseline 
measurement. For example, once the baseline measure- 
ment is established the most recent measurement taken 
may replace the oldest measurement so that the initial 
baseline measurement may be transformed into a new 
baseline measurement. Preferably, the weight sensor in- 
termittently monitors the mass of the litter device until a 
change in mass is detected. Once a change is mass is 
detected, the weight sensor may continuously monitor 
the mass of the litter device until a predetermined number 
of substantially equal measurements are obtained, until 
a predetermined number of measurements are obtained 
that are substantially equal to a baseline measurement, 
until the mass of the litter device is reduced due to the 
exit of an animal, until a new baseline mass is deter- 
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mined, or a combination thereof and then the weight sen- 
sor may intermittently monitor the mass of the litter de- 
vice. The number of predetermined measurements for 
continuous monitoring and intermittent monitoring may 
be substantially equal, different, or some variation there 
between. 

[0030] The number of predetermined measurements 
may be between about 5 measurements and 100 meas- 
urements, preferably between about 10 measurements 
and 50 measurements, and more preferably about 15 
measurements and 25 measurements. The weight sen- 
sor while intermittently monitoring may sense the mass 
between about every second and every minute, prefer- 
ably between about every 5 seconds and every 30 sec- 
onds, or more preferably between about every 10 sec- 
onds and every 20 seconds. The weight sensor once a 
change in mass is sensed may continuously monitor the 
mass of the device. The weight sensor while continuously 
monitoring may monitor the mass of the device about 1 
time a second or more, about 2 times per second or more, 
about 5 times a second or more, or about 10 times a 
second or more. The weight sensor while continuously 
monitoring may monitor the mass of the device between 
about 5 times a second and about 1 time every 10 sec- 
onds, preferably between about 3 times a second and 
about 1 time every 5 seconds, and more preferably be- 
tween about 2 times a second and about 1 time every 2 
seconds. The litter device once a change in mass has 
been detected may continuously monitor until the change 
in mass is substantially reduced back to the baseline 
mass, until a predetermined number of equal measure- 
ments are taken, or both. 

After the weight sensor has measured that the mass of 
the litter device has been reduced to substantially the 
baseline mass the controller, the microprocessor, or both 
may trigger a cleaning cycle after a predetermined 
amount of time. The predetermined amount of time may 
vary based upon the baseline measurement. The prede- 
termined amount of time may be fixed. The predeter- 
mined amount of time may be about 1 minute or more, 
about 3 minutes or more, about 5 minutes or more, or 
about 7 minutes or more after the weight sensor meas- 
ures that the mass of the litter device has substantially 
returned to the baseline mass. The predetermined 
amount of time may be about 30 minutes or less, about 
20 minutes or less, or about 10 minutes or less after the 
weight sensor measures that the mass of the litter device 
has substantially returned to the baseline mass. The pre- 
determined amount of time may be between about 2 min- 
utes and 30 minutes, about 4 minutes and 20 minutes, 
or preferably between about 6 minutes and 10 minutes 
after the weight sensor measures that the mass of the 
device has substantially returned to the baseline mass. 
For example, the weight sensor may intermittently mon- 
itor the mass of the litter device every 15 seconds when 
a change in mass has not been detected in the litter de- 
vice for the past 20 measurements; once a change in 
mass has been detected the weight sensor may measure 
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the mass every second until 20 consecutive measure- 
ments substantially equal to the baseline measurement 
are taken; and then the weight sensor will trigger a clean- 
ing cycle about 7 minutes after the change in mass has 
changed back to substantially the same as the baseline 
measurement. The weight sensor may prevent the trig- 
gering of acleaning cycle when the weight sensor detects 
an animal in the chamber, when the mass in the chamber 
is substantially higher than the baseline mass (e.g., about 
1 Kg or more or about 2 Kg or more). Once a cleaning 
cycle has been triggered the waste may be transported 
into a waste drawer. 

[0031] A cleaning cycle may include one or more of 
the following steps. The chamber may be rotated clock- 
wise or counterclockwise depending on the positioning 
of the screen and septum. The chamber during acleaning 
cycle, an empty cycle, or both may be rotated about 180 
degrees or more, preferably about 205 degrees or more, 
about 245 degrees or more, about 300 degrees or more, 
or about 360 degrees or more. For example, the chamber 
may rotate 275 degrees in one direction and then 50 de- 
grees in a second direction to level the litter. In another 
example, the chamber may rotate over 220 degrees to 
ensure that all of the litter is emptied out of the chamber. 
During the initial moments of rotation the shield may re- 
main static so that the contact region is exposed and the 
waste may travel along the contact region. Once the 
chamber has moved a predetermined distance that 
shield may rotate with the chamber so that the liner may 
drop. As the chamber rotates the litter may ride up the 
wall of the chamber and as the litter achieves the angle 
of repose the litter may move towards and into contact 
with the screen. The screen due to gravity may move into 
contact with the chamber, the litter may push the screen 
into contact with the chamber, or both so that all or a 
majority of the litter is passed through the screen and 
any waste is removed from the litter. The "clean" litter 
may pass into the septum where it is stored. The waste 
may travel along a contact region of the screen and the 
septum towards the waste opening. The waste may pass 
through the waste opening and into the waste drawer 
where the waste level is monitored by the indicator as 
discussed herein. 

[0032] The support base or waste drawer may include 
one or more indicators for monitoring the amount of con- 
tents. The indicator may indicate when the waste drawer 
is full (ie., needs to be emptied). The indicator may be 
used to monitor important variables that may impact use 
of the waste drawer. Examples of variables that may be 
monitored include a presence of an animal part in a draw- 
er, weight of the drawer contents, location of the drawer, 
distribution of the contents in the drawer, or acombination 
thereof. The indicator may prevent the chamber from be- 
ing rotated when the waste drawer is full, when an object 
is detected by the indicator, or both. For example, if an 
animal’s paw, tail, or both extend through a hole and/or 
port in the chamber into the waste drawer and the paw, 
tail, or both are detected by the indicator the indicator will 
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prevent the chamber from being rotated so that the ani- 
mal’s paw, tail, or both are not pinched. The indicator 
may include a light indicating that the waste drawer is 
full. The indicator may include a gauge indicating the level 
in the waste drawer. The indicator may be any type of 
sensor that detects the presence of an object, the level 
of objects in the waste drawer, or both. The indicator may 
have any type of sensor, receiver, or both so that objects 
are detected, the level of objects are detected, or both. 
The indicator may be amass sensor, a capacitive sensor, 
an infrared sensor, ultrasonic sensor, a membrane sen- 
sor, radio frequency (RF) admittance sensor, conductive 
sensor, optical interface sensor, microwave sensor, or a 
combination thereof. Preferably, the sensor is an infrared 
sensor that includes one or more emitters and one or 
more receivers for measuring the level of waste in the 
waste drawer. The indicator may scan the waste drawer 
to determine the level of waste in the waste drawer. Pref- 
erably, the indicator monitors multiple locations to deter- 
mine the amount of waste in the waste drawer. More 
preferably, the indicator includes an emitter in each quad- 
rant of the waste drawer spaced directly opposite a re- 
ceiver so that the level of waste in the waste drawer in 
each quadrant is monitored. For example, the emitters 
and receivers may be located adjacent and/or on a top 
edge of a waste drawer, on a support base, or both on 
opposing sides so that when a level of contents of the 
waste drawer reach substantially the top of the waste 
drawer the indicator indicates that the drawer is full. 
[0033] The indicator may include and/or be in commu- 
nication with one or more circuit boards, one or more 
transmitters, one or more controllers, one or more emit- 
ters, one or more receivers, or a combination thereof so 
that the level of waste may be transmitted so that a gauge 
indicates the level, the chamber may be prevented from 
rotating, a full light may be triggered, an agitator may be 
triggered to level the waste, or a combination thereof. 
The waste drawer may include an agitator that shifts the 
drawer (e.g., back and forth, side to side, or a movement 
therebetween) so that the waste may be evenly distrib- 
uted between the quadrants. The agitator may agitate 
the drawer if an indicator in a quadrant indicates that it 
is full or empty relative to the other quadrants so that the 
waste is evenly distributed. The indicator may continu- 
ously monitor the level of waste in the waste drawer. The 
indicator may monitor the level of contents after a clean- 
ing cycle. The indicator may monitor the level of waste 
in the waste drawer once an hour. Preferably, the indi- 
cator monitors the waste level after each clean cycle. 
The waste drawer may include a distribution feature so 
that waste is evenly distributed throughout the waste 
drawer. 

[0034] The distribution feature may be any device that 
evenly distributes waste throughout the waste drawer. 
The distribution feature may be located at any location 
within the waste drawer so that waste is evenly distrib- 
uted. Preferably, the distribution feature may be located 
substantially directly below the chamber. More prefera- 
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bly, the distribution feature may be located directly below 
a waste opening in the chamber so that as waste enters 
the waste drawer the distribution feature assists in evenly 
distributing the waste throughout the waste drawer. The 
distribution feature may be a projection in the floor that 
vertically extends all or a portion of the waste drawer up 
so that as waste enters the waste drawer the waste 
moves down the projection into a region with less waste. 
The waste drawer may be free of a distribution feature. 
The waste drawer track, a recess in the waste drawer to 
accommodate the weight sensor, or both discussed here- 
in may be the distribution feature. The waste may be 
moved into the waste drawer in such a manner that the 
waste is evenly distributed throughout the drawer without 
the use of any additional features. The waste may form 
a mound in the waste drawer and then as the waste ac- 
cumulates an angle of the waste may become too steep 
so that waste is evenly distributed. For example, the 
waste may be distributed by an angle of repose. The 
waste drawer is located below a chamber so that during 
a cleaning cycle waste may be transferred from the cham- 
ber to the waste drawer. 

The waste drawer may further include a step, a cleaning 
device, or both proximate to an opening in the chamber. 
The step may be any part and/or device in a region ad- 
jacent an opening of the chamber that an animal may 
use to enter and exit the chamber. The step may be in- 
tegrally formed in the waste drawer so that the step also 
acts as a handle to remove the waste drawer from the 
support base. The step may be part of the support base 
and may not be movable. The step may have a fixed 
position (i.e., the step does not deflect when the animal 
steps on the step). The step may include one or more 
cleaning devices so that litter may be removed from the 
animal’s paws when the animal exits the chamber. The 
one or more cleaning devices may be a mat, a pad, a 
screen, ora combination thereof. The one or more clean- 
ing devices may be any size, shape, pattern, configura- 
tion, or a combination thereof so that the cleaning device 
assists in removing litter and/or any other unwanted rem- 
nants from the animals paws so that the litter and/or un- 
wanted remnants are not tracked throughout the region 
surrounding the automated cleaning device. Preferably, 
the cleaning device may include one or more flexible ribs 
that flex and catch litter and/or other unwanted remnant 
from the animals paws as the animal exits the chamber. 
The cleaning device may be made of any material so that 
as an animal exits the chamber the cleaning device as- 
sists in removing litter and/or unwanted remnants from 
the animals paws. The cleaning device may be made of 
rubber, plastic, a polymer, a natural material, a synthetic 
material, or a combination thereof. The cleaning device 
may be fixed, removable, or both in the step of the waste 
drawer. The waste drawer may include one or more re- 
cesses so that a user may lift the cleaning device from 
the step of the waste drawer. The cleaning device may 
include one or more lift tabs so that the cleaning device 
may be removed from the step of the waste drawer. The 
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step of the waste drawer, the cleaning device, or both 
may include one or more features such as locking tabs, 
so that the cleaning device may be secured to the step 
of the waste drawer. 

[0035] The chamber may be any device where an an- 
imal may enter and excrete waste. The chamber may be 
any device that holds litter. The chamber may be any 
size and shape so that an animal may fit within the cham- 
ber. The chamber may be large enough to fit an animal 
of about 4 Kg or more, about 6 Kg or more, about 8 Kg, 
or more, or about 10 Kg or more within the chamber. 
Preferably, the chamber is large enough so that an animal 
of up to about 15 Kg may fit within the chamber. The 
chamber may be shaped like a globe, a sphere, a football, 
an egg, or a combination thereof. The chamber has a 
volume that is large enough so that an animal of any size 
discussed herein may fit within the chamber. The volume 
of the chamber may be about 16,000 cm? or more, about 
32,500 cm? or more, or about 65,000 cm? or more. The 
volume of the chamber may be about 100,000 cm? or 
less, about 85,000 cm or less, or about 75,000 cm? or 
less. The volume of the chamber may be between about 
12,000 cm? and about 100,000 cm, preferably between 
about 15,000 cm3 and about 75,000 cm3, or more pref- 
erably between about 20,000 cm3 and about 50,000 cm3. 
The chamber may have a volume that is usable by an 
animal that may fit through the entry opening. The usable 
volume may be any volume so that the chamber may be 
used by the animal to excrete waste. Preferably, the us- 
able volume may be any volume so that the animal may 
turn around and move with the chamber. The usable vol- 
ume may be the volume of the chamber minus the volume 
occupied by the litter and minus any internal components. 
The usable volume of the chamber may be increased by 
adjusting the axis of rotation of the chamber, adjusting 
the angle of the entry opening in the chamber, or both. 
[0036] The chamber has an axis of rotation. The axis 
of rotation of the chamber may have any orientation so 
that the usable volume is increased, the litter relative to 
the chamber has a conical rotation, the waste is funneled 
towards the rear of the chamber (i.e., away from the front 
opening), a screen and/or septum are located further 
back in the chamber creating more internal space, a larg- 
er entry opening may be used, or a combination thereof. 
The axis of rotation of the chamber may form an angle 
with a vertical plane. Preferably, the vertical plane is in 
the direction of gravity, is parallel to gravity, or both. The 
axis of rotation of the chamber may form any angle with 
a vertical plane so that one or more of the teachings here- 
in are achieved. The axis of rotation may form an angle 
preferably about 75 degrees or less, or more preferably 
about 70 degrees or less with a vertical plane. The axis 
of rotation may form an angle of about 45 degrees or 
more, about 60 degrees or more, or about 65 degrees or 
more with vertical. The axis of rotation may form an angle 
of between about 80 degrees and 55 degrees, or prefer- 
ably between about 75 degrees and 66 degrees (i.e., 
about 70 degrees) with a vertical plane. The angled axis 
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of rotation may funnel clumps, waste, or both towards a 
central rear location during rotation of the chamber. The 
angled axis may funnel clumps, waste, or both to a loca- 
tion so that a single waste port may be employed to trans- 
port waste from the chamber into the waste drawer. The 
angled axis of rotation may result in a litter bed with an 
angle of repose. The angle of the litter bed may be any 
angle so that the litter is angled away from a front opening 
(i.e., the depth of the litter will be less proximate to the 
front opening and the depth of the litter will gradually in- 
crease as the litter becomes more distal from the front 
opening). The angle of the litter bed may be any angle 
so that the litter bed is retained within the chamber. The 
angle of the litter bed may be any angle so that the chance 
of an animal accidentally moving litter out of the opening 
is reduced when compared to a litter bed that is free of 
an angle (i.e., about 90 degrees from a vertical plane). 
The angle of the litter bed may form an angle that is about 
89 degrees or less, about 88 degrees or less, about 87 
degrees or less, or about 85 degrees or less from a ver- 
tical plane. The angled axis of rotation may allow for a 
larger entry opening to be used in the chamber without 
litter being removed from the chamber, litter being spilled 
from the chamber, litter spilling out during rotation of the 
chamber, or a combination thereof. The litter bed may 
rest on any surface of the chamber. 

[0037] Thechamber may directly contactthe litter while 
the chamber is in the home position. Preferably, the 
chamber includes a liner that covers the chamber and 
the liner directly contacts the chamber. The liner may be 
any device that contacts the litter and retains the litter, 
waste, liquids, solids, semi-solids, or a combination 
thereof in the chamber so that the litter may absorb, en- 
circle, clump, or a combination thereof the contents and 
remove the contents during a cleaning cycle. All or a por- 
tion of the liner may be attached to the chamber. Prefer- 
ably, at least a portion of the liner is free of attachment 
to the chamber so that during a cleaning cycle the liner 
may drop and loosen and/or remove any contents that 
were stuck to the liner. The edges of the liner may be 
connected to the chamber and the central region of the 
liner may be free of attachment to the chamber so that 
during a cleaning cycle the liner may fall. The liner may 
be a nonstick surface. The liner may be liquid impene- 
trable. The liner may be made of any material that may 
hold animal waste, litter, liquids, solids, semi-solids, or a 
combination thereof without being damaged, stained, 
permanently affixed to, penetrated, or a combination 
thereof. The liner may be rubber, plastic, a synthetic ma- 
terial, a natural material, or a combination thereof. Addi- 
tional aspects regarding the liner may be gleaned from 
the teachings herein including those of Column 2, lines 
6-61 and Column 4, line 66 to Column 5, line 59 of U.S. 
Patent No. 6,463,881, issued on October 15, 2002, which 
shows liner and the liner function during a cleaning cycle. 
[0038] The chamber may have one entry opening that 
animals may use to enter and exit the chamber. The entry 
opening may be any size and shape so that animals may 
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enter and exit the chamber. The entry opening may be 
any size and shape so that during use, a cleaning cycle, 
entry, exit, or a time there between litter is substantially 
maintained with the chamber. The entry opening may 
form a plane. The entry opening plane may extend along 
the entry opening (e.g., along a surface that extends from 
the top of the entry opening to the bottom of the entry 
opening). The entry opening, the entry opening plane, or 
both may form an angle with vertical. The entry opening, 
the entry opening plane, or both may form an angle with 
vertical of about 10 degrees or more, about 15 degrees 
or more, or about 20 degrees or more. The entry opening, 
the entry opening plane, or both may form an angle with 
vertical of about 60 degrees or less, preferably about 45 
degrees or less, or more preferably about 25 degrees or 
less, but greater than zero degrees. The entry opening, 
the entry opening plane, or both may form an angle with 
vertical of between about 5 degrees and 45 degrees, 
between about 10 degrees and 35 degrees, or between 
about 15 degrees and 25 degrees (i.e., about 20 de- 
grees). The entry opening may be circular, square, ellip- 
tical, symmetrical, non-symmetrical, or a combination 
thereof. Preferably, the entry opening may be oval. More 
preferably, a primary axis of the opening extends sub- 
stantially in the direction of the vertical plane. For exam- 
ple, the primary axis of the opening will be generally ver- 
tical when compared to a secondary axis. The secondary 
axis of the opening may be generally perpendicular to 
the vertical axis. The length of the primary axis and the 
length of the secondary axis may form a ratio. The ratio 
of the length of the primary axis to the length of the sec- 
ondary axis may be any ratio so that an animal may fit 
within the opening and the contents of the chamber may 
be maintained with the chamber during use, cleaning, 
exit, entry, or any time therebetween. The ratio of the 
length of the primary axis to the length of the secondary 
axis may be about 1.2:1 or more, about 1.4:1 or more, 
about 1.5:1 or more, or about 1.6:1 or more. The ratio of 
the length of the primary axis to the length of the second- 
ary axis may be about 3:1 or less, about 2.5:1 or less, or 
about 2:1 orless. The axis of rotation may run juxtaposed 
to the primary axis, the secondary axis, or both. The axis 
of rotation may pass through the primary axis, the sec- 
ondary axis, or both at any location along their length. 
Preferably, the axis of rotation runs substantially through 
the center of the primary axis, the secondary axis, or 
both. The entry opening may have an area. 

[0039] The area of the entry opening may be any area 
so that an animal of the teachings herein may fit through 
the opening into the chamber. The area of the entry open- 
ing may be about 75 cm2 or more, about 125 cm? or 
more, about 175 cm? or more, about 225 cm2 or more, 
or even about 250 cm? or more. The length of the opening 
in the primary axis of about 15 cm or more, about 20 cm 
or more, or about 25 cm or more. The length of the entry 
opening in the secondary axis may be about 8 cm or 
more, about 10 cm or more, about 12 cm or more, or 
about 15 cm or more. The entry opening may include an 
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entry lip. 

[0040] The entry lip may be in any form that creates a 
lip on the entry opening so that any contents of the cham- 
ber are prevented from sliding out of the chamber, being 
pushed out of the chamber and/or kicked out of the cham- 
ber, or both. The entry lip may be integrated in any form 
into the chamber that prevents liquids from coming out 
of the entry opening, assists is transporting liquids into 
the chamber, or both. The entry lip may be positioned so 
that an animal fully enters and/or fully exits the chamber. 
The entry lip may cover and connect to a bottom portion 
of the entry opening. The entry lip may include a fence 
feature, a lip, a drain, or a combination thereof. The entry 
lip may include a lip that extends out of the chamber so 
that anything that may fall as an animal is exiting the 
chamber, entering the chamber or both may be caught 
on the lip and funneled towards and/or into the chamber. 
The entry lip may funnel liquids, solids, or both to a drain. 
The drain may allow for solids, liquids, or both to funnel 
into the chamber. The drain may extend through and/or 
around a fence in the entry lip. The fence may be any 
device that extends vertically from the base of the entry 
opening so that a barrier is created. The fence may ex- 
tend up high enough so that the top of the fence touches 
the underside of an animal so that the animal fully enters, 
fully exits, or both the chamber. The fence may have any 
height so that the animal may exit and enter the chamber 
over the fence and assist in retaining litter within the 
chamber. The fence may have a height of about 1 cm or 
more, about 2 cm or more, or about 2.5 cm or more. The 
fence may have a height of about 5 cm or less, about 4 
cm or less, or about 3 cm or less. The fence may be rigid, 
flexible, deformable, or a combination thereof. The fence 
may be positioned substantially in the vertical plane. The 
fence may form an angle. The fence may form an angle 
so that the fence extends along a plane with the major 
axis of the entry opening. The fence may form substan- 
tially the same angle with the vertical plane as the entry 
opening, the entry opening plane, or both. The angle, 
shape, or both of the entry lip may funnel liquids, solids, 
litter, or a combination thereof into the chamber during a 
cleaning cycle so that any liquids, solids, litter, or a com- 
bination thereof that are dropped during an animal en- 
tering and/or exiting the chamber are retained within the 
chamber and may be removed from the chamber during 
a cleaning cycle through a waste opening. 

[0041] The chamber includes a waste opening. The 
waste opening may be at any location in the chamber so 
that waste may be removed from the chamber and moved 
into the waste drawer. The waste opening may be at any 
location in the chamber so that when the chamber is in 
the home position the waste opening allows for light to 
enter the chamber. The waste opening may be on an 
opposing wall of the chamber as the entry opening. For 
example, the chamber may include a track around the 
circumference of the chamber and the entry opening may 
be on one side of the track and the waste opening may 
be on an opposing side of the track. The waste opening 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 165 of 245 


21 EP 2 676 543 B1 22 


may be located entirely in one quadrant of the chamber. 
For example, when the chamber is viewed from the top 
the chamber may form four quadrants, the track plane 
may form one axis and the axis of rotation may form the 
second axis of the chamber, and the waste opening may 
be located entirely within one quadrant. The waste open- 
ing, during a cleaning cycle, may substantially align with 
a main region of the waste drawer. The waste opening, 
during a cleaning cycle may be rotated by an angle of 
about 135 degrees or more, about 150 degrees or more, 
about 180 degrees or more, or a complete revolution, or 
about 205 degrees or more so that litter may be cleaned 
and stored by a screen and septum and waste may be 
removed from the chamber through the waste opening. 
[0042] Thescreen and septum may be in any form that 
removes the waste from the litter and stores the litter so 
that only the waste is removed from the chamber during 
acleaning cycle. Preferably, the screen and septum may 
be one unitary piece. The screen and septum may be 
separate pieces. The screen and septum may be inte- 
grated into the chamber. More preferably, the screen and 
septum may be attached together via a living hinge. The 
living hinge may be any part of the screen and/or septum 
that may move during a cleaning cycle as taught herein. 
The living hinge may be any part of the screen and/or 
septum that allows the screen to move as the chamber 
rotates. The living hinge may be any device that allows 
the screen to move so that the screen cleans litter during 
the beginning of a cleaning cycle and the screen moves 
above and/or on top of the litter when the chamber returns 
to the home position. The living hinge may be made of 
any material so that the screen opens and closes during 
a cleaning cycle. The living hinge may be plastically de- 
formable. Preferably, the living hinge may be elastically 
deformable so that the living hinge closes the screen dur- 
ing a first half of cleaning (i.e., rotating towards removing 
the waste) and the hinge opens the screen during the 
second half of cleaning (i.e., rotating back towards the 
home position). The living hinge may be made of a pol- 
ymeric material, a rubber material, a synthetic material, 
a natural material, or a combination thereof. Preferably, 
the living hinge is made of the same material as the 
screen and the septum. The living hinge may be created 
during formation of the screen and the septum. The living 
hinge may be an area of thinner material so that the thin- 
ner material exhibits some flexibility. The living hinge may 
be a crease created between the screen and septum so 
that the screen moves during a cleaning cycle. Prefera- 
bly, the screen moves into a cleaning position during the 
beginning of cleaning cycle so that the screen removes 
waste from the litter while allowing "clean" litter to pass 
into the septum. For example, during the beginning of a 
cleaning cycle the chamber may rotate counter-clock- 
wise so that the litter presses the screen down towards 
an inner wall of the chamber so that the screen removes 
any particles larger than the screen size from the litter. 
Preferably, the living hinge moves to a return position 
during the end of a cleaning cycle so that "clean" litter 
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passes under the screen back into the base of the cham- 
ber so that the "clean" litter may be used. For example, 
once the chamber has rotated and the waste is removed 
from the chamber through the waste opening the cham- 
ber begins to rotate, clockwise, back towards the home 
position, and the screen will move away from the internal 
wall of the chamber so that the litter will move under the 
screen into the base of the chamber. The living hinge 
may open as the living hinge travels to a home position 
after the chamber has removed waste so that the litter 
passes under the screen and dust is minimized and/or 
eliminated. The end of the screen may be fixedly con- 
nected to an internal chamber wall. Preferably, the end 
of the screen may contact an internal wall during at least 
a portion of a cleaning cycle, but may move away from 
the internal wall during rotation of the chamber to a home 
position. The septum may have a single opening where 
the litter enters and exit the septum. The septum may 
have an entry opening and an exit opening. The exit 
opening may be open, include a spring loaded door, or 
both. Preferably, the exit opening of the septum is hinged, 
includes a spring loaded door, or both that allows the 
litter to pass all of the way through the septum and flow 
directly back into the bottom of the lined chamber, be 
temporarily closed and retain the litter, or both. The spring 
loaded door may closed during rotation and be opened 
by the weight of the litter so that the litter is returned to 
the chamber after the waste is removed from the cham- 
ber. Additional aspects regarding a screen and septum 
may be gleaned from the teachings herein including 
those of column 12, line 12 through column 13, line 12 
and Figures 3-8 and 13 of U.S. Patent No. 5,662,066, 
issued on September 2, 1997, which shows a cleaning 
cycle using a screen and septum. During acleaning cycle 
one or more internal components, one or more internal 
surfaces, or both of the chamber may contactlitter, waste, 
or both. 

[0043] The one or more internal components, one or 
more internal surfaces, or both when contacted by litter, 
waste, or both may retain residual amounts of litter, 
waste, or both. These residuals may be transferred to an 
animal when the animal enters the chamber. For exam- 
ple, during a cleaning cycle litter dust may form on a 
region of the chamber proximate to the waste opening 
and if an animal while inside the chamber contacts this 
surface the litter dust may transfer to the animal’s fur 
and/or hair. The chamber may include a shield assembly 
which covers one or more internal components, one or 
more internal surfaces, or both so that any residuals that 
may be present on the components, surfaces, or both 
are covered by a clean surface so that residuals are not 
transferred to the animal. 

[0044] The shield assembly may be in any form that 
covers an internal surface, internal component, or both 
that directly contacts litter, waste, or both so that any 
residual matter on those surfaces is covered by the shield 
assembly and is not transferred to an animal. The shield 
assembly may be in any form which is located between 
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a surface with residual matter and an animal so that re- 
sidual matter is not transferred to the animal. The shield 
assembly may be static. Preferably, at least a portion of 
the shield assembly is rotatable (i.e., an internal rotatable 
shield). The shield assembly may rotatably attach to the 
chamber. 

[0045] The shield assembly may include a shield, a 
retainer, a biasing member (e.g. a torsion spring), a 
screw, a washer, and a holder. The shield assembly may 
be assembled about the rotational axis of the chamber. 
The retainer may be rotatably attached to the holder and 
a biasing member may be attached about the rotational 
axis of the retainer. The biasing member may be fixedly 
attached to the retainer and correspondingly attached to 
astop feature (e.g., a tab) inthe holder. The biasing mem- 
ber may be attached to and located between the retainer 
and holder such that a torsion force is applied to the re- 
tainer by the biasing member. The retainer is prevented 
from rotating in reaction to the torsional force by a hook 
on the retainer that comes into contact with a tab in the 
holder thus preloading the biasing member (i.e., torsion 
spring), and retainer. The shield may be keyed so that 
the shield attaches to the retainer with a screw and wash- 
er such that the shield and retainer always rotate togeth- 
er. The holder may also be held in a position axially by 
the screw and washer. A clearance between the washer 
and the holder may allow free rotational movement of the 
retainer within the holder. The shield resides on the inside 
of the chamber and the retainer and holder reside on the 
outside of the chamber. The holder is prevented from 
rotating by nesting ina slot of the support base. The shield 
may rotate clockwise, counterclockwise, or both. For ex- 
ample, one possible rotation sequence of the shield as- 
sembly is as follows. Starting from the home position, as 
the chamber begins to cycle in a counter clockwise di- 
rection, the shield does not rotate because the shield is 
keyed to the retainer which is held in position by the bi- 
asing member forcing the retainer hook against the tab 
in the holder which is always stationary. The shield re- 
mains stationary until the chamber tab rotates into posi- 
tion and comes into contact with a tab on the retainer 
which causes the retainer and shield to rotate along with 
the chamber. When the retainer and shield rotate with 
the chamber, the biasing member is further loaded (e.g., 
wound) increasing the torsion force between the retainer 
and holder until the chamber stops at the cleaning posi- 
tion. When the chamber returns to the home position in 
a clockwise direction the retainer is held against the 
chamber tab by the torsion force of the biasing member 
until the retainer hook reaches the tab within the holder 
again at which time the retainer (and thus shield) stop 
and the chamber continues to rotate in a clockwise di- 
rection to level the litter. 

[0046] The retainer may have one or more ears that 
contact the chamber, a holder, a biasing member, or a 
combination thereof. The one or more ears may be any 
member that assists in rotating the shield, maintaining 
the shield in a static position, or both. The holder, retainer, 
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biasing member, shield attachment, shield, hole (ie bear- 
ing surface) in the chamber, or a combination thereof 
may substantially be aligned along the axis of rotation. 
The holder may be free of a fixed relationship with the 
chamber so thatthe chamber may rotate around the hold- 
er. The holder, the retainer, or both may include one or 
more tab features, retainer stops, biasing member stops, 
or acombination thereof. The tab features, retainer stop, 
biasing member stops, or a combination thereof may be 
a feature that contacts a part of the retainer, the biasing 
member, or both and prevents the retainer and/or biasing 
member from rotating, allows the retainer and/or biasing 
member to rotate, rotates the retainer and/or biasing 
member with the chamber, or a combination thereof. The 
holder may attach to the chamber at a location proximate 
to the retainer, contact a chamber tab, or both so that the 
holder at least partially rotates with the chamber. The 
holder may prevent the retainer, the biasing member, or 
both from rotating so that as the chamber rotates the 
shield moves independent of the chamber’s rotation 
and/or remains static for at least a part of the chamber’s 
rotation. The biasing member may be wound when in- 
stalled. The biasing member may be wound so that when 
the chamber is in the home position the biasing member 
is exerting a force on the retainer, the holder, the shield, 
or a combination thereof. 

[0047] The shield may include a home position and a 
rotating position. The home position may be any position 
where the shield covers an internal region of the chamber 
that may include residual matter. The home position may 
be proximate to the waste opening. The home position 
may cover all or a portion of the screen, the septum, or 
both. The home position may be any position where the 
shield is located when the chamber is not moving; where 
the tab feature, the retainer stop, or both is not moving 
the shield; the biasing member is not moving the shield; 
or a combination thereof. Preferably, the shield may be 
in the home position when the chamber is static and then 
as the chamber begins to rotate the shield remains static 
until the chamber is sufficiently rotated that the shield will 
not directly contact the litter, waste, or both. The shield 
may remain static until the regions of direct contact with 
waste, litter, or both; the waste opening; or both pass by 
the shield. The shield may remain static until the chamber 
rotates far enough that a tab on the chamber comes into 
contact with the retainer and overcomes the force of the 
spring and then the shield may rotate with the chamber. 
The shield may rotate from a home position to a rotate 
position. The rotate position may be any position where 
the shield is free of direct contact with litter, waste, or 
both where the shield clears the waste opening, the shield 
is clear so that the liner may drop, or both. The rotate 
position may be located on a side of the waste opening 
opposite the direction of rotation of the chamber during 
acleaning cycle. The rotate position may rotate the shield 
to alocation where the shield is free of direct contact with 
waste, litter, or both and the shield is in a location where 
the liner may fall without the shield interfering. The shield 
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when in the rotate position may be substantially free of 
contact with a fully extended liner, be located on a side 
of the chamber, or both. After waste has been removed 
the shield may remain in the rotate position until the liner 
returns to the home position, the tab feature and/or re- 
tainer stop releases pressure on the spring, the chamber 
rotates far enough that the tab on the chamber disen- 
gages from the retainer and the force of the spring is 
sufficient to move the shield to the home position, or a 
combination thereof. During a cleaning cycle the cham- 
ber may be rotated by any device and/or mechanism. 
[0048] The chamber may be rotated using any rotation 
device that assists in rotating the chamber. The rotation 
device may be a track, a gear, a high friction surface, a 
raised area, a toothed area, a contact surface area, ora 
combination thereof. The support base may include a 
rotation device that corresponds to any device, mecha- 
nism, track, or a combination thereof of the chamber so 
that a motor, a drive mechanism, or both in the support 
base may rotate the chamber. The rotation device may 
be a belt, a cog, a sprocket, a toothed assembly, rollers, 
a wheel, or a combination thereof. Preferably, the cham- 
ber includes a toothed track around an outside of the 
chamber and the support base includes a corresponding 
toothed device that rotates the chamber. 

[0049] The track may encircle an outside wall of the 
chamber so that the chamber may be rotated around the 
axis of rotation. The track lies in a plane. The track plane 
may be any plane, have any angle, or both so that the 
chamber may rotate around the axis of rotation taught 
herein. The track plane may form an angle with the ver- 
tical plane (i.e., gravity). The track plane may form an 
angle of about 5 degrees or more, about 10 degrees or 
more, or about 15 degrees or more with the vertical plane. 
The track plane may form an angle of about 85 degrees 
or less, about 65 degrees, or less, or about 45 degrees 
or less with the vertical plane. The track plane may form 
an angle of between about 5 degrees and 60 degrees, 
between about 10 degrees and 40 degrees, or between 
about 15 degrees and 35 degrees with the vertical plane. 
The track may be used to rotate the chamber around the 
axis of rotation during a cleaning cycle, an empty cycle, 
or both. The track may be used to rotate the chamber 
clockwise, counter-clockwise, or both. The track, drive 
gear, a contact point with the chamber, or a combination 
thereof may be located within the support base so that a 
pinch pointis not created. Preferably, the track is covered 
by a bonnet. 

[0050] The bonnet may be any device that extends 
over the chamber. The bonnet may attach to the support 
base on one or both sides of the chamber. The bonnet 
may partially or fully cover the track in the home position, 
during a cleaning cycle, during an empty cycle, or at any 
time therein between. The bonnet may fully or partially 
cover the waste opening in the home position, during a 
cleaning cycle, during an empty cycle, or at any time 
therein between. Preferably, the bonnet covers both the 
track and the waste opening at all times so that a pinch 
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condition is not created when the chamber rotates. The 
bonnet may remain static as the chamber rotates. The 
bonnet may connect on one or more sides to the support 
base. The bonnet may connect to the litter device using 
any method and/or apparatus that connects the bonnet 
to the litter device. Preferably, the bonnet is attached via 
any fastener (e.g., screw, bolt, formed sheet metal, in- 
terlocking tab, rivet, pin, the like, ora combination thereof) 
that connects the bonnet to one or both sides of the sup- 
port base. More preferably, the bonnet is attached via 
any fastener that conducts electricity or current so that 
the bonnet may be powered and a sensor may sense 
when one or both sides of the bonnet have been removed 
from the support base. The bonnet may connect to the 
support base using one or more retaining clips located 
in the bonnet, the support base, or both. The bonnet, the 
support base, the retaining clips or a combination thereof 
may be and/or include an interlock sensor so that if one 
or both sides of bonnet are removed from contact, elec- 
trical contact, or both the chamber is prevented from ro- 
tating. 

[0051] The interlock sensor may be any sensor that 
detects if one or both sides, one or more retaining clips, 
or both are partially removed, completely removed, or 
both so that rotation of the chamber is prevented. The 
interlock sensor may include a low current electrical sen- 
sor that is in communication with a motor, a controller, a 
microprocessor, or a combination thereof. The low cur- 
rent electrical sensor may transmit a signal to the motor, 
the controller, the microprocessor, or a combination 
thereof when the bonnet is removed so that the chamber 
does not rotate. The interlock sensor may sense power 
being supplied to the bonnet through the connection 
points. The bonnet may include one or more power con- 
nection points and power may be supplied to the bonnet 
when the bonnet is connected on one or more sides to 
the support base. The one or more power connection 
points may feed power from the support base to one or 
more lights, one or more ambient light sensors, or both. 
[0052] Theoneormore lights, the one or more ambient 
light sensors or both may connect to the bonnet, the 
chamber, the support base, or a combination thereof. 
The one or more lights may supply light to the inside of 
the chamber. The one or more lights may indirectly supply 
light through a transparent panel in the chamber. Pref- 
erably, the one or more lights may directly supply light 
into the chamber through the waste opening when the 
waste opening is in the home position. More preferably, 
the bonnet includes at least three lights directed at dif- 
ferent angles so that the inside of the chamber is illumi- 
nated. The lights may turn on when an ambient light sen- 
sor detects the light in the chamber has reduced below 
a predetermined lumen level. The lights may turn on 
when the indirect weight sensor senses a change in mass 
and the ambient light sensor detects the light in the cham- 
ber has reduced below a predetermined lumen level. All 
or a portion of the bonnet may be transparent. Preferably, 
the portion of the bonnet that aligns with the waste open- 
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ing is transparent so that day light, natural light, light in 
the surrounding regions, or a combination thereof may 
pass through the bonnet into the chamber. The bonnet 
may include a transparent portion that aligns with the one 
or more ambient light sensors so that the ambient light 
sensors may monitor the amount of light surrounding the 
chamber. Preferably, the bonnet may cover the chamber 
so that light may enter the chamber through at least the 
waste opening while the bonnet prevents a pinch condi- 
tion from being created between the support base and 
the track and/or the waste opening as the chamber ro- 
tates. 

[0053] The automatic litter device may include one or 
more pinch detectors. The one or more pinch detectors 
may be located proximate to any pinch points that may 
exist so that the pinch detector is contacted before an 
edge of the chamber, the waste opening, the support 
base, the bonnet, the waste drawer, any other compo- 
nents of the automatic litter device, or a combination 
thereof and the rotation of the chamber is stopped. Pref- 
erably, one or more pinch detectors may be located in 
the support base proximate to the waste drawer so that 
as the chamber begins to rotate towards the home posi- 
tion the pinch detector will be contacted and the rotation 
of the chamber may be stopped before a pinch condition 
occurs. The pinch detector may prevent a pinch condition 
if an item is extending through the waste opening, but is 
not extending far enough into the waste drawer that the 
indicator for detecting the level of waste in the drawer 
would detect the item and prevent rotation of the cham- 
ber. The pinch detector may be any sensor that detects 
an item projecting through the waste opening that may 
be subject to a pinch condition. The pinch detector may 
be any sensor that detects an impending pinch condition. 
The pinch detector may be rigid, flexible, partially flexible, 
jointed, hinged, elastically deformable, or a combination 
thereof. During a possible pinch condition an item ex- 
tending through the waste opening that is not detected 
by the indicator may contact and deflect the pinch detec- 
tor stopping the chamber from rotating. The controller, 
the microprocessor, the motor, or a combination thereof 
may cause the chamber to reverse so that the waste 
opening may be cleared. The pinch detector may flex 
back to its pre-deflected state so that if another pinch 
condition is created the pinch detector may prevent the 
pinch condition. The pinch detector may have a resist- 
ance when the pinch detector is in the home position (i.e., 
the pinch detector is not deflected). The pinch detector 
may have a different resistance when the pinch detector 
is in a deflected state (i.e., preventing a pinch condition). 
The pinch detector may be a simple normally closed 
switch which is opened when the pinch detector is de- 
flected. The pinch detector may be a simple normally 
open switch which is closed when the pinch detector is 
deflected. The pinch detector may be electrically con- 
nected to a controller, a microprocessor, or both that 
monitor the switch status or resistance of the pinch de- 
tector for a pinch condition so that the pinch condition is 
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prevented. The microprocessor, the controller, or both 
may rotate the chamber towards the home position, the 
empty position, the cleaning position (i.e., waste removal 
position), the level position, or a combination thereof until 
one or more sensors indicate that the chamber has 
achieved the desired position. 

[0054] The microprocessor, the controller, or both may 
monitor the relative position of the chamber using one or 
more sensors. The sensors may be any sensor that may 
detect the position of the chamber relative to the support 
base. The sensors may be Hall effect sensors. The au- 
tomated litter device may include a safety stop if the Hall 
effect sensors, the microprocessor, the controller, or a 
combination thereof cease to sense the position of the 
chamber, temporarily lose a signal, break, or a combina- 
tion thereof. The safety stop may include a chamber stop, 
a support base stop, or both. The chamber safety stop 
may be a protrusion that extends from a portion of the 
chamber and contacts a part of the support base so that 
rotation of the chamber is prevented. The support base 
safety stop may be a protrusion that extends from the 
support base and contacts a piece of the chamber so 
that the chamber is prevented from rotating. Preferably, 
the chamber safety stop extends out so that when the 
chamber safety stop contacts a corresponding surface 
in the support base, rotation of the chamber the chamber 
is physically prevented. When the safety stop prevents 
the chamber from moving, the controller, the microproc- 
essor, the motor, or a combination thereof may immedi- 
ately stop rotating the chamber, may time out and stop 
rotating the chamber after a predetermined amount of 
time, or some time therein between. The controller, mi- 
croprocessor, the motor, or a combination thereof may 
cease rotating the chamber at any period of time so that 
the chamber, the support base, rotation device, ora com- 
bination thereof are not damaged. A predetermined wait 
time of about 15 seconds or less, about 10 seconds or 
less, about 5 seconds or less, or about 2 seconds or less 
may allow the cause of the interruption to clear. The safe- 
ty stop may prevent the chamber from over rotating in 
one direction but may allow the chamber to rotate in an 
opposing direction without rotation being prevented. For 
example, the safety stop may prevent the chamber from 
rotating past the waste opening during a cleaning cycle, 
but the safety stop may be bypassed during an empty 
cycle so that all of the contents of the chamber may be 
removed. Preferably, the stop prevents over rotation be- 
yond the cleaning position but allows rotation beyond the 
home position so that the litter may be emptied in the 
empty cycle. The support base, the chamber, or both 
may include a diverter so that the when the chamber 
rotates during an empty cycle the safety stop may be 
bypassed and all of the contents may be emptied out of 
the chamber. The diverter may be any device that diverts 
the safety stop from contacting the opposing correspond- 
ing part of the safety stop so that an empty cycle may be 
performed. The diverter may be any device and/or mech- 
anism that moves the safety stop out of its normal line of 
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rotation so that the safety stop is prevented from contact- 
ing the opposing safety stop. The diverter may be an 
angled piece of material that is in the line of rotation of 
the safety stop in one direction by is located after an 
opposing safety stop in an opposing direction. 

[0055] Figure 1 illustrates an automatic litter device 2. 
The automatic litter device 2 includes a chamber 20 hav- 
ing shield 50 that is rotatable with the chamber 20. The 
chamber 20 is positioned on a support base 100 that 
assists in rotating the chamber 20. The support base 100 
includes a waste drawer 150 so that when the chamber 
20 rotates waste is transferred from the chamber 20 to 
the waste drawer 150. The waste drawer 150 includes a 
step 152 with a cleaning device 154 so that an animal 
may use to the step 152 to enter and exit the chamber 
through the entry opening 22. The automatic litter device 
2 includes a bonnet 80 that extends over the chamber 
20 and is attached to the support base 100 on both sides 
of the chamber 20 at an attachment location 94. Figure 
1 includes a reset button 305. 

[0056] Figure 2 is an exploded view of the automatic 
litter device 2 of Figure 1. A bonnet 80 is illustrated over 
the chamber 20. The bonnet includes a transparent win- 
dow 82 sothat ambient light may pass through the bonnet 
80 and into the chamber 20 through the waste opening 
24. The ends of the bonnet 80 connect to the support 
base 100 by retaining clips 84. The retaining clips 84 hold 
the bonnet 80 on the support base 100 and complete a 
circuit with an interlock sensor 86 that detects if the bon- 
net 80 has been removed and/or loosened and prevents 
the chamber 20 from rotating. The retaining clips 84 are 
attached to wiring 88 that extends from the retaining clips 
84 to the ambient light sensor (not shown) and lights (not 
shown). The wiring 88 supplies power to the ambient light 
sensor so that the ambient light sensor can detect the 
amount of light passing into the chamber 20 through the 
transparent window 82 and if the ambient light drops be- 
low and/or increases above a predetermined level turn 
on and/or off the lights. The lights (not shown) supply 
light into the chamber 20 through the waste opening 24. 
The chamber 20 has a track 26 that rotates the chamber 
around an axis of rotation 28. The entry opening 22 of 
the chamber 20 includes an entry lip 40. The entry lip 40 
has a fence 42 that assists in retaining litter (not shown) 
in the chamber 20. The fence 42 has a height (HF) that 
is tallenough so that the fence 42 contacts an underside 
of an animal and encourages the animal to completely 
enter and/or completely exit the chamber 20. The fence 
42 has a drain 44 that allows liquids that are caught on 
the lip 46 to pass through the fence 42 into the chamber 
20. The support base 100 has a control panel 102 for 
resetting a weight sensor (not shown), rotating the cham- 
ber 20, running a cleaning cycle, running an empty cycle, 
or a combination thereof. The support base 100 has a 
waste track 104 so that the waste drawer 150 is properly 
installed in the support base 100. The waste drawer 150 
includes a step 152 to assist the animal in entering and 
exiting the chamber 20. The step 152 has a cleaning 
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device 154 that assists in removing waste, litter, or both 
from paws of an animal exiting the chamber 20. The 
waste drawer 150 includes a receptacle area 156 for 
catching waste, and the receptacle area 156 includes a 
waste drawer track 158 so that the waste drawer is prop- 
erly installed on the waste track 104. 

[0057] Figure 3A illustrates a left side view and Figure 
3B illustrates a right side view of the litter device 2. The 
litter device 2 has a bonnet 80 extending over the cham- 
ber 20 and connecting to the support base 100 so that 
the retaining clips 84 and interlock sensors 86 are com- 
plete and power is supplied to the lights and ambient light 
sensor 90, which receives ambient light through the 
transparent window 82. The chamber 20 has an entry 
opening 22 that extends along an entry opening plane 
38, which forms an angle (8) with the vertical plane 4. 
The entry opening includes an entry lip 40 for preventing 
waste, fluids, or both from exiting the chamber 20. The 
entry opening 22 has a height (HE). The chamber 20 
rotates around an axis of rotation 28. The axis of rotation 
28 forms an angle (a) with vertical which is represented 
by a vertical plane 4. The axis of rotation 28 forms an 
angle (f) with a plane 6 that is perpendicular to the vertical 
plane 4 and is substantially parallel to the surface 200, 
which the litter device 2 sits upon. The rear of the chamber 
20 includes a holder cover 58 that assists in attaching a 
shield 50 (not shown) to the chamber 20. The support 
base 100 has a control panel 102, and a weight sensor 
106 for sensing the weight of the litter device 2 and its 
contents. The weight sensor 106 is located under the 
waste drawer 150. The waste drawer 150 has a step 152. 
Figure 3A shows front legs 301 and rear legs on the sup- 
port base 100. 

[0058] Figure 4 illustrates a top view of the litter device 
2. As shown a bonnet 80 extends over the chamber 20, 
and has a transparent window 82 so that ambient light 
can illuminate the chamber 20. As illustrated the chamber 
20 has two halves separated by a chamber plane 14 and 
the transparent window 82 and waste opening 24 (not 
shown) are located entirely on one side of the chamber 
plane 14. The chamber has a holder cover 58 on one 
side and the opposing side of the chamber 20 includes 
an entry opening 22 with an entry lip 40. The entry lip 40 
includes a fence 42 so that contents of the chamber 20 
remain in the chamber 20. The chamber 20 is positioned 
on a support base 100 that includes a control panel 102 
for controlling the litter device 2. The support base 100 
has a waste drawer 150 that has a step 152 and a clean- 
ing device 154. 

[0059] Figure 5 illustrates a cross-sectional view of the 
litter device 2. The litter device 2 as has a bonnet 80 
covering the chamber 20 and the track 26. The track 26 
surrounds the chamber 20 and forms a track plane 12 
through the chamber. The track plane 12 has an angle 
(5) with the vertical plane 4. The chamber 20 on the inside 
includes a shield 50 partially covering the screen 30 and 
septum 32. The shield 50 is attached to the chamber 20 
via a retainer 52 that is covered by a holder cover 60 on 
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the outside of the chamber 20. The chamber 20 includes 
litter 10, and the top of the litter 10 forms a litter plane 8. 
The litter plane 8 forms an angle (y) with a plane 6 that 
is perpendicular to the vertical plane 4. As shown the axis 
of rotation 28 of the chamber 20 extends through the 
retainer 52 of the shield 50. The chamber 20 is positioned 
above the support base 100, and the rear leg of the sup- 
port base 100 has a weight sensor 106 and a pre-com- 
pressed member 108 for measuring the mass of the litter 
device 2. The support base 100 includes as waste drawer 
150 with a receptacle area 156. 

[0060] Figure 6 illustrates an exploded view of the 
chamber 20 and internal components. The outside of the 
chamber 20 includes a track 26 and a waste opening 24. 
The entry opening 22 has a width (WE) and includes an 
entry lip 40. The inside of the chamber 20 has a liner 36, 
an entry lip 40, a shield 50, a screen 30, and a septum 
32. The screen 30 and the septum 32 as illustrated are 
integrally connected via a living hinge 34. The entry lip 
40 sits on and forms to the chamber 20 so that any liquids 
and/or solids caught by the entry lip 40 may be funneled 
into the liner 36 and the litter (not shown) during rotation 
of the chamber. The entry lip 40 has a fence 42, a drain 
44 that extends through the fence 42, and a lip 46. The 
shield 50 includes a shield attachment 52 for attaching 
the shield 50 to the chamber 20. The shield attachment 
52, retainer 56, and a biasing member 54 are connected 
to the chamber 20. A biasing member 54 is located axially 
within and between the retainer 56 and the shield 50. A 
portion of the biasing member 54 is located between the 
retainer and the holder so that a preload torsional force 
is created and the shield 50 and retainer 56 are held 
against a stop within the immovable holder 58 holding 
the shield 50 static during an initial portion of the chamber 
20 rotation until a chamber tab 48 on the chamber 20 
comes into contact with a tab on the retainer 56 causing 
the retainer and shield to follow along with the chamber 
20 further winding the biasing member 54 until the cham- 
ber 20 stops at the cleaning position.. The holder 58 is 
connected to the support base (not shown) and covers 
a hole 62 in the chamber 20 wherein the shield attach- 
ment 52, biasing member 54, and retainer 56 connect to 
the chamber 20. The shield 50 partially covers the screen 
30 and/or the septum 32 while the chamberis in the home 
position so that an animal does not contact any residuals 
that may be on the screen 30 and/or septum 32. 

[0061] Figure 7 illustrates a bonnet 80 having a trans- 
parent window 82 covering a track 26 around the cham- 
ber 20. A rear side of a chamber 20 is illustrated and 
includes a hole 62 having an integral inner and outer 
bearing surface. The shield 50 (not shown) is connected 
to the chamber 20 by the shield attachment 52 extending 
into the hole 62 of the chamber 20. A chamber tab 48 
extends from the slot 62 and contacts a portion of the 
retainer (not shown) so that the retainer is at least partially 
rotated during rotation of the chamber 20. 

[0062] Figure 8 illustrates an exploded view of a bonnet 
80. The bonnet has a transparent window 82 with an 
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ambient light sensor 90 and lights 92 located proximate 
to the transparent window so that the lights can illuminate 
an inside of a chamber 20 (not shown) through the waste 
opening 24 (not shown). The ends of the bonnet 80 in- 
clude retaining clips for attaching the bonnet 80 to a sup- 
port base 100 (not shown). Wiring 88 transfers power 
through the retaining clips 84 to the light sensor 90 and 
the lights 92 so that the lights may illuminate the chamber 
when the ambient lighting is low. 

[0063] Figure 9 illustrates an exploded view of a sup- 
port base 100. The support base includes a control panel 
102 for controlling the litter device. The control panel 102 
covers a compartment 112 that houses a rotation device 
130 for rotating the chamber 20 (not shown). The rotation 
device 130 extends atleast partially through control panel 
102 so that the rotation device 130 can rotate the cham- 
ber. The compartment 112 houses all of the electronics 
so that the electronics are protected from moisture, 
fumes, corrosives, or a combination thereof. The rotation 
device 130 is in electrical communication with an inter- 
lock sensor 86 so that if the bonnet 80 (not shown) is 
removed and/or loosened the rotation device 130 will not 
rotate. A safety stop 116 and pinch detector 114 are lo- 
cated within the support base 100 so that the rotation of 
the chamber is limited. The rotation device 130 is also in 
electrical communication with a weight sensor 106 so 
that the rotation device 130 does not rotate while an an- 
imal is in the chamber 20 (not shown) but will subse- 
quently rotate once the animal exits the chamber. The 
weight sensor 106 includes a pre-compressed member 
108 in connection with a force sensitive monitoring device 
110 so that an increase and/or decrease in weight of the 
system can be detected by the weight sensor 106. The 
support base 130 has a waste track 104 so that the waste 
drawer 150 (not shown) is aligned properly within the 
litter device so that all of the waste is caught in the waste 
drawer. An indicator 120 is located above the waste draw- 
er and in electrical communication with the rotation de- 
vice 130 so that if the waste drawer becomes full the 
chamber will not be rotated. The indicator 120 includes 
transmitters 122 on one side of the waste opening and 
receivers 124 on an opposing side of the waste opening. 
An isolation mount 118 is located around the rotation 
device 130 for housing the motor and gear assembly. A 
battery compartment 140 housing a battery 142 is located 
proximate to the rotation device 130. 

[0064] Figure 10 is a bottom view of a litter device and 
especially one possible support base 100. The support 
base 100 includes a weight sensor 106 and a waste track 
104 for the waste drawer 150 to slide upon. The waste 
drawer 150 includes a step 152. The chamber 20 as 
shown has a holder 58. 

[0065] Figure 11 illustrates one exemplary embodi- 
ment of a waste drawer 150. The waste drawer includes 
astep 152 thatis covered by aremovable cleaning device 
154. The waste drawer has a receptacle area 156 for 
catching waste and the receptacle area 156 includes a 
waste drawer track 158. A removable carbon filter 160 
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is located within the waste drawer for filtering air from the 
waste drawer 150. 

[0066] Figures 12A and 12B illustrate the screen 30 
and septum 32. A living hinge 34 is located between the 
screen 30 and the septum 32 so that litter is screened 
during rotation away from the home position and so that 
the screen moves above the litter during rotation back to 
the home position so that dust is reduced. Figure 12B 
illustrates the living hinge 34 in a cleaning position 300 
so that litter passes through the screen 30 and into the 
septum 32 and waste is screened out and directed to- 
wards the waste opening 24. Figure 12A illustrates the 
living hinge 34 in a return position 302 where the litter 
passes under the screen 30 as the litter flows out of the 
septum 32. 

[0067] Figures 13A-13D illustrate a complete cleaning 
cycle. Figure 134A illustrates the litter device 2 in the home 
position 350. The litter 10 when in the home position 350 
is ready for use by an animal. The shield 50 covers a 
portion of the screen 30 and the septum 32 while allowing 
light to enter the chamber 20 through the waste opening 
24. 

[0068] Figure 138 illustrates the litter device 2 during 
the initial stages of a cleaning cycle. As shown, the litter 
device rotates counterclockwise so that the litter 10 is 
moved off of the liner 36 and into contact with the screen 
30. As the litter 10 contacts the screen 30 the screen 30 
is moved into contact with an internal wall of the chamber 
20 so that the litter and/or waste are separated by the 
screen 30. The "clean" litter then passes from the screen 
to the septum 32 where the litter is stored while the waste 
is removed. As shown the shield 50 remains static so 
that the area which contacts waste is exposed so that 
the waste can be removed. 

[0069] Figure 13C illustrates the litter device 2 in the 
waste removal position 352. As illustrated the waste re- 
moval position 352 is in the same position as an empty 
position. The litter 10 has been fully screened and is 
stored in the septum 32 so that the "clean" litter does not 
pass through the waste opening 24 into the waste drawer 
(not shown). The shield 50 is rotated exposing a contact 
region 35 where waste is funneled along the screen 30 
and septum 32 and out of the waste opening 24, and 
remnants (not shown) may form. The shield 50 is also 
rotated to a position where the liner 36 falls so that rem- 
nants are removed and/or loosened. 

[0070] Figure 13D illustrates a return from the removal 
position to the home position. The litter device 2 rotates 
the chamber 20 clockwise so that the litter 10 moves from 
the septum 32 towards the liner 36. As the chamber 20 
rotates the litter pushes the screen 30 away from an in- 
ternal chamber wall via the living hinge 34 so that the 
litter 10 passes under the screen 30 to minimize dust. 
The shield 50 rotates over the contact region 35 so that 
during use remnants (not shown) are not transferred from 
the contact region 35 to an animal. 

[0071] Figure 14 illustrates a close-up view of one pos- 
sible weight sensor 106 located in the litter device of Fig- 
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ure 5. The weight sensor 106 includes a foot 220 located 
under the support base 100. The foot 220 is connected 
to the support base 100 via a fastener 222. The fastener 
222 extends through the foot 220 and the support base 
100. The fastener 222 extends through a pre-com- 
pressed member 108 and assists in retaining the pre- 
compressed member between the foot 220 and the sup- 
port base 100. A rocker arm 224 is located above the 
support base 100 and secured to the support base 100 
via a fastener 226 and a washer 228, and one side of the 
rocker arm 224 forms a pivot point with the support base 
100. A force sensitive monitoring device 110 is located 
between the rocker arm 224 and the support base 100. 
During initial operation the pre-compressed member 108 
has a force so that a gap (G) is created between the foot 
220 and the support base 100. The gap (G) assists in 
providing a force on the rocker arm which produces a 
force on the force sensitive monitoring device 110. As 
weight is added to the litter device more force is applied 
to the support base 100 pushing down on the pre-com- 
pressed member 108 so that less force is translated to 
the force sensitive monitoring device 110. The amount 
of force the fastener 226 and washer 228 apply to the 
rocker arm 224 and the amount of force experienced by 
the force sensitive monitoring device 110 is correlated to 
indicate a weight change. When weight is removed from 
the litter device the pre-compressed member 108 pushes 
the support base 100 away from the foot 220 increasing 
the amount of force on the rocker arm 224 by the fastener 
226 and the washer 228. 

[0072] Figure 15 illustrates a close-up view of another 
possible weight sensor 106 located in the litter device of 
Figure 5. The weight sensor 160 includes a foot 200 lo- 
cated under the support base 100. The foot 220 is con- 
nected to the support base 100 via a fastener 222. The 
fastener 222 extends through the foot 220 and the sup- 
port base 100. The fastener 222 extends through a pre- 
compressed member 108 and assists in retaining the pre- 
compressed member between the foot 220 and the sup- 
port base 100. A rocker arm 224 is located above the 
support base 100 and secured to the support base 100 
via a fastener 226, and one side of the rocker arm 224 
forms a pivot point with the support base 100. A com- 
pressible contact member 230 is located under the rocker 
arm 224 and above a force sensitive monitoring device 
110. The force sensitive monitoring device 110 is located 
under the compressible contact member 230 and above 
the support base 100. During initial operation the pre- 
compressed member 108 has a force so that a gap (G) 
is created between the foot 220 and the support base 
100. The pre-compressed member 108 provides a force 
on the rocker arm that produces a force on the compress- 
ible contact member 230 which ultimately transfers the 
force to the force sensitive monitoring device 110. As 
weight is added to the litter device more force is applied 
to the support base 100 pushing down on the pre-com- 
pressed member 108 so that the rocker arm 224 pivots 
around its pivot point 225 and reduces the amount of 
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force experienced by the force sensitive monitoring de- 
vice 110 and thus the weight reading increases. When 
weight is removed from the litter device the pre-com- 
pressed member 108 pushes the support base 100 away 
from the foot 220 increasing the amount of force on the 
rocker arm 224 by the fastener 226 so that the rocker 
arm 224 rotates around its pivot point 225. This increases 
the amount of force applied to the compressible contact 
member 230 and ultimately the force sensitive monitoring 
device 110 which translates to a decrease in weight in 
the litter device. 

[0073] Any numerical values recited herein include all 
values from the lower value to the upper value in incre- 
ments of one unit provided that there is a separation of 
at least 2 units between any lower value and any higher 
value. As an example, if it is stated that the amount of a 
component or a value of a process variable such as, for 
example, temperature, pressure, time and the like is, for 
example, from 1 to 90, preferably from 20 to 80, more 
preferably from 30 to 70, it is intended that values such 
as 15 to 85, 22 to 68, 43 to 51, 30 to 32 etc. are expressly 
enumerated in this specification. For values which are 
less than one, one unit is considered to be 0.0001, 0.001, 
0.01 or 0.1 as appropriate. These are only examples of 
what is specifically intended and all possible combina- 
tions of numerical values between the lowest value and 
the highest value enumerated are to be considered to be 
expressly stated in this application in a similar manner. 

[0074] Unless otherwise stated, all ranges include both 
endpoints and all numbers between the endpoints. The 
use of "about" or "approximately" in connection with a 
range applies to both ends of the range. Thus, "about 20 
to 30" is intended to cover "about 20 to about 30", inclu- 
sive of at least the specified endpoints. 

[0075] The term "consisting essentially of" to describe 
a combination shall include the elements, ingredients, 
components or steps identified, and such other elements 
ingredients, components or steps that do not materially 
affect the basic and novel characteristics of the combi- 
nation. The use of the terms "comprising" or "including" 
to describe combinations of elements, ingredients, com- 
ponents or steps herein also contemplates embodiments 
that consist essentially of the elements, ingredients, com- 
ponents or steps. By use of the term "may" herein, it is 
intended that any described attributes that "may" be in- 
cluded are optional. 

[0076] Plural elements, ingredients, components or 
steps can be provided by a single integrated element, 
ingredient, component or step. Alternatively, a single in- 
tegrated element, ingredient, component or step might 
be divided into separate plural elements, ingredients, 
components or steps. The disclosure of "a" or "one" to 
describe an element, ingredient, component or step is 
not intended to foreclose additional elements, ingredi- 
ents, components or steps. 

[0077] It is understood that the above description is 
intended to be illustrative and not restrictive. Many em- 
bodiments as well as many applications besides the ex- 
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amples provided will be apparent to those of skill in the 
art upon reading the above description. The scope of the 
teachings should, therefore, be determined not with ref- 
erence to the above description, but should instead be 
determined with reference to the appended claims, along 
with the full scope of equivalents to which such claims 
are entitled. The omission in the following claims of any 
aspect of subject matter that is disclosed herein is nota 
disclaimer of such subject matter, nor should it be re- 
garded that the inventors did not consider such subject 
matter to be part of the disclosed inventive subject matter. 


Claims 
1. A litter device (2) comprising: 


(a) a support base (100) and 

(b) a chamber (20), located on the support base 
(100), wherein the chamber (20) has an entry 
opening (22) so that an animal can enter and 
exit the chamber (20); 


wherein the chamber (20) includes an axis of rotation 
(28) that forms an angle (a) of 80 degrees or less 
with a vertical plane (4). 


2. The litter device (2) according to claim 1, wherein 
the chamber (20) includes a track (26), which encir- 
cles an outside wall of the chamber (20), for rotating 
the chamber (20) around the axis of rotation (28). 


3. The litter device (2) according to claim 2, wherein 
the track (26) defines a track plane (12) that forms 
an angle (y) of between 10 degrees and 40 degrees 
with the vertical plane (4), 


4. The litter device (2) according to any one of claims 
1 to 3, wherein the chamber (20) includes a waste 
opening (24) and the waste opening (24) is located 
in a wall of the chamber (20) on an opposite side of 
the track plane (12) as the entry opening (22). 


5. The litter device (2) according to any one of claims 
1 to 4 wherein the track (26) extends in a track plane 
(12), and the chamber (20) includes two halves that 
are separated by the track plane (12) and normal to 
the axis of rotation (28), and the chamber (20) in- 
cludes a waste opening (24) located entirely on one 
side of the track (26) plane. 


6. The litter device (2) according to any one of claims 
1 to 5, wherein the chamber (20) is rotatable on the 
support base (100) around the axis of rotation (28) 
so that when litter is present in the chamber (20), the 
litter has a relative conical rotation when the chamber 
(20) is rotated. 


10. 
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The litter device (2) according to any one of claims 
1 to 6, wherein the chamber (20) includes litter and 
the angle of the axis of rotation (28) relative to the 
vertical plane (4) is an angle so that a top surface of 
litter, when present in the chamber (20) forms an 
angle of between 3 degrees and 8 degrees with a 
surface on which the support base (100) rests, a 
plane perpendicular to the vertical plane (4), or both. 


A litter device (2) according any one of Claims 1 to 
7 wherein the chamber (20) includes a shield (50) 
located within and attached to the chamber (20); 
wherein the shield (50) is movably attached to the 
chamber (20) so that the chamber (20) is at least 
partially rotatable around the shield (50) and after 
rotation of the chamber (20) an internal surface of 
the chamber (20) is covered; the shield (50) is biased 
so that after rotation of the chamber (20) the shield 
(50) moves back to a home position (350), ceases 
to rotate with the chamber (20) once the shield (50) 
reaches a home position (350), or both; and the 
shield (50) translates during a portion of the rotation 
of the chamber (20) so that a liner (36) of the chamber 
(20) drops during the rotation of the chamber (20) 
without interference by the shield (50), 


The litter device (2) according to claim 8, wherein 
the shield (50) covers the internal surface of the 
chamber (20) that contacts waste and/or litter, when 
waste and/or litter is present, as the waste is directed 
out of a waste opening (24) so that an animal, when 
present, does not contact the waste and/or litter rem- 
nants that may remain on the internal surface of the 
chamber (20). 


The litter device (2) according to claim 8 or 9, wherein 
the shield (50) is fixedly attached to a retainer (52) 
which can rotate within a holder that is immovably 
nested in a slot of the support base (100), with the 
retainer (52) held static by a preloaded biasing mem- 
ber located between the retainer (52) and holder until 
a tab on the chamber (20) comes into contact with 
a tab on the retainer (52) thus moving the shield (50) 
and retainer (52) with the chamber (20) and further 
loading the biasing member. 


A litter device (2) according to any one of Claims 1 
to 10 wherein the support base (100) includes: 


(a) a weight sensor (106), located in the support 
base (100) and below the chamber (20), having: 


1) an expandable and contractible member 
(108) generating a force on the support 
base (100), 

2) a rocker arm, and 

3) a force sensitive monitoring device (110) 
placed between the support base (100) and 
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38 
the rocker arm, 


wherein the expandable and contractible mem- 
ber (108) generates a force on the rocker arm 
(224) and the rocker arm (224) translates the 
force to the force sensitive monitoring device 
(110) so that the force sensitive monitoring de- 
vice (110) detects changes in weight of the litter 
device (2). 


The litter device (2) according to claim 11, wherein 
the weight sensor (106) continuously, intermittently, 
or both monitors the weight in the chamber (20) and 
compares the weight in the chamber (20) to a plu- 
rality of previous weight measurements, and when 
the weight sensor (106) measures an increase in 
weight relative to the plurality of previous weight 
measurements, and then a subsequent weight 
measurement drops and/or rises, the sensor (106) 
senses that an animal has entered and subsequently 
exited the chamber (20) and a cleaning cycle of the 
litter device (2) is triggered. 


The litter device (2) according to claim Il or 12, where- 
in the weight sensor (106) includes a reset button 
(305) so that a sensor algorithm is reset to a new 
baseline when litter is added or removed from the 
chamber (20). 


The litter device (2) according to any one of claims 
11 to 13, wherein the weight sensor (106) includes 
a compressible contact member (230) located be- 
tween the rocker arm (224) and the force sensitive 
monitoring device (110). 


The litter device (2) according to any one of claims 
11 to 14 wherein the support base (100) includes 
one or more front legs (301) and one or more rear 
legs (303) and the weight sensor (106) is located in 
the one or more rear legs (303) or the one or more 
front legs (301) so that when an animal enters the 
chamber (20) the one or more front legs (301) or the 
one or more rear legs acts as a pivot and pivot the 
change in weight to the leg that includes the weight 
sensor (106). 


Patentanspriiche 


1. 


Einstreubehalter (2) mit: 


(a) einem Sockel (100) und 

(b) einer Kammer (20), die sich auf dem Sockel 
(100) befindet, wobei die Kammer (20) mit einer 
Eingangsoffnung (22) versehen ist, sodass ein 
Tier in die Kammer (20) eintreten und wieder 
austreten kann; 
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wobei die Kammer (20) Uber eine Drehachse (28) 
verfugt, die einen Winkel (a) von 

80 Grad oder weniger zu einer vertikalen Ebene (4) 
bildet. 


Einstreubehalter (2) gemaf§ Anspruch 1, wobei die 
Kammer (20) eine Fuhrungsschiene (26) umfasst, 
die eine AuRenwand der Kammer (20) umlauft, um 
die Kammer (20) um die Drehachse (28) zu drehen. 


Einstreubehdalter (2) gemaf%§ Anspruch 2, wobei die 
Fuhrungsschiene (26) eine Fuhrungsschienenebe- 
ne (12) festlegt, die einen Winkel (vy) zwischen 10 
und 40 Grad zur vertikalen Ebene (4) bildet. 


Einstreubehalter (2) gemaR einem der Ansprtiche 1 
bis 3, wobei die Kammer (20) eine Abfalloffnung (24) 
umfasst, die sich in einer Wand der Kammer (20) 
auf einer der Eingangs6éffnung (22) gegenuberlie- 
genden Seite der Fuhrungsschienenebene (12) be- 
findet. 


Einstreubehalter (2) gemaR einem der Ansprtiche 1 
bis 4, wobei die Fuhrungsschiene (26) in eine Fuh- 
rungsschienenebene (12) hineinreicht, und die Kam- 
mer (20) aus zwei Halften besteht, die durch die Fuh- 
rungsschienenebene (12) getrennt sind und normal 
zur Drehachse (28) verlaufen und die Kammer (20) 
eine Abfalléffnung (24) umfasst, die sich vollstandig 
auf einer Seite der Fuhrungsschienenebene (26) be- 
findet. 


Einstreubehalter (2) gemaR einem der Ansprtiche 1 
bis 5, wobei die Kammer (20) auf dem Sockel (100) 
um die Drehachse (28) gedreht werden kann, so- 
dass das Einstreu, wenn es sich in der Kammer (20) 
befindet, beim Drehen der Kammer (20) eine relative 
konische Drehung durchfuhrt. 


Einstreubehalter (2) gemaR einem der Ansprtiche 1 
bis 6, wobei die Kammer (20) Einstreu umfasst und 
die Drehachse (28) relativ zur vertikalen Ebene (4) 
einen Winkel bildet, sodass eine Oberflache des in 
der Kammer (20) befindlichen Einstreus einen Win- 
kel zwischen 3 und 8 Grad zu einer Oberflache, auf 
welcher der Sockel (100) sitzt, und/oder zu einer 
Ebene senkrecht zur vertikalen Ebene (4) bildet. 


Einstreubehalter (2) gemaR einem der Ansprtiche 1 
bis 7, wobei die Kammer (20) eine Blende (50) um- 
fasst, die sich in der Kammer (20) befindet und an 
diese befestigt ist; wobei die Blende (50) beweglich 
an der Kammer (20) befestigt ist, sodass die Kam- 
mer (20) sich mindestens teilweise um die Blende 
(50) herum drehen kann und nach einer Drehung 
der Kammer (20) eine Innenoberflache der Kammer 
(20) abgedeckt ist; die Blende (50) ist vorgespannt, 
sodass sich die Blende (50) nach einer Drehung der 
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Kammer (20) zu ihrer Grundstellung (350) zurUck- 
bewegt und/oder aufhort, sich mit der Kammer (20) 
zu drehen, sobald die Blende (50) ihre Grundstellung 
(350) erreicht; und die Blende (50) verschiebt sich 
bei einem Teil der Drehung der Kammer (20), sodass 
sich eine Abdichtung (36) der Kammer (20) bei der 
Drehung der Kammer (20) ohne Behinderung durch 
die Blende (50) absenkt. 


Einstreubehalter (2) gemaf& Anspruch 8, wobei die 
Blende (50) die Innenoberflache der Kammer (20) 
abdeckt, welche in Kontakt mit vorhandenem Abfall 
und/oder Einstreu ist, da der Abfall aus einer Abfall- 
offnung (24) herausgeleitet wird, sodass ein im Be- 
halter befindliches Tier nicht in Beruhrung mit dem 
Abfall und/oder Einstreuresten kommt, die an der 
Innenoberflache der Kammer (20) zurUckbleiben 
k6nnen. 


Einstreubehalter (2) gemaf& einem der Ansprtche 8 
oder 9, wobei die Blende (50) fest an einer Aufnahme 
(52) angebracht ist, die sich in einem Halter drehen 
kann, der unbeweglich in einem Schlitz im Sockel 
(100) eingebettet ist, wobei die Aufnahme (52) sta- 
tisch von einem vorher vorgespannten Element ge- 
halten wird, das sich zwischen der Aufnahme (52) 
und dem Halter befindet, bis eine Lasche auf der 
Kammer (20) mit einer Lasche auf der Aufnahme 
(52) in Beruhrung kommt und somit die Blende (50) 
und die Aufnahme (52) mit der Kammer (20) bewegt 
und somit das vorgespannte Element weiter spannt. 


Einstreubehdalter (2) gemaf einem der Ansprtche 1 
bis 10, wobei der Sockel (100) Folgendes umfasst: 


(a) einen Gewichtssensor (106), der sich im So- 
ckel (100) und unter der Kammer (20) befindet 
und Folgendes enthalt: 


1) ein ausziehbares und einziehbares Ele- 
ment (108), das eine Kraft auf den Sockel 
(100) ausubt, 

2) einen Kipphebel, und 

3) eine kraftsensitive Uberwachungsein- 
richtung (110), die sich zwischen dem So- 
ckel (100) und dem Kipphebel befindet, 


wobei das ausziehbare und einziehbare Ele- 
ment (108) eine Kraft auf den Kipphebel (224) 
ausubt und der Kipphebel (224) die Kraft auf die 
kraftsensitive Uberwachungseinrichtung (110) 
ubertragt, sodass die kraftsensitive Uberwa- 
chungseinrichtung (110) Anderungen am Ge- 
wicht des Einstreubehalters (2) erkennt. 


Einstreubehalter (2) gema Anspruch 11, wobei der 
Gewichtssensor (106) entweder durchgehend 
und/oder intermittierend das Gewicht in der Kammer 


13. 


14. 


15. 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 175 of 245 


41 EP 2 676 543 B1 42 


(20) Uberwacht und das Gewicht in der Kammer (20) 
mit einer Vielzahl vorheriger Gewichtsmessungen 
vergleicht, und wenn der Gewichtssensor (106) ei- 
nen Anstieg des Gewichts im Vergleich zur Vielzahl 
der vorherigen Gewichtsmessungen misst und der 
Wert einer nachfolgenden Gewichtsmessung dann 
sinkt und/oder steigt, erkennt der Sensor (106), dass 
ein Tier die Kammer (20) betreten und anschlieRend 
wieder verlassen hat, und ldést eine Reinigung des 
Einstreubehalters (2) aus. 


Einstreubehdalter (2) gemaf§ Anspruch 11 oder 12, 
wobei der Gewichtssensor (106) eine Reset-Taste 
(305) umfasst, sodass einen Sensoralgorithmus auf 
eine neue Basislinie zuruckgesetzt wird, wenn Ein- 
streu hinzugefugt oder aus der Kammer (20) ent- 
nommen wird. 


Einstreubehalter (2) gema& einem der Anspriche 
11 bis 13, wobei der Gewichtssensor (106) ein zu- 
sammendruckbares Kontaktglied (230) enthalt, das 
sich zwischen dem Kipphebel (224) und der kraft- 
sensitiven Uberwachungseinrichtung (110) befin- 
det. 


Einstreubehalter (2) gemaf& einem der Anspriche 
11 bis 14, wobei der Sockel (100) ein oder mehrere 
vordere Beine (301) und ein oder mehrere hintere 
Beine (303) umfasst und sich der Gewichtssensor 
(106) in dem einen oder den mehreren hinteren Bei- 
nen (303) oder in dem einen oder den mehreren vor- 
deren Beinen (301) befindet, sodass das eine oder 
die mehreren vorderen (301) Beine oder das eine 
oder die mehreren hinteren Beine bei Betreten der 
Kammer (20) durch ein Tier als Drehpunkt fungieren 
und die Gewichtsanderung auf das Bein Ubertragen, 
das den Gewichtssensor (106) enthalt. 


Revendications 


1. 


Dispositif de litiere (2) comprenant : 


(a)une base support (100) et 
(b)une chambre (20) située sur la base support 
(100), lachambre (20) présentant une ouverture 
d’entrée (22) de sorte qu’un animal peut entrer 
et sortir de la chambre (20) ; 


la chambre (20) comprenant un axe de rotation (28) 
qui forme un angle (a) de 
80 degrés ou moins avec un plan vertical (4). 


Dispositif de litiére (2) selon la revendication 1, dans 
lequel la chambre (20) comprend une piste (26) en- 
tourant une paroi extérieure dela chambre (20), pour 
faire tourner la chambre (20) autour de |’axe de ro- 
tation (28) . 
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Dispositif de litiere (2) selon la revendication 2, dans 
lequel la piste (26) définit un plan de piste (12) for- 
mant un angle (y) d’entre 10 et 40 degrés avec le 
plan vertical (4). 


Dispositif de litiére (2) selon une des revendications 
1 a3, dans lequel la chambre (20) comprend un ori- 
fice d’évacuation (24) et l’orifice d’évacuation (24) 
se trouve dans une paroi de la chambre (20) sur un 
cdté du plan de piste (12) opposé al’orifice d’entrée 
(22). 


Dispositif de litiére (2) selon une des revendications 
1 a 4, dans lequel la piste (26) s’étend sur un plan 
de piste (12), etla chambre (20) comprend deux moi- 
tiés séparées par le plan de piste (12) et perpendi- 
culaires a l’axe de rotation (28), et la chambre (20) 
comprend un orifice d’évacuation (24) situé complé- 
tement sur un cdté du plan de piste (26). 


Dispositif de litiére (2) selon une des revendications 
1 a5, dans lequel la chambre (20) est rotative sur la 
base support (100) autour de l’axe de rotation (28), 
de sorte qu’en présence de la litiere dans la chambre 
(20), la litiere effectue une rotation conique relative 
lorsque la chambre (20) tourne. 


Dispositif de litiére (2) selon une des revendications 
1 a6, dans lequel la chambre (20) comprend de la 
litiére et l’angle de l’axe de rotation (28) relatif au 
plan vertical (4) est un angle disposé de sorte qu’une 
surface supérieure de la litiere forme, en étant dans 
la chambre (20), un angle d’entre 3 et 8 degrés avec 
une surface sur laquelle repose la base support 
(100), un plan perpendiculaire au plan vertical (4), 
ou les deux. 


Dispositif de litiére (2) selon une des revendications 
1 a7 dans lequel la chambre (20) comprend un bou- 
clier (50) situé a l’intérieur et fixé a la chambre (20) ; 
dans lequel le bouclier (50) est fixé de fagon amovi- 
ble a la chambre (20) de sorte que la chambre (20) 
tourne au moins partiellement autour du bouclier (50) 
et qu'une surface intérieure de la chambre (20) est 
couverte aprés rotation de la chambre (20) ; le bou- 
clier (50) est polarisé de sorte qu’aprés rotation de 
la chambre (20), le bouclier (50) retournera a sa po- 
sition initiale (350), arrétera de tourner avec la cham- 
bre (20) une fois que le bouclier (50) parviendra a 
une position initiale (350), ou les deux ; etle bouclier 
(50) se déplace pendant une partie de la rotation de 
la chambre (20), de sorte qu’une chemise (36) de la 
chambre (20) chute pendant la rotation de la cham- 
bre (20) sans interférence de la part du bouclier (50). 


Dispositif de litiere (2) selon la revendication 8, dans 
lequel le bouclier (50) recouvre la surface intérieure 
de la chambre (20) qui entre en contact avec les 
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déchets et/ou la litiére, lorsqu’il y a présence de dé- 
chets et/ou de litiére, pendant que les déchets sor- 
tent par un orifice d’évacuation (24) de sorte qu’un 
animal, lorsqu’il s’y trouve, n’entre pas en contact 
avec les déchets et/ou les résidus de litiére qui pour- 
raient subsister sur la surface intérieure de la cham- 
bre (20). 


Dispositif de litiere (2) selon la revendication 8 ou 9, 
dans lequel le bouclier (50) est fermement attaché 
a un élément de retenue (52) pouvant tourner a |’in- 
térieur d’un support logé de fagon inamovible dans 
une fente de la base support (100), avec I’élément 
de retenue (52) maintenu dans une position statique 
par un élément de polarisation préchargé situé entre 
élément de retenue (52) et le support, jusqu’a ce 
qu’une languette sur la chambre (20) entre en con- 
tact avec une languette sur l’élement de retenue 
(52), déplagant ainsi le bouclier (50) et l’élement de 
retenue (52) avec la chambre (20) et chargeant da- 
vantage |’élément de polarisation. 


Dispositif de litiere (2) selon une des revendications 
1.a10 dans lequel la base support (100) comprend : 


(a) un capteur de poids (106), situé dans la base 
support (100) et au-dessous de la chambre (20), 
possédant : 


1) un élément extensible et rétractable 
(108) qui génére une force sur la base sup- 
port (100), 

2) un culbuteur, et 

3) un dispositif de surveillance sensible ala 
force (110) placé entre la base support 
(100) et le culbuteur, 


dans lequel I’élément extensible et rétractable 
(108) génére une force sur le culbuteur (224) et 
le culbuteur (224) transpose la force au dispositif 
de surveillance sensible a la force (110), de sor- 
te que le dispositif de surveillance sensible a la 
force (110) détecte les changements de poids 
du dispositif de litiére (2). 


. Dispositif de litiere (2) selon la revendication 11, 


dans lequel le capteur de poids (106) surveille de 
facgon continue, intermittente ou des deux fagons, le 
poids dans la chambre (20) et compare le poids dans 
la chambre (20) a une multitude de mesures de poids 
antérieures et lorsque le capteur de poids (106) re- 
léve une augmentation de poids relative a la multi- 
tude de mesures de poids antérieures, et qu'une me- 
sure de poids ultérieure chute et/ou augmente, le 
capteur (106) détecte qu’un animal a pénétré et en- 
suite quitté la chambre (20) et un cycle de nettoyage 
du dispositif de litigre (2) se déclenche. 


10 


15 


20 


25 


30 


35 


40 


45 


50 


55 


23 


EP 2 676 543 B1 


13. 


14. 


15. 


44 


Dispositif de litiere (2) selon la revendication 11 ou 
12, dans lequel le capteur de poids (106) comprend 
bouton de réinitialisation (305) de sorte qu’un algo- 
rithme de capteur est ramené a une nouvelle base 
de référence lorsque la litiére est ajoutée a ou retirée 
de la chambre (20). 


Dispositif de litiere (2) selon une des revendications 
11 a 13, dans lequel le capteur de poids (106) com- 
prend un élément de contact compressible (230) si- 
tué entre le culbuteur (224) et le dispositif de sur- 
veillance sensible a la force (110). 


Dispositif de litiére (2) selon une des revendications 
11a14 dans lequel la base support (100) comprend 
une ou plusieurs pattes avant (301) et une ou plu- 
sieurs pattes arriére (303) avec le capteur de poids 
(106) situé dans lune ou plusieurs pattes arriére 
(303) ou dans lune ou plusieurs pattes avant (301) 
de sorte qu’a l’entrée d’un animal dans la chambre 
(20), l'une ou plusieurs pattes avant (301) ou l'une 
ou plusieurs pattes arriere agissent comme pivot et 
font basculer le changement de poids vers la patte 
comprenant le capteur de poids (106). 
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(57) ABSTRACT 


An automated litter device having: a) a chamber configured 
to hold litter to allow an animal to enter and excrete waste; 
b) a waste drawer in communication with the chamber and 
configured to receive the waste; c) one or more sensors 
configured to detect one or more conditions of the device 
and transmit one or more signals related to the one or more 
conditions; d) a controller in communication with the one or 
more sensors which is adapted to receive the one or more 
signals, wherein the controller is configured to determine 
one or more positions of the chamber based on the one or 
more signals received from the one or more sensors and 
interpret the one or more signals as one or more status 
signals; e) a communication module in communication with 
the controller and adapted to communicate with a user 
interface via a network to transmit the one or more status 
signals to the user interface, receive one or more instruction 
signals via the user interface, or both; wherein the user 
interface is adapted to transmit the one or more instruction 


(51) Int. CL signals to the controller to change at least one of the one or 
AOIK 1/01 (2006.01) more conditions of the device. 
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SYSTEM FOR MONITORING AND 
CONTROLLING AN AUTOMATED LITTER 
DEVICE 


FIELD 


[0001] The present teachings generally relate to an auto- 
mated system for a litter device. The present teachings may 
be particularly useful in remotely monitoring and receiving 
signals from an automated litter device, and even remotely 
controlling one or more operations of an automated litter 
device. 


BACKGROUND 


[0002] Automated litter devices may provide a means for 
pet owners (e.g., user) to effectively manage waste elimi- 
nated by one or more of their pets. These automated litter 
devices may be advantageous in automatically removing 
waste contents from litter; automatically collecting waste for 
subsequent disposal; storing waste contents separate from a 
litter chamber such that they are not exposed to the ambient 
environment, thereby preventing and/or reducing smell from 
the waste. Examples of some automated litter boxes which 
may be particularly beneficial may be found in U.S. Pat. 
Nos. 6,463,881; 8,757,094; and 9,433,185 and U.S. Provi- 
sional Application No. 62/837,965 which are incorporated 
by reference herein in their entirety for all purposes. 
[0003] Generally, automated litter devices are standalone 
devices. They have one or more controllers onboard which 
determine one or more operations, conditions, faults, or any 
combination thereof directly on the device. For a user to 
determine a status of these operations, conditions, or faults, 
the user typically has to be within proximity of the litter 
device, or may even have to read a control panel located 
directly on the litter device. Thus, if one or more faults occur 
while a user is physically away from the automated litter 
device, the user may be unaware of the fault until once again 
in proximity. As a user is relying on the automated litter 
device to automatically dispose of waste contents, a user 
may not physically check the automated litter device more 
than one time per day, week, or however long until a waste 
drawer or other waste repository may typically take to fill. 
The user may even rely on the automated litter device to 
dispose of waste contents for extended periods of time, such 
as when the user is away on personal or work-related travel. 
As a user may be unaware one or more faults may have 
occurred in the litter device, the automated litter device may 
not properly dispose of contents for an extended period of 
time. Thus, problems the automated litter device is seeking 
to avoid are recreated, such as buildup of waste within an 
exposed litter chamber, smell from the waste transferring to 
ambient surroundings, or even hindering an animal from 
using the device. 

[0004] As an automated litter device is generally a stand- 
alone device, a user typically needs to interface with a 
control panel located directly on the device to execute any 
operations of the device. A user may want to temporarily 
pause operations of the device to avoid noise, allow for 
comfortable training of an animal to use the device, or both. 
Auser may want to change one or more settings of a device 
for comfort of the animal, such as lighting within the device, 
a predetermined mass which recognizes a presence of an 
animal, or both. A user may even want to limit functionality 
of a control panel, so as to avoid other individuals, such as 
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children, or animals from accidentally touching a control 
panel and changing one or more settings, initiating one or 
more cleaning cycles, turning the device off, or any combi- 
nation thereof. 

[0005] Many litter box designs require manual cleaning by 
a user, which typically correlates to availability of time a 
user as opposed to waste elimination habits of the animal. 
Automatic litter devices may be programmed to perform a 
clean cycle when a waste level reaches a certain volume 
within a chamber for the animal, after use of the device by 
the animal, or both. Waste patterns of an animal may be 
indicative of one or more health concerns or ailments. An 
animal may eliminate waste more or less frequently than 
average, indicating the health of the animal may be dete- 
riorating or even improving. Notwithstanding the above, 
there is still a need for an automatic litter device which is 
able to gather animal waste elimination behavior to deter- 
mine the average waste eliminate habits of the animal and 
identify the potential presence of a health concern or 
improvement. 

[0006] It would be attractive to monitor one or more 
conditions, operations, or both of a litter device from one or 
more computing devices remote from the litter device. It 
would be attractive to automatically receive one or more 
notifications of one or more conditions, faults, operations, or 
any combination thereof of an automated litter device via 
one or more computing devices remote from the litter 
device. It would be attractive to control one or more opera- 
tions of an automated litter device for comfort of a user, 
animal, or both. It would be attractive to have a litter device 
which is able to be integrated into a network to allow for 
communication over the network. It would be attractive to 
use one or more operations of a litter device to determine the 
waste elimination behavior of an animal, and even identify 
the presence or absence of an ailment. 


SUMMARY 


[0007] The present disclosure relates to an automated litter 
device comprising: a) a chamber configured to hold litter to 
allow an animal to enter and excrete waste; b) a waste 
drawer in communication with the chamber and configured 
to receive the waste; c) one or more sensors configured to 
detect one or more conditions of the device and transmit one 
or more signals related to the one or more conditions; d) a 
controller in communication with the one or more sensors 
which is adapted to receive the one or more signals, wherein 
the controller is configured to determine one or more posi- 
tions of the chamber based on the one or more signals 
received from the one or more sensors and interpret the one 
or more signals as one or more status signals; e) a commu- 
nication module in communication with the controller and 
adapted to communicate with a user interface via a network 
to transmit the one or more status signals to the user 
interface, receive one or more instruction signals via the user 
interface, or both; and wherein the user interface is adapted 
to transmit the one or more instruction signals to the 
controller to change at least one of the one or more condi- 
tions of the device. 

[0008] The present disclosure relates to a method of 
operating an automated litter device via a remote user 
interface comprising the steps of: a) receiving an input from 
a user via a user interface, wherein the user interface is 
located remotely from the device and wherein the input 
includes one or more instructions which instruct the device 
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to perform one or more operations; b) sending the one or 
more instructions to a communication module, wherein the 
communication module is in communication with the user 
interface and a controller, and wherein both the communi- 
cation module and the controller are part of the device; c) 
sending one or more instruction signals associated with the 
one or more instructions from the communication module to 
the controller; d) automatically initiating one or more opera- 
tions of the device by the controller based on the one or more 
instruction signals; and wherein the device includes a cham- 
ber configured to hold litter to allow an animal to enter and 
excrete waste, and a waste drawer in communication with 
the chamber and configured to receive the waste. 


[0009] The present disclosure further relates to a method 
of monitoring and receiving signals from an automated litter 
device via a communication module comprising the steps of: 
a) detecting one or more conditions of the device and 
transmitting one or more signals related to the one or more 
conditions; b) automatically determining one or more con- 
ditions and/or positions of the device based on the one or 
more signals to form one or more status signals; c) trans- 
mitting the one or more status signals to the communication 
module of the device; d) wirelessly transmitting the one or 
more status signals from the communication module via a 
network to a user interface, wherein the user interface is 
located remotely from the device; and wherein the device 
includes a chamber configured to hold litter to allow an 
animal to enter and excrete waste, and a waste drawer in 
communication with the chamber and configured to receive 
the waste. 


[0010] One or more litter devices may include one or more 
controllers and communication modules, thus allowing one 
or more signals related to one or more conditions, opera- 
tions, and/or faults to be communicated to one or more 
remotely located computing devices. One or more litter 
devices may be integrated into a network to transmit one or 
more notifications of conditions, operations, and/or faults to 
another computing device on the network. The one or more 
litter devices may be able to receive one or more instructions 
from one or more remotely located computing devices, thus 
allowing for one or more users to control one or more 
operations remote from the litter device. The one or more 
litter devices may send one or more signals related to one or 
more cleaning cycles to a system for analysis. A system 
integrated with a litter device may be able to identify and/or 
alert a user of the presence of one or more animal waste 
behaviors anomalous to the average waste elimination 
behavior of the animal. 


COPYRIGHT NOTICE 


[0011] A portion of the disclosure of this patent document 
contains material which is subject to copyright protection. 
The copyright owner has no objection to the facsimile 
reproduction by anyone of the patent document or the patent 
disclosure, as it appears in the US Patent and Trademark 
Office patent file or records, but otherwise reserves all 
copyright rights whatsoever. 


BRIEF DESCRIPTION OF DRAWINGS 


[0012] FIG. 1 illustrates a schematic of a system (e.g., 
network and devices) for operating an automated litter 
device, according to the teachings herein. 
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[0013] FIG. 2 illustrates a front view of an automated litter 
device, according to the teachings herein. 

[0014] FIG. 3 illustrates a cross-section of an automated 
litter device along section A-A of FIG. 2, according to the 
teachings herein. 

[0015] FIG. 4 illustrates a process of executing one or 
more waste drawer algorithms of a litter device to calculate 
a clean cycle count, according to the teachings herein. 
[0016] FIG. 5 illustrates a process of executing one or 
more waste drawer status algorithms to determine a waste 
drawer status, according to the teachings herein. 

[0017] FIG. 6 illustrates a process of updating a moving 
average of a completed or default count according to the 
teachings herein. 

[0018] FIG. 7 illustrates a user interface showing a waste 
drawer status according to the teachings herein. 

[0019] FIG. 8 illustrates a user interface showing a waste 
drawer status according to the teachings herein. 

[0020] FIG. 9 illustrates a user interface showing an input 
screen for one or more instructions by a user according to the 
teachings herein. 

[0021] FIG. 10 illustrates a user interface showing a view 
for sleep mode instruction by a user according to the 
teachings herein. 

[0022] FIG. 11 illustrates a user interface showing a plu- 
rality of conditions according to the teachings herein. 


DETAILED DESCRIPTION 


[0023] The explanations and illustrations presented herein 
are intended to acquaint others skilled in the art with the 
present teachings, its principles, and its practical application. 
The specific embodiments of the present teachings as set 
forth are not intended as being exhaustive or limiting of the 
present teachings. The scope of the present teachings should 
be determined with reference to the appended claims, along 
with the full scope of equivalents to which such claims are 
entitled. The disclosures of all articles and references, 
including patent applications and publications, are incorpo- 
rated by reference for all purposes. Other combinations are 
also possible as will be gleaned from the following claims, 
which are also hereby incorporated by reference into this 
written description. 

[0024] The present teachings relate to an automated litter 
device. The litter device may be any device which includes 
litter for use by an animal. An animal may include any 
domesticated animal such as a cat, rabbit, pig, dog, or a 
combination thereof. The present teachings may be particu- 
larly useful for use with an automated litter device having 
both a chamber and a waste drawer. The chamber portion 
may be a portion of the device configured to hold litter, 
where an animal may enter and excrete waste, or both. The 
chamber may rotate through one or more cleaning cycles to 
allow for funneling and disposal of waste. Waste from the 
chamber may be disposed into a waste drawer, such as a 
waste drawer located in a support base of the device. A 
chamber portion, cleaning cycle of the chamber portion, 
support base, waste drawer, and other components of the 
litter device may be configured such as those disclosed in 
USS. Pat. Nos. 8,757,094; and 9,433,185; and U.S. Provi- 
sional Application No. 62/837,965 which are incorporated 
by reference herein in their entirety for all purposes. 
[0025] The automated litter device may include one or 
more sensors. The one or more sensors may function to 
detect one or more conditions of the device, receive one or 
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more status signals, transmit one or more status signals, or 
a combination thereof. The one or more status signals may 
be related to one or more conditions of one or more 
components of the litter device. The one or more sensors 
may be located in any one or more portions of the litter 
device which may allow for a sensor to detect the presence 
and/or absence of one or more conditions of the one or more 
components. Based on the one or more conditions sensed, 
one or more sensors may transit one or more signals to one 
or more controllers, processors, communication modules, 
computing devices, or any combination thereof. One or 
more signals from one or more sensors may be converted 
into one or more status signals by one or more controllers, 
processors, communication modules, computing devices, or 
any combination thereof. One or more sensors may be 
adapted to detect one or more conditions related to: a mass, 
change in mass, or both of the litter device; a presence of 
waste, a level of waste, or both; the presence of light, light 
above, at, and/or below a lumen level, or a combination 
thereof; a connection between two or more components of 
the device (e.g., support base and bonnet); the presence of 
one or more pinch conditions; one or more positions of a 
chamber; an operating condition of a motor; or any combi- 
nation thereof. The one or more sensors may include one or 
more waste drawer sensors (e.g., indicator), mass or pres- 
ence sensors, light sensors, interlock sensors, pinch detec- 
tors, position sensors, motor sensors (e.g., one or more laser 
sensors, distance sensors,) or any combination thereof. 


[0026] The litter device may include one or more waste 
drawer sensors. The one or more waste drawer sensors may 
function to detect a predetermined level of contents, a 
real-time level of contents, or both within a waste drawer. 
The one or more waste drawer sensors may be located 
anywhere within the litter device such that the one or more 
waste drawer sensors may sense a level of contents within a 
waste drawer. The one or more waste drawer sensors may be 
located in a support base, waste drawer, chamber, bezel, in 
proximity to an entry opening, or a combination thereof. The 
one or more waste drawer sensors may be any type of sensor 
suitable for detecting, monitoring, and/or a level of contents 
within a waste drawer. One or more waste drawer sensors 
may include one or more mass sensors, capacitive sensors, 
infrared sensors, laser sensors, ultrasonic sensors, membrane 
sensors, radio frequency (RF) admittance sensors, conduc- 
tive sensors, optical interface sensors, microwave sensors, 
the like, or combination thereof. Suitable waste drawer 
sensors and configurations may be that of one or more 
indicators as described in U.S. Pat. No. 9,422,185, lasers as 
described in U.S. Provisional Application No. 62/837,965, 
or a combination of both. Exemplary combinations of one or 
more waste drawer sensors may include two or more infra- 
red sensors opposing one another, one or more laser beams, 
a laser beam sensor and infrared sensor combination, or any 
combination thereof. One waste drawer sensor may include 
a light beam transmitter and one waste drawer sensor may 
include a light beam detector. The light beam transmitter 
may relay a light beam to the light beam detector such that 
the light beam is detected. A waste drawer may be indicated 
as at least partially full once the waste within the drawer 
interferes with the light beam, such that the light beam is no 
longer detected by the light beam detector. Another example 
of a waste drawer sensor may include one or more laser 
sensors affixed near an entry opening of the chamber or an 
interior upper surface of the chamber opposite a waste 
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drawer. The one or more laser sensors may include one or 
more cone sensors. The one or more laser sensors may be 
arranged to have a line of sight into a waste drawer. The one 
or more laser sensors may have line of sight when a waste 
opening of a chamber is aligned with a waste drawer, such 
as during a cleaning cycle. The one or more waste drawer 
sensors may be in communication with one or more con- 
trollers, computing devices, processors, communication 
modules, or any combination thereof. The one or more waste 
drawer sensors may be directly and/or indirectly connected 
to one or more controllers, computing devices, processors, 
communication modules, or any combination thereof. The 
one or more waste drawer sensors may relay one or more 
signals related to a level of contents within a waste drawer 
to one or more controllers. The one or more waste drawer 
sensors may relay a presence of waste above a predeter- 
mined level, a real-time level of contents, or both to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. A signal from 
one or more waste drawer sensors to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof related to the level of contents may 
be a waste level signal. 


[0027] The litter device may include one or more mass 
sensors (e.g., presence sensors). The one or more mass 
sensors may function to monitor a mass of the litter device, 
such as a mass within the chamber; a presence of an animal 
within the litter device; or both. A mass sensor may con- 
tinuously, intermittently, or both monitor a mass of or 
presence of an animal within the litter device. The mass 
sensor may be located at any location in the device so that 
any change in mass of the litter device, presence of an 
animal within the device, or both may be detected. The mass 
sensor may be located at a location in the device so that 
rotation of the chamber may be prevented if additional mass 
over a predetermined mass is located within the chamber, if 
an animal is detected within the chamber, or both. The 
predetermined mass may be a mass over a mass of litter 
within a unit, a mass set by a user, below a mass of an 
animal, or any combination thereof. The mass sensor may 
include one or more resistors, force sensors, switches, con- 
trollers, microprocessors, laser sensors, or a combination 
thereof. A suitable mass sensor and configuration within a 
litter device may be as described in U'S. Pat. No. 9,422,185. 
Another suitable laser sensor configuration for detecting 
presence of an animal may be the one or more laser sensors 
as described in U.S. Provisional Application No. 62/837, 
965. The one or more mass sensors may be in communica- 
tion with one or more controllers, computing devices, pro- 
cessors, communication modules, or any combination 
thereof. The one or more mass sensors may be directly 
and/or indirectly connected to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof. The one or more mass sensors may 
relay one or more signals related a monitored mass to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. The one or 
more mass sensors may relay a presence of mass above a 
predetermined mass, a real-time mass, or both to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. A signal from 
one or more mass sensors relayed to one or more controllers, 
computing devices, processors, communication modules, or 
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any combination thereof related to the mass within the litter 
device may be referred to as a mass signal. 


[0028] The litter device may include one or more light 
sensors. The one or more light sensors may function to 
detect a light level within the litter device, about the outside 
surface of the litter device (e.g., ambient light), or both. The 
one or more light sensors may be any sensor suitable for 
detecting light within the litter device, outside of the litter 
device, or both. The one or more light sensors may be any 
sensor suitable for detecting a light reading below a prede- 
termined lumen level. The one or more light sensors may be 
in direct or indirect connection with one or more lights. 
Reading of a light level below a predetermined lumen level 
may cause one or more lights within the litter device to turn 
on. The one or more light sensors may cooperate with one 
or more other sensors, such as a mass sensor. One or more 
lights within the litter device may turn on if a light level 
below a predetermined lumen level is detected by one or 
more or more light sensors and a mass above a predeter- 
mined mass level is detected by one or more mass sensors. 
Exemplary suitable light sensors and configurations within a 
litter device may be as described in U.S. Pat. No. 9,422,185. 
The one or more light sensors may be in communication 
with one or more controllers, computing devices, proces- 
sors, communication modules, or any combination thereof. 
The one or more light sensors may be directly and/or 
indirectly connected to one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof. The one or more light sensors may relay 
one or more signals related to a monitored light level to one 
or more controllers, computing devices, processors, com- 
munication modules, or any combination thereof. The one or 
more light sensors may relay the presence of light at, below, 
or above a predetermined lumen level to one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. A signal from one or 
more light sensors relayed to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof related to a light level within or 
outside of the litter device may be referred to as a light 
signal. 


[0029] The litter device may include one or more interlock 
sensors. The one or more interlock sensors may detect a 
connection, broken connection, or both between a bonnet 
and a support base. The one or more interlock sensors may 
detect if one or both sides, retaining clips, or both are 
partially removed, completely removed, or both. The one or 
more interlock sensors may sense power being supplied or 
not supplied to a bonnet through one or more connection 
points to the support base. The one or more interlock sensors 
may include one or more low current electrical sensors. One 
or more exemplary interlock sensors and configurations 
within a litter device may be as described in U.S. Pat. No. 
9,422,185. The one or more interlock sensors may be in 
communication with one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof. The one or more interlock sensors may be 
directly and/or indirectly connected to one or more control- 
lers, computing devices, processors, communication mod- 
ules, or any combination thereof. The one or more interlock 
sensors may relay one or more signals related to a power 
being supplied or not supplied to the bonnet to one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. A signal from one or 
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more interlock sensors relayed to one or more controllers, 
computing devices, processors, communication modules, or 
any combination thereof may be referred to as an interlock 
signal. Upon receiving and/or upon the absence of an 
interlock signal to one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof, the one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof may prevent and/or allow rotation of the 
chamber. 


[0030] The litter device may include one or more pinch 
detectors. The one or more pinch detectors may detect the 
presence of one or more pinch conditions. The one or more 
pinch detectors may be located anywhere within the litter 
device suitable for detecting one or more pinch conditions. 
The one or more pinch detectors may be located proximate 
to any pinch points within the litter device. One or more 
pinch detectors may be located within a litter device so that 
a pinch detector is contacted before an edge of the chamber, 
the waste opening, the support base, the bonnet, the waste 
drawer, any other components of the litter device, or a 
combination thereof. One or more exemplary pinch detec- 
tors and configurations within a litter device may be as 
described in U.S. Pat. No. 9,422,185. The one or more pinch 
detectors may be in communication with one or more 
controllers, computing devices, processors, communication 
modules, or any combination thereof. The one or more pinch 
detectors may be directly and/or indirectly connected to one 
or more controllers, computing devices, processors, com- 
munication modules, or any combination thereof. The one or 
more pinch detectors may relay one or more signals related 
to the presence and/or absence of a pinch condition. A signal 
from one or more pinch detectors to one or more controllers 
may be referred to as a pinch signal. Upon receiving a pinch 
signal at one or more controllers, computing devices, pro- 
cessors, communication modules, or any combination 
thereof, the one or more controllers may prevent rotation of 
a controllers, computing devices, processors, communica- 
tion modules, or any combination thereof. During the 
absence of a pinch signal at one or more controllers, the one 
or more controllers, computing devices, processors, com- 
munication modules, or any combination thereof may allow 
for rotation of a chamber. 


[0031] The litter device may include one or more position 
sensors. The one or more position sensors may monitor a 
position of a chamber. The one or more position sensors may 
be any sensor that may detect a position of a chamber 
relative to a support base, a waste drawer, a bonnet, or any 
combination thereof. The one or more sensors may include 
one or more Hall Effect sensors. One or more exemplary 
position sensors and configurations within a litter device 
may be as described in U.S. Pat. No. 9,422,185. The one or 
more position sensors may be in communication with one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. The one or 
more position sensors may be directly and/or indirectly 
connected to one or more controllers, computing devices, 
processors, communication modules, or any combination 
thereof. The one or more position sensors may relay one or 
more signals related to a position of a chamber to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof. A signal from 
one or more position sensors to one or more controllers, 
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computing devices, processors, communication modules, or 
any combination thereof may be referred to as a position 
signal. 


[0032] The litter device may include one or more motor 
sensors. The one or more motor sensors may monitor 
functionality of one or more motors located within the litter 
device. The one or more motor sensors may be any sensor 
which may detect a position, torque, temperature, speed, the 
like, or any combination thereof of one or more motors 
within the litter device. The one or more sensors may include 
one or more position sensors, laser sensors, torque sensors, 
temperature sensors, speed sensors, the like, or any combi- 
nation thereof. The one or more motor sensors may be in 
communication with one or more controllers, computing 
devices, processors, communication modules, or any com- 
bination thereof. The one or more motor sensors may relay 
one or more signals related to one or more conditions of a 
motor to one or more controllers, computing devices, pro- 
cessors, communication modules, or any combination 
thereof. A signal from one or more motor sensors to one or 
more controllers, computing devices, processors, communi- 
cation modules, or any combination thereof may be referred 
to as a motor signal. 


[0033] The automated litter device may include one or 
more controllers. The one or more controllers may function 
to receive one or more signals, transmit one or more signals, 
control operations of one or more components of the litter 
device, or a combination thereof. The one or more control- 
lers may be in communication with one or more sensors. The 
one or more controllers may be adapted to receive one or 
more signals from the one or more sensors. The one or more 
controllers may be in communication with one or more 
sensors. The one or more controllers may be in electrical 
communication with one or more sensors. The one or more 
controllers may interpret one or more signals from one or 
more sensors as one or more status signals. The one or more 
controllers may automatically receive, interpret, and/or 
transmit one or more signals. The one or more controllers 
may automatically control one or more operations of one or 
more components upon receive of one or more signals or 
instructions. The one or more controllers may reside within 
or be in communication with the litter device. The one or 
more controllers may be located within or affixed to a 
support base, chamber, or both. The one or more controllers 
may include one or more controllers, microcontrollers, 
microprocessors, processors, storage mediums, or a combi- 
nation thereof. One or more suitable controllers may include 
one or more controllers, microprocessors, or both as 
described in U.S. Pat. Nos. 8,757,094; and 9,433,185. The 
one or more controllers may be in communication with 
and/or include one or more communication modules. The 
one or more controllers may include one or more processors. 
[0034] The automated litter device may include one or 
more communication modules. The one or more communi- 
cation modules may allow for the litter device to receive 
and/or transmit one or more signals from one or more 
computing devices, be integrated into a network, or both. 
The one or more communication modules may have any 
configuration which may allow for one or more data signals 
from one or more controllers to be relayed to one or more 
other controllers, communication modules, communication 
hubs, networks, computing devices, processors, the like, or 
any combination thereof located external of the litter device. 
The one or more communication modules may include one 
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or more wired communication modules, wireless commu- 
nication modules, or both. A wired communication module 
may be any module capable of transmitting and/or receiving 
one or more data signals via a wired connection. One or 
more wired communication modules may communicate via 
one or more networks via a direct, wired connection. A wired 
connection may include a local area network wired connec- 
tion by an ethernet port. A wired communication module 
may include a PC Card, PCMCIA card, PCI card, the like, 
or any combination thereof. A wireless communication 
module may include any module capable of transmitting 
and/or receiving one or more data signals via a wireless 
connection. One or more wireless communication modules 
may communicate via one or more networks via a wireless 
connection. One or more wireless communication modules 
may include a Wi-Fi transmitter, a Bluetooth transmitter, an 
infrared transmitter, a radio frequency transmitter, an IEEE 
802.15.4 compliant transmitter, the like, or any combination 
thereof. A Wi-Fi transmitter may be any transmitter com- 
plaint with IEEE 802.11. A communication module may be 
single band, multi-band (e.g., dual band), or both. A com- 
munication module may operate at 2.4 Ghz, 5 Ghz, the like, 
or a combination thereof. A communication module may 
communicate with one or more other communication mod- 
ules, computing devices, processors, or any combination 
thereof directly; via one or more communication hubs, 
networks, or both; via one or more interaction interfaces; or 
any combination thereof. 


[0035] The automated litter device may be in communi- 
cation with a communication hub. A communication hub 
may function to receive one or more signals, transfer one or 
more signals, or both from one or more other computing 
devices. The communication hub may be any type of com- 
munication hub capable of sending and transmitting data 
signals over a network to one or a plurality of computing 
devices. The communication hub may include a wired 
router, a wireless router, an antenna, a satellite, or any 
combination thereof. For example, an antenna may include 
a cellular tower. The communication hub may be connected 
to the litter device, one or more computing devices, or both 
a via wired connection, wireless connection, or a combina- 
tion of both. For example, the communication hub may be 
in wireless connection with the litter device via the com- 
munication module. The communication hub may allow for 
communication of a computing device with the litter device 
when the computing device is directly connected to the 
communication hub, indirectly connected to the communi- 
cation hub, or both. A direct connection to the communica- 
tion hub may mean that the computing device is directly 
connected to the communication hub via a wired and/or 
wireless connection and communicates with the litter device 
through the communication hub. An indirect connection to 
the communication hub may mean that a computing device 
first communicates with one or more other computing 
devices via a network before transmitting and/or receive one 
or more signals to and/or from the communication hub and 
then to the litter device. 


[0036] The automated litter device may be integrated into 
one or more networks. The automated litter device may be 
in removable communication with one or more networks. 
The one or more networks may be formed by placing the 
litter device in communication with one or more other 
computing devices. One or more networks may include one 
or more communication hubs, communication modules, 
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computing devices, or a combination thereof as part of the 
network. One or more networks may be free of one or more 
communication hubs. One or more computing devices of the 
system may be directly connected to one another without the 
use of a communication hub. For example, a communication 
module of the litter device may be placed in direct commu- 
nication with a communication module of a mobile com- 
munication device (e.g., mobile phone) without having a 
communication hub therebetween. One or more networks 
may be connected to one or more other networks. One or 
more networks may include one or more local area networks 
(LAN), wide area networks (WAN), intranet, Internet, Inter- 
net of Things (IoT), the like, or any combination thereof. 
The network may allow for the automated litter device to be 
in communication with one or more user interfaces remote 
from the device via the Internet, such as through one or more 
managed cloud services. An exemplary managed cloud 
service may include AWS IoT Core by Amazon Web Ser- 
vices®. The network may be temporarily, semi-permanently, 
or permanently connected to one or more computing 
devices, litter device, or both. A network may allow for one 
or more computing devices to be temporarily and/or perma- 
nently connected to the litter device to transmit one or more 
data signals to the litter device, receive one or more data 
signals from the device, or both. The network may allow for 
one or more signals from one or more controllers to be 
relayed through the system to one or more other computing 
devices, processors, storage mediums, the like, or any com- 
bination thereof. The network may allow for one or more 
computing devices to receive one or more data entries from 
and/or transmit one or more data entries to one or more 
storage mediums. The network may allow for transmission 
of one or more signals, status signals, data entries, instruc- 
tion signals, or any combination thereof for processing by 
one or more processors. 


[0037] Devices on the network may communicate via one 
or more protocols. The one or more protocols may allow for 
two or more devices part of the network or system to 
communicate with one another either while in direct or 
indirect communication, wireless or wired communication, 
via one or more communication hubs, or any combination 
thereof. The one or more protocols may be any protocol 
suitable for use in telecommunications. The one or more 
protocols may be suitable for wired, wireless, or both 
communication styles between devices within the network 
or system. The one or more protocols may allow the devices 
of the system to be connected to and communication with 
one another through the Internet. The network and protocols 
may allow for the devices to be an “Internet of Things” 
(IoT). The one or more protocols may be those compatible 
with cloud computing services. Exemplary cloud computing 
services may include Amazon Web Services®, Microsoft 
Azure®, Google Cloud®, IBM®, Oracle Cloud®, the like, 
or any combination thereof. One or more cloud computing 
services may be managed by one or more managed cloud 
services. Exemplary protocols may include simple object 
access protocol (SOAP), hypertext transfer protocol 
(ATTP), user datagram protocol (UDP), message queuing 
telemetry transport (MQTT), Bluetooth low energy (BLE) 
protocol, IEEE 802 family of standards, the like, or any 
combination thereof. For example, the automated litter 
device may connect wirelessly to a computing device using 
one or more protocols. Exemplary protocols may include 
UDP, BLE, and the like which allow for direct communi- 
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cation between devices. UDP and BLE may even be useful 
for allowing direct communication with devices without 
using the Internet as part of the network. As another 
example, an automated litter device may connect with a 
dispatch interface, interaction interface, or both via one or 
more protocols using the Internet. Exemplary protocols for 
communication from the litter device to a dispatch interface, 
interaction interface, or both may include UDP, MQTT, 
REST, and the like. As another example, a dispatch inter- 
face, interaction interface, or both may communicate with an 
authentication portal using one or more protocols either 
directly or indirectly through the Internet. Exemplary pro- 
tocols for communication between a dispatch interface or 
interaction interface and an authentical portal may include 
REST, SOAP, MQTT, the like, or any combination thereof. 
Suitable protocols useful as IoT protocols may be those 
provided by “IoT Standards and Protocols” by Postscapes™ 
available at https://www.postscapes.com/internet-of-things- 
protocols/, incorporated herein in its entirety for all pur- 
poses. 


[0038] The automated litter device may be integrated into 
a system. The system may allow for monitoring signals 
from, receiving signals from, and/or sending signals to an 
automated litter device. The system may allow for sending 
one or more instruction signals to a litter device. The system 
may allow for transmitting one or more signals, status 
signals, or both from the device. The system may allow for 
storing one or more data entries related to one or more 
signals. The system may allow for one or more algorithms 
to be executed remote from the litter device. The system may 
allow for controlling of one or more operations of an 
automated litter device while remote from the device. The 
system may include one or more communication hubs, 
computing devices, processors, storage mediums, databases, 
the like, or any combination thereof. 


[0039] The automated litter device may include and/or be 
in communication with one or more computing devices. The 
one or more computing devices may function to receive 
and/or transmit one or more signals, convert one or more 
signals to data entries, to send one or more data entries to a 
storage medium, to store one or more data entries, to retrieve 
one or more data entries from a storage medium, to compute 
one or more algorithms, apply one or more rules, or any 
combination thereof. One or more computing devices may 
include or be in communication with one or more other 
computing devices, processors, storage mediums, databases, 
interaction devices, the litter device, or any combination 
thereof. One or more computing devices may communicate 
with one or more computing devices, processors, storage 
mediums, databases, or any combination thereof through an 
interaction interface, dispatch interface, or both. Communi- 
cation between computing devices may be controlled or 
managed via a managed cloud service. The one or more 
computing devices may include one or more non-transient 
storage mediums. A non-transient storage medium may 
include one or more physical servers, virtual servers, or a 
combination of both. One or more servers may include one 
or more local servers, remote servers, or both. One or more 
computing devices may include one or more processors of a 
litter device, personal computers (e.g., laptop, desktop, etc.), 
mobile computing devices (e.g., tablet, mobile phone, etc.), 
or a combination thereof. One or more computing devices 
may use one or more processors. 
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[0040] One or more computing devices may include one 
or more processors. The one or more processors may func- 
tion to analyze one or more signals from the litter device, 
one or more storage mediums, databases, communication 
modules, or any combination thereof. The one or more 
processors may be located within or in communication with 
one or more computing devices, servers, storage mediums, 
or any combination thereof. One or more processors may be 
in communication with one or more other processors. The 
one or more processors may function to process data, 
execute one or more algorithms to analyze data, apply one 
or more rules, evaluate data against one or more rules, or any 
combination thereof. The one or more processors may 
automatically process data, execute one or more algorithms, 
apply one or more rules, evaluate data, or a combination 
thereof; may wait for an instruction or signal such as from 
a user; or any combination thereof. Processing data may 
include receiving, transforming, outputting, executing, the 
like, or any combination thereof. One or more processors 
may be part of one or more hardware, software, systems, or 
any combination thereof. One or more hardware processors 
may include one or more central processing units, multi-core 
processors, front-end processors, the like, or any combina- 
tion thereof. One or more software processors may include 
one or more word processors, document processors, the like, 
or any combination thereof. One or more system processors 
may include one or more information processors, the like, or 
a combination thereof. One or more processors suitable for 
use within the litter device as part of the one or more 
controller may include a microcontroller, such as Part No. 
PIC18F45K22 and/or Part No. PIC18F46J50 produced by 
Microchip Technology Inc., incorporated herein by refer- 
ence in their entirety for all purposes. The one or more 
processors may be located within a same or different non- 
transient storage medium as one or more storage mediums, 
other processors, communication modules, communication 
hubs, or any combination thereof. The one or more proces- 
sors may include one or more cloud-based processors. A 
cloud-based processor may be part of or in communication 
with a dispatch interface, an interaction interface, an authen- 
tication portal, or a combination thereof. A cloud-based 
processor may be located remote from a litter device, a 
computing device, one or more other processors, one or 
more databases, or any combination thereof. Cloud-based 
may mean that the one or more processors may reside in a 
non-transient storage medium located remote from the litter 
device, computing device, processor, databases, or any com- 
bination thereof. One or more cloud-based processors may 
be accessible via one or more networks. A suitable cloud- 
based processor may be Amazon Elastic Compute Cloud™ 
(EC2™) may be provided by Amazon Web Services®, 
incorporated herein by reference in its entirety for all pur- 
poses. Another suitable platform for a cloud-based processor 
may include Lambda™ provided by Amazon Web Ser- 
vices®, incorporated herein in its entirety by reference for 
all purposes. The one or more processors may convert data 
signals to data entries to be saved within one or more storage 
mediums. The one or more processors may access one or 
more algorithms to analyze one or more data entries and/or 
data signals. The one or more processors may access one or 
more algorithms saved within one or more memory storage 
mediums. The one or more algorithms being accessed by 
one or more processors may be located in a same or different 
storage medium or server as the processor(s). 
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[0041] One or more computing devices may include one 
or more memory storage mediums. The one or more 
memory storage mediums may include one or more hard 
drives (e.g., hard drive memory), chips (e.g., Random 
Access Memory “RAM)”), discs, flash drives, memory 
cards, the like, or any combination thereof. The one or more 
storage mediums may include one or more cloud-based 
storage mediums. A cloud-based storage medium may be 
located remote from a litter device, a computing device, one 
or more processors, one or more databases, or any combi- 
nation thereof. Cloud-based may mean that the one or more 
storage mediums may reside in a non-transient storage 
medium located remote from the litter device, computing 
device, processor, other databases, or any combination 
thereof. One or more cloud-based storage mediums may be 
accessible via one or more networks. A suitable cloud-based 
storage medium may be Amazon S3™ provided by Amazon 
Web Services®, incorporated herein by reference in its 
entirety for all purposes. One or more memory storage 
mediums may store one or more data entries in a native 
format, foreign format, or both. One or more memory 
storage mediums may store data entries as objects, files, 
blocks, or a combination thereof. The one or more memory 
storage mediums may include one or more algorithms, rules, 
databases, data entries, the like, or any combination there- 
fore stored therein. The one or more memory storage medi- 
ums may store data in the form of one or more databases. 


[0042] One or more computing devices may include one 
or more databases. The one or more databases may function 
to receive, store, and/or allow for retrieval of one or more 
data entries. The one or more databases may be located 
within one or more memory storage mediums. The one or 
more databases may include any type of database able to 
store digital information. The digital information may be 
stored within one or more databases in any suitable form 
using any suitable database management system (DBMS). 
Exemplary storage forms include relational databases (e.g., 
SQL database, row-oriented, column-oriented), non-rela- 
tional databases (e.g., NoSQL database), correlation data- 
bases, ordered/unordered flat files, structured files, the like, 
or any combination thereof. The one or more databases may 
store one or more classifications of data models. The one or 
more classifications may include column (e.g., wide col- 
umn), document, key-value (e.g., key-value cache, key- 
value store), object, graph, multi-model, or any combination 
thereof. One or more databases may be located within or be 
part of hardware, software, or both. One or more databases 
may be stored on a same or different hardware and/or 
software as one or more other databases. The databases may 
be located within one or more non-transient storage medi- 
ums. One or more databases may be located in a same or 
different non-transient storage medium as one or more other 
databases. The one or more databases may be accessible by 
one or more processors to retrieve data entries for analysis 
via one or more algorithms. The one or more databases may 
be one or more cloud-based databases. Cloud-based may 
mean that the one or more databases may reside in a 
non-transient storage medium located remote from the litter 
device. One or more cloud-based databases may be acces- 
sible via one or more networks. One or more databases may 
include one or more databases capable of storing one or 
more conditions of a litter device, one or more status signals 
related to a litter device, one or more instruction signals sent 
to a litter device, one or more users, one or more user 
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accounts, one or more registered litter devices, one or more, 
the like, or any combination thereof. The one or more 
databases may include a Commands database, Activities 
database, Device database, Lifetime Cycles database, a User 
database, a User Computing Device database, a Registered 
Device database, a User Settings database, the like, or any 
combination thereof. One suitable database service may be 
Amazon DynamoDB® offered through Amazon Web Ser- 
vices®, incorporated herein in its entirety by reference for 
all purposes. 

[0043] One or more computing devices may include one 
or more interaction interfaces. One or more interaction 
devices may function to transmit and/or relay one or more 
data signals, data entries, or both from one or more com- 
puting devices, processors, storage mediums, databases, or a 
combination thereof to one or more other computing 
devices, processors, storage mediums, databases, or a com- 
bination thereof. One or more interaction interfaces may 
include one or more application programming interfaces 
(API). The one or more interaction interfaces may utilize 
one or more architectures. The one or more architectures of 
an interaction interface may be one or more web service 
architectures useful for requesting, receiving and/or trans- 
mitting one or more data signals, data entries, or both from 
one or more other remotely located computing devices 
connected via one or more networks (e.g., web-based 
resources). One or more web service architectures may 
include Representation State Transfer (REST), gRPC, the 
like, or any combination thereof. One suitable interaction 
interface which is a REST API may be Amazon API Gate- 
way™ provided by Amazon Web Services®, incorporated 
herein by reference in its entirety for all purposes. The one 
or more interaction interfaces may utilize one or more 
protocols for transmitting and/or receiving one or more data 
signals, data entries, or both. One or more protocols may 
include simple object access protocol (SOAP), hypertext 
transfer protocol (HTTP), user datagram protocol (UDP), 
message queuing telemetry transport (MQTT), the like, or 
any combination thereof. 


[0044] The system in which the litter device is integrated 
into may include and/or be connected to one or more 
authentication controls. One or more authentication controls 
may function to control access of a user to one or more litter 
devices, computing devices, processors, storage mediums, 
databases, interaction interfaces, e-commerce platforms, the 
like, or any combination thereof. The one or more authen- 
tication controls may be in communication with one or more 
components of the system via one or more networks. The 
one or more authentication controls may communicate with 
one or more other components of the system via one or more 
interaction interfaces. The one or more authentication con- 
trols may receive one or more user credentials via one or 
more user interfaces of one or more computing devices. One 
or more user credentials may include one or more data 
entries related to one or more user accounts. One or more 
user credentials may include one or more user login iden- 
tifications (e.g., “user ID”), passwords, the like, or a com- 
bination thereof. One or more authentication controls may 
include one or more authentication algorithms. The one or 
more authentication algorithms may compare the one or 
more user credentials provided via a user interface with one 
or more data entries residing within one or more databases, 
such as a User Database and/or User Settings Database. If 
the one or more user credentials match one or more data 
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entries, the one or more authentication algorithms may 
instruct one or more computing devices, processors, or both 
to allow a user to access one or more data entries, receive 
one or more data signals, transmit one or more instruction 
signals, or any combination thereof. A suitable authentica- 
tion control may include Amazon Cognito™ available 
through Amazon Web Services®, incorporated herein by 
reference in its entirety for all purposes. One or more 
authentication controls may cooperate with one or more 
e-commerce platforms. One or more authentication controls 
may authenticate one or more users based on one or more 
user credentials received from one or more e-commerce 
platforms, stored within one or more databases of one or 
more e-commerce platforms, or both. 


[0045] The system in which the litter device is integrated 
may include and/or be connected to one or more e-com- 
merce platforms. The one or more e-commerce platforms 
may function establish one or more user accounts, edit one 
or more user accounts, authenticate one or more users, allow 
for purchase of one or more litter devices, or any combina- 
tion thereof. An exemplary e-commerce platform may 
include Magento® sold by Magento Inc. The one or more 
e-commerce platforms include one or more authentication 
portals. The one or more authentication portals may allow 
for one or more e-commerce platforms to be placed into 
communication with one or more components of the system. 
The one or more e-commerce platforms may allow for an 
e-commerce platform to be placed in communication with 
one or more interaction interfaces, computing devices, pro- 
cessors, storage mediums, databases, dispatch interfaces, 
litter devices, or any combination thereof. The one or more 
authentication portals may include communication between 
one or more authentication controls and one or more e-com- 
merce platforms. The one or more authentication portals 
may allow for one or more user credentials entered via one 
or more authentication controls to be verified via one or 
more e-commerce platforms, vice-versa, or both. 


[0046] One or more computing devices may include one 
or more user interfaces. The one or more user interfaces may 
function to display information related to a litter device, 
receive user inputs related to the litter device, transmit 
information related to the litter device, or any combination 
thereof. The one or more user interfaces may be located on 
the litter device, a separate computing device, or both. One 
or more user interfaces may be part of one or more com- 
puting devices. One or more user interfaces may include one 
or more interfaces capable of relaying information (e.g., data 
entries) to a user, receiving information (e.g., data signals) 
from a user, or both. One or more user interfaces may 
display information related to the litter device. One or more 
user interfaces may display information from one or more 
algorithms. The user interface may allow for inputting of 
information related to the litter device. Information may 
include a user name, password, one or more instruction 
signals, the like, or any combination thereof. The one or 
more user interfaces may include one or more graphic user 
interfaces. The one or more graphic interfaces may include 
one or more screens. The one or more screens may be a 
screen located directly on the litter device, another comput- 
ing device, or both. The one or more screens may be a screen 
on a mobile computing device, non-mobile computing 
device, or both. The one or more graphic interfaces may 
include and/or be in communication with one or more user 
input devices. The one or more user input devices may allow 
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for receiving one or more inputs (e.g., instruction signals) 
from a user. The one or more input devices may include one 
or more buttons, wheels, keyboards, switches, touchscreens, 
the like, or any combination thereof. The one or more input 
devices may be integrated with a graphic interface. The one 
or more input devices may include one or more touch- 
sensitive monitor screens. 


[0047] One or more computing devices may include on or 
more algorithms stored therein. For example, one or more 
algorithms may be stored within one or more storage medi- 
ums of an interaction interface. The one or more algorithms 
may function to analyze one or more signals, determine one 
or more conditions of the litter device, relay one or more 
conditions to one or more user interfaces, receive one or 
more instructions from one or more user interfaces, initiate 
one or more operations, identify one or more faults, or any 
combination thereof. The one or more algorithms may be 
executed automatically by the one or more computing 
devices (e.g., processors of the computing device), may wait 
for an input for a user, or both. A sensed condition may cause 
one or more algorithms to be executed automatically. One or 
more algorithms may include one or more waste detection 
algorithms, waste drawer algorithms, animal health algo- 
rithms, fault algorithms, instruction algorithms, or a com- 
bination thereof. 


[0048] One or more algorithms may include one or more 
waste detection algorithms. One or more waste detection 
algorithms may function to convert one or more waste level 
signals to one or more waste level status signals, allow for 
execution of one or more cleaning cycles based on a level of 
waste, prevent one or more cleaning cycles based on a level 
of waste, or any combination thereof. The one or more waste 
detection algorithms may be accessible by one or more 
controllers, processors, or both. The one more waste detec- 
tion algorithms may be stored within the litter device, 
remote from the litter device, or both. Storage of the one or 
more waste detection algorithms within the litter device, 
such as a controller of the litter device, may allow for the one 
or more processors to relay a level of fullness of a waste 
drawer to at least one user interface, stop rotation of the 
chamber, or both without the litter device being connected to 
a system. In other words, by the one or more waste detection 
algorithms being programmed into a controller located 
within the litter device, the litter device may be able to 
function offline without a network connection. The one or 
more waste detection algorithms may receive one or more 
waste level signals from one or more waste drawer sensors 
via one or more processors. The one or more waste drawer 
sensors may include a single waste drawer sensor or a 
plurality of waste drawer sensors. A single waste drawer 
sensor may detect a specific level of presence of waste or 
may detect varying levels of waste. For example, a plurality 
of sensors may be located within the waste drawer sensor 
and each sensor or a plurality of sensors in combination 
detect one or more predetermined volumes of waste within 
the waste drawer. One or more waste sensors may include 
one or more getting full waste sensors, one or more almost 
full waste sensors, one or more unit full waste sensors, or 
any combination thereof. As an alternative example, one or 
more laser sensors may be located within the waste drawer 
which may scan for a real-time level of waste within the 
waste drawer. The one or more waste drawer sensors may 
relay one or more waste level signals to one or more 
processors. The one or more waste level signals may include 
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the presence, absence, or both of waste detected by a waste 
sensor; a level of waste detected by a waste sensor; or both. 
The one or more waste algorithms may instruct the one or 
more processors to convert the one or more waste level 
signals to one or more waste level status signals. The one or 
more waste algorithms may instruct one or more processors 
to send the one or more the one or more waste level signals, 
waste level status signals, or both to one or more storage 
mediums, databases, or both as one or more waste level data 
entries. The one or more waste algorithms may instruct one 
or more processors to apply one or more waste level rules. 
The one or more waste level rules may be part of the of the 
one or more waste algorithms. The one or more waste level 
rules may include a getting-full-rule, almost-full-rule, and a 
unit-full-rule. 

[0049] A getting-full-rule may include receiving a waste 
level signal, waste level status signal, and/or waste level data 
entry indicating the waste drawer is getting full. Getting full 
may include the waste drawer being filled with a volume of 
waste about 60% or greater, about 70% or greater, or even 
about 80% or greater than a total available volume of the 
waste drawer. Getting full may include the waste drawer 
being filled with a volume of waste about 90% or less, about 
85% or less, or even about 82% or less than a total available 
volume of the waste drawer. A getting-full-rule may include 
instructing one or more processors to relay the waste level 
signal, status signal, and/or data entry to one or more user 
interfaces. A user may be able to refer to a graphic user 
interface (e.g., interface on litter device, interface of mobile 
computing device, etc.) to see a notification that the waste 
drawer is getting full. A user may receive a notification via 
a graphic user interface that the waste drawer is getting full 
(e.g., between about 60% to about 90% full of waste). 


[0050] An almost-full-rule may include receiving a waste 
level signal, waste level status signal, and/or waste level data 
entry indicating the waste drawer is almost full. Almost full 
may include the waste drawer being filled with a volume of 
waste about 80% or greater, about 83% or greater, or even 
about 87% or greater than a total available volume of the 
waste drawer. Almost full may include the waste drawer 
being filled with a volume of waste about 95% or less, about 
93% or less, or even about 90% or less than a total available 
volume of the waste drawer. An almost-full-rule may 
include instructing one or more processors to relay the waste 
level signal, status signal, and/or data entry to one or more 
user interfaces. A user may be able to refer to a graphic user 
interface (e.g., interface on litter device, interface of mobile 
computing device, etc.) to see a notification that the waste 
drawer is almost full. A user may receive a notification via 
a graphic user interface that the waste drawer is almost full 
(e.g., between about 80% to about 95% full of waste). 


[0051] A unit-full-rule may include receiving a waste level 
signal, waste level status signal, and/or waste level data 
entry indicating the waste drawer is full. Full may include 
the waste drawer being filled with a volume of waste about 
95% or greater, about 96% or greater, or even about 97% or 
greater than a total available volume of the waste drawer. 
Full may include the waste drawer being filled with a 
volume of waste about 100% or less, about 99% or less, or 
even about 98% or less than a total available volume of the 
waste drawer. A unit-full-rule may include instructing one or 
more processors to relay the waste level signal, status signal, 
and/or data entry to one or more user interfaces. A user may 
be able to refer to a graphic user interface (e.g., interface on 
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litter device, interface of mobile computing device, etc.) to 
see a notification that the waste drawer is full. A user may 
receive a notification via a graphic user interface that the 
waste drawer is full (e.g., between about 95% to about 100% 
full of waste). A unit-full-rule may include instructing one or 
more processors to prevent execution of one or more clean- 
ing cycles, rotation of a chamber, or both. A unit-full-rule 
may include instructing one or more processors to prevent 
rotation of one or more motors. 


[0052] One or more algorithms may include one or more 
waste drawer algorithms. The one or more waste drawer 
algorithms may function to estimate how many cleaning 
cycles are available before a waste drawer is full, a level of 
waste contents within a waste drawer, or both. The one or 
more waste drawer algorithms may be accessible by one or 
more processors. The one or more processors may be located 
within the device (e.g., a controller), remote from the device 
(e.g., cloud-based processor), or both. The one or more 
waste drawer algorithms may instruct one or more proces- 
sors to reset one or more clean cycle counts; count cleaning 
cycles between two or more waste level signals to calculate 
one or more clean cycle counts; average the number of clean 
cycle counts occurring between a plurality of waste level 
signals; calculate a number of cleaning cycles remaining 
before receiving a waste level signal, or any combination 
thereof. The one or more waste drawer algorithms may 
include one or more reset count algorithms, counting algo- 
rithms, waste drawer status algorithms, or any combination 
thereof. 


[0053] The one or more waste drawer algorithms may 
include one or more reset count algorithms. The one or more 
reset count algorithms may function to reset a count (e.g., set 
to zero) of cleaning cycles. The one or more reset count 
algorithms may be accessible by one or more controllers, 
processors, or both. The one or more reset count algorithms 
may be stored within the litter device (e.g., controller), 
remote from the litter device, or both. The one or more reset 
count algorithms may instruct one or more processors to 
reset one or more clean cycle counts, transfer one or more 
completed cycle counts to a storage medium, or both. The 
one or more reset count algorithms may instruct one or more 
processors to transmit one or more completed cycle counts 
to a storage medium, one or more databases, or both. The 
one or more completed counts may be transferred by the one 
or more processors as one or more completed count signals. 
The one or more completed count signals may be stored 
within one or more storage mediums as one or more com- 
pleted count data entries. Upon transmitting the one or more 
completed count signals to a storage medium, saving the one 
or more completed count data entries in the storage medium, 
or both, one or more reset count algorithms may instruct one 
or more processors to reset one or more clean cycle counts 
to zero. 


[0054] One or more reset count algorithms may be initi- 
ated by one or more reset instructions. One or more reset 
instructions may include one or more users initiating a reset 
count algorithm via one or more user interfaces; a cleaning 
cycle occurring without a waste level signal; or both. One or 
more user interfaces may display and/or include a reset 
count interface. For example, the reset count interface may 
be a physical button on the litter device, a virtual button on 
a graphic interface of the litter device or a mobile computing 
device, or both. The one or more user interfaces may display 
a reset count interface after one or more cleaning cycles. The 
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one or more user interfaces may display a reset count 
interface after a cleaning cycle is completed; no waste level 
signal (e.g., getting full, almost full, full) is triggered; or a 
combination thereof. The one or more user interfaces may 
display a reset count interface after a cleaning cycle is 
completed and a waste level signal has been cleared. A waste 
level signal may be cleared upon a cleaning cycle occurring 
without a waste level signal being triggered subsequently 
after a cleaning cycle occurring under the presence of, or 
which triggers a, waste level signal. For example, a cleaning 
cycle may trigger a waste level full signal and then a 
cleaning cycle may occur in which there is no presence of a 
waste level full signal. The waste level full signal may no 
longer be present after a user may have emptied a waste 
drawer, removed some waste contents from the waste 
drawer, or even moved (e.g., shaken) the waste drawer to 
evenly distribute the waste contents within the waste drawer. 
The waste level full signal may no longer be present as one 
or more waste level sensors may no longer detect the 
presence, height, and/or volume of waste contents within the 
waste drawer. Upon displaying one or more reset counter 
interfaces, one or more reset count algorithms may instruct 
one or more processors to apply one or more reset rules. 


[0055] The one or more reset count algorithms may 
include one or more reset rules. One or more reset rules may 
instruct a processor to reset a count, instruct a processor to 
continue with a current count, or both. The one or more reset 
interfaces may allow for a user to select from an affirmative 
response, negative response, or not select a response. An 
affirmative response may include a user confirming a waste 
drawer has been emptied, is empty, or both. A negative 
response may include a user confirming a waste drawer was 
not emptied, is not empty, or both. Not selecting a response 
may include not selecting either of the affirmative response 
or negative response. The one or more reset rules may 
instruct one or more processors to reset one or more counts, 
transmit one or more completed count data signals, or both 
if one or more affirmative responses are received by a reset 
counter interface. The one or more reset rules may instruct 
one or more processors to continue counting and aggregat- 
ing each occurrence of a cleaning cycle if a negative 
response is received by the reset counter interface. The one 
or more reset rules may instruct one or more processors to 
continue executing one or more counting algorithms if a 
negative response is received via the reset counter interface. 
The one or more reset rules may instruct one or more 
processors to transmit one or more completed data signals, 
continue counting and aggregating each occurrence of a 
clean cycle, or both if no response is received by the reset 
counter interface. If no response is received by the reset 
counter interface, the one or more reset rules may instruct 
one or more processors to transmit one or more completed 
data signals to one or more storage mediums, not to reset the 
counter, or both. If no response is received by the reset 
counter interface, the one or more reset rules may instruct 
one or more processors to continue counting the occurrences 
of cleaning cycles and aggregating with a previous count of 
cleaning cycles. If no response is received by the reset 
counter interface, the one or more reset rules may instruct 
one or more processors to continue executing one or more 
count algorithms. If no response is selected, the one or more 
processors may execute one or more count algorithms until 
a reset count algorithm is re-triggered by a new or subse- 
quent waste level signal, one or more predetermined occur- 
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rences of cleaning cycles occur, or both. If a subsequent 
waste level signal occurs, the one or more reset rules may 
instruct one or more processors to re-initiate one or more 
reset algorithms from the start (e.g., triggering the one or 
more reset count interfaces). If no response is selected, the 
one or more reset rules may allow for a predetermined value 
of cleaning cycles to occur before instructing one or more 
processors to reset one or more counts. A predetermined 
value of a cleaning cycle may be the maximum number of 
cleaning cycles possible before a waste drawer is full of 
waste contents within the waste drawer, such as when the 
waste contents are evenly distributed within the waste 
drawer. For example, a predetermined value of a cleaning 
cycle may be the maximum number of cleaning cycles 
possible before a waste drawer is full after the waste drawer 
is shaken by a user, as opposed to emptying the waste 
drawer. A predetermined value of cleaning cycles may 
include 1 or more cleaning cycles, 5 or more cleaning cycles, 
or even 8 or more cleaning cycles. A predetermined value of 
cleaning cycles may include 20 or less cleaning cycles, 15 
or less cleaning cycles, or even 12 or less cleaning cycles. A 
predetermined value of cleaning cycles may be about 7 or 
more cleaning cycles to about 13 or less cleaning cycles 
(e.g., about 10 cleaning cycles). Once a predetermined value 
of cleaning cycles are executed, above the completed count, 
the one or more reset rules may instruct one or more 
processors to reset one or more counts, transmit one or more 
completed count data signals (i.e., either the original com- 
pleted count before aggregating the predetermined cleaning 
cycles, or the completed count in addition to the count of 
predetermined cleaning cycles), or both (e.g., similar to the 
result from the rule if an affirmative response is received). 


[0056] The one or more waste drawer algorithms may 
include one or more counting algorithms. The one or more 
counting algorithms may function to count and/or aggregate 
how many clean cycles occur between two or more waste 
level signals being triggered, two more waste level full 
signals being triggered, or both; how may clean cycles occur 
between a reset of a clean cycle count and one or more waste 
level signals, one or more waste level full signals, or both; 
or any combination thereof. The one or more counting 
algorithms may be accessible by one or more controllers, 
processors, or both. The one or more counting algorithms 
may be stored within the litter device (e.g., controller), 
remote from the litter device, or both. The one or more 
counting algorithms may instruct one or more processors to 
increase a count of cleaning cycles by 1, for every occur- 
rence of a cleaning cycle. The one or more counting algo- 
rithms may instruct one or more processors to send a count 
of cleaning cycles to one or more storage mediums as one or 
more count data entries. The one or more counting algo- 
rithms may instruct one or more processors to increase one 
or more count data entries by 1 during and/or after execution 
of a cleaning cycle. The one or more counting algorithms 
may instruct one or more processors to replace one or more 
previous count data entries with one or more new count data 
entries. Upon initiation of one or more reset algorithms, one 
or more count data entries may be referred to as one or more 
completed count data entries. The one or more completed 
count data entries may be stored within one or more storage 
mediums, databases, or both based on one or more reset 
algorithms. The one or more completed count data entries 
may be utilized by one or more waste drawer status algo- 
rithms. 
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[0057] One or more waste drawer algorithms may include 
one or more waste drawer status algorithms. The one or 
more waste drawer status algorithms may function to inform 
a user how many estimated cleaning cycles remain before a 
waste drawer may be full, an estimated percentage of 
fullness of a waste drawer, an estimated duration until a 
waste drawer needs to be emptied, if one or more cleaning 
cycles are prevented from occurring as a waste drawer is 
full, or any combination thereof. The one or more waste 
drawer status algorithms may instruct one or more proces- 
sors to display the estimated cleaning cycles remaining 
before full, percentage of waste drawer fullness, percentage 
of waste drawer capacity, estimated amount of time remain- 
ing before a waste drawer is full, or any combination thereof 
one or more interfaces. The one or more waste drawer status 
algorithms may be stored within a litter device (e.g., con- 
troller), remote from the litter device, or both. The one or 
more waste drawer status algorithms may be accessible by 
one or more controllers, processors, or both. One or more 
waste drawer status algorithms may instruct one or more 
processors to retrieve, average, or both a set quantity of 
count data entries from one or more storage mediums. One 
or more count data entries may include one or more com- 
pleted count data entries, one or more predetermined-count- 
cycles-until-full, or both. A set quantity of count data entries 
may include a plurality of count data entries. A set quantity 
of count data entries may include 1 or more, 2 or more, 3 or 
more, or even 4 or more count data entries. A set quantity of 
count data entries may include 10 or less, 8 or less, or even 
6 or less count data entries. For example, a set quantity of 
count data entries may be about 3 or more count data entries 
to about 5 or less count data entries (e.g., about 4 count data 
entries). Until a number of completed number of count data 
entries stored within a storage medium is equal to or greater 
than the set value of count data entries, the one or more 
waste drawer status algorithms may instruct a processor to 
use a predetermined-count-cycle-until-full as a placeholder. 
The one or more waste drawer status algorithms may include 
or refer to one or more predetermined-clean-cycles-until- 
full. 


[0058] One or more predetermined-clean-cycles-until-full 
may be a number of cleaning cycles a litter device may 
perform until a waste drawer may be full of waste contents 
(e.g., starting from an empty waste drawer). One or more 
predetermined-clean-cycles-until-full may be based on a 
volume of the waste drawer, an average volume of waste 
from an animal, or both. One or more predetermined-clean- 
cycles-until-full may be about 10 cleaning cycles or more, 
about 15 cleaning cycles or more, about 20 cleaning cycles 
or more, about 25 cleaning cycles or more, or even about 30 
cleaning cycles or more. One or more predetermined-clean- 
cycles-until-full may be about 60 cleaning cycles or less, 
about 55 cleaning cycles or less, about 50 cleaning cycles or 
less, about 45 cleaning cycles or less, or even about 40 
cleaning cycles or less. One or more predetermined-clean- 
cycles-until-full may be anywhere from about 30 clean 
cycles or more to about 40 clean cycles or less (e.g., 36 clean 
cycles). One or more predetermined-clean-cycles-until-full 
values may be stored within one or more databases. One or 
more waste drawer status algorithms may instruct one or 
more processors to retrieve one or more completed count 
data entries from one or more storage mediums. One or more 
waste drawer status algorithms may instruct one or more 
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processors to average the set quantity of count data entries 
to determine an estimated-clean-cycles-until-full-from- 
empty. 

[0059] The one or more waste drawer status algorithms 
may instruct one or more processors to estimate cleaning 
cycles remaining before a waste drawer is full. The one or 
more waste drawer status algorithms may instruct one or 
more processors to calculate a difference between an esti- 
mated-clean-cycles-until-full-from-empty and one or more 
count data entries (e.g., from one or more count algorithms). 
The difference between the estimated-clean-cycles-until- 
full-from-empty and one or more count data entries may be 
referred to as the estimated-cleaning-cycles-remaining-be- 
fore full. 

[0060] The one or more waste drawer status algorithms 
may instruct one or more processors to calculate an esti- 
mated percentage of fullness of a waste drawer, estimated 
percentage of capacity remaining, or both. To calculate the 
estimated percentage of fullness, the one or more waste 
drawer status algorithms may instruct one or more proces- 
sors to calculate the percentage or ratio of the one or more 
count data entries relative to the estimated-clean-cycles- 
until-full-from-empty. To calculate the estimated percentage 
of capacity remaining within a waste drawer, one or more 
waste drawer status algorithms may instruct one or more 
processors to calculate the percentage or ratio of the esti- 
mated cleaning cycles remaining before full relative to the 
estimated-clean-cycles-until-full-from-empty. 

[0061] The one or more waste drawer status algorithms 
may instruct one or more processors to calculate an amount 
of time remaining before a waste drawer may be full (e.g., 
each the-estimated-clean-cycles-until-full-from-empty). 
The one or more waste drawer status algorithms may 
instruct one or more processors to determine an average time 
between cleaning cycles. The one or more waste drawer 
status algorithms may instruct one or more processors to 
calculate an average time between cleaning cycles for com- 
pleted clean cycle data entries. The one or more waste 
drawer status algorithms may instruct one or more waste 
drawer status algorithms to calculate an estimated amount of 
time remaining before a waste drawer is full by multiplying 
an average time between cleaning cycles with the estimated 
cleaning cycles remaining before full. 

[0062] One or more algorithms may include one or more 
animal health algorithms. The one or more animal health 
algorithms may function to detect a change in waste behav- 
ior of an animal, alert a user of a change in waste behavior 
of an animal, or both. The one or more animal health 
algorithms may be accessible by one or more controllers, 
processors, or both. The one or more animal health algo- 
rithms may be located within the litter device, remote from 
the litter device, or both. The one or more animal health 
algorithms may instruct one or more processors to alert a 
user of any waste patterns outside of one or more weekly, 
monthly, and/or yearly trends of waste patterns. A waste 
pattern may include a single occurrence or a plurality of 
occurrences. A waste pattern may include an average of a 
plurality of occurrences. The trends of waste patterns may 
include average time between cleaning cycles, average 
cleaning cycles until full, the like, or any combination 
thereof. The one or more animal health algorithms may 
instruct one or more processors to identify a user of waste 
patterns which deviate from one or more trends of waste 
patterns. One or more deviations may be referred to as one 
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or more waste patterns which fall outside of a mean, 
variance, standard deviation, or a combination thereof rela- 
tive to one or more trends of waste patterns. The one or more 
animal health algorithms may instruct one or more proces- 
sors to interpret one or more deviations, relay one or more 
interpreted deviations to one or more user interfaces or both. 
Interpreting a deviation may include interpreting a deviation 
of a waste pattern into an actual animal behavior. 


[0063] Interpreting a deviation in the average time elapsed 
between cleaning cycles may include applying a waste 
frequency rule by one or more processors. A waste fre- 
quency rule may instruct one or more processors that a 
deviation above an average time between cleaning cycles 
may be interpreted by one or more processors onto a user 
interface as an increase in time between utilizing the litter 
device, may suggest an animal may not be drinking and/or 
eating enough, may suggest waste habits of an animal are 
less frequent than usual, the like, or a combination thereof. 
A waste frequency rule may instruct one or more processors 
that a deviation below an average time between cleaning 
cycles may be interpreted by one or more processors onto a 
user interface as a decrease in time between utilizing the 
litter device, may suggest an animal may is drinking and/or 
eating more than usual, may suggest waste habits of an 
animal are more frequent than usual, the like, or a combi- 
nation thereof. 


[0064] Interpreting a deviation in average cleaning cycles 
until full may include applying a drawer full rule by one or 
more processors. A drawer full rule may instruct one or more 
processors that a deviation above an average cleaning- 
cycles-until-full-from empty may be interpreted by one or 
more processors onto a user interface as an increase in time 
between utilizing the litter device, may suggest waste con- 
tents of an animal are smaller in volume than usual, may 
suggest an animal may not be drinking and/or eating enough, 
may suggest waste habits of an animal are less frequent than 
usual, the like, or a combination thereof. A drawer full rule 
may instruct one or more processors that a deviation below 
an average cleaning-cycles-until-full-from-empty may be 
interpreted by one or more processors onto a user interface 
as a decrease in time between utilizing the litter device, may 
suggest waste contents of an animal are larger in volume 
than usual, may suggest an animal may is drinking and/or 
eating more than usual, may suggest waste habits of an 
animal are more frequent than usual, the like, or a combi- 
nation thereof. 


[0065] One or more algorithms may include one or more 
fault algorithms. One or more fault algorithms may function 
to detect one or more anomalous conditions based on one or 
more status signals, stop and/or prevent rotation of a cham- 
ber based on one or more status signals, prevent execution 
of one or more cleaning cycles based on one more status 
signals, communicate one or more anomalous conditions to 
a user interface, or any combination thereof. One or more 
fault algorithms may be accessible by one or more control- 
lers, processors, or both. One or more fault algorithms may 
be stored within the litter device, remote from the litter 
device, or both. Storage of one or more fault algorithms 
within litter device, such as a controller of the litter device, 
may allow for one or more processors to stop and/or prevent 
rotation of a chamber, prevent execution of one or more 
cleaning cycles, or both without the litter device being 
connected to a system. The one or more fault algorithms may 
instruct one or more processors to transmit one or more fault 
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conditions, warnings, or the like to one or more storage 
mediums, databases, or both. The one or more fault condi- 
tions may be stored within one or more storage mediums, 
databases, or both for a predetermined period of time. The 
one or more fault conditions may be stored for a period of 
about 1 day or greater, 5 days or greater or even 2 weeks or 
greater. The one or more fault conditions may be stored for 
a period of about 5 years or less, about 3 years or less, or 
even about 1 year or less. The one or more fault algorithms 
may receive one or more signals from one or more sensors. 
The presence, absence, change, or combination thereof of 
one or more signals from one or more sensors may indicate 
the presence of an anomalous condition. The one or more 
fault algorithms may be configured to receive one or more 
signals via one or more processors (e.g., controller) from one 
or more mass sensors, interlock sensors, pinch detectors, 
position sensors, motor sensors, or any combination thereof. 
The one or more fault algorithms may include one or more 
mass fault algorithms, pinch fault algorithms, interlock fault 
algorithms, position fault algorithms, motor fault algo- 
rithms, power fault algorithms, or any combination thereof. 


[0066] The one or more fault algorithms may include one 
or more mass fault algorithms. The one or more mass fault 
algorithms may function to detect the presence of an animal 
within the litter device, detect a mass over a predetermined 
mass of the litter device, stop and/or prevent rotation of a 
chamber, prevent execution of a cleaning cycle, or any 
combination thereof. The one or more mass fault algorithms 
may be executed by one or more processors. One or more 
mass fault algorithms may be executed upon receipt of one 
or more mass signals from one or more mass sensors. The 
one or more mass fault algorithms may instruct the one or 
more processors to interpret one or more mass signals 
received from one or more mass sensors. Interpreting a mass 
signal may include converting the mass signal to a mass 
value (e.g., grams, kilograms, pounds, etc). The one or more 
mass fault algorithms may instruct the one or more proces- 
sors to compare a mass signal, mass status signal, or both to 
one or more predetermined masses. The algorithm may 
include one or more predetermined masses stored therein. 
The one or more mass fault algorithms may instruct one or 
more processors to apply one or more mass rules. The one 
or more mass rules may include stopping and/or preventing 
rotation of a chamber, preventing execution of one or more 
cleaning cycles, or both if the mass signal, mass status signal 
or both indicate a mass greater than the predetermined mass. 
One or more mass rules may include instructing one or more 
processors to prevent rotation of one or more motors if a 
mass signal, mass status signal, or both are over a prede- 
termined mass. The one or more mass rules may include 
instructing one or more processors to transmit the mass 
signal, mass status signal, mass fault, or a combination 
thereof to a user interface. A user may be able to refer to a 
graphic user interface (e.g., interface on litter device, inter- 
face of mobile computing device, etc.) to see a notification 
that the mass of the device is over the predetermined mass. 
Auser may receive a notification via a graphic user interface 
that the mass of the device is over the predetermined mass. 


[0067] The one or more fault algorithms may include one 
or more interlock fault algorithms. The one or more inter- 
lock fault algorithms may function to detect removal of a 
bonnet from a support base, stop and/or prevent rotation of 
a chamber, prevent execution of a cleaning cycle, or any 
combination thereof. The one or more interlock fault algo- 
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rithms may be executed by one or more processors. One or 
more interlock fault algorithms may be executed upon 
receipt, change in, and/or absence of one or more interlock 
signals from one or more interlock sensors. The one or more 
fault algorithms may instruct one or more processors to 
interpret one or more interlock signals received from one or 
more interlock sensors. The one or more fault algorithms 
may instruct one or more processors to convert an interlock 
signal to an interlock status signal. The one or more fault 
algorithms may instruct one or more processors to apply one 
or more interlock rules. The one or more interlock rules may 
include stopping and/or preventing rotation of a chamber, 
preventing execution of one or more cleaning cycles, or both 
if one or more interlock signals, status signals, or both 
indicate a bonnet has been removed from a support base. 
One or more interlock rules may include instructing one or 
more processors to prevent rotation of one or more motors 
if an interlock signal, status signal, or both indicate a bonnet 
has been removed from a support base. The one or more 
interlock rules may include instructing one or more proces- 
sors to transmit the interlock signal, status signal, interlock 
fault, or a combination thereof to a user interface. A user 
may be able to refer to a graphic user interface (e.g., 
interface on litter device, interface of mobile computing 
device, etc.) to see a notification that the bonnet of a device 
has been disconnected from the support base. A user may 
receive a notification via a graphic user interface that a 
bonnet of a device has been disconnected from a support 
base. 


[0068] The one or more fault algorithms may include one 
or more pinch fault algorithms. The one or more pinch fault 
algorithms may function to detect the presence of one or 
more pinch conditions, stop and/or prevent rotation of a 
chamber, prevent execution of a cleaning cycle, or any 
combination thereof. The one or more pinch fault algorithms 
may be executed by one or more processors. One or more 
pinch fault algorithms may be executed upon receipt, change 
in, and/or absence of one or more pinch signals from one or 
more pinch detectors. The one or more pinch algorithms 
may instruct one or more processors to interpret one or more 
pinch signals received from one or more pinch detectors. 
The one or more pinch algorithms may instruct one or more 
processors to convert a pinch signal to a pinch status signal. 
The one or more fault algorithms may instruct one or more 
processors to apply one or more pinch rules. The one or 
more pinch rules may include stopping and/or preventing 
rotation of a chamber, preventing execution of one or more 
cleaning cycles, or both if one or more pinch signals, status 
signals, or both indicate the presence of a pinch condition 
with the litter device. One or more pinch rules may include 
instructing one or more processors to prevent rotation of one 
or more motors if a pinch signal, status signal, or both 
indicate the presence of a pinch signal. The one or more 
pinch rules may include instructing one or more processors 
to transmit the pinch signal, status signal, pinch fault, or a 
combination thereof to a user interface. A user may be able 
to refer to a graphic user interface (e.g., interface on litter 
device, interface of mobile computing device, etc.) to see a 
notification that a pinch condition is present, where the pinch 
condition is detected, or both. A user may receive a notifi- 
cation via a graphic user interface that a pinch condition is 
present. 


[0069] The one or more fault algorithms may include one 
or more position fault algorithms. The one or more position 
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fault algorithms may function to detect when a chamber is 
out of position, return a chamber into a proper position, 
return a chamber into a home position, stop and/or prevent 
rotation of a chamber, prevent execution of a cleaning cycle, 
or any combination thereof. Out of position may include a 
chamber not reaching or moving out of home position, an 
empty position, or both during one or more cleaning cycles. 
One or more suitable positions of a chamber are discussed 
in U.S. Pat. Nos. 8,757,094; and 9,433,185, which are 
incorporated herein. The one or more position algorithms 
may be executed by one or more processors. One or more 
position fault algorithms may be executed upon receipt, 
change in, and/or absence of one or more position signals 
from one or more position sensors. The one or more position 
fault algorithms may instruct one or more processors to 
interpret one or more position signals received from one or 
more position sensors. The one or more position fault 
algorithms may instruct one or more processors to convert a 
position signal to a position status signal. The one or more 
position fault algorithms may instruct one or more proces- 
sors to apply one or more position rules. The one or more 
position rules may include stopping and/or preventing rota- 
tion of a chamber, preventing execution of one or more 
cleaning cycles, initiating rotation of a chamber to a home 
position, initiating rotation of a chamber to an empty posi- 
tion, restarting a cleaning cycle, or any combination thereof 
based on one or more position signals, status signals, or both 
indicating a chamber out of an intended position. One or 
more position rules may include instructing one or more 
processors to prevent rotation, initiate rotation, or both of 
one or more motors if a position signal, status signal, or both 
indicate a chamber is out of an intended position. The one or 
more position rules may include instructing one or more 
processors to transmit the position signal, status signal, 
position fault, or a combination thereof to a user interface. 
A user may be able to refer to a graphic user interface (e.g., 
interface on litter device, interface of mobile computing 
device, etc.) to see a notification that a position fault is 
present, in what position a chamber may be stuck in or 
prevented from moving into, or both. A user may receive a 
notification via a graphic user interface that a position fault 
is present. 


[0070] The one or more fault algorithms may include one 
or more motor fault algorithms. The one or more motor fault 
algorithms may function to detect a motor is over torque, 
stalled, non-functional, over-heating, the like, or a combi- 
nation thereof; stop and/or prevent rotation of a chamber, 
prevent execution of a cleaning cycle, or any combination 
thereof. The one or more motor fault algorithms may be 
executed by one or more processors. One or more motor 
fault algorithms may be executed upon receipt of one or 
more motor signals from one or more motor sensors. The 
one or more motor fault algorithms may instruct the one or 
more processors to interpret one or more motor signals 
received from one or more motor sensors. Interpreting a 
motor signal may include converting the motor signal to a 
motor status signal. Interpreting a motor signal may include 
comparing a motor status signal to one or more predeter- 
mined motor faults. The algorithm may include one or more 
predetermined motor faults stored therein. The one or more 
motor fault algorithms may instruct one or more processors 
to apply one or more motor rules. The one or more motor 
rules may include stopping and/or preventing rotation of a 
chamber, preventing execution of one or more cleaning 
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cycles, or both. One or more motor rules may include 
stopping and/or preventing rotation of a chamber, preventing 
execution of one or more cleaning cycles, or both if one or 
more motor status signals match one or more predetermined 
motor faults. The one or more motor rules may include 
instructing one or more processors to transmit the motor 
signal, motor status signal, motor fault, or a combination 
thereof to a user interface. A user may be able to refer to a 
graphic user interface (e.g., interface on litter device, inter- 
face of mobile computing device, etc.) to see a notification 
of a motor fault. A user may receive a notification via a 
graphic user interface of the presence of a motor fault. 


[0071] The one or more fault algorithms may include one 
or more power fault algorithms. The one or more power fault 
algorithms may function to notify a user that a litter device 
is not receiving a power supply, is offline (e.g., disconnected 
from a system and/or network), or both. The one or more 
power fault algorithms may be executed by one or more 
processors. The one or more processors may be located 
remote from the litter device, within the litter device, or 
both. A processor remote from the litter device may be 
advantageous in continuing to function when the litter 
device does not have power, is offline, or both. The one or 
more power fault algorithms may be executed upon the 
absence of one or more signals from one or more processors 
of a litter device. The one or more power fault algorithms 
may be executed upon the absence of any or all signals from 
one or more processors of a litter device. The one or more 
power fault algorithms may instruct one or more processors 
to transmit a power signal, power fault, or both to a user 
interface. A user may be able to refer to a graphic user 
interface (e.g., interface of a mobile computing device) to 
see a notification of a power fault. A user may receive a 
notification via a graphic user interface of the presence of a 
power fault. 


[0072] One or more algorithms may include one or more 
instruction algorithms. The one or more instruction algo- 
rithms may function to relay one or more instruction signals 
from one or more computing devices to the litter device, 
change one or more conditions of a litter device based on 
one or more instruction signals, initiate one or more opera- 
tions of the litter device, or any combination thereof. A user 
may provide one or more instruction signals via one or more 
user interfaces. A user interface may include an interface of 
the litter device, mobile computing device, non-mobile 
computing device, or any combination thereof. The use of 
one or more remotely located computing devices may be 
particularly advantageous for providing one or more instruc- 
tion signals via a mobile computing device. Upon selection 
of one or more instruction signals via a user interface, one 
or more instruction algorithms may direct the one or more 
instruction signals to one or more processors. The one or 
more instruction algorithms may reside within one or more 
processors. The one or more instruction algorithms may be 
accessible and/or executable by one or more processors 
located remote from the litter device, within the litter device, 
or both. The one or more instruction algorithms may direct 
the one or more instruction signals to a processor located 
remote from the litter device and then to a processor (e.g., 
controller) located within the litter device. The one or more 
instruction algorithms may direct one or more processors to 
execute one or more operations of the litter device. One or 
more operations of a litter device may include one or more 
cleaning cycles, reset cycles, sleep modes, wait modes, light 
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modes, lockout modes, training modes, power modes, reset 
modes, or any combination thereof. One or more instruction 
algorithms may include one or more cleaning cycle algo- 
rithms, reset cycle algorithms, sleep mode algorithms, wait 
mode algorithms, light mode algorithms, lockout mode 
algorithms, training mode algorithms, power mode algo- 
rithms, or any combination thereof. 


[0073] One or more instruction algorithms may include 
one or more cleaning cycle algorithms. One or more clean- 
ing cycle algorithms may function to initiate one or more 
cleaning cycles. One or more cleaning cycles may include a 
cleaning cycle as described in U.S. Pat. Nos. 8,757,094; and 
9,433,185, which are incorporated herein. A user may select 
a cleaning cycle instruction via one or more user interfaces. 
Upon selection of a cleaning cycle instruction, one or more 
cleaning cycle algorithms may instruct one or more proces- 
sors to identify the cleaning cycle instruction as a cleaning 
cycle instruction signal. The one or more cleaning cycle 
algorithms may instruct the one or more processors to direct 
the cleaning cycle instruction signal to a controller of the 
litter device. Upon starting a cleaning cycle, completing a 
cleaning cycle, or both a controller may send one or more 
signals to one or more processors of a status of the cleaning 
cycle. The one or more processors may relay the status of the 
cleaning cycle to one or more user interfaces. A status of a 
cleaning cycle may include confirming receipt of the clean- 
ing cycle instruction by the controller of the litter device, 
initiating a cleaning cycle, progress of a cleaning cycle, 
completion of a cleaning cycle, or any combination thereof. 


[0074] One or more instruction algorithms may include 
one or more sleep mode algorithms. One or more sleep mode 
algorithms may function to initiate one or more sleep modes. 
One or more sleep modes may prevent one or more cleaning 
cycles from occurring over a predetermined period of time. 
The predetermined period of time may include a start time, 
end time, duration of time, or any combination thereof. The 
one or more sleep modes may be particularly useful in 
preventing rotation of a chamber. Preventing rotation of a 
chamber may eliminate noise association with rotating a 
chamber, executing a cleaning cycle, or both. Eliminating 
noise may be particularly beneficial, such as when a user, 
infant within the same home as the device, and/or even one 
or more animals within the same home as the device, are 
sleeping or otherwise need a quiet environment. A user may 
select a sleep mode instruction via one or more user inter- 
faces. Upon selection of a sleep mode instruction, one or 
more sleep mode algorithms may instruct one or more 
processors to direct the sleep mode instruction to one or 
more other processors. One or more other processors may 
include a processor within the system, a processor within a 
controller in the device, or both. Upon initiating one or more 
sleep modes, the one or more processors (such as the 
controller), may prevent rotation of the chamber, prevent 
execution of a cleaning cycle, or both for the predetermined 
period of time. Upon starting a sleep mode, in progress of a 
sleep mode, ending of a sleep mode, or any combination 
thereof, a controller may send one or more signals to one or 
more processors regarding a status of the sleep mode. The 
one or more processors may relay the status of the sleep 
mode to the one or more user interfaces. A status of the sleep 
mode may include confirming receipt of the sleep mode 
instruction, initiating a sleep mode, in progress of a sleep 
mode, ending a sleep mode, or any combination thereof. 
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[0075] One or more instruction algorithms may include 
one or more wait mode algorithms training mode algo- 
rithms, or both. One or more wait mode algorithms may 
function to initiate one or more wait modes. One or more 
training mode algorithms may function to initiate one or 
more training modes. One or more wait modes, training 
modes, or both may prevent one or more cleaning cycles 
from occurring for a predetermined period of time after 
waste is eliminated from an animal into the chamber, after 
the absence of an animal has been confirmed, or both; adjust 
the predetermined period of time; or any combination 
thereof. The predetermined period of time may include one 
or more time-intervals. The predetermined period of time 
may be selected by the user via a user interface. The 
predetermined period of time may be particularly advanta- 
geous for use with multi-animal households by allowing for 
more automatic and frequent cleaning of the device; an 
animal suffering one or more ailments requiring frequent use 
of the litter device for eliminating waste by allowing for 
more time between cleaning cycles; or both. The predeter- 
mined period of time may also be useful while acclimating 
an animal to the litter device, training an animal under the 
predetermined mass to use the litter device, or both. A user 
may select a wait mode instruction via one or more user 
interfaces. Upon selection of a wait mode instruction, train- 
ing mode instruction, or both one or more wait mode 
algorithms, training mode algorithms, or both may instruct 
one or more processors to direct the wait mode instruction, 
training mode instruction, or both to one or more other 
processors. One or more processors may include a processor 
within the system, within a controller of the device, or both. 
Upon initiating the one or more wait modes, training modes, 
or both the one or more processors may edit a predetermined 
wait period within an onboard wait mode algorithm to the 
predetermined period selected by the user. Upon initiating 
one or more wait modes, training modes, or both, one or 
more processors may wait the predetermined period of time 
after a mass of the device has substantially returned to a 
baseline mass before initiating a clean cycle. The edited, 
predetermined period of time may reside within one or more 
computing devices, storage mediums, algorithms, or any 
combination thereof located directly within the litter device. 
The edited, predetermined period of time may reside within 
a controller of the litter device. The one or more processors 
may relay the status of the wait mode, training mode, or both 
to the one or more user interfaces. A status of the wait mode, 
training mode, or both may include confirming receipt of the 
wait mode instruction, training instruction, or both; initiat- 
ing of a new or edited predetermined period of time; the 
currently selected predetermined period of time; or any 
combination thereof. 


[0076] One or more instruction algorithms may include 
one or more light mode algorithms. One or more light mode 
algorithms may function to initiate one or more light modes. 
One or more light modes may include one or more lights of 
the litter device being powered on, powered off, or both. A 
user may select a light mode instruction via one or more user 
interfaces. Upon selection of a light mode instruction, one or 
more light mode algorithms may instruct one or more 
processors to identify the light mode instruction as a light 
mode instruction signal. The one or more light mode algo- 
rithms may instruct one or more processors to direct the light 
mode instruction signal to a controller of the litter device. 
Upon starting a light mode, powering on one or more lights, 
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powering off one or more lights; or any combination thereof 
the one or more algorithms may instruct one or more 
processors to send one or more signals related to a status of 
the light mode to one or more other processors, a user 
interface, or both. A status of a light mode may include 
confirming receipt of the light mode algorithm, the mode of 
one of more lights (e.g., power on, power off, or both), or a 
combination thereof. 


[0077] One or more instruction algorithms may include 
one or more lockout mode algorithms. One or more lockout 
mode algorithms may function to initiate one or more 
lockout modes. One or more lockout modes may include 
panel accessible, panel locked out, or both. Panel accessible 
may mean that a user interface located on the litter device 
may be operable to change one or more settings (e.g., 
algorithms) stored within the device, the system, or both. 
Panel locked out may mean that a user interface located on 
the litter device is temporarily disconnected from one or 
more processors, such one or more controllers, such that any 
inputs do not have an impact on any settings (e.g., algo- 
rithms). A user may select one or more lockout mode 
instructions via a user interface remote from and/or affixed 
to the litter device. The one or more lockout mode algo- 
rithms may instruct one or more processors to direct a 
lockout mode instruction signal to a controller of the litter 
device. The one or more lockout modes algorithms may 
instruct one or more controllers of the device to allow receipt 
of user inputs via a user interface on the device (e.g., 
accessible), prevent receipt of user inputs via a user interface 
on the device (e.g., locked out), or both. Upon starting a 
lockout mode, one or more algorithms may instruct one or 
more processors to send one or more signals related to a 
status of the lockout mode to one or more other processors, 
user interfaces, or both. A status of a lockout mode may 
include confirming receipt of the lock mode instruction, the 
actual lockout mode of the litter device, or both. 


[0078] One or more instruction algorithms may include 
one or more power mode algorithms. One or more power 
mode algorithm may function to initiate one or more power 
modes. One or more power modes may include the litter 
device being powered on, powered off, placed into hiberna- 
tion mode, connected to a system and/or network, discon- 
nected from a system and/or network, or any combination 
thereof. A user may select one or more power mode instruc- 
tions via a user interface remote from and/or affixed to the 
litter device. The one or more power mode algorithms may 
instruct one or more processors to direct a power mode 
instruction signal to a controller of the litter device. The one 
or more power mode algorithms may instruct one or more 
controllers of the device to power the device on or off, place 
the device into a hibernation mode, connect the device to a 
network and/or system; disconnect the device from a net- 
work and/or system; or any combination thereof. Upon 
starting a power mode, one or more power mode algorithms 
may instruct one or more processors to send one or more 
signals related to a status of the power mode to one or more 
other processors, user interfaces, or both. A status of a power 
mode may include confirming receipt of a power mode 
instruction, initiating of a change in power mode, complet- 
ing a change in a power mode, a real-time power mode of 
the litter device, or any combination thereof. 
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ILLUSTRATIVE EMBODIMENT(S) 


[0079] FIG. 1 illustrates a system 10 for operating an 
automated litter device 12. The litter device 12 includes a 
chamber 14 and a waste drawer 16. The litter device 12 also 
includes a controller 18 and a communication module 20. 
The controller 18 and communication module 20 may be 
located internally within the litter device 12, such as within 
a base 15. The system 10 further includes a user interface 22. 
The user interface 22 is part of a graphic user interface of a 
mobile computing device 24. A user interface 22 may also 
be incorporated into the litter device 12. The system 10 may 
include one or more communication hubs 21. The commu- 
nication hubs 21 may include a router 25 and antenna tower 
23. The system 10 may incorporate a network 19, such as the 
Internet. The system 10 further includes an interaction 
interface 26. The interaction interface 26 is in the form of an 
application programming interface (API) 27. The commu- 
nication module 20 is able to communicate with the inter- 
action interface 26 through the user interface 22 or via a 
dispatch interface 28. The dispatch interface 28 is in com- 
munication with the interaction interface 26 and the com- 
munication module 20. The interaction interface 26 is also in 
communication with an authentication portal 30. 

[0080] FIG. 1 may present a working example of how the 
system 10 may allow for the automated litter device 12 to 
communicate with a user interface 22 and vice-versa. The 
mobile computing device 24 may connect with the auto- 
mated litter device 12 directly and wirelessly or indirectly. 
A direct and wireless connection between the mobile com- 
puting device 24 and the litter device 12 may be established 
using User Datagram Protocol (UDP) and/or Bluetooth Low 
Energy (BLE) protocol. This type of direct and wireless 
connection may be useful when first setting up and onboard- 
ing the automated litter device 12 into an overall network, 
such as the system 10 of FIG. 1. The mobile computing 
device 24 may then be in wireless communication with the 
Internet 19 either via a router 25 or an antenna tower 23. The 
automated litter device 12 may be in wireless communica- 
tion with the Internet 19 via a router 25. Although it is shown 
that the mobile computing device 24 and the litter device 12 
are sharing the router 25, they may each connect to the 
Internet 19 via separate routers 25, such as when the mobile 
computing device 24 is in a different facility than the litter 
device 12. The litter device 12 may be in wireless commu- 
nication with the dispatch interface 28 using user datagram 
protocol (UDP), message queueing telemetry transport 
(MQTT) protocol, or both, such as over the Internet 19. The 
mobile computing device 24 may be in wireless communi- 
cation to the interaction interface 26 over the Internet 19. 
The mobile computing device 24 may be in communication 
with the interaction interface 26 using a representation state 
transfer protocol (REST). The interaction interface 26 may 
also use REST protocol to communicate with the dispatch 
interface 28. The interaction interface 26 may additionally 
be in communication with an authentication portal 30. The 
interaction interface 26 may use simple object access pro- 
tocol (SOAP) to communicate with the authentication portal 
30. 

[0081] FIG. 2 illustrates an automatic litter device 12. The 
litter device 12 includes a chamber 14. A bonnet 32 is 
located around a portion of the chamber 14. An opening 34 
is formed in the chamber 14. Inside the chamber 14 is a 
septum 36. A bezel 38 surrounds the opening 22. The bezel 
38 includes a user interface 22. The bezel 38 is affixed to the 
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base 15. The base includes a base frame 40. Located within 
and removable from the base frame 40 is a waste drawer 16. 
The waste drawer 16 includes a step 42. 


[0082] FIG. 3 illustrates a sensing range within an auto- 
matic litter device 12. The device 12 includes a chamber 14 
supported by a base 15. The chamber 14 includes an axis of 
rotation AR. During a cleaning cycle, the chamber 14 rotates 
about the axis of rotation AR. During the cleaning cycle, a 
waste opening 58 of the chamber 14 aligns with a bin 
interior 50 of the waste drawer 16 to allow waste to transfer 
from within an interior of the chamber 14 into a bin interior 
50 of the waste drawer 16. The chamber 14 is tilted such that 
the axis of rotation AR is not parallel to a rest surface 82 
upon which the litter device 12 rests on. The axis of rotation 
AR forms an angle a with vertical which is represented by 
a vertical plane VP. The axis of rotation AR forms an angle 
6 with a horizontal plane HP substantially parallel to a 
surface 44. The opening 34 extends along an opening plane 
OP. The opening plane OP forms an angle © with the vertical 
plane VP. 


[0083] The litter device 12 includes one or more sensors 
46. Due to the tilt of the chamber 14, one or more sensors 
46 affixed to the bezel 38 at the opening 34 are able to sense 
one or more conditions within the litter device 12. Speciti- 
cally, due to the tilt of the chamber 14, the one or more 
sensors 46 are aligned with litter 5 (within the chamber 14) 
and a bin interior 50 of a waste drawer 16. The one or more 
sensors 46 may be one or more laser sensors 52. The one or 
more laser sensors 52 may include one or more cone lasers. 
For example, two wide cone lasers and a one narrow cone 
laser may be used together. The one or more sensors 52 may 
be able to measure a distance, displacement, and/or even 
position within the chamber 12, within the bin interior 50 of 
a waste drawer 16, or both. One or more of the sensors 46 
have an animal presence sensing range 54. The animal 
presence sensing range 54 covers a majority of an upper 
surface of the litter 48 within the chamber. One or more of 
the sensors 46 which provide the animal presence sensing 
range 104 are able to sense or detect the presence of an 
animal within the chamber 14. The one or more sensors 46 
which provide the animal presence sensing range 54 may be 
one or more cone laser sensors, such as two wide cone laser 
sensors or even the combination of two wide cone laser 
sensors and one narrow cone laser sensor. The one or more 
sensors 46 have a waste level sensing range 56. Those 
sensors 46 associated with the waste level sensing range 56 
may be referred to as waste drawer sensors 46a. The waste 
level sensing range 56 is able to cover a surface area within 
a bin interior 50 of a waste drawer 16. The one or more 
sensors 46 which provide the waste level sensing range 56 
have the “line of sight” aligned with the bin interior 50 when 
a waste opening 58 is rotated during a cleaning cycle such 
that the waste opening 58 exposes the bin interior 50. This 
line of sight alignment is a result of the tilt of the chamber 
14 relative to the vertical plane VP. If the chamber 14 were 
to have its axis of rotation AR aligned with horizontal plane 
HP, the sensors 46 would have a sensing range looking 
across the opening 34 as opposed to into the chamber 14. 
The one or more sensors 46 which provide the waste level 
sensing range 56 may include a single narrow cone laser 
sensor. In addition to sensing the presence of an animal 
within the chamber 14, waste or a waste level within the bin 
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interior 50, the one or more sensors 52 may also provide 
position sensing of the chamber 14 before, during, and/or 
after a cleaning cycle. 


[0084] The base 15 also includes both the controller 18 
and communication module 20. As an alternative, the con- 
troller 18 and/or the communication module 20 could also 
be located on the chamber 14 or part of the bezel 38. Such 
as in the same or proximate to the one or more sensors 46. 
FIG. 4 illustrates a clean cycle count process 100. During the 
clean cycle count process 100, one or more waste drawer 
algorithms 101 ofa litter device 12 (not shown) are executed 
to calculate a clean cycle count. The process 100 starts 102 
with a current clean cycle count set at zero 104. The clean 
cycle count is set at zero 104 as a waste drawer 16 (not 
shown) of the litter device 12 (not shown) has not yet been 
used or has just been emptied. An animal enters a chamber 
14 (not shown) of the litter device 12 (not shown) and 
excretes waste, then exits the chamber 106. Upon exiting the 
chamber 14 (not shown), a cleaning cycle of the litter device 
12 (not shown) is initiated 108 such that the waste is 
transferred from the chamber 14 (not shown) to the waste 
drawer 16 (not shown). After a cleaning cycle occurs 108, 
the current clean cycle count is aggregated by one to 
calculate an updated current clean cycle count 110. One or 
more waste drawer sensors 46a (not shown) monitor a level 
of waste 112 within the waste drawer 16 (not shown). If the 
one or more waste drawer sensors 46a (not shown) do not 
detect the waste drawer is full 114, there is no notification 
116 provided to a user via a user interface 24 (not shown) 
that the waste drawer 16 (not shown) is full. If one or more 
waste drawer sensors 46a do not detect the waste drawer 16 
(not shown) being full, the litter device 12 (not shown) is 
able to continue to be used by an animal (e.g., back to step 
106) and the clean cycle count increases by one for each 
cleaning cycle executed (e.g., back to steps 108, 110, and 
112). If one or more waste drawer sensors 46a (not shown) 
detect the waste drawer 16 (not shown) is full 118, a 
notification is provided 120 via a user interface 24 (not 
shown) indicating the waste drawer 16 (not shown) is 
getting full, almost full, or even full of waste. 


[0085] After the waste drawer full notification is provided 
120, the one or more waste drawer algorithms of the clean 
cycle count process 100 awaits the next cleaning cycle 122. 
After a subsequent cleaning cycle 122, the waste drawer 
algorithm determines if one or more waste drawer sensors 
46a (not shown) still detect 124 a waste drawer 16 (not 
shown) being full or if the one or more waste drawer sensors 
46a (not shown) no longer sense a getting full, almost full, 
or even full amount of waste within the waste drawer 16 (not 
shown). If the one or more waste drawer sensors continue to 
detect the waste drawer is full 126, the waste drawer 
algorithm then seeks to determine if a certain number of 
pre-determined cleaning cycles have occurred after the one 
or more waste drawer sensors 46a (not shown) initially 
sensed the waste drawer 16 (not shown) as being full 128. 
If the number of cleaning cycles is below the number of 
pre-determined cleaning cycles 130, the litter device 12 (not 
shown) is able to continue to be used by an animal (e.g., 
back to 106), cleaning cycle continues to occur (e.g., repeat 
108), and the cleaning cycle may continue to increase by one 
per cleaning cycle executed (e.g., repeat 110, 112). If the 
number of cleaning cycles is at or above the pre-determined 
cleaning cycles 132, a cleaning cycle of the litter device 12 
(not shown) is prevented 134. Cleaning cycles of the litter 
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device continue to be prevented until the waste drawer is 
emptied 136. Once the waste drawer 16 (not shown) is 
emptied 138, a cleaning cycle is allowed to occur 122 and 
the one or more waste drawer algorithms sense the occur- 
rence of the cleaning cycle 122 and the absence of the waste 
drawer sensors 46a (not shown) sensing the waste drawer 16 
(not shown)being full 124, 126. 


[0086] Typically, there are two circumstances when after a 
waste drawer full notification 120 and a cleaning cycle 122 
occurs, the waste drawer full condition is no longer detected 
140. These two conditions include: 1) a user emptying the 
waste drawer 16 (not shown), or 2) the user moving waste 
contents within a waste drawer 16 (not shown) such that the 
one or more waste drawer sensors 46a (not shown) no longer 
sense the waste drawer 16 (not shown) being full. 


[0087] After a cleaning cycle is sensed 122 and one or 
more waste drawer sensors 46a (not shown) no longer sense 
the waste drawer 16 (not shown) being full, an empty 
confirmation 142 is displayed on a reset interface 22. The 
reset interface 22 may be part of one or more user interfaces 
22 (not shown). The reset interface 22 requests a user input 
confirming if the waste drawer 16 (not shown) has been 
emptied. A user may affirmatively respond that a waste 
drawer 16 (not shown) has been emptied 146. When a user 
affirmatively responds the waste drawer 16 (not shown) has 
been emptied 146, the one or more waste drawer algorithms 
convert the current clean cycle count into a completed clean 
cycle count 148. The completed clean cycle count is then 
stored within one or more storage mediums as the most 
recent completed clean cycle count data entry 150. Once the 
completed clean cycle count is stored 150, the current clean 
cycle count is reset to zero 152. 


[0088] A user may not respond via the reset interface 22 
(not shown), such as by ignoring the empty confirmation 
154. If a user does not respond to the empty confirmation 
154, the current clean cycle count is temporarily stored as a 
completed clean cycle count data entry 156. A second 
current clean cycle count begins at one 158. As the litter 
device 12 (not shown) is used by an animal 160 and a 
cleaning cycle occurs 162, the second current clean cycle is 
increased by one to create an updated second clean cycle 
count 164. Once one or more waste drawer sensors 46a (not 
shown) sense 166 the waste drawer 16 (not shown) is 
partially full, getting full, or is full 168, the one or more 
waste drawer algorithms may aggregate the completed clean 
cycle count data entry with the current second clean cycle 
count to calculate a new, current cycle count 170. Addition- 
ally, once a new, current cycle count is calculated 170, one 
or more waste drawer full notifications are provided (e.g., 
back to 120). As long as the one or more waste drawer 
sensors 46a (not shown) do not sense the waste drawer 16 
(not shown) being full 172, an animal is able to continue 
using (e.g., back to 160) the litter device 12 (not shown), 
cleaning cycles continue to occur 162, and the second clean 
cycle count continues to be updated 164 until the second 
clean cycle count 174 reaches a predetermined second clean 
cycle count maximum 176. Upon reaching a predetermined 
second clean cycle count maximum 174 without one or more 
waste drawer sensors 46a (not shown) detecting the waste 
drawer 16 (not shown) is full, the initial (e.g., temporarily 
stored) completed cleaning cycle count is stored as the most 
recent completed clean cycle count data entry 178. The 
current, second clean cycle count is then converted into the 
new, completed clean cycle count 180. Cleaning cycles (e.g., 
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back to 108) are allowed to continue to occur after use of the 
litter device by an animal (e.g., back to 106). 


[0089] FIG. 5 illustrates a process of executing one or 
more waste drawer status algorithms 200 to determine a 
waste drawer status 202. The one or more waste drawer 
status algorithms 200 first identify if there is a recent 
completed clean cycle data entry 204 (e.g, stored within a 
storage medium). If there is 206, the one or more waste 
drawer status algorithms 200 retrieve the entry 208 as the 
first clean cycle count 214. If there is not a recent completed 
clean cycle data entry 210, the one or more waste drawer 
status algorithms 200 retrieve a default, pre-determined 
clean cycle count 212 as the first clean cycle count 214. The 
one or more waste drawer status algorithms similarly, look 
for a second 204a, third 2046, fourth 204c (and so on) most 
recent completed clean cycle data entry to retrieve the 
second, third, fourth (and so on) clean cycle counts 214a, 
2146, 214c. Although the example provides for four most 
recent completed clean cycle data entries, this is only 
exemplary. The one or more waste drawer status algorithms 
200 then automatically calculate the average cleaning cycle 
counts to determine an average cleaning-cycles-until-full 
216. The one or more waste drawer status algorithms 200 
then compare a current clean cycle count (such that dis- 
played in FIG. 4) to the average cleaning-cycles-until-full 
218. By comparing, the one or more waste drawer status 
algorithms 200 automatically calculate and estimate a waste 
drawer status 202. The waste drawer status 202 may include 
one or more of the following: cleaning cycles remaining 
before waste drawer is full, a percentage of fullness of a 
waste drawer, a time remaining before the waste drawer is 
full, the like, or a combination thereof. Additionally, the 
new, calculated average of cleaning cycles until full 216 may 
become the new pre-determined cycle count 220. 


[0090] FIG. 6 illustrates a process of calculating an aver- 
age cleaning-cycles-until-full and updating the default, pre- 
determined cycle count 300. When the litter device 12 (not 
shown) has not yet been used or has not yet been full, the 
waste drawer status algorithms 101 (such as illustrated in 
FIG. 4) may use a default, predetermined cycle count 301a-d 
to calculate an average cleaning cycles until full 302. As 
illustrated in the example, 36 cleaning cycles are assumed. 
In other words, it is initially estimated that the waste drawer 
16 (not shown) will reach a full level of waste when 36 
cleaning cycles have occurred. After the waste drawer has 
reached full status for the first time and been emptied 303 
(such as shown in FIG. 4), the one or more waste drawer 
algorithms 101 may replace a count 301a with the actual 
count of completed cycles until the waste drawer reaches a 
full level 304a@. As can be seen, Count 1 is converted to the 
actual number of completed cycles. The average of Counts 
1 to 4 is calculated (such as shown in FIG. 5) and the average 
becomes the new default, pre-determined cycle count 302. 
The average may be rounded up or down to the nearest 
whole number (not shown). The average 302 also becomes 
the new average cleaning-cycles-until-full 305 and thus 
default, predetermined cycle count 301c-d. The process is 
repeated after each time a waste drawer is full and then 
emptied (as shown in FIG. 4), until all of the counts 
represent actual cleaning-cycles-until-full 304a-d, as 
opposed to requiring a default, pre-determined cycle count 
301a-d, 305. In this example, there are four counts which 
initially use the default, pre-determined cycle count. Thus, 
after have a waste drawer full status detected and emptying 
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the waste drawer four times, all of the counts represent the 
actual number of cleaning-cycles-until-full 304a-d and no 
longer require the use of the default, pre-determined cycle 
count 301a-d, 305. 

[0091] FIG. 7 illustrates a user interface 22, such as that of 
a mobile computing device 24. The user interface 22 
includes displays a waste drawer status 202. The waste 
drawer status 202 as displayed is a level of fullness of a 
waste drawer (e.g., bin) 202¢. The user interface 22 also 
includes an instruction button 60. The instruction button 60 
is specifically a cleaning cycle instruction button 62. The 
cleaning cycle instruction button 62 allows for a user to 
initiate a cleaning cycle of the device 12 (not shown). 
[0092] FIG. 8 illustrates a user interface 22. The user 
interface 22 displays a waste drawer status 202. The waste 
drawer status 202 as displayed is an average number of 
cleaning cycles per day 202 of the automated litter device 
12 (not shown), the total cleaning cycles per month 202c of 
the automated litter device 12 (not shown), and an overall 
chart showing the cleaning cycles over a month time period 
202d. Although a month is shown, the time period may be 
shown in weeks, days, years, and the like. 

[0093] FIG. 9 illustrates a user interface 22. The user 
interface 22 displays a plurality of instruction buttons 60. 
The instructions buttons 60 include a sleep mode menu 
button 62, a wait time menu button 64, a light button 66, a 
lockout button 68, and a power button 70. The plurality of 
instruction buttons 60 may each allow for causing of one or 
more operations of the automated litter device 12. Upon 
selecting an instruction button 60, one or more instruction 
algorithms may be executed to change the one or more 
operations or conditions of the device 12. The sleep mode 
menu button 62 may allow for entering or exiting a sleep 
mode of the device 12. The wait time menu button 64 may 
allow for setting of a wait time for wait mode of the device 
12. The light button 66 may allow for changing a light mode 
of the device 12. The lockout button 68 may allow for 
enabling or disabling a lockout mode of the device 12. The 
power button 70 may allow for changing the power mode of 
the device 12. 

[0094] FIG. 10 illustrates a user interface 22. The user 
interface 22 is within a sleep menu 72. The sleep menu 72 
may be accessed by a sleep menu button 64 such as 
illustrated in FIG. 9. The sleep menu 72 allows for a user to 
configure one or more sleep modes of a remotely located 
automated litter device 12 (such as shown in FIG. 2). 
[0095] FIG. 11 illustrates a user interface 22. The user 
interface 22 displays one or more conditions 74 of a 
remotely located automated litter device 12 (such as shown 
in FIG. 2). The one or more conditions 74 can include a 
pinch condition 76 

[0096] Any numerical values recited in the above appli- 
cation include all values from the lower value to the upper 
value in increments of one unit provided that there is a 
separation of at least 2 units between any lower value and 
any higher value. These are only examples of what is 
specifically intended and all possible combinations of 
numerical values between the lowest value, and the highest 
value enumerated are to be considered to be expressly stated 
in this application in a similar manner. Unless otherwise 
stated, all ranges include both endpoints and all numbers 
between the endpoints. 

[0097] The terms “generally” or “substantially” to 
describe angular measurements may mean about +/-10° or 
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less, about +/—5° or less, or even about +/-1° or less. The 
terms “generally” or “substantially” to describe angular 
measurements may mean about +/-0.01° or greater, about 
+/-0.1° or greater, or even about +/-0.5° or greater. The 
terms “generally” or “substantially” to describe linear mea- 
surements, percentages, or ratios may mean about +/-10% 
or less, about +/-5% or less, or even about +/—1% or less. 
The terms “generally” or “substantially” to describe linear 
measurements, percentages, or ratios may mean about +/-0. 
01% or greater, about +/-0.1% or greater, or even about 
+/-0.5% or greater. 

[0098] The term “consisting essentially of’ to describe a 
combination shall include the elements, ingredients, com- 
ponents, or steps identified, and such other elements ingre- 
dients, components or steps that do not materially affect the 
basic and novel characteristics of the combination. The use 
of the terms “comprising” or “including” to describe com- 
binations of elements, ingredients, components, or steps 
herein also contemplates embodiments that consist essen- 
tially of the elements, ingredients, components, or steps. 
[0099] Plural elements, ingredients, components, or steps 
can be provided by a single integrated element, ingredient, 
component, or step. Alternatively, a single integrated ele- 
ment, ingredient, component, or step might be divided into 
separate plural elements, ingredients, components, or steps. 
The disclosure of “a” or “one” to describe an element, 
ingredient, component, or step is not intended to foreclose 
additional elements, ingredients, components, or steps. 

What is claimed is: 

1. A device which is an automated litter device compris- 
ing: 

a) a chamber configured to hold litter to allow an animal 

to enter and excrete waste; 
b) a waste drawer in communication with the chamber 
and configured to receive the waste; 
c) one or more sensors configured to detect one or more 
conditions of the device and transmit one or more 
signals related to the one or more conditions; 
d) a controller in communication with the one or more 
sensors and is adapted to receive the one or more 
signals, wherein the controller is configured to deter- 
mine one or more positions of the chamber based on the 
one or more signals received from the one or more 
sensors and interpret the one or more signals as one or 
more status signals; 
e) a communication module in communication with the 
controller and adapted to communicate with a user 
interface via a network to transmit the one or more 
status signals to the user interface, receive one or more 
instruction signals via the user interface, or both; 
wherein the communication module is a wireless com- 
munication module and is in wireless communica- 
tion with the user interface via the network; and 

wherein the user interface is adapted to transmit the one 
or more instruction signals wirelessly to the control- 
ler via the network to change at least one of the one 
or more conditions of the device. 

2. The device of claim 1, wherein the user interface is a 
mobile computing device, non-mobile computing device, or 
both. 

3. The device of claim 2, wherein in the mobile computing 
device includes a mobile phone, a tablet, a mobile computer, 
or a combination thereof; and 
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wherein a non-mobile computing device includes a desk- 

top computer. 

4. The device of claim 1, wherein the wireless commu- 
nication module comprises a Wi-Fi transmitter, a Bluetooth 
transmitter, an infrared transmitter, a radio frequency trans- 
mitter, an JEEE 802.15.4 compliant transmitter, or any 
combination thereof. 

5. The device of claim 4, wherein the user interface is 
configured to allow a user to instruct the device to perform 
one or more operations resulting in the one or more instruc- 
tion signals being transmitted to the controller via the 
communication module and the controller is configured to 
initiate the one or more operations of the device; 

wherein the one or more operations include: one or more 

cleaning cycles, one or more reset cycles, one or more 
sleep modes, one or more wait modes, one or more light 
modes, one or more lockout modes, one or more 
training modes, one or more power modes, or a com- 
bination thereof. 

6. The device of claim 4, wherein the communication 
module is configured to communicate with the user interface 
via an interaction interface through the network; 

wherein the interaction interface is an application pro- 

gramming interface (API); and 

wherein the network is an Internet. 

7. The device of claim 1, wherein the one or more sensors 
include one or more waste drawer sensors, one or more mass 
or presence sensors, one or more light sensors, one or more 
interlock sensors, one or more pinch detectors, one or more 
position sensors, one or more motor sensors, or any com- 
bination thereof; and 

wherein the one or more signals include a waste level 

signal from the one or more waste drawer sensor, a 
mass signal or presence signal from the one or more 
mass or presence sensors, an interlock signal from the 
one or more interlock sensors, a pinch signal from the 
one or more pinch detectors, a position signal from the 
one or more position sensors, a motor signal from the 
one or more motor sensors, or any combination thereof. 

8. The device of any of claim 4, wherein the one or more 
sensors include one or more waste drawer sensors and the 
one or more signals include one or more waste level signals 
from the one or more waste drawer sensors to the controller; 

wherein the controller is adapted to relay a level of the 

waste within the waste drawer to the user interface via 
the communication module; and 

wherein the level of the waste includes any level from 

empty to a maximum level of fullness of the waste 
drawer, a pre-determined level of waste near a maxi- 
mum capacity of the waste drawer; a pre-determined 
level of waste at the maximum capacity of the waste 
drawer; or a combination thereof; and 

wherein the level of the waste is displayed in real-time on 

the user interface. 

9. The device of claim 8, wherein a waste drawer algo- 
rithm is configured to calculate how many cleaning cycles of 
the device remain before the waste drawer reaches the 
maximum capacity; and 

wherein a cleaning cycle of the device is rotational 

movement of the chamber such that a waste opening of 
the chamber aligns with the waste drawer and the waste 
located within the chamber transfers from the chamber 
to the waste drawer. 
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10. The device of claim 9, wherein the waste drawer 
algorithm is stored within one or more non-transient storage 
mediums and accessible by one or more processors; 


and the one or more non-transient storage mediums and 
the one or more processors are part of the controller as 
part of the device, are located remote from the device 
and in communication via the network, or both. 


11. The device of claim 10, wherein the waste drawer 
algorithm is an algorithm which calculates and averages 
how many of the cleaning cycles occur between two or more 
waste drawer full signals, resetting a clean cycle count and 
a waste drawer full signal, or both. 


12. The device of claim 10, wherein one or more proces- 
sors wirelessly communicate to the user interface via the 
network how many of the cleaning cycles remain before the 
waste drawer is full at the maximum capacity, a percentage 
of a fullness of the waste drawer relative to the maximum 
capacity, an estimated time duration until the user needs to 
empty the waste drawer before the waste drawer reaches the 
maximum capacity, if subsequent cleaning cycles are pre- 
vented due to waste drawer being full at the maximum 
capacity, or any combination thereof. 


13. A method of operating an automated litter device via 
a user interface remote from the automated litter device 
comprising the steps of: 


a) receiving an input from a user via a user interface to 
change one or more conditions of the automated litter 
device, wherein the user interface is located remote 
from the automated litter device and in wireless com- 
munication with a communication module of the auto- 
mated litter device over a network, and wherein the 
input includes one or more instructions which instruct 
the automated litter device to perform one or more 
operations; 

b) sending the one or more instructions to the communi- 
cation module, wherein the communication module is 
a wireless communication module, is in communica- 
tion with a controller, and wherein both the communi- 
cation module and the controller are part of the auto- 
mated litter device; 


c) sending one or more instruction signals associated with 
the one or more instructions from the communication 
module to the controller, wherein the controller 
includes one or more processors for analyzing the one 
or more instruction signals; 


d) automatically initiating the one or more operations of 
the automated litter device by the one or more proces- 
sors of the controller based on the one or more instruc- 
tion signals to change the one or more conditions of the 
automated litter device; 


wherein the automated litter device includes a chamber 
configured to hold litter to allow an animal to enter 
and excrete waste, a waste drawer in communication 
with the chamber and configured to receive the 
waste, and one or more sensors configured to detect 
the one or more conditions of the automated litter 
device and transmit one or more signals related to the 
one or more conditions; 


wherein the controller is configured to determine one or 
more positions of the chamber based on the one or 
more signals and interpret the one or more signals 
and one or more status signals; and 
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wherein the communication module is configured to 
transmit one or more status signals to the user 
interface. 

14. The method of claim 13, wherein the one or more 
operations include: one or more cleaning cycles, one or more 
sleep modes, one or more wait modes, one or more light 
modes, one or more lockout modes, one or more training 
modes, one or more power modes, or a combination thereof. 

15. The method of claim 14, wherein the user interface 
sends the one or more instructions to the communication 
module via an interaction interface; and 

wherein the interaction interface is an application pro- 
gramming interface (API). 

16. A method of remotely monitoring signals, receiving 
signals, or both of an automated litter device via a commu- 
nication module comprising the steps of: 

a) detecting one or more conditions of the automated litter 
device by one or more sensors of the automated litter 
device and transmitting one or more signals related to 
the one or more conditions from the one or more 
sensors to a controller; 

b) automatically determining one or more conditions, one 
or more positions, or both of the automated litter device 
based on the one or more signals and forming one or 
more status signals with one or more processors of the 
controller; 

c) transmitting the one or more status signals to the 
communication module of the device, wherein the 
communication module is a wireless communication 
module; 

d) wirelessly transmitting the one or more status signals 
from the communication module via a network to a 
user interface, wherein the user interface is located 
remotely from the device; and 
wherein the device includes a chamber configured to 

hold litter to allow an animal to enter and excrete 
waste, and a waste drawer in communication with 
the chamber and configured to receive the waste. 

17. The method of claim 16, wherein the one or more 
sensors include one or more waste drawer sensors, one or 
more mass or presence sensors, one or more light sensors, 
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one or more interlock sensors, one or more pinch detectors, 
one or more position sensors, one or more motor sensors, or 
any combination thereof. 

18. The method of claim 17, wherein the one or more 
sensors include the one or more waste drawer sensors and 
the one or more conditions include a waste drawer fullness 
condition; and 

wherein the one or more processors of the controller, one 

or more processors remote from the automated litter 
device and in communication via the network, or both 
are adapted to interpret the waste drawer fullness 
condition as one or more waste drawer statuses which 
are relayed to the user interface via the communication 
module, the network, or both. 

19. The method of claim 18, wherein the one or more 
processors of the controller, the one or more processors 
remote from the automated litter device, or both determine 
one or more of the waste drawer statuses by applying a waste 
drawer algorithm configured to calculate how many cleaning 
cycles remain before the waste drawer is full; 

wherein a cleaning cycle of the automated litter device is 

rotational movement of the chamber such that a waste 
opening of the chamber aligns with the waste drawer 
and the waste located within the chamber transfers 
from the chamber to the waste drawer; and 

wherein the waste drawer algorithm is stored within one 

or more non-transient storage mediums and accessible 
by the one or more processors of the controller, the one 
or more processors remote from the automated litter 
device, or both. 

20. The method of claim 19, wherein the waste drawer 
algorithm calculates and averages how many of the cleaning 
cycles occurred between two or more waste drawer full 
signals, resetting a clean cycle count and a waste drawer full 
signal, or both; and 

wherein the one or more waste drawer statuses include: 

how many of the cleaning cycles remain before the 
waste drawer is full, a percentage of fullness of the 
waste drawer, an estimated time duration until the user 
needs to empty the waste drawer, if subsequent clean- 
ing cycles are prevented due to the waste drawer being 
full, or a combination thereof. 


* * * * * 
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KS Haley=Guiliano 


Richard T. McCaulley 
T+ 1669 213 1071 


F + 1 669 500 7375 
richard.mccaulley@hglaw.com 


April 21, 2021 
Via Email: darin.klemchuk@klemchuk.com 


Darin M. Klemchuk 
8150 N. Central Expwy 
10" Floor 

Dallas, Texas 75206 


Re: Automated Pet Care Products, LLC 


Dear Mr. Klemchuk, 


This letter responds to your letter dated April 14, 2021 to PurLife Brands. We have 
been retained to represent PurLife in this matter. 


Your letter makes unsubstantiated allegations of patent infringement. We have 
reviewed the patents that you raised in your letter. We do not see any basis for asserting 
that the Leo’s Loo Cat Litter Box infringes any of the claims of issued patent 9,433,185. 
If you have a basis for asserting infringement of this patent please provide us with a 
detailed claim chart that demonstrates how Auto-Pets construes the claims and applies 
them to the product. 


While we appreciate the reference to the European Patent, PurLife’s business at the 
present time is restricted to North America so the patent is not relevant to their present 
business. With respect to the patent application, we note that there has not been any 
substantive examination of the application and there is no basis to make any 
infringement allegations. 


There was no confidential relationship between Mr. Madeiras and Auto-Pet, and 
certainly no discussion of patent rights. Nobody associated with PurLife was aware of 
these patents before the receipt of your letter. 


Your letter implies that Auto-Pet intends to bring these naked and baseless 
allegations to the attention of PurLife’s commercial partner, Chewy. Any attempt to 
interfere with PurLife’s business dealings will be dealt with swiftly, taking advantage of 
any and all remedies available to PurLife. 


Haley Guiliano LLP Haley Guiliano International LLP 
75 Broad Street, Suite 1000 111 North Market Street, Suite 900 26-28Bedford Row, 2" Floor 
New York, New York 10004 San Jose, California 95113 London WC1R 4HE, United Kingdom 
T +1 646 973 2500 T +1 669 213 1050 T +44 (0)20 8158 3000 
F +1 646 219 6229 F +1 669 500 7375 F +44 (0)20 3725 7790 
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KG Haley =Guiliano 


Automated Pet Care Products 
2 21 April 2021 


PurLife will consider any claim charts that Auto-Pet may provide. We ask that you 
provide any such charts by April 28. If we do not hear from you by then we will 
consider this matter resolved. 


Sincerely, 


Li. uC 


Richard McCaulley 
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EXHIBIT 8 


Initial Claim Chart for U.S. Patent No. 11,399,502 (°502) 


Claims — ’502 PATENT 


Leo’s Loo Too 


Claim 1 


1. A device which is an automated 
litter device comprising: 


Leo’s Loo Too is a device, which is a self-cleaning litterbox. 


Image of Leo’s Loo Too, https://smartypear.com/products/leo-s-loo-too 


(a) a chamber configured to hold 
litter to allow an animal to enter 
and excrete a waste; 


The device includes a chamber configured to hold litter to allow an animal to enter and excrete a waste. 
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chamber 


Image of Leo’s Loo Too, https://smartypear.com/products/leo-s-loo-too 
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Claims — ’502 PATENT Leo’s Loo Too 


STEP 2: Add Litter chamber holds 


litter 


Clumping 
Clay Litter 


Add up to 2.2 gallons (10.0 L) / 13 pounds (5.9 kg) of 
litter. ONLY use clay clumping litter. Do not fill beyond 
the MAX indicator sticker. Overfilling will cause 
excess litter to dump into the waste drawer. 


Smarty Pear, Leo’s Loo Too User Manual, at 4, 
https://drive.google.com/file/d/1 pOI7QSA V 6q2vFzaq1lamU5cI200WASxOh/view 
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Claims — 502 PATENT 


chamber holds 
litter 


—— 


_ 


Leo’s Loo Too 


Cleans After They Leave 


Smarty Pear, Say So Long To Scooping Video, 
https://cdn.shopify.com/s/files/1/0639/892 1/9573/files/smarty-pear.mp4?v=165 1821590 


PALLY 


Image of Leo’s Loo Too, https://smartypear.com/ 
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Claims — 502 PATENT 


Leo’s Loo Too 


Image of Leo’s Loo Too, https://smartypear.com/ 


(b) a waste drawer in 
communication with the chamber 
and configured to receive the 
waste; 


The device includes a waste drawer which is in communication with the chamber and configured to receive 


waste from the chamber. 


Page 5 of 22 


Case 3:22-cv-04261-VC Document 25-1 Filed 09/22/22 Page 229 of 245 


waste drawer receives 
waste through waste 


waste drawer 
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Claims — ’?502 PATENT Leo’s Loo Too 


Image of Leo’s Loo Too, https://smartypear.com/products/leo-s-loo-too?variant=4268 1722503413 


@ PoweR Button 


rs} Base 


9} Top Cover (Removable) 
© Waste Litter Drawer 


Smarty Pear, Leo’s Loo Too User Manual, at 4, 
https://drive.google.com/file/d/1 pO1I7QSA V 6q2vFzaq1lamU5cI200WASxOh/view 


(c) one or more sensors configured | The device includes multiple sensors configured to detect different conditions of the device. The sensors 
to detect one or more conditions of | transmit signals related conditions. 

the device and transmit one or 
more signals related to the one or 
more conditions; 
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Claims — 502 PATENT 


Leo’s Loo Too 


© Triple Safety Protection 


anti-pitch sensor 


RADAR WALL 


Our state of the art radar system forms an invisible 
wall around your Loo. When it detects your kitty 
nearby, it stops the Loo from rotating, ensuring 
your kitty can always enter safely. 

WEIGHT SENSORS 

Four weight sensors located at the bottom of your 
Loo detect when your kitty enters and exits the 
drum. The Loo will only initiate a cleaning cycle when 
the weight sensors indicate the drum is empty. 
ANTI-PINCH SENSOR 

An anti-pinch sensor located at the top of the waste drawer detects when foreign objects 

enter the waste chute. When foreign objects are detected, your Loo will stop immediately 

and reverse rotation. = sensors 


radar wall 


Smarty Pear, Leo’s Loo Too User Manual, at 5, 


https://drive.google.com/file/d/1pO17QSA V 6q2vFzaqlamUS5ScI200WASxOh/view 
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Claims — ’?502 PATENT Leo’s Loo Too 


eo 


Triple Layer 
Protection to Keep 
Kitty Safe 


Jy that stop moving parts 
ver kitty is detected 


Leo’s Loo Too, https://smartypear.com/products/leo-s-loo-too 
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Claims — ’?502 PATENT Leo’s Loo Too 


Components 


@ Rotating Drum (Removable) @ POWER Button 


® Sifter ts} Base 


3) Silicon Litter Bladder @ Top Cover (Removable) 


© Weight Sensors ro) Waste Litter Drawer 
5 ] Top Cover (Removable) @ Power Connector 
© Silicone Step (Replaceable) az] Carbon Filters 


Smarty Pear, Leo’s Loo Too User Manual, at 4, 
https://drive.google.com/file/d/1pO17QSA V 6q2vFzaqlamUS5cI200WASxOh/view 
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Claims — ’?502 PATENT Leo’s Loo Too 


Error Notifications 


WEIGHT SENSOR ERROR: The sensors are reading inaccurate numbers. 

How to clear: Inspect if the weight sensors, located inside the four feet on the bottom pf the 
machine, are on a solid, flat surface (no carpet) and that no foreign objects are underneath 
the feet (i.e. cat food or litter particles). Then restart the machine. 


SAFETY MODE WARNING: Ay oni sl al a foreign object in the waste 


chute. This is an uncommon circumstance. When this occurs, the machine stops, 
rotates backwards and enters Safety Mode. 


How to clear: Inspect the machine and remove foreign objects in the waste chute. Then 
short press the POWER button on the front of the machine or click the clean button in the 
app to clear warning. Two short presses will resume operation. 


RADAR SENSOR[ERROR: Radar system may be faulty. 


If this happens multiple times, please contact customer care at 
customercare@smartypear.com. 


MOTOR ERROR: Motor connection or operation error. 


lf this happens multiple times, please contact customer care at 
customercare@smartypear.com. 


Smarty Pear, Leo’s Loo Too User Manual, at 13, 
https://drive.google.com/file/d/1pO17QSA V6q2vFzaqlamU5cI200WASxOh/view 
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Claims — °502 PATENT 


Leo’s Loo Too 


Photographs of Leo’s Loo Too product 


(d) a controller in communication 


with the one or more sensors and is 
adapted to receive the one or more 


signals, wherein the controller is 
configured to determine one or 
more positions of the chamber 
based on the one or more signals 
received from the one or more 
sensors and interpret the one or 


| J 


The device includes a controller that is in communication with multiple sensors and is adapted to receive 
signals. The controller is configured to determine one or more positions of the chamber based on signals 
received from the sensors and interpret the signals as status signals. 


SAFETY MODE WARNING: The anti-pinch sensor detects a foreign object in the waste 


chute. This is an uncommon circumstance. When this occurs, the machine stops, 
rotates backwards and enters Safety Mode. 


How to clear: Inspect the machine and remove foreign objects in the waste chute. Then 
short press the POWER button on the front of the machine or click the clean button in the 
app to clear warning. Two short presses will resume operation. 
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Claims — ’?502 PATENT Leo’s Loo Too 
more signals as one or more status Smarty Pear, Leo’s Loo Too User Manual, at 13, 
signals; https://drive.google.com/file/d/1pOl17QSA V6q2vFzaqlamU5cI200WASxOh/view 


Photograph of Leo’s Loo Too product 


(e) a communication module in The device includes a communication module in communication with the controller and adapted to 
communication with the controller | communicate with the user interface via a network to transmit status signals to the user interface, receive one 
and adapted to communicate with a | or more instruction signals via the user interface, or both. 

user interface via a network to 
transmit the one or more status 
signals to the user interface, 
receive one or more instruction 
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Claims — ’502 PATENT 


Leo’s Loo Too 


signals via the user interface, or 


both; 


SAFETY MODE WARNING: The anti-pinch sensor detects a foreign object in the waste 


chute. This is an uncommon circumstance. When this occurs, the machine stops, 
rotates backwards and enters Safety Mode. 


How to clear: Inspect the machine and remove foreign objects in the waste chute. Then 
short press the POWER button on the front of the machine or click the clean button in the 
app to clear warning. Two short presses will resume operation. 


Smarty Pear, Leo’s Loo Too User Manual, at 13, 
https://drive.google.com/file/d/1 pO17QSA V 6q2vFzaq1lamU5cI200WASxOh/view 


App Pairing & Functionality 


Scan the QR code to 
download the app. Create 
an account and sign in. 


Long press the = 
POWER button for 5 GM) /vinning caicey 
seconds. When you \ / 

hear 3 beeps, the Loo 
is in pairing mode. 


communicates via 3 


anetyork ae In the app, click on “Add Device" or 
a select “+" in the top right corner. The 
app will display available devices. 
{hy Select the Loo youd like to pair with. 
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Claims — ’?502 PATENT Leo’s Loo Too 


Smarty Pear, Leo’s Loo Too User Manual, at 8, 
https://drive.google.com/file/d/1 pOI7QSA V 6q2vFzaqlamUScI200WASxOh/view 
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Indicates when 
cleaning cycle 
is in process. 


Indicates when 
UV Sterilization 
is in process 


Turn Automatic 
Sterilization 
function On/Off 


Power Loo 
On/Off 


transmits status signals 
to user interface 


a 


View 
activity 
record 


aon) 


On Sterilization Settings Clean 


Leo's Loo Too 


Automatic cleaning | Timed cleaning 


oe 


7 


25 January 


11:56 
UV sterilization completed. 


11:47 

Anti-pinch sensor detects blockage near 
chute. Clear blockage & click POWER to 
resume. 


11:30 
Kitty just used the Loo and weighs 12/Ibs 


Hardware 
and 
software 
information. 


Change 
Waste 
Drawer 

alert. 


Manually 
initiate 
cleaning cycle. 


View and 
adjust app 
settings. 
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Smarty Pear, Leo’s Loo Too User Manual, at 9, 
https://drive.google.com/file/d/1 pO17QSA V 6q2vFzaq1lamU5cI200WASxOh/view 


Switch 
Adjust number of between 
drum rotations Automatic 
per cleaning ~~ and Manual 

cycle. cleaning 

modes. 


receives instruction 


signals via user Set when 


interface cleaning cycle 
starts after 
kitty exits Loo. 


Schedule daily Ao wang a Schedule 
cleanings. periods when 


the device 
should be non 
operational. 


Turn POWER : 
button light Schedule daily 


ilizations. 
On/Off sterilizat 


Reset to Reset filter 
factory and litter 

settings. replacement 

countdown. 


Smarty Pear, Leo’s Loo Too User Manual, at 10, 
https://drive.google.com/file/d/1pO17QSA V 6q2vFzaqlamUScI200WASxOh/view 
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Claims — ’502 PATENT 


Leo’s Loo Too 


wherein the communication 
module is a wireless 
communication module and is in 
wireless communication with the 
user interface via the network; and 


The communication module is wireless and in wireless communication with the user interface via the 
network. 


are 


4 


a, LeO'S Loo Tog 


Connected Smart 
Home App 


Remotely monitor and control your Loo from 
anywhere in the world. You can access and adjust 
settings and view activity reports anywhere you 
25 fae ; have an internet connection. 


WV Stonizston comseted 


1 ea ow oo nang \ ‘ iz cies ‘ , 4 Download on the ~~ GETITON 
tai @ App Store Google Play 
Drawers At Pease charge waste 


arent 


Leo’s Loo Too, Connected Smart Home App, https://smartypear.com/products/leo-s-loo-too 
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Claims — ’?502 PATENT Leo’s Loo Too 


App Pairing & Functionality 


Scan the QR code to 
download the app. Create 
an account and sign in. 


Long press the 
POWER button for 5 \ (bunting auickdy 
seconds. When you 

hear 3 beeps, the Loo 
is in pairing mode. 


3 ) ¥ 


In the app, click on “Add Device” or 
select “+" in the top right corner. The 


app will display available devices. 
{hy Select the Loo you'd like to pair with. 


Smarty Pear, Leo’s Loo Too User Manual, at 8, 
https://drive.google.com/file/d/1pO17QSA V 6q2vFzaq1amU5cI200WASxOh/view 


e Compatible with 2.4G WiFi networks. 


Smarty Pear, Leo’s Loo Too User Manual, at 2, 
https://drive.google.com/file/d/1 pOI7QSA V 6q2vFzaq1lamU5cI200WASxOh/view 
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wherein the user interface is 
adapted to transmit the one or 
more instruction signals wirelessly 
to the controller via the network to 
change at least one of the one or 
more conditions of the device. 


The user interface is adapted to transmit instruction signals wirelessly to the controller via the network to 
change at least one condition of the device. 
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Hardware 
) 
Leo's Loo Too and 
Automatic cleaning | Timed cleaning software 
information. 


Indicates when 
cleaning cycle 
is in process. 


Indicates when Change 
Waste 


UV Sterilization 
Drawer 


is in process 
alert. 


Turn Automatic 


Sterilization 
function On/Off Manually 
© initiate 
Power Loo © cleaning cycle. 


On/Off On Sterilization Settings 


View and 


25 sauny adjust app 
settings. 


View 
activity 11:47 
record Anti-pinch sensor detects blockage neer 


chute. Clear blockage & click POWER to 
resume. 


11:30 
Kitty just used the Loo and weighs 12/Ibs 
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Smarty Pear, Leo’s Loo Too User Manual, at 9, 
https://drive.google.com/file/d/1 pO17QSA V 6q2vFzaqlamU5cI200WASxOh/view 


Switch 
Adjust number of between 


drum rotations Automatic 
per cleaning 


and Manual 
cycle. 


cleaning 
modes. 


Set when 
cleaning cycle 
starts after 

kitty exits Loo. 


© ‘Scheauled Cleaning 
Schedule daily Aft cating yous L20 wile mre Schedule 


; Poorhreor rte : 
cleanings. periods when 


the device 
should be non 
operational. 


Turn POWER 5 
button light Schedule daily 


On/Off. ' sterilizations. 


a 
Reset to Reset filter 
factory & and litter 
settings. Reset replacement 
countdown. 


Smarty Pear, Leo’s Loo Too User Manual, at 10, 
https://drive.google.com/file/d/1pO17QSA V 6q2vFzaqlamUS5cI200WASxOh/view 
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